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ICEE-1415 

 متخلخل کونیلیو س دیگرافن اکسا ی هیساخت حسگر گاز بر پا

 یمزلقان ریام نایم - ییرضا هیصف دهیس*

________________________________________________________________ 

ICEE-1478 

 دیبخار اس یآشکارساز یبرا ومیلانتان تراتیبا پوشش ن QCM حسگر گاز یابیو مشخصه  ساخت

 کیدروفلوئوریه

 این یغفار دیوح - نیخوش ب زهرا*
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Structural Stability and Electron Density Analysis of Doped Antimonene: A 

First-principles Study 

*Arash Yazdanpanah Goharrizi - Peyman Saberi Parsa 
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  خیش نیحسمحمد - ییرزا صفا -نژاد  یمهدو حامد*
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 ICEE 1415 کد مقاله:

 خلخلساخت حسگر گاز بر پایه ی گرافن اکساید و سیلیکون مت

 یصالح رضاعلی -مینا امیر مزلقانی -سیده صفیه رضایی 

 یطوس ریجه نصخوادانشگاه  -ییرجا دیشه ریدب تیدانشگاه ترب -ییرجا دیشه ریدب تیه تربدانشگا

 چکیده

سیلیکون متخلخل برای ساخت حسگر گاز آمونیاک استفاده شده است. -در این مقاله از اتصال شاتکی گرافن

از روش هامرز بهبود یافته استفاده شده است که روشی ارزان و ساده و ایمن نسبت به سایر  برای تولید گرافن

روشها است. سیلیکون با استفاده از روش الکتروشیمیایی متخلخل شده است. روش کار حسگر ارائه شده، بر 

آمونیاک ولتاژ در حضور گاز -پایه کاهش جریان اشباع معکوس در حضور گاز است. نمودارهای جریان

درجه  ۰3گیری و ارائه شده است. اثر افزایش دما تا  -اندازهگیری شدهاند. همچنین پاسخ زمانی حسگر اندازه

سانتیگراد بر حساسیت این حسگر بررسی شده است. به منظور افزایش حساسیت حسگر، از یک الیه اکسید 

و اندازهگیریها نشان میدهد که جریان سیلیکون بین گرافن و سیلیکون استفاده شده است. نتایج آزمایشات 

مقدار  µA/cm2 9.31µA/cm 13.42از گاز آمونیاک، از مقدار اولیه  ppm 233 اشباع معکوس در حضور

ثانیه و  ۲۰در حضور گاز کاهش پیدا میکند. عالوه بر این مشاهده شده که این حسگر دارای پاسخ زمانی  2به 

مونههای مشابه سریع تر عمل میکند. همچنین نشان داده شده است ثانیه است که نسبت به ن ۰برگشتپذیری 

افزایش مییابد. حساسیت % 02حساسیت این حسگر به میزان  ۲33ppmکه با افزایش دما تا در غلظت 

سیلیکون -اکسید سیلیکون-سیلیکون متخلخل و گرافن-سیلیکون، گرافن-حسگر برای نمونههای گرافن

 .دهد%افزایش می ۷6نشان میدهد که متخلخلسازی سیلیکون، حساسیت را تا  متخلخل مقایسه شدهاند. نتایج
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  ICEE 1478کد مقاله: 

با پوشش نیترات لانتانیوم برای آشکارسازی بخار  QCM ساخت و مشخصه یابی حسگر گاز

 اسید هیدروفلوئوریک

 وحید غفاری نیا -زهرا خوش بین 

 هاناصف یصنعت دانشگاه - اصفهان یدانشگاه صنعت

 چکیده

است. این حسگر به ( QCM) یکی از انواع محبوب حسگرهای جرمی، حسگر ریزترازوی کریستال کوارتز

تغییرات جرم در سطح حسگر حساس است. حساسیت باال، انتخابگری مناسب و قیمت ارزان از مهمترین 

محیط، نیاز به یک ویژگیهای این حسگرها هستند. از طرفی پایش ایمنی محیط و تشخیص گازهای سمی در 

 QCM سیستم تشخیص ساده، سریع، برخط و ارزان است. در این پروژه به ساخت و مشخصهیابی حسگرهای

پرداخته ( HF) برای آشکارسازی گازهای مضر در محیطهای صنعتی و به طور خاص بخار هیدروفلوئوریک اسید

بررسی میشود. برای ساخت حسگر  HF رشده است. برای اولین بار است که کاربرد این حسگر در تشخیص بخا

و روش الیهنشانی قطرهای استفاده شده است. در این تحقیق برای ساخت حسگر از  MHz 6 از کریستال

محلول نیترات النتانیوم به منظور پوششدهی سطح الکترود نقره استفاده شده است. مشخصات ساختار الیه 

ق نتایج حاصل، این حسگرها از حساسیت، انتخابگری و آزموده شد. طب FESEM جاذب با استفاده از روش

 .حد تشخیص مناسبی برخوردار هستند
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Paper Code: ICEE 1470  

Structural Stability and Electron Density Analysis of Doped Antimonene: 

A First-principles Study 

Arash Yazdanpanah Goharrizi - Peyman Saberi Parsa 

Shahid Beheshti University - Shahid Beheshti University 

Abstract 

In the present work, the structural stability, electronic, and magnetic properties of 

doped antimonene are studied in the frame work of density functional theory 

calculations. According to the thermodynamic parameters such as cohesive 

energy, binding energy, and charge transfer it can be extracted that the doped 

structures of antimonene are stable. The results of the band structure and the 

density of state show that the structure with group IV dopant is a p-type 

semiconductor, but the structure with group V is intrinsic and for group VI 

behaviors as n-type semiconductor. Based on the simulation results of this work, 

the magnetic moment near the Fermi level of doped antimonene has changed 

significantly by the P-orbital of dopants. Moreover, the effective mass of 

electrons and holes for the antimonene structure is calculated in the presence of 

impurities. By applying silicon and sulfur impurities, the effective mass of the 

electrons becomes larger than the holes, but by applying phosphorus impurity, 

the opposite results are obtained. 
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  ICEE 1516کد مقاله: 

 (g-SiC2) امکان سنجی نظری آشکارسازی گاز سولفید هیدروژن توسط سیلی گرافن

 محمدحسین شیخ -رزا صفایی  -حامد مهدوی نژاد 

 رازیگاه شدانش  -رازیدانشگاه ش

 چکیده

با استفاده ( H2S) در جذب و آشکارسازی گاز سولفید هیدروژن(SiC2-g) در این مقاله قابلیت سیلی گرافن

از نظریه تابعی چگالی و با در نظر گرفتن اثر نیرو های واندروالسی مورد مطالعه قرار گرفته است. نتایج این 

گرماده و از نوع فیزیکی است.  SiC2-g روی صفحه محاسبات نشان می دهند که فرآیند جذب مولکول گاز

محاسبات ساختار نواری نیز نشان می دهند که در اثر حضور مولکول گاز روی صفحه، گاف انرژی و جرم موثر 

افزایش یافته و در نتیجه رسانندگی آن کاهش مییابد. بنابراین، امکان استفاده از  (SiC2-g) ماده حسگر

عالوه بر این، جذب فیزیکی  .وجود دارد H2S حسگر گرمایی و مقاومتی گازبه عنوان  SiC2-g صفحه

 .مولکولهای گاز منجر به زمان بازیابی از مرتبه نانوثانیه برای ماده حسگر در دمای اتاق شده است
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Paper Code: ICEE 1537 

Optimization of Novel L-shaped Gate All around Junctionless Field Effect 

Transistor 

Mohammad Tabarsi Sochelmaei - Arash Yazdanpanah Goharrizi 

Shahid Beheshti University - Shahid Beheshti University 

Abstract 

In this work, a novel L-shaped gate all around junctionless field effect transistor 

with assistant gate, in which drain side is vertically extended, is proposed. Its 

electronic characteristics have also been extensively studied by employing TCAD 

device simulation. The performance comparison between the proposed device, 

conventional gate all around, and L-shaped gate all around junctionless devices 

has been investigated. Furthermore, optimization of the device design parameters, 

such as doping concentration, the assistant gate thickness, spacer oxide layer 

thickness between the main and assistant gate, extension height of drain region 

has been performed and the optimal physical parameters have been proposed. 
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 ۱6:۰۰الی  ۱۴:3۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲۷سه شنبه 

 یکیالکتر یخودروها-۱ قدرت سیستمعنوان نشست: 

 الدین طوسیصنعتی خواجه نصیردانشگاه                   گلکارعلی اکبر مسعود دکتر                                        

 دانشگاه شیراز                            محمدیدکتر محمد               نشست: وسایر

 امیرکبیردانشگاه صنعتی                                نفیسیحامد دکتر                                    

 

ICEE-1148 

 طراحی ایستگاه شارژ سریع با در نظر گرفتن عدم قطعیت منابع تجدیدپذیر و مدیریت ریسک

 محمد هاشمی مصیر -میثم جعفری نوکندی  -محمد بزرگپور رودباری *

________________________________________________________________ 

ICEE-1368 

 طراحی بهینه پارکینگ خودروهای برقی با در نظر گرفتن عدم قطعیت منابع انرژی تجدیدپذیر

 ریمحمد بزرگپور رودبا -میثم جعفری نوکندی  -سید محمد هاشمی مصیر *

________________________________________________________________ 

ICEE-1527 

مدیریت انرژی شارژر خودروهای الکتریکی، به منظور افزایش ضریب نفوذ خودروهای الکتریکی و 

 بهبود پروفیل ولتاژ شبکه های توزیع الکتریکی هوشمند با استفاده از شارژ خودروها در محل کار

 سعید اسماعیلی جعفرآبادی -افشار مهدی *

 ________________________________________________________________ 

ICEE-1168 

Evaluating the Effect of Electric Vehicle Charging Station Locations on Line 

Flows: An Analytical Approach 

*Mohammad Hasan Nikkhah - Mahdi Samadi 
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  ICEE 1148 مقاله: کد

 سکیر تیریو مد ریدپذیمنابع تجد تیبا در نظر گرفتن عدم قطع عیشارژ سر ستگاهیا یطراح

 ریمص یمحمد هاشم - ینوکند یجعفر ثمیم - یبزرگپور رودبار محمد

 بابل یروانینوش یدانشگاه صنعت - بابل یروانینوش یدانشگاه صنعت - بابل یروانینوشی صنعت شگاهدان

 چکیده

در این مقاله طراحی ایستگاه شارژ سریع با حضور توربین بادی، سلول خورشیدی و ذخیره ساز انرژی از نوع  

هدف از نصب ذخیره ساز، تأمین خدمات انعطافپذیری جهت کاهش انحراف توان توربین  .باتری ارائه شده است

ن بوده که مالک توربین بادی میتواند بادی میباشد. مالکیت و موقعیت ایستگاه شارژ سریع و توربین بادی یکسا

در بازار شرکت کرده و با فروش توان تولیدی آن به شبکه کسب درآمد کند. عدم قطعیت توان باد با تولید 

نیز بهعنوان معیار ریسک جهت ( CVaR) تعداد زیادی سناریو مدل شده و ارزش در معرض خطر مشروط

ته شده است. روش پیشنهادی بهصورت مسئله برنامهریزی کاهش ریسک سرمایهگذاری ایستگاه در نظر گرف

برای حل آن استفاده شده است.  GAMS و از نرمافزار (MILP) خطی آمیخته با عدد صحیح مدل شده

نتایج شبیهسازی نشان میدهد که نصب منابع انرژیپراکنده بهنحوی انجام میشود که سود مالک ایستگاه با 

 .ریسک کمتر به حداکثر برسد
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  ICEE 1368کد مقاله: 

 طراحی بهینه پارکینگ خودروهای برقی با در نظر گرفتن عدم قطعیت منابع انرژی تجدیدپذیر

 محمد بزرگپور رودباری -میثم جعفری نوکندی  -سید محمد هاشمی مصیر 

 بابل دانشگاه صنعتی نوشیروانی - بابل دانشگاه صنعتی نوشیروانی - بابل نوشیروانی صنعتی دانشگاه

 چکیده

با توجه به مزایای خودروهای برقی در کاهش مصرف سوختهای فسیلی و انتشار گازهای گلخانه ای، استفاده 

از این خودروها بهتدری ج افزا یش یافته و پیش بینی می شود که در آینده به طور گسترده مورد استفاده 

ر منابع انرژی تجدیدپذیر نظیر تولید کننده قرار گیرد. همچنین استفاده از پارکینگ خودروهای برقی درکنا

توان بادی میتواند سبب کاهش انحراف توان تولیدی باد و بهبود وضعیت شبکه شود. در این مقاله طراحی 

بهینه پارکینگ خودروی برقی به همراه صفحات خورشیدی و ذخیره ساز به منظور کاهش انحراف توان تولیدی 

ری جهت کاهش انحراف توان بادی، همچنین حداکثرسازی سود کل مورد باد و تأمین خدمات انعطاف پذی

بررسی قرار گرفته است. توان تولیدی واحد بادی دارای عدم قطعیت است و با استفاده از توزیع نرمال مدل 

می شود و انحراف توان تولیدی باد توسط پارکینگ خودروهای برقی و یا بازار تعادلی جبران می شود. مدل 

افزار مدل شده و از نرم ( MILP) ادی بهصورت مسئله برنامه ریزی خط ی آمیخته با عدد صحیحپیشنه

GAMS  برای حل آن استفاده شده است. نتایج نشان میدهد که حضور پارکینگ خودروهای برقی و استفاده

ا کمبود توان از توان باتری خودروها، سبب کاهش انحراف توان بادی شده و جریمه پرداختی بابت اضافه و ی

 .باد نیز کاهش یافته است
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  ICEE 1527کد مقاله: 

و  یکیالکتر ینفوذ خودروها بیضر شیبه منظور افزا ،یکیالکتر یشارژر خودروها یانرژ تیریمد

 هوشمند با استفاده از شارژ خودروها در محل کار یکیالکتر عیتوز یولتاژ شبکه ها لیبهبود پروف

 یجعفرآباد یلیاسماع دیسع -افشار  یمهد

 باهنر کرمان دیدانشگاه شه - باهنر کرمان دیدانشگاه شه - باهنر کرمان دیدانشگاه شه

 چکیده

در این مقاله یک ساختار به منظور مدیریت انرژی شارژر خودروهای الکتریکی ارائه خواهد شد، که همزمان 

ع در ایستگاههای شارژ و مدیریت قادر به مدیریت انرژی شارژر، پیش بینی تولید مولدهای خورشیدی واق

محل کار خواهد بود. عدم قطعیت برای بارها، ظرفیت باتری خودروهای الکتریکی  _شارژر خودروها در باس

در نظر گرفته شده است. تابع هدف، افزایش ضریب نفوذ خودروهای الکتریکی و حداقل سازی انحراف اندازه 

است. در این مقاله برای شبیه  IEEE باسه 33لعه، شبکه تستولتاژ از مقدار مطلوب است. شبکه مورد مطا

استفاده شده است.الگوریتم استفاده شده جهت  DIgSILENT سازی، عدم قطعیت و بهینه سازی از نرم افزار

نتایج نشان می دهد که  .( algorithm Search Cuckoo)بهینه سازی، الگوریتم بهینه سازی فاخته است

در خواهد بود تا درصد نفوذ خودروهای الکتریکی به شبکه را به میزان قابل توجهی افزایش ساختار ارائه شده قا

 .دهد، انحراف اندازه ولتاژ را به حداقل برساند و هزینه خرید توان از شبکه باالدست را کاهش دهد
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Paper Code: ICEE 1168  

Evaluating the Effect of Electric Vehicle Charging Station Locations on 

Line Flows: An Analytical Approach 

Mohammad Hasan Nikkhah - Mahdi Samadi 

Hakim Sabzevari University, Sabzevar- Hakim Sabzevari University, Sabzevar 

Abstract 

One of the most important challenges about Electric Vehicles (EVs) is the proper 

placement of vehicle charging stations. Optimal placement depends on economic 

and technical aspects. In this paper, an analytical approach is proposed for 

evaluating the technical effect of the charging stations location. In this approach, 

the share of each charging stations location on each line flow is analytically 

determined using structural decomposition technique. This approach helps to 

analysis the charging stations allocation effects on the congestion management. 

The proposed method is simulated on the IEEE 24-bus test network and the 

results are presented and analyzed. The simulation results show the efficiency of 

the proposed approach. 
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 تالیجید یهاگنالیپردازش س -۱سیستم  مخابراتعنوان نشست: 

 دانشگاه تربیت مدرس   ی       زدی انیدکتر محمدحسن قاسم   

   بابل یروانینوش یدانشگاه صنعت                          آقاگل زاده یدکتر عل   نشست: وسایر

 دانشگاه صنعتی اصفهان        ی         دکتر محمود مدرس هاشم    
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ICEE-1532 

Signal Design Using Manifold Based Algorithms in Order to Decrease ISL 

*Hamideh Zebardast - Mahmoud Farhang - Abbas Sheikhi  
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Paper Code: ICEE 1473 

Instantaneous Blind Audio Source Separation Using Characteristic 

Function of Heavy - Tailed Distributions 

Kamran Rajabi - Mohammadreza Hassannejad Bibalan - Neda Faraji 

Imam Khomeini International University - Imam Khomeini International 

University - Imam Khomeini International University 

Abstract 

Blind audio source separation (BASS) methods separate combined audio signals 

up to unknown scaling and ordering factors. The present study proposes an 

interesting approach by assigning symmetric alpha-stable (SαS) distributions to 

sources. Since SαS distributions can better model audio signal due to their heavier 

tails, our method outperformed other well-renowned algorithms. The main 

drawback of SαS distributions is the lack of closed-form expression for its density 

function, apart from some exceptional cases. But promising fact is that its 

characteristic function has closed-formed relation. In this study, discrete formula 

of characteristic function, defined based on spectral measure, was used to tackle 

BASS. Our signals were combined linearly and instantaneously in each sensor, 

number of sources and sensors were equal, i.e., the case was so-called determined 

case. While our method can be implemented in determined case, its efficiency 

has been proven even in mild underdetermined cases. The solution devised for 

BASS problem presumes that sources are independent and identically distributed 

(i.i.d.), which is not far from real condition. 
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Paper Code: ICEE 1119 

Autonomous, Bio-inspired Vision-Based Navigation System for Indoor 

Flying Using Hybrid Optical Flow and Stereopsis Methods 

Masoud Mohtadifar - Hadi Seyedarabi 

University of Tabriz - University of Tabriz 

Abstract 

 Unmanned aerial vehicles (UAVs) have become an important part of today’s 

world. Micro Aerial Vehicles (MAVs) are small-sized UAVs that are suited for 

closed spaces, indoor or covert applications. Due to their small size and limited 

energy and load they can bear, there are several challenges in intelligent control 

of these vehicles. Also, due to their limitations, using energy-consuming sensors 

and complex control strategies which need high computational power, is not an 

option. To overcome MAV’s limitations, researchers are working on visual 

navigation systems. In this paper, we present an efficient strategy for the guidance 

and navigation of a 30gr MAV in indoor environments using a mixture of visual 

and inertial sensors. By taking inspiration from nature and flying insects, we 

combined optical flow and stereopsis methods to detect stationary obstacles and 

avoid collisions. Our control system uses two lateral cameras to avoid collision 

with lateral walls. To detect frontal walls and obstacles, instead of using optical 

flow methods, we use two frontal cameras with the same viewing direction and 

calculate the discrepancy between their images to detect walls and obstacles. For 

guidance, we designed a guidance system that functions well with our obstacle 

detection system and only needs destination and MAV’s current coordinates. By 

implementing our control system on a simulated coaxial helicopter, we were able 

to record more than 150 hours of collision-free flight and successful guidance to 

appointed destinations. Our control system is best suited for small sized UAVs in 
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indoor environments and only needs inexpensive sensors and microcontrollers to 

implement. 
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Paper Code: ICEE 1212 

Infrared Small Target Detection Based on Directional Mean Difference and 

Compactness 

Mohammad Rahbari Dust - Masoumeh Azghani 

Sahand University of Technology Tabriz - Sahand University of Technology 

Tabriz 

Abstract 

The effective detection of small targets is a crucial task in infrared search and 

tracking applications. In this paper, we propose a method based on directional 

mean difference and compactness that will address some of the issues of the 

existing methods. First, the directional mean difference (DMD) is computed to 

extract the local bright regions. Then, the compactness of those regions is 

obtained and the DMD and compactness maps are integrated. Furthermore, the 

multi scale technique is applied for size adaptation and the small targets is 

segmented through an adaptive threshold. The simulation results confirm that the 

proposed method has achieved superior detection performance with a low 

computational load. 
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Paper Code: ICEE 1388 

Sparsity Domain Smoothing Based Thresholding Recovery Method for 

OFDM Sparse Channel Estimation 

Mohammad Hossein Bahonar - Reza Ghaderi Zefreh - Rouhollah Amiri 

Isfahan University of Technology - Sharif University of Technology - Sharif 

University of Technology 

Abstract 

Due to the ever increasing data rate demand of beyond 5G networks and 

considering the wide range of Orthogonal Frequency Division Multipllexing 

(OFDM) technique in cellular systems, it is critical to reduce pilot overhead of 

OFDM systems in order to increase data rate of such systems. Due to sparsity of 

multipath channels, sparse recovery methods can be exploited to reduce pilot 

overhead. OFDM pilots are utilized as random samples for channel impulse 

response estimation. We propose a three-step sparsity recovery algorithm which 

is based on sparsity domain smoothing. Time domain residue computation, 

sparsity domain smoothing, and adaptive thresholding sparsifying are the three-

steps of the proposed scheme. To the best of our knowledge, the proposed sparsity 

domain smoothing based thresholding recovery method known as SDS-IMAT 

has not been used for OFDM sparse channel estimation in the literature. Pilot 

locations are also derived based on the minimization of the measurement matrix 

coherence. Numerical results verify that the performance of the proposed scheme 

outperforms other existing thresholding and greedy recovery methods and has a 

near-optimal performance. The effectiveness of the proposed scheme is shown in 

terms of mean square error and bit error rate. 
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Paper Code: ICEE 1532 

Signal Design Using Manifold Based Algorithms in Order to Decrease ISL 

Hamideh Zebardast - Mahmoud Farhang - Abbas Sheikhi 

Shiraz University - Shiraz University - Shiraz University 

Abstract 

In this paper, design of sequences in Phase Modulated Continuous Wave 

(PMCW) radars is presented. To improve the radar detection performance, the 

optimization problem is discussed by minimizing the Integrated Sidelobe Level 

(ISL) criteria. Algorithms based on manifold are used in order to solve the 

optimization problem such as Riemannian Gradient Descent (RGD), Riemannian 

Broyden, Fletcher, Goldfarb, and Shanno (RLBFGS) and Riemannian Trust 

Region (RTR). For this purpose, a suitable manifold in the continuous phase 

space is introduced. Simulation results for all three algorithms RGD, RLBFGS 

and RTR will be presented for both periodic and aperiodic cases. For both the 

above cases, manifold-based algorithms have better performance in terms of ISL 

and Peak Sidelobe Level (PSL) than Coordinate Descent (CD) method. And, they 

are faster algorithms in comparison to CD. 
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ICEE-1078 

Designing a Feedforward Controller Using LMI’s for Disturbance Rejection 

of Non-Minimum Phase MIMO Systems 

*Saeedreza Tofighi - Farshad Merrikh-Bayat - Farhad Bayat 

________________________________________________________________

ICEE-1140 

 یمریغشا پل یسوخت لیدر پ LQG بر روش یت مبتنکنترل حرار

 یبرزگر یمحمدمهد - یرضاپوریعل یمحمدعل - یول احمدرضا*

________________________________________________________________ 

ICEE-1141 

 با استفاده از تابع مانع منیا یتیتقو یریادگیبر  یمبتن ینهیبه یخروج یکنندهمیتنظ یطراح

 یینما یکنترل

 یشمقدر دیسع - یاصغر درضایس*

________________________________________________________________ 

ICEE-1178 

 یسازنهیو به یتیتقو یریادگیبا استفاده از  یرخطیغ یهاستمیکنترل کننده امن س یطراح

 مجموع مربعات

 محمدباقر منهاج -یشمقدر دیسع -سجاد پاک خصال  - یاحسان رضو -زاده  یقل نیحس*

 ۱6:۰۰الی  ۱۴:3۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲۷سه شنبه 

 کنترل بهینه -۱ کنترلعنوان نشست: 

 نصیر خواجه صنعتی دانشگاه   خالوزاده حمید دکتر   

 شریف صنعتی دانشگاه               تواضعی محمدصالح دکتر  :نشست روسای

 تبریز دانشگاه     فکر قوی زاده امین امیر دکتر    
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ICEE-1198 

Transmission Dynamics and Optimal Control Strategy to Mitigate the 

Spread of Novel Coronavirus: The Case of Iran 

*Reza Shadi - Ahmad Fakharian - Hamid Khaloozadeh 

________________________________________________________________

ICEE-1204 

 کنترل وضعیت ماهواره با کنترل پیشبین اقتصادی مقاوم مبتنی بر تیوب با محاسبات کاهش یافته

 سعید شمقدری -هی للطالب عبدا -عارف آقاملائی  -انی مهیار مدنی اصفه*
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Paper Code: ICEE 1078 

Designing a Feedforward Controller Using LMI’s for Disturbance 

Rejection of Non-Minimum Phase MIMO Systems 

Saeedreza Tofighi - Farshad Merrikh - Bayat - Farhad Bayat 

University of Zanjan - University of Zanjan - University of Zanjan 

Abstract 

In this paper, designing a feedforward controller is proposed to improve the 

disturbance rejection property of the Non-Minimum Phase (NMP) Multi-Input 

Multi-Output (MIMO) systems. Eliminating the effect of disturbances on NMP 

systems may cause instability and impose additional costs on controlling the 

entire system. For this purpose, the unknown variables of the feedforward 

controller are calculated using LMIs such that the H∞ norm of the transfer 

function matrix from disturbance to output is minimized. By taking advantage of 

the frequency sampling techniques into account and using the right half plane 

zeros direction condition proposed for the NMP systems in some iterative 

algorithms, a new tractable method is constructed to solve the problem. The 

method uses convex techniques and CVX software and could reach satisfactorily 

optimal results in practical examples. 
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 ICEE 1140 مقاله: کد

 در پیل سوختی غشا پلیمری LQG کنترل حرارت مبتنی بر روش

 محمدمهدی برزگری -محمدعلی علیرضاپوری  -احمدرضا ولی 

 مازندران مالک اشتر ینشگاه صنعتدا  - تهران مالک اشتر یدانشگاه صنعت

 چکیده

یک مبدل انرژی است که انرژی شیمیایی را طی یک فرآیند الکتروشیمیایی به جریان برق  پیل سوختی

های سوختی، پیل سوختی غشاء پلیمری است که دارای کاربردهای کند. یکی از انواع پیلمستقیم تبدیل می

یاز به صنعتی و نظامی بسیاری است. برای به دست آوردن عملکرد مطلوب در پیل سوختی غشاء پلیمری ن

ای است که بتواند اهداف کنترلی از جمله مدیریت هوا، سوخت و حرارت را به دست آورد. کنندهطراحی کنترل

ای برخوردار در این میان مدیریت حرارت و تنظیم دمای پیل سوختی در مقدار مطلوب خود از اهمیت ویژه

برای مدیریت حرارت در پیل  LQGوش ی مبتنی بر ری بهینهکنندهاست. در این مقاله به طراحی کنترل

کننده دمای پیل سوختی را در مقدار مطلوب خود تنظیم و زیرسیستم مدیریت پردازیم. این کنترلمیسوختی 

 گیری مقاوم است.و نویز اندازه نماید و در مقابل اختلالحرارت را به طور بهینه کنترل می
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 ICEE 1141کد مقاله: 

با استفاده از تابع مانع  منیا یتیتقو یریادگیبر  یمبتن ینهیبه یخروج یدهکننمیتنظ یطراح

 یینما یکنترل

 یشمقدر دیسع - یاصغر درضایس

 دانشگاه علم و صنعت - دانشگاه علم و صنعت

 چکیده

گسسته، استفاده از -ی خروجی بهینه برای یک سیستم زمانکنندههای حل مسئله تنظیمیکی از روش

های ایمنی، این و این در حالی است که در حضور محدودیت باشدمبتنی بر یادگیری تقویتی می کنندهکنترل

کننده، سبب بروز رفتارهای پرخطر در کاربردهای دنیای واقعی امکان وجود دارد که استفاده از آن کنترل

فیلتر مبتنی بر تابع مانع مستقل از مدل،  off-policyگردد. از این رو، در این مقاله، ضمن تبیین الگوریتم 

گردد. این فیلتر، در قالب یک مسئله های ایمنی، معرفی میکنترلی نمایی به منظور تحقق محدودیت

دوم، با توسعه مفهوم تابع مانع کنترلی نمایی و ترکیب آن با رگرسیون فرآیند گوسی، این -سازی مرتبهبهینه

های سیستم، تحقق یابد. های کنترلی و حالتبرای ورودیهای مدنظر کند که محدودیتامکان را ایجاد می

دهند تانک نشان می-تانک و دو-های چهارنتایج حاصل از اعتبارسنجی رویکرد پیشنهادی در کنترل سیستم

که رویکرد مدنظر با طراحی ورودی کنترلی مناسب توانایی لازم برای دفع اغتشاش و ردیابی مسیر مرجع را 

 نماید.های مدنظر را نیز تضمین مییتدارد و تحقق محدود
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 ICEE 1178 کد مقاله:

سازی های غیرخطی با استفاده از یادگیری تقویتی و بهینهکننده امن سیستمطراحی کنترل

 مجموع مربعات

 محمدباقر منهاج - سعید شمقدری -سجاد پاک خصال  -احسان رضوی  -حسین قلی زاده 

دانشگاه علم و  - رانیدانشگاه علم و صنعت ا - ریرکبیامی صنعت نشگاهاد - رانیا انشگاه علم و صنعتد

 ریرکبیام یدانشگاه صنعت - رانیصنعت ا

 چکیده

باشد. های یادگیری تقویتی میهای الگوریتمترین چالشکننده مقید یکی از بزرگحل مساله طراحی کنترل

گویند. اکثر د به آن مسئله ایمنی نیز میهای سیستم باشگونه مسائل چنانچه قید بر روی حالتدر این

کنند، در مورد ایمنی آن ادعایی ندارند و بالعکس. در این هایی که بهینگی قانون کنترل را تضمین میروش

شود. کننده ایمن و بهینه برای یک سیستم غیرخطی زمان پیوسته ارائه میمقاله روشی برای طراحی کنترل

به الگوریتم  (barrier function)سیاست مرسوم با استفاده از مفهوم تابع مانع  در این روش، الگوریتم تکرار

شود. علاوه بر این یک الگوریتم تکراری  برای محاسبه بزرگترین ناحیه امن دارای تکرار سیاست امن تبدیل می

ز این ناحیه خارج های سیستم اشود که با شروع از ناحیه امن، حالتشود. تضمین میتضمین پایداری ارائه می

ریزی مجموع مربعات استفاده شده است که روشی نخواهند شد. در الگوریتم تکرار سیاست پیشنهادی از برنامه

کننده پیشنهاد شده باشد. در نهایت کارایی کنترلای میسازی با قیود چندجملهموثر برای حل مسائل بهینه

 است.سازی عددی نشان داده شده با استفاده از شبیه
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Paper Code: ICEE 1198 

Transmission Dynamics and Optimal Control Strategy to Mitigate the 

Spread of Novel Coronavirus: The Case of Iran 

Reza Shadi - Ahmad Fakharian - Hamid Khaloozadeh 

Qazvin Branch, Islamic Azad University - Qazvin Branch, Islamic Azad 

University - K.N. Toosi University of Technology 

Abstract 

The outbreak of the novel coronavirus (COVID19) is currently considered a great 

challenge to the health of human society. In this study, since the COVID-19 

vaccines are currently being developed, a vaccine allocation as an effective 

pharmaceutical strategy to immunize people against disease is being considered. 

To this end, a new extended SIR-type model including vaccination compartment 

and reinfection transmission to predict disease behavior in Iran has been 

formulated. The mathematical analysis of the model is investigated to verify that 

the proposed model is well-posed epidemiologically. The biological parameters 

are evaluated via a nonlinear least-square fitting approach. Finally, to investigate 

the impact of preventive pharmaceutical measures on flattening the curve of the 

COVID19 incidence in Iran, the optimal control strategy is applied. The results 

of numerical simulations and the optimal control analysis illustrate that the 

combined implementation of time-dependent measures has a drastic impact on 

disease burden reduction. 
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 ICEE 1204کد مقاله: 

 کنترل وضعیت ماهواره با کنترل پیشبین اقتصادی مقاوم مبتنی بر تیوب با محاسبات کاهش یافته

 مقدریسعید ش -هی لطالب عبدال -عارف آقاملائی  -مهیار مدنی اصفهانی 

 دانشگاه علم و صنعت -رانیا ییپژوهشگاه فضا - رانیدانشگاه علم و صنعت ا - رانیدانشگاه علم و صنعت ا

 رانیا

 چکیده

 یکنندهبا کنترل یاماهواره تیکنترل وضع یبرا وبیبر ت یمبتن یاقتصاد نیبشیکنترل پ کیمقاله  نیدر ا

که ماهواره  ییشده است. از آنجا یو محدود طراح نینامع یدر حضور اغتشاش خارج یالعملعکس یهاچرخ

 شیچالش افزا شود،یم ردبه آن وا یادیز یاست که در فضا اغتشاشات خارج دهیچیپ کینامیبا د یستمیس

 وبیبر ت یمبتن نیبشیکنترل پ یوجود دارد. حجم محاسبات طراح وبیحجم محاسبات در هنگام محاسبه ت

 وب،یدر محاسبه ت ینکوفسکیمتعدد م یهاجمع لیمانند ماهواره، به دل دهیچیپ کینامیبا د یهاستمیس یبرا

کاهش حجم  یبرا وبیت نیتخم یشنهادیپ راهکارچالش،  نیبرطرف شدن ا یبالا است. در راستا اریبس

 یاقتصاد نیبشیکنترل پ یحجم محاسبات طراح شیروند افزا نیتخم نی. با اشود¬یمحاسبات ماهواره ارائه م

علاوه  ،یاقتصاد ینهیبا استفاده از تابع هز وبیت ی. پس از طراحگرددیماهواره متوقف م یبرا وبیبر ت یمبتن

مورد نظر در حضور اغتشاش  ستمیس یشده است. برا یعملکرد ماهواره اقتصاد ،یکنترل شکردن تلا ممینیبر م

ماهواره با کاهش حجم  تیوضعکنترل  یدهندهنشان جیانجام شده است. نتا یسازهیو محدود شب نینامع

 است. وبیبر ت یمبتن یاقتصاد نیبشیکننده پکنترل یمحاسبات در هنگام طراح
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 ۱6:3۰الی  ۱۴:3۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲۷سه شنبه 

 ۱های بیولوژیکیپردازش سیگنال -۱مهندسی پزشکی عنوان نشست: 

 ی شریفدانشگاه صنعت دکتر محمدباقر شمس اللهی            

 دانشگاه تهران  دکتر فریبا بهرامی                     نشست: وسایر

 دانشگاه شاهد دکتر علی مطیع نصرآبادی            

 

ICEE-1127 

Classification of Schizophrenia Patients by Nonlinear Analysis of EEG  

*Amirhossein Tajik - Hoda Jalalkamali - Hossein Nezamabadipour 

________________________________________________________________

ICEE-1142 

Differentiating Brain Connectivity Networks in ADHD and Normal 

Children using EEG  

*Roqaie Moqadam - Nazila Loghmani - Alireza Khorrami Moghaddam - Armin 

Allahverdy 

________________________________________________________________

ICEE-1397 

The Change in Individual Alpha Frequency during Neurofeedback Training 

*Maryam Dorvashi - Neda Behzadfar  

________________________________________________________________

ICEE-1503 

Application of Transfer Learning in Optimized Filter- Bank Regularized 

CSP to Classification of EEG Signals with Small Dataset  

*M. Moein Esfahani - Hossein Sadati  
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ICEE-1156 

The Most Descriptive Surprise Definition for Brain’s EEG Response to 

Visual and Auditory Oddball Tasks 

 *Mohammad Mahdi Kiani - Zahra Mousavi - Hamid Aghajan 

________________________________________________________________ 

ICEE-1165 

Transfer Learning Using Deep Convolutional Neural Network for 

Predicting Dementia Severity 

*Vahid Asayesh - Mehdi Dehghani - Majid Torabi Nikjeh - Sepideh Akhtari 

khosrowshahi 
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Paper Code: ICEE 1127 

Classification of Schizophrenia Patients by Nonlinear Analysis of EEG 

Amirhossein Tajik - Hoda Jalalkamali - Hossein Nezamabadipour 

Shahid Bahonar University of Kerman - Kerman University of Medical 

Sciences - Shahid Bahonar University of Kerman 

Abstract 

In this study, the diagnosis of schizophrenia using the nonlinear analysis of 

electroencephalography (EEG) during a specific task has been considered. The 

task involves participants distinguishing between images containing unilateral 

and bilateral shapes. Due to the nonlinear nature of brain signals, the nonlinear 

analysis of EEG has recently received significant attention from researchers. 

Among the nonlinear measures, we used some types of entropy, correlation 

dimension, and some kinds of complexity. After applying preprocessing, these 

nonlinear metrics and the signal energy in the delta band, were used for feature 

extraction. In the next step, the data were applied to the SVM, K-nearest 

neighbors (KNN), and decision tree classifiers. In addition, we tried to use the 

capacity of simultaneous classifiers to reach better performance. For this purpose, 

an ensemble learning random forest classifier has been used. Finally, to evaluate 

the classification, electrodiagnostic medicine criteria such as sensitivity, 

specificity, accuracy, and precision have been used. The results of these criteria 

are equal to 94.03, 94.67, 94.06, 95.32 percent, respectively, and indicate the 

good performance of the classification system. 
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Paper Code: ICEE 1142 

Differentiating Brain Connectivity Networks in ADHD and Normal 

Children Using EEG 

Roqaie Moqadam - Nazila Loghmani - Alireza Khorrami Moghaddam - Armin 

Allahverdy 

Medicine, Tehran University of Medical Sciences - University, Boston, MA, 

USA- Mazandaran University of Medical Science - Mazandaran University of 

Medical Science 

Abstract 

Attention Deficit Hyperactivity Disorder (ADHD), shows the lack of attention 

and focus and is the one of most prevalent cognitive disorder of childhood. There 

are many features of ADHD like inappropriate attention, impulsive behavior, and 

hyperactivity that could be caused by different brain connectivity in ADHD 

children. As the electroencephalogram (EEG) contain the information of brain 

activity, so it can be useful tool for differentiating brain activity of ADHD and 

Normal children. In this study we recorded EEG from 29 ADHD children and 20 

normal children under predefined protocol and extracted fractality of EEG. At the 

next step, using graph coloring algorithm, the connectivity networks (as 

functional connected regions) of brain was extracted from fractality of EEG. The 

results showed there are some disconnection between frontal and occipital lobe 

in ADHD children that confirm the defect of anterior lobe in ADHD children. 
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Paper Code: ICEE 1397 

The Change in Individual Alpha Frequency during Neurofeedback 

Training 

Maryam Dorvashi - Neda Behzadfar 

Sahand University of Technology of Tabriz- Azad University of Najafabad 

Branch 

Abstract 

The Individual Alpha Frequency (IAF) is related to cognitive functions 

corresponding to one's performance. This study aimed to examine the effect of 

Neurofeedback training (NFT) protocols on EEG signal's IAF of twelve 

individuals. The results showed increased IAF in all participants over the training 

process. Furthermore, the increase in IAF was positively correlated with the 

increase in Working Memory (WM) performance. This study demonstrated that 

one could change the Alpha band frequency range by altering the IAF using 

Neurofeedback. 
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Paper Code: ICEE 1503 

Application of Transfer Learning in Optimized Filter- Bank Regularized 

CSP to Classification of EEG Signals with Small Dataset 

M. Moein Esfahani - Hossein Sadati 

K. N. Toosi University of Technology - K. N. Toosi University of Technology 

Abstract 

Brain-Computer Interface (BCI) systems are being used by researchers in the 

field to connect the brain to physical devices, like Electroencephalography (EEG) 

signals. they are being extensively analyzed with respect to brain electrical 

activities. EEG is a low-cost brain cognition and imaging technique with high 

temporal resolutions that can be used to extract features from Motor Imagery 

tasks. The common spatial pattern (CSP) and its optimized algorithms are 

effective methods for discriminating and classifying EEG Signals. To classify 

motor imagery tasks in EEG signals, we must use the CSP algorithm to extract 

features and discriminate spatial patterns associated with movement activities in 

two-class motor imagery signals. Furthermore, owing to the amount of noise in 

EEG signals and the limited number of trials per subject, along with a penalty 

term in the denominator of the CSP cost function, we may optimize the 

conventional CSP algorithm. In this study, due to differences in each subject's 

neural activities, we employed transfer learning which used the information for 

other subjects to regulate features of the subject. Additionally, BCI Competition 

III dataset IVa was analyzed. Furthermore, this study presents the optimized Filter 

Bank Regularized CSP algorithm with Transfer Learning to perform the 

classification of the electroencephalography (EEG) motor imagery signals. 

Moreover, to compare the efficiency of the proposed algorithm, the conventional 

CSP and the proposed optimized CSP have been weighed, and results for both 

methods are presented. The results at the end explain that the classification with 

10-fold cross-validation in comparison with that of the proposed method achieves 

approximately 15% and 21% higher accuracy against the R-CSP and 

conventional CSP, respectively. 
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Paper Code: ICEE 1156 

The Most Descriptive Surprise Definition for Brain’s EEG Response to 

Visual and Auditory Oddball Tasks 

Mohammad Mahdi Kiani - Zahra Mousavi - Hamid Aghajan 

Sharif University of Technology - Sharif University of Technology - Sharif 

University of Technology 

Abstract 

The human brain continuously tries to predict sensory input in order to prepare 

for responding to new events. The brain develops a model for the incoming 

sensory information and updates it as new inputs arrive. It is hypothesized that 

the brain deduces a distribution for the input which is made more accurate with 

new observations. A notable question is how the brain perceives and reacts to 

new information. The oddball paradigm task is a simple experiment that can 

reveal the brain’s ability in predicting the incoming input. We analyzed the EEG 

response of the brain recorded during oddball visual and auditory tasks in order 

to characterize its response to surprising instances embedded in a string of input 

stimuli. Different definitions of surprise were evaluated for their ability to 

describe the brain’s response. The information-theoretic Shannon surprise was 

found to serve as the best model to fit the experimental EEG data. 
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Paper Code: ICEE 1165 

Transfer Learning Using Deep Convolutional Neural Network for 

Predicting Dementia Severity 

Vahid Asayesh - Mehdi Dehghani - Majid Torabi Nikjeh - Sepideh Akhtari 

khosrowshahi 

Asayesh Rehabilitation Clinic Tabriz - Asayesh Rehabilitation Clinic Tabriz - 

Asayesh Rehabilitation Clinic Tabriz - Asab Pajouhane Farda Research 

Company Tehran 

Abstract 

Dementia is a clinical syndrome that influences brain functions and comprises a 

range of diseases related to cognitive decline. Electroencephalography (EEG) is 

a neurodynamic biomarker that shows good performance in the diagnosis of 

dementia and helps in detecting cortical abnormalities. Accurate and early 

diagnosis is important to control dementia progression, for this reason, automatic 

diagnosis techniques such as using machine learning algorithms have become 

important in this field. This research introduces a procedure relying on deep 

convolutional neural networks (CNNs) and transfer learning. diagnose dementia 

severity automatically. First, using continuous wavelet transform (CWT), time-

frequency images are obtained from EEG signals. Then, the pre-trained CNN is 

applied to these converted images. The resultant features from the convolutional 

and pooling layers of this model are fed into the support vector machine (SVM) 

classifier. The experiments showed that the applied F8, Pz, and P4 channels to 

the AlexNet-SVM reach the foremost output with an accuracy of 83.8%±0.7, 

82.3%±0.7, and 82.4%±0.8, respectively. Also, a combination of electrodes in the 

parietal region achieved the best results with an accuracy of 81.9%±0.2. 

According to the results, the proposed method is capable to prognosticate the 
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severity of dementia more precisely than baseline methods with nearly 6.5% 

improvement in terms of accuracy. 
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 ۱۷:3۰الی  ۱6:۰۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲۷شنبه  سه

 های عصبیو شبکه MEMS -۲ الکترونیکعنوان نشست: 

 دانشگاه علم و صنعت   دکتر میرزا کوچکی           

 دانشگاه شاهد  ساجدی                           دکتر  نشست: وسایر

 دانشگاه تهران                            دکتر افضلی کوشا                                     

 

ICEE-1188 

ZnO-based Acoustofluidics: Droplet-based Particle Manipulation 

*Sara Abbasi - Behdad Barahimi - Sara Darbari - Mohammad Kazem Moravvej-

Farshi - Mohammad Zabetian 

________________________________________________________________

ICCE-1405 

Design and Simulation of a Novel High Sensitive MEMS Microphone Based 

On a Spring-supported Circular Diaphragm 

*Mehdi Pazhooh - Ebrahim Abbaspour-Sani 

________________________________________________________________

ICEE-1551 

 های تمام کاشتبرای استفاده در سمعک MEMS طراحی و شبیه سازی شتاب سنج خازنی

 مهدیه مهران -میلاد کریمی پور *

________________________________________________________________ 

ICEE-1003 

Forecasting Tehran Stock Exchange Trend with Time Series Analysis, 

Fundamental Data, and Sentiment Analysis in News 

*Mahdi Shamisavi - Amir Jahanshahi 
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ICEE-1113 

Image denoising using convolutional neural network 

*Behnam Latifi - Abolghasem Raie 

________________________________________________________________ 

ICEE-1126 

Surface roughness classification in dynamic touch using EEG signals 

*Ali Amini - Karim Faez - Mahmood Amiri 
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Paper Code: ICEE 1188 

ZnO-Based Acoustofluidics: Droplet-based Particle Manipulation 

Sara Abbasi - Behdad Barahimi - Sara Darbari - Mohammad Kazem Moravvej-

Farshi - Mohammad Zabetian 

Tarbiat Modares University - Tarbiat Modares University - Tarbiat Modares 

University - Tarbiat Modares University - Tarbiat Modares University 

Abstract 

Droplet microfluidics as a cost-effective and precise branch of microfluidics 

provides shorter time analyses than the continuous-flow branch. This feature, 

along with a smaller amount of sample has attracted a large number of 

researchers. Here, a droplet-based Acoustofluidics platform is developed to 

investigate the imposed travelling surface acoustic wave (TSAW) and standing 

surface acoustic wave (SSAW) influence on polystyrene (PS) microbeads that are 

dispersed in a deionized water droplet. Aluminum interdigital transducers (IDTs) 

are patterned through a lift-off process over the zinc oxide (ZnO) thin film; the 

ZnO thin film serves as the piezoelectric layer which is RF sputtered on silicon 

oxide- silicon substrate. By tracing the PS microparticles motion, the effect of 

interacting forces in both TSAW and SSAW regimes is investigated and the 

formation of acoustic streaming vortices is shown. 
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Paper Code: ICCE 1405 

Design and Simulation of a Novel High Sensitive MEMS Microphone Based 

On a Spring-supported Circular Diaphragm 

Mehdi Pazhooh - Ebrahim Abbaspour-Sani 

Urmia University - Urmia University 

Abstract 

In this paper, we presented a novel single-chip MEMS capacitive microphone 

with a spring-supported circular diaphragm. Surface micromachining and 

backside etching techniques were used to create a flexible diaphragm and a rigid 

single-crystal backplate for the capacitive microphone. The structure has a 

diaphragm with a thickness of 2 µm, a diaphragm radius of 400 µm, and an air 

gap of 2 µm. The slots are made on the diaphragm to reduce the air damping and 

improve the sensitivity by reducing the mechanical stiffness of the diaphragm. 

We designed and optimized the structure parameters using electrostatic-

mechanical coupling finite element analysis (FEA). The sensitivity and frequency 

response of the microphone was investigated using a lumped-element model. The 

proposed microphone’s sensitivity is -29.5 dBv/Pa under 3 V dc bias. The proper 

design of the perforated backplate results in a bandwidth of nearly 27 kHz. 

Considering the acoustic-thermal noise, SNR is predicted to be 61.5 dB. 
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  1551ICEE کد مقاله:

 های تمام کاشتبرای استفاده در سمعک MEMS طراحی و شبیه سازی شتاب سنج خازنی

 مهران هیمهد -پور  یمیکر لادیم

 کرمان باهنر شهید دانشگاه - کرمان باهنر شهید دانشگاه

 چکیده

با این مشکل مواجه  ها نفر در سراسر جهان شنوایی یک معلولیت بی صدا و قابل توجه است که میلیونکم

هستند. در این مقاله یک ساختار جدید، فشرده، ساده و کارآمد به منظور بهبود حساسیت و نویز شتاب سنج 

در سمعک تمام کاشت پیشنهاد شده است که با جراحی  ، جهت استفاده به عنوان میکروفنMEMSخازنی 

احی مانند اندازه، جرم و فرکانس رزونانس در شود. پارامترهای طردر ساختار استخوان گوش میانی کاشته می

شکل برای جرم  Ιگیری از ساختار طراحی این شتاب سنج مورد توجه قرار گرفته است. در این طراحی با بهره

ی جرم معلق که موجب کاهش نویز سیستم شده، حساسیت نیز به میزان گیری از بیشینهبهرهمعلق ضمن 

، میان مود یفنر باعث افزایش فاصله 8ساختار استفاده از  همچنین در اینقابل قبولی افزایش یافته است. 

%و در  ۰5/۰ به X های متعامد را در راستایاصلی با مود های دوم و سوم ساختار شده و حساسیت محور

، نویز حرارتی 𝒎𝒎𝟐 ۱شده است. این ساختار دارای مساحت  %۰۲۲/۰به    Z راستای محور
𝝁𝒈

√𝑯𝒛
 ۹/۱8 ،

حساسیت عالی 
𝒇𝑭

𝒈
 COMSOLو ضریب شایستگی بالا است. ساختار طراحی شده با کمک نرم افزار  6/8 

Multiphysics .شبیه سازی و از نظر عملکرد مورد بررسی قرار گرفته است 
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Paper Code: ICEE 1003 

Forecasting Tehran Stock Exchange Trend with Time Series Analysis, 

Fundamental Data, and Sentiment Analysis in News 

Mahdi Shamisavi - Amir Jahanshahi 

Amirkabir University of Technology - Amirkabir University of Technology 

Abstract 

Forecasting financial markets has always been one of the most popular and 

challenging topics in finance and academic research. Numerous factors affect the 

trend of financial markets, and careful analysis of each of these factors can play 

an important role in detecting market trends. Among the most important factors 

affecting the Tehran Stock Exchange market is the price of the dollar, the price 

of gold, the news published on the Tehran Stock Exchange, the monthly sales of 

listed companies in the Tehran stock exchange, and so on. Using the machine 

learning algorithms and the Fourier series, we have predicted the trend of the total 

stock index of Tehran and calculated the possible future trend of the total stock 

index. Also, the relationship and dependence of the total index of Tehran Stock 

Exchange with the trend of gold and dollar prices have been obtained, the results 

show a certain dependence between the total index and the price of the dollar and 

gold. News related to the Tehran Stock Exchange has been collected from several 

news sources and the positive and negative polarity of this news has been 

obtained by using natural language processing algorithms; And we have created 

a total polarity index for all published news about the stock exchange, and the 

relationship between the polarity index derived from the news and the trend of 

the total index of the Tehran Stock Exchange is significant and clear. Then, using 

the monthly sales of companies active in the stock exchange and the market value 

of each company, the total monthly sales index of the Tehran Stock Exchange is 
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defined, which has a direct and specific relationship with the total index of the 

Tehran Stock Exchange. 
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Paper Code: ICEE 1113 

Image Denoising Using Convolutional Neural Network 

Behnam Latifi - Abolghasem Raie 

Amirkabir University of Technology - Amirkabir University of Technology 

Abstract 

Noise removal is one of the classic problems in low-level machine vision and 

image processing. After camera invention, image noise removal became 

necessary. Its purpose is to eliminate noise while preserving the edges and other 

precise and vital details as much as possible. Due to the outstanding results 

produced by deep learning in a variety of domains, this study introduces a novel 

model for image denoising that uses a mix of dilated and regular convolution to 

remove noise from degraded photos with a specified noise level. The proposed 

model is assessed on the BSD68 dataset, and the findings reveal that it 

outperforms models such as DnCNN and FFDNet at all noise levels. 
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Paper Code: ICEE 1126 

Surface Roughness Classification in Dynamic Touch Using EEG Signals 

Ali Amini - Karim Faez - Mahmood Amiri 

Amirkabir University of Technology - Amirkabir University of Technology - 

Kermanshah University of Medical Sciences 

Abstract 

This study uses deep learning and EEG signals to classify surface roughness, an 

active yet less explored field of research that employs a robotic device to conduct 

tactile trials. This automated system utilizes a rotating wheel to position items 

with varying roughness levels, including smooth, semi-rough, and rough. The 

experiment was arranged such that subjects could use their index fingers on both 

hands to touch items embedded in the wheel. Each item makes contact with the 

index finger in both static and dynamic touch modes, and participants' brain data 

(EEG) are collected during the experiment. The recorded EEG is then utilized to 

create a model capable of detecting the roughness level of surfaces. The proposed 

TactileNet model, which is based on convolutional neural networks, classified 

the roughness level of touched surfaces with an accuracy of 95.67 percent. 

According to the comparative analysis, the proposed approach outperforms state-

of-the-art results in terms of accuracy. Additionally, unlike previous research, the 

suggested method does not require manual feature extraction from EEG data. 
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ICEE-1027 

 میس یانتقال توان ب تیبا قابل یخانگ یدیخورش یانرژ لیتبد ستمیس

 یتودج درضایحم - یگهروئ یسیرئ دیسع*

________________________________________________________________ 

ICEE-1115 

 مقابله راهکار قدرت هوشمند و ارائه ستمیاطلاعات نادرست به س قیدر مواجه با تزر یبریسا تیامن

 یمهرداد عابد - یآفاران یدیجمش یمهد*

________________________________________________________________ 

ICEE-1406 

همتا به  یبازارها فعال در یهاکنندهمصرف یبرا یمتمرکز تبادل انرژ ریچارچوب غ کی یطراح

 (P2P)  همتا

 یمهرداد عابد - نژادیمهد یمهد - یمثقالچُ مایزارع بخت پ ریام*

________________________________________________________________ 

ICEE-1529 

 نهیبه حل پخش بار یهاغلبه بر چالش یبرا یمتوال یهالکسمپیبر س یمبتن نینو یروش

 زاده فیشر نیحس* - یفاطمه زاده محمد

 

 

 ۱۷:3۰الی  ۱6:۰۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲۷سه شنبه 

 یانرژ تیریو مد یبریساحملات  -۲قدرت سیستم عنوان نشست: 

 تربیت مدرسدانشگاه                حسین سیفی دکتر    

  تبریزدانشگاه                    زارع کاظمدکتر               نشست: وسایر

 دانشگاه صنعتی امیرکبیر                دکتر امیر خرسندی                                              
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ICEE-1423 

 دیکنندگان خودتولشامل مصرف یانرژ یشبکه هوشمند با ساختار هولاکراس کی یانرژ تیریمد

   ی زیست محیطی و اجتماعیاقتصاد حاتیبر ترج یبر اساس حق انتخاب مبتن

 فرهمند نیحس -زاده یمحمدرضا صالح - یعبدالله ریام -نژاد  یدیمسعود رش - یفضلا مانیپ*

________________________________________________________________ 

ICEE-1412 

A Novel Application of the Travel Profile for the Electrical Bus in Electric 

Systems for Transportation 

*Mohsen Tamaddon - Mohsen Davoodi 
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   1027ICEEکد مقاله: 

 میس یانتقال توان ب تیبا قابل یخانگ یدیخورش یانرژ لیتبد ستمیس

 یتودج درضایحم - یگهروئ یسیرئ دیسع

 یزد دانشگاه  -یزد دانشگاه

 چکیده

از نقاط جهان از  یاریکه در بس دیآیبه شمار م ریدپذیتجد یمنابع انرژ نیتراز مهم یکی یدیخورش یانرژ

 یانرژ لیتبد یبرا کییفتوولتا یها. امروزه، استفاده از سلولباشدیبه وفور در دسترس م رانیجمله کشور ا

  PV یهااز ماژول یبرخ نهیربهیاست. اما عملکرد غ افتهی یگسترش روزافزون ،یخانگ اسیدر مق یدیخورش

نقاط  جادیبا ا زیقرار داده و ن ریتحت تاث یرا به طور قابل توجه یکل استحصالتوان  ،یجزئ هیبروز سا طیدر شرا

 نی. در اشودیها مآن عیسر یمنجر به خراب کنند،یعمل م نهیربهیکه در نقطه کار غ PV یهاداغ در ماژول

 میسیبر انتقال توان ب یو مبتن ACماژول   یبا معمار یخانگ یدیخورش یرژان لیتبد ستمیس کیمقاله، 

توان استفاده  نهیشینقطه ب یابیرد یکه برا DC-DCمرسوم  هایمبدل ،یشنهادیپ ستمی. در سشودیم یمعرف

. شودیبه صورت مستقل انجام م ،یدیمتصل به هر پنل خورش نورتریکار توسط ا نیحذف شده و ا شوند¬یم

 یشبکه برق خانگ ونیزولاسیا رینظ ییایمزا ،یشنهادیپ ستمیدر س میسیب به صورت یتوان استحصال قالانت

 ستمیبه دنبال دارد. س زیو ... را ن بندیمیکاهش حجم س ،گرفتگی کاهش خطر برق ،یدیخورش ستمیاز س

حاصله  جیو نتا دهش یسازهیشبمختلف  یتابش طیتحت شرا MATLAB/Simulinkافزار در نرم یشنهادیپ

 .است دهیگرد سهیمقا ،ندهیافزا DC-DC هایمبدل یمرسوم دارا ستمیس کیبا 
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   1115ICEE کد مقاله:

 راهکار قدرت هوشمند و ارائه ستمیاطلاعات نادرست به س قیدر مواجه با تزر یبریسا تیامن

 مقابله

 یمهرداد عابد - یآفاران یدیجمش یمهد

 امیرکبیر صنعتی دانشگاه -ر دانشگاه صنعتی امیرکبی

 چکیده

داده غلط به شبکه انتقال  قیتحت عنوان تزر یبریاز حملات سا یاصنوع خ ریتاث یمقاله به بررس نیدر ا

از حملات  یناش ریتاث ،یروش اصلاح کیهوشمند پرداخته خواهد شد. علاوه بر آن تلاش شده است تا با ارائه 

 یداقتصا برداریشبکه اقدام به بهره داربرصورت است که در ابتدا بهره نیهدف بد گریکرد. به عبارت د یرا خنث

شبکه را از  یکند تا به نحو یغلط، تلاش م هایداده قی. در گام بعد، فرد حمله کننده با تزردنماییاز شبکه م

خطوط شود و  یآن، ممکن است سبب اضافه بار برخ یجهیخارج کند که در نت یاقتصاد برداریبهره تیوضع

 یدیتول هایواحد یراقتصادیغ عملکردرد،نگی صورت شبکه برداراز طرف بهره یکه واکنش مناسب یدر صورت

 یاقدام اصلاح کی با شبکه بردار¬که بهره میبه دنبال آن هست یشنهادیرا به دنبال خواهد داشت. در روش پ

. طبق دبه شبکه انتقال بکاه یبریاز حملات سا یمجدد، بتواند از اثرات مخرب ناش اقتصادی بار در قالب پخش

است که در  یسه سطح یساز نهیمدل و مسئله به کیپژوهش  نیا یرسآنچه که اشاره شد، مدل مورد بر

نوع از  نیروش مورد مطالعه در مقابله با ا ییکارا نیشده است. همچن سازیادهیپ GAMS افزارنرم طیمح

 .ستقرار گرفته ا یمورد بررس IEEEباسه  ۱۱8در شبکه استاندارد  ،یبریحمله سا
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   1406ICEEکد مقاله: 

همتا به  یبازارها فعال در یهاکنندهمصرف یبرا یمتمرکز تبادل انرژریچارچوب غ کی یطراح

 (P2P) همتا

 یمهرداد عابد - نژادیمهد یمهد - یچمثقال مایزارع بخت پ ریام

 امیرکبیر صنعتی دانشگاه - صنعت ایران دانشگاه علم و - امیرکبیر صنعتی دانشگاه

 چکیده

های کنندهغیرمتمرکز برای تبادل انرژی مصرف (Peer-to-Peer)تا به همتا در این مقاله یک بازار انرژی هم

های نهایی، کنندهسازی شده است. گسترش بسترهای کنترلی و ارتباطی تا سطح مصرففعال طراحی و مدل

ها را به داشتن نقشی فعال در تأمین انرژی موردنیاز خود و همچنین تجارت و مبادله آن با دیگر آن

بندی ها تشویق کرده است. در بازار پیشنهادی بازیگران به دودسته خریدار و فروشنده تقسیمنندهکمصرف

توانند انرژی های محلی برای مبادله انرژی، میاند که خریدارها علاوه بر مذاکره دوجانبه با فروشندهشده

فروشی ست تحت عنوان بازار خردههایی که تولید محلی وجود ندارد از بازار بالادموردنیاز خود را در ساعت

تأمین کنند. برای حل مسئله پیشنهادی از یک روش غیرمتمرکز تحت عنوان روش جهت متناوب ضرایب 

ADMM که وجود یک نهاد مرکزی مانع از شفافیت و حفظ حریم خصوصی استفاده شده است. ازآنجایی

وان گره نظارتی نیاز ندارد و همچنین اطلاعات شود روش پیشنهادی به نهاد یا شخص ثالثی تحت عنها میداده

کننده کند. مطالعات عددی روی یک سیستم توزیع کوچک با چندین مصرفخصوصی بازیگران را فاش نمی

پذیری چهارچوب غیرمتمرکز پیشنهادی و رویکرد حل فعال انجام شده است. نتایج عددی اثربخشی و امکان

 دهند.غیرمتمرکز را نشان می
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  1529ICEE قاله:کد م

 نهیبه حل پخش بار یهاغلبه بر چالش یبرا یمتوال یهامپلکسیبر س یمبتن نینو یروش

 زاده فیشر نیحس - یفاطمه زاده محمد

 سبزواری حکیم دانشگاه - سبزواری حکیم دانشگاه

 چکیده

تی برای مدیریت های اقتصادی و امنیهای برق پیشرفته، پخش بار بهینه مبنای بسیاری از تصمیمدر شبکه

های کارآمدتر برای رو، محققین در دهه اخیر تلاش زیادی برای کشف روشهای قدرت است. از اینسیستم

ها در پیدا کردن جواب بهینه کلی حتی برای یک اند. با این حال، این روشحل مساله پخش بار بهینه کرده

بر این ضعف، در این مقاله ابتدا مدلی از مساله شوند. برای غلبه سیستم در ابعاد کوچک با مشکل روبرو می

گردد که تمامی عبارات آن درجه یک، درجه دو و یا دوسویه هستند. سپس مدل پخش بار بهینه ارائه می

گردد. خطها تقریب زده شده و مدل خطیِ معادل حل میها و تکهای از سیمپلکسحاصل با استفاده از مجموعه

روز شده، تقریبات اب بدست آمده از مدل خطی مذکور، نمایش سیمپلکس بهبراساس محل قرارگیریِ جو

شود. در فرآیند تکرار ذکرشده، تقریبات در هر مرحله تر دوباره حل میبهتری از مدل بدست آمده و مدلِ دقیق

احتمالا  آید. از جواب نهاییِ فرآیند تکرار کهتری بدست میتر شده و در نتیجه جواب دقیقبه مدل اصلی چفت

عنوان نقطه شروع( های استاندارد غیرخطی )بهریزیاندازی برنامهتوان برای راهدر مجاورت بهینه کلی است، می

استفاده نمود تا به یک جواب دقیق و در عین حال با کیفیت بهینگی بالا رسید. برای ارزیابی روش پیشنهادی، 

شود. نتایج اند، استفاده میه امروزی را به چالش کشیدههای حل پیشرفتهای مطالعاتی مشهور که روشسیستم

رونده تکراری قادر به پیدا کردن بهینه کلی است دهد که روش پیشنهادی در یک فرآیند پیشعددی نشان می

 شود. ها همگرا میای بهتر از نتایج دیگر روشو به جواب بهینه
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   1423ICEEکد مقاله: 

 دیکنندگان خودتولشامل مصرف یانرژ ید با ساختار هولاکراسشبکه هوشمن کی یانرژ تیریمد

 ی زیست محیطی و اجتماعیاقتصاد حاتیبر ترج یبر اساس حق انتخاب مبتن

 فرهمند نیحس -زاده یمحمدرضا صالح - یعبدالله ریام -نژاد  یدیمسعود رش - یافضل مانیپ

 دانشگاه علوم و فناوری نروژ - تدانشگاه آزاد اسلامی واحد مرودش -دانشگاه شهید باهنر کرمان

 چکیده

های هوشمند، دهی و غیرمتمرکزسازی شبکهیکی از مفاهیم و ساختارهای جدید در راستای خودسازمان

های هوشمند همچون هولاکراسی انرژی است. ساختار هولاکراسی فرآیندهای مربوط به هماهنگی ریزشبکه

و همچنین ساختار سلسله مراتبی آنها برای رسیدن به نیازهای  نحوه و ساختار تبادل اطلاعات و تبادل انرژی

های هوشمند در شبکه هوشمند به عنوان کند. حضور ساختمانشان را مشخص میتأمین انرژی

تواند به توسعه کنندگان خودتولید که هم امکان مصرف و هم تولید انرژی پاک را دارند میمصرف

زدایی در صنعت برق کمک کند. یک اجتماع انرژی شامل ربندهی و کغیرمتمرکزسازی، خودسازمان

ای از کاربران انرژی و همچنین منابع و مصارف انرژی است. کاربران انرژی خودتولید توسط زیرساخت مجموعه

توانند در مبادله انرژی همتا به همتا شرکت کنند و به تأمین انرژی اجتماع انرژی کمک ارتباطی مناسب می

های انرژی در راستای توسعه ساختار ین مقاله، مسئله مدیریت انرژی شبکه هوشمند شامل اجتماعکنند. در ا

های های هوشمند در تجارت انرژی همتا به همتا و برنامههولاکراسی انرژی به منظور حضور ساختمان

هایی انرژی پاسخگویی بار خانگی حل شده است. یک مدل برای هولاکراسی انرژی برای مجموعه کاربران ن

های انرژی بر اساس مفهوم حق انتخاب مبتنی بر کنندگان خودتولید و مدیران درون اجتماعشامل مصرف

کنندگان خودتولید با محیطی و اجتماعی معرفی شده است. در این مقاله، مصرفترجیحات اقتصادی، زیست

محور زیست، اقتصادمحور و اجتماعیطپذیر، محتاط، دوستدار محتوجه به ترجیحات خود به پنج دسته انعطاف
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های انرژی نیز با توجه به ترجیحات خود به دو دسته مدیر با اند. همچنین، مدیران اجتماعبندی شدهطبقه

افزار در نرم CPLEXاند. مسئله توسط روش بندی شدهرویکرد تعاملی و مدیر با رویکرد غیرتعاملی طبقه

GAMS دهد که رویکرد پیشنهادی هولاکراسی انرژی را در شبکه هوشمند حل شده است. نتایج نشان می

 دهد.در راستای افزایش حق انتخاب کاربران نهایی انرژی بهبود می
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Paper Code: ICEE 1412 

A Novel Application of the Travel Profile for the Electrical Bus in Electric 

Systems for Transportation 

Mohsen Tamaddon - Mohsen Davoodi 

Technical and Vocational University (TVU) - Politecnico di Milano 

Abstract 

Using electrical public transportation systems is increasing dramatically. It is 

therefore highly significant to design these upcoming types of transport properly. 

The designing urban electric transportation system can be studied and modelled 

by mathematical equations. Besides, several methods have been proposed to plan 

these systems in recent years. Designing a travel profile is one of the most crucial 

parts of these methods. In this paper a travel profile for the fully electric buses 

named as Urbino-12 Electric, and three stations is designed and examined in 

Milan, Italy as a case study. Firstly, the used route data are obtained from the 

Google Maps' tool. Next, the manufacturer's catalogues and magazines are used 

to collect the vehicle data. Finally, computations were performed by Excel 

spreadsheets. The results show that the designed path in the proposed travel 

profile is covered at a commercial speed of 16.10 km/h, requiring 1.7 kWh of 

electrical energy that is regarded as frugal and profitable. 
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ICEE-1250 

Empirical Performance Analysis and Channel Modeling of UAV-assisted 

LoRa Networks 

*Hossein Aghajari - Sajad Ahmadinabi - Hamed Bakhtiari babadegani - Mehdi 

Naderi soorki 
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Paper Code: ICEE 1387 

Sum-rate Maximization for NOMA-based Networks with D2D 

Communications using Matching Theory 

Alireza Gholamrezaee - Hamid Farrokhi - Javad Zeraatkar Mogaddam 

University of Birjand- University of Birjand- University of Birjand 

Abstract 

Non-Orthogonal Multiple Access (NOMA) and (device-to-device) D2D 

communication is emerging as a prominent technology for the next generation of 

wireless systems. Based on these, a downlink NOMA-based system with a D2D 

communication model is proposed. This paper aims to maximize the system sum 

rate for both cellular users (CUs) and D2D pairs while guaranteeing the minimum 

(quality of service) QoS requirement of each D2D pair and CU. The original 

sumrate maximization problem is non-convex. We decouple the problem into 2 

sub-problem, i.e., sub-channel allocation and power allocation, to solve the 

problem efficiently. Then, a low complexity algorithm based on matching theory 

is proposed for sub-channel allocation and power allocation is solved by a 

sequential convex programming method. The Results of the Simulation show 

efficiency of the proposed algorithms in terms of the system sum-rate. 
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Paper Code: ICEE 1391 

Low Complexity Multi-user Indoor Localization Using Reconfigurable 

Intelligent Surface 

Nooshin Afzali - Mohammad Javad Omidi - Keivan Navaie - Naghmeh Sadat 

Moayedian 

Isfahan University of Technology - Isfahan University of Technology 

Lancaster University - Isfahan University 

Abstract 

Reconfigurable Intelligent Surface (RIS) is a promising technology that has 

received much attention for indoor localization in recent years. This technology 

can control the propagation environment by passively changing reflected signals. 

Many RIS-based systems need complex operations for the RIS configuration. 

Also, fingerprint-based indoor localization methods need several access points to 

create different fingerprints for nearby areas. In this paper, we present a 

fingerprint-based indoor localization system using RIS. We configure RIS, 

change its configuration repeatedly, and create a vector for each fingerprint. 

Simulation results demonstrate that the proposed approach can accurately localize 

users with a single access point. Moreover, it is shown that some parameters such 

as the number of reference points, the number of RIS elements, and the number 

of RIS configurations significantly affect localization accuracy. In contrast, the 

results are independent of RIS location. 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

62 
 

Paper Code: ICEE 1424  

Comparison of the MRT and ZF Precoding in Massive MIMO Systems 

from Energy Efficiency Viewpoint 

Mahdi Nangir - Abdolrasoul Sakhaei Gharagezlou - Nima Imani 

University of Tabriz  - University of Tabriz - University of Tabriz 

Abstract 

In this paper, the performance of a massive multiple input multiple output 

(MIMO) system in terms of energy efficiency (EE) is evaluated. Two scenarios 

are investigated with two different algorithms. In the first proposed solution 

method, the maximum ratio transmission (MRT) receiver is employed. It is 

possible to balance the complexity of signal reception and system performance 

by using the MRT precoding scheme. In the second proposed method, the zero 

forcing (ZF) receiver is used, which have less complexity in telecommunication 

systems. The desired problem of maximizing EE is formulated and both solutions 

are examined. The first method utilizes the Hessain matrix and obtains the power 

of each user, while the second method uses the Lagrange dual function to get the 

proper power values of users. Two specific algorithms are presented in two 

proposed schemes to find the optimal power for each user, which maximizes the 

EE of the system. Computer simulation results are used to show the performance 

of two precoding methods. Based on the results, one can achieve better EE 

performance for each user in the MIMO systems. 
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Paper Code: ICEE 1454  

IRS-aided NOMA in a Cell Free Massive MIMO System 

Anahid Rafieifar - Hosein Ahmadinejad - Abolfazl Falahati 

Iran University of Science and Technology - Iran University of Science and 

Technology - Iran University of Science and Technology 

Abstract 

In this paper, intelligent reflecting surfaces (IRSs) are employed to improve 

spectral efficiency (SE) in downlink of a cell-free massive multiple input multiple 

output (CF-MaMIMO) network where, non-orthogonal multiple access (NOMA) 

is used to improve the SE and number of served users. High number of users, 

access points (APs) and IRSs in a CF-MaMIMONOMA system cause 

optimization complex for active and passive beamforming which is extremely 

time-consuming and infeasible in practice. Therefore, in this paper, we advocate 

conjugate beamforming for active and passive beamforming at the APs and IRSs, 

respectively. Each IRS performs passive beamforming to compensate the effect 

of channel to its assigned user. Consequently, two simple, practical and 

independent algorithms for IRS assignment to users and user clustering in NOMA 

are proposed. For performance analysis, complexity of the proposed algorithms 

are analyzed. Finally, numerical results corroborate the improved performance of 

the proposed system compared with traditional CF-MaMIMO-NOMA one. 
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Paper Code: ICEE 1250 

Empirical Performance Analysis and Channel Modeling of UAV-Assisted 

LoRa Networks 

Hossein Aghajari - Sajad Ahmadinabi - Hamed Bakhtiari babadegani - Mehdi 

Naderi soorki 

Shahid Chamran University of Ahvaz - Shahid Chamran University of Ahvaz -

Shahid Chamran University of Ahvaz 

Abstract 

Long range (LoRa) technology has been widely proposed to empower cost-

efficient and scalable communication backbone for the battery-constrained 

internet of thing (IoT) device. However, the LoRa-based IoT network suffers 

from a limitation in coverage caused by high signal attenuation due to the 

terrestrial blockages especially in the urban and suburban environments. To 

overcome this issue, the use of unmanned aerial vehicles (UAVs) as a flying LoRa 

gateway to transfer messages from ground LoRa nodes to the cellular base station 

is proposed. Thus, it is of great interest to accurately model the propagation 

channel and performance analysis of UAV-Assisted LoRa network based on real 

measurements. In this paper, a UAV-Assisted LoRa Network is empirically 

implemented and analyzed. First, LoRa node and gateway are designed and 

practically implemented using LoRa Ra-02 module, Arduino Uno board, and 

SIM800l GSM module. Then, the LoRa gateway is mounted over DJI Phantom 4 

Pro drone to have a flying LoRa gateway. In this UAVassisted LoRa Network, 

the LoRa node sends data to the LoRa gateway over LoRa links, and then LoRa 

gateway sends data over cellular link to the server. The UAV-Assisted LoRa 

Network is set up over the campus of Shahid Chamran University of Ahvaz. For 

this network, different experiment scenarios including line-ofsight (LoS) or none-
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LoS (NLoS) links and ground or flying LoRa gateway are considered. Following 

the real-world measurement in these scenarios, the channel model parameters of 

LoRa links between flying or ground gateway and node are empirically estimated. 

Our results show that the path loss exponent of LoS LoRa link is 2.57 for ground 

LoRa gateway, while the LoS path loss exponent of LoRa link decreases to 1.65 

for 80m-height flying LoRa gateway. Moreover, our practical analysis shows that 

the useful coverage area of network rapidly increases when the flying LoRa 

gateway is used instead of ground LoRa one. 
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Paper Code: ICEE 1181 

Analytical Model for Estimating the Range of Troposcatter Active Radar 

Mahdi Shiri - Mohammadreza Edalatzadeh 

K. N. Toosi University of Technology- Iran University of Science and 

Technology 

Abstract 

Troposphere metrological features scatter the electromagnetic waves. This 

phenomenon is employed in some beyond line-of-sight communication systems 

and passive radar detections, e.g., early warning radars. Tropospheric scatter 

(troposcatter) is a valuable candidate for detecting far huge targets such as ships 

on the surface. In this paper, the analytical method of using active radar based on 

troposcatter is presented. Multi path and various scattering from different parts of 

troposphere is considered in this method. In addition, effects of some parameters 

including elevation angle, frequency bandwidth, and radar cross section of a 

target on signal to noise ratio are discussed. It is also shown that the operating 

range of active radar for probability of detection 0.8 and probability of false alarm 

10−8 is around 200 km. This method allows designers to improve system 

performance by optimizing each variable. 
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Paper Code: ICEE 1402 

Joint User Association and UAV Location Optimization for Two-tired 

Visible Light Communication Networks 

Alireza Qazavi - Foroogh Sadat Tabataba - Mehdi Naderi Soorki 

Isfahan University of Technology - Isfahan University of Technology - Shahid 

Chamran University of Ahvaz 

Abstract 

In this paper, an unmanned aerial vehicle (UAVs)-assisted visible light 

communication (VLC) has been considered which has two tiers: UAV-to-

centroid and device-to-device (D2D). In the UAV-to-centroid tier, each UAV can 

simultaneously provide communications and illumination for the centroids of the 

ground users over VLC links. In the D2D tier, the centroids retransmit received 

data from UAV over D2D links to the cluster members. For network, the 

optimization problem of joint user association and deployment location of UAVs 

is formulated so as to maximize the received data, satisfy illumination constraints, 

and also the user cluster size. An iterative algorithm is first proposed to transform 

the optimization problem into a series of two interdependent sub problems. 

Following the smallest enclosing disk theorem, a random incremental 

construction method is designed to find the optimal UAV locations. Then, 

inspired by unsupervised learning method, a clustering algorithm to find a 

suboptimal user association is proposed. Our simulation results show that the 

proposed scheme on average guarantees the users brightness 0.3 microwatt more 

than their threshold requirements. Moreover, the received bitrate plus number of 

D2D connected users under our proposed method is 55.0% more than the scenario 

in which we do not optimize UAV location. 
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ICEE-1398 

Joint Space Control of a Deployable Cable Driven Parallel Robot with 

Redundant Actuators 

*S. Ahmad Khalilpour – Ali Hassani – Rohollah Khorambakht – A.R. Zahedi – 

Abbas Bataleblu – Hamid D. Taghirad 
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Model Predictive Control for a 3-DoF Suspended Cable Robot Based on 

Laguerre Functions 

*Shiva Khoshkam – Mohammad A. Khosravi – Rasul FesharakiFard 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

70 
 

Paper Code: ICEE 1038 

  ٍ  University 

Abstract 

The two-wheeled robot system has several uncertainties, that modeling the real 

nonlinear dynamical system is quite challenging. This paper presents designing 

and implementing a data-driven controller for a two-wheeled selfbalancing robot 

only based on input-output system data. No model or identification is used in this 

paper. Two steps are required to design a data-based controller. First, a test is 

done on the real system, and input-output data is recorded. Then, based on 

available data, a linear matrix inequality problem is solved to design the 

controller. The results indicate that the proposed data-driven controller has better 

performance rather than a well-designed PID controller in real practical 

experiments. 
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Paper Code: ICEE 1249 

Synergy of Deep Learning and Artificial Potential Field Methods for Robot 

Path Planning in the Presence of Static and Dynamic Obstacles 

Mohammad Amin Basiri - Shirin Chehelgami - Erfan Ashtari - Mehdi Tale 

Masouleh - Ahmad Kalhor 

University of Tehran - University of Tehran - University of Tehran 

University of Tehran - University of Tehran 

Abstract 

In a fast-changing world we are in today, unmanned vehicles are displacing old, 

obsolete and frustrating tasks. Since unmanned vehicles are intended to work in 

an environment without any conduction, finding a collision-free path of 

movement is of paramount importance and a definite asset in practice. The 

objective of a global path planner consists in generating an optimized path 

without considering unknown obstacles. In contrast, a local path planner properly 

avoids the unknown obstacles while getting close to the goal. This results in an 

inefficient movement, particularly in complex circumstances. In this paper, a 

complete global and local path planning method is proposed for avoiding both 

static and dynamic obstacles. The proposed method benefits the advantages of 

both approaches while covering each other’s weaknesses. First, a method for 

generating numerous obstacle-free paths from random pairs of start and goal 

points is introduced. Next, a novel deeplearning approach is proposed in order to 

train the robot in an environment free of moving obstacles. After extracting the 

desired via points, an efficient Artificial Potential Field (APF) approach for 

attaining the local path planning is introduced with the aim of avoiding dynamic 

obstacles while the robot travels through the aforementioned via points. The 

proposed method can be well extended to different platforms such as mobile 
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robots, arm robots, quadrotors, etc; in this paper, both local and global path 

planning methods are implemented on a simulated quadrotor to examine the 

robot’s performance for both approaches. Furthermore, it has been revealed that 

implementing both approaches should be implemented seamlessly in order to 

attain a complete efficient path planning with the presence of both static and 

dynamic obstacles. Finally, both local and global path planning methods are 

implemented on a detailed simulated quadrotor to evaluate the robot’s 

performance for the aforementioned approaches. 
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Paper Code: ICEE 1273 

Super Twisting Sliding Mode Incorporated with USDE for Tracking 

Control of Nonlinear Robotic Systems 

Ahmadreza Fallahinezhad - Maryam Malekzadeh - Alireza Ariaei 

University of Isfahan - University of Isfahan - University of Isfahan 

Abstract 

This study aimed to improve the control scheme incorporated into the unknown 

system dynamics estimator (USDE) to deal with unknown dynamics and external 

disturbances. In comparison with the nonlinear disturbance observer (NDO) that 

requires calculating the inverse of the inertia matrix, USDE can be easily 

implemented, and their parameter tuning is more straightforward. We use the 

super twisting sliding mode algorithm (STA) to achieve a faster convergence rate 

and increase tracking performance. The closed-loop stability of the new 

composite controller is proved. Finally, the improvement of the new hybrid 

proposed controller is confirmed by using numerical simulation and experimental 

tests on a DELTA robot. Then the performance of the new controller is compared 

with the previous method. 
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Paper Code: ICEE 1326 

An Uncertain Optimal Factorization of Cooperative Manipulators for 

Robust Optimal Control Schemes 

Neda Nasiri - Ahmad Fakharian - Mohammad Bagher Menhaj 

Qazvin Branch Islamic Azad University - Qazvin Branch Islamic Azad 

University - Amirkabir University of Technology 

Abstract 

This paper presents two robust optimal controllers for Cooperative Manipulators 

(CoMans) holding an object on the basis of a modified factorization approach. 

Due to advantages such as: simplicity, flexibility, systematic procedure and not 

canceling nonlinearities, the State-Dependent Riccati Equation (SDRE) has been 

chosen as a basis for robust controllers design in the literature. For developing 

robust optimal controllers via SDRE, the first step is to obtain uncertain State-

Dependent Coefficient (SDC) representation. To design robust optimal schemes 

for some systems such as CoMans, some terms such as gravity, friction and the 

external forces have been neglected in the uncertain SDC structure and added to 

the control input. This study, proposes two robust optimal controllers for CoMans 

carrying a load: Mixing SDRESMC (MiSS) and transformed robust to optimal 

controller where the pre-mentioned terms can be included in the uncertain SDC 

representation called uncertain optimal SDC. Simulation results are provided to 

easily verify the satisfactory performance of both schemes using uncertain 

optimal SDC and superiority of the transformed robust to optimal control versus 

MiSS in trajectory tracking of CoMans. 
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Paper Code: ICEE 1398 

Joint Space Control of a Deployable Cable Driven Parallel Robot with 

Redundant Actuators 

S. Ahmad Khalilpour - Ali Hassani - Rohollah Khorambakht - A.R. Zahedi – 

Abbas Bataleblu - Hamid D. Taghirad 

K. N. Toosi University of Technology - K. N. Toosi University - K. N. Toosi of 

Technology – University- K. N. Toosi University of Technology - K. N. Toosi 

University - K. N. Toosi University of Technology 

Abstract 

Cable-driven parallel robots with redundant actuators are faced with the problem 

of loose cables, especially when the robot is deployable and controlled within the 

joint space. This paper aims to addresses this shortcoming by proposing a suitable 

robust controller which requires no expensive positioning sensors such as laser 

trackers. The robot’s embedded force sensors are used alongside a new sliding 

surface for the robust controller to avoid loose cables even in the presence of 

kinematic and dynamic uncertainties. Therefore, conventional joint-space 

controllers are modified to become applicable for cable-driven robots, while 

assuring positive cable tensions. Implementation results on the ARAS suspended 

cable-driven parallel robot illustrate the effectiveness of the proposed control 

architecture and the feasibility of stable solutions. 
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Paper Code: ICEE 1436 

Model Predictive Control for a 3-DoF Suspended Cable Robot Based on 

Laguerre Functions 

Shiva Khoshkam - Mohammad A. Khosravi - Rasul FesharakiFard 

Amirkabir University of Technology - Amirkabir University of Technology - 

Amirkabir University of Technology 

Abstract 

Taking advantages of Laguerre functions, this paper addresses model predictive 

control for a 3 degrees of freedom suspended parallel cable robot. The parallel 

structure and using cables in this class of robots introduce new challenges. The 

major challenge is to maintain the tensile force of the cables in all robot 

maneuvers. While in many control approaches, positive tension distribution of 

the cables is performed by a separate optimization algorithm, in MPC, the related 

constraints can be considered directly in the control problem. However, reducing 

the computational load is a crucial challenge in MPC for real-time 

implementation. For this goal, in this study, Laguerre functions are employed to 

model the control trajectories, and also Hildreth’s quadratic programming is 

proposed to solve the optimal control problem in the presence of constraints. The 

proposed control scheme is applied to a 3 DoF suspended CDPR, and the 

performance of the proposed control algorithm is compared with linear model 

predictive control. The simulation results demonstrate that the recommended 

control scheme presents an effective performance in tracking while considering 

tensile constraints besides reducing the computational load. 
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Paper Code: ICEE 1287 

Low-cost Broadband Reflectarray Antenna Using Cross Bow-Tie Elements 

Mahdieh Bozorgi - Mahmood Rafaei-Booket 

University of Zanjan - University of Zanjan 

Abstract 

A class of Bow-tie unit cell on FR4 substrate is designed and investigated to be 

used for implementation of a single-layer broadband Reflectarray Antenna (RA). 

In analysis step, two different parameters (length and angle) of the grounded 

Cross Bow-Tie (CBT) are varied to obtain the phase diagrams. Various degrees 

of freedom in the CBT structure are very helpful in the design of a broadband 

RA. In the antenna design procedure, an efficient phase synthesis technique is 

applied to minimize the adverse effects of frequency dispersion causing by the 

differential space phase delay at different frequencies within working bandwidth. 

This technique optimizes the metallic CBTs arrangement on the aperture of RA, 

and reduces the dependency of RA design to the CBT’s phase variation. 

Consequently, combination of the CBT’s phase behavior and the phase synthesis 

technique leads to designing a broadband RA with a good frequency response. In 

addition to, the Side Lobe Level (SLL) of the resultant RA is reduced remarkably. 

For validation of the obtained numerical results, an RA is designed and fabricated 

in 9.3~11.6GHz frequency bandwidth. The measurements show 26.9dB as a 

maximum gain value at 10.5 GHz with a 3dB gain bandwidth of 22%. It is also 

shown that the implemented RA exhibits a reduced SLL (<-18dBi) within its 

operating bandwidth. 
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  1317ICEEکد مقاله: 

 همزمان و دایروی خطی های قطبش با باند پهن پرتویی چند انعکاسی آرایه سازیپیاده و طراحی

 آرایه سطح در مرجع ثابت فاز تنظیم با

 پور یمیکر مجید

 دانشگاه صنعتی اراک

 چکیده

زمان با ی یک آرایه انعکاسی با قابلیت تحقق چند پرتو همسازهیشبسازی و پیاده، طراحیدر این مقاله هدف 

ی خطی و دایروی مجزا است. مکانیزم آنتن پیشنهادی بر پایه تحقق چند جبهه فاز مختلف بر روی هاقطبش

طبش پرتوهای تشعشعی بازتابی است. برای این منظور به کمک روش سطح بازتابنده متناسب با جهت و ق

. گرددیمتنظیم فاز ثابت مرجع مربوط به هر موج بازتابی، توزیع فاز تجمعی مطلوب بر روی روزنه بازتابی تعیین 

تی . پس از راسگرددیمبنابراین جهت و قطبش مطلوب امواج بازتابی از آنتن متناسب با این توزیع فاز محقق 

آزمایی و بررسی مکانیزم تشعشعی آن به کمک تکنیک تبدیل فوریه سریع، عنصر فازی مناسبی معرفی 

که رفتار فازی آن مستقل از نوع قطبش موج تابشی از تغذیه است تا هر دو قطبش افقی و قائم توسط  گرددیم

ی خطی، هاقطبشچند پرتو با المان قابل کنترل باشد. به کمک روش فوق چند نمونه آنتن با قابلیت ایجاد 

ی شد که نتایج نشان داد سازهیشبگیگاهرتز طراحی و  ۱5گرد در فرکانس مرکزی گرد و چپدایروی راست

 گردچپو  گردراستزاویه تشعشع پرتوهای اصلی برابر با مقدار طراحی شده بوده و نسبت محوری پرتوهای 

 .است بلیدس 3در زوایای طراحی شده زیر 
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Paper Code: ICEE 1186 

Generation of Orbital Angular Momentum Modes via SSPP Leaky-wave 

Antenna Based on Holography Technique 

Sajjad Zohrevand - Nader Komjani 

University of Science & Technology Tehran - University of Science & 

Technology Tehran 

Abstract 

In this paper, two different kinds of two-dimensional (2-D) SSPP leaky-wave 

metasurfaces are designed based on microwave holography method with different 

OAM modes at a single frequency (18GHz). The classic leaky-wave theory and 

a microwave holography principle are combined to design the SSPP leaky-wave 

metasurfaces-based holography technique. By combining the SSPP leaky-wave 

metasurfaces concept and the holography principle, an isotropic artificial surface 

impedance is developed. This isotropic artificial surface impedance consists of 

hollow hexagonal metallic. Each unit cell has a hollow hexagonal metallic with a 

period of  2.6 mm. The size of both metasurfaces is similar as10.6 × 10.6𝜆0
2. The 

monopole launcher is utilized for the excitation. The objective waves are 

represented by the desired beams carrying different orbital angular momentum 

modes. The simulations are carried out by MATLAB and CST Microwave Studio 

software. 
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Paper Code: ICEE 1385 

Design of Dual Frequency Conformal Leaky-wave Holographic Antenna 

Mohammad Amin Chaychi zadeh - Nader Komjani 

University of Science & Technology Tehran - University of Science & 

Technology Tehran 

Abstract 

The main purpose of this paper is to design a dual-frequency conformal compact 

leaky-wave antenna. In the design process, three software (HFSS, MATLAB and 

CST) used to achieve the desired side lobe level (SLL) on the E and H planes of 

the far field radiation pattern at design frequencies. The proposed antenna has 

broadside pencil beam radiation pattern at frequencies 14 and 18 GHz with the 

gain of 22, and 21.5 dB, respectively. The hologram interference is composed of 

unit-cells with square patches printed on a grounded Rogers RT/D5880 substrate 

with 1.57 mm thickness. For uniform excitation of the hologram at each of the 

design frequencies, two 1:8 symmetrical conformal substrate integrated 

waveguide (SIW) power dividers are designed. The dimension of the proposed 

structure is about 10λ0×10λ0. The radiation efficiency of the proposed antenna at 

design frequencies is more than 87%. The SLL of E and H planes at each 

frequency is less than -10 dB. 
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   1033ICEEکد مقاله: 

 و بازتابی قطبش موج چرخش روش کمک به باند پهن انعکاسی آرایه یک سازیشبیه و طراحی

 آنتن روزنه فرکانسی چند فاز سنتز

 آریانیان ایمان - پور کریمی مجید

 اتپژوهشگاه ارتباطات و فناوری اطلاع - دانشگاه صنعتی اراک

 چکیده

 روششده به نام، شناخته روشدر این مقاله برای افزایش پهنای باند فرکانسی آرایه انعکاسی از ترکیب دو 

تابی استفاده شده است. این دو روش به زموج با قطبشسنتز فاز چند فرکانسی روزنه آنتن و روش چرخش 

بخش طراحی عنصر، از یک روش جدید . در رندیگیترتیب در دو سطح طراحی عنصر و طراحی سیستم قرار م

روزنه موج بازتابی و متعاقباً تغییر پیوسته فاز مؤلفه متعامد موج برگشتی از  قطبش °90تحت عنوان چرخش 

، استفاده شده است. در بخش طراحی سیستمی، فاز ثابت مرجع )مربوط به رابطه توزیع فاز روزنه تشعشعی

هوشمند تعیین  یسازنهیبه کمک ابزار به یاگونه، بهKuدر باند آرایه انعکاسی( برای سه فرکانس مختلف 

که خطای فاز در این سه فرکانس کمینه شود. بنابراین خطای فاز با تقریب خوبی در کل باند حداقل  گرددیم

 یسازهیبه کمک روش فوق طراحی و شب  290mm×290mmخواهد شد. یک آرایه انعکاسی با ابعاد روزنه 

 %27.54 را به آنتن بلیدس ۱که ادغام این دو روش، پهنای باند افت  دهدینشان م یسازهیبشد. نتایج ش

. دهدیرا به دست م %17.47باندی معادل  یپهنا ،استفاده از روش چرخش قطبشفقط  کهیدرحالرساند؛ می

 قبول است.است که قابل %67برابر  Kuهمچنین بیشینه کارایی روزنه آنتن در باند 
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Paper Code: ICEE 1101 

A Single-fed Circularly-polarized Elliptical Slot Antenna for S-band 

Applications 

Sina Rezaee - Mahdi Janforooz - Behnam Rasoulpour 

Sharif University - Sharif University - Sharif University 

Abstract 

In this paper, a single-fed, circularly-polarized printed antenna with an elliptical 

slot for S-band application is suggested. The antenna structure includes a circular 

patch radiator having one rotated elliptical slot which feeds through a microstrip 

line. The circular polarization is obtained by adjusting the major axis of the 

elliptical slot. A metallic circular ground and four 80˚ slices of a wide ring-shaped 

patch surrounding the main radiator improve impedance matching bandwidth and 

circular polarization performance. The suggested antenna radiates left-handed 

circularly polarized (LHCP) and has an acceptable axial ratio bandwidth that is 

in agreement with the operating frequency band and hence is well suited for S-

band applications. For verification of the presented concepts, the designed 

antenna is suggested together with the simulation and measurement data. The 

proposed antenna exhibits very good agreement between the measured data and 

simulation results. 
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Paper Code: ICEE 1530 

Stray Load Losses Determination Methods of Induction Motors-A Review 

Moslem Geravandi - Hassan Moradi Cheshmeh Beigi 

University of Razi - University of Razi  

Abstract  

The exact determination of total losses value in induction motor has an important 

contribution to the more accurate estimation of induction motor efficiency. 

Among the various losses of induction motor, it is more difficult to specify the 

value of stray load losses than other induction motor losses. Also, because the 

amount of stray load losses in induction motors is significant, stray load losses 

cannot be ignored in determining the efficiency of induction motors. Therefore, 

considering the importance of determining the value of stray load losses in 

determining the efficiency of induction motor, in this article, all available 

methods for determining stray load losses are briefly introduced and discussed. 

In addition, suggestions for future research in this field have been provided. 
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Paper Code: ICEE 1074 

Multiphysics Analysis of HTS Transformer Utilizing Stainless Steel 

Stabilizer on Short Circuit Condition 

Ashkan Mirzaei Rajeooni - Hossein Heydari - Mohammad Khakroei - Mahdi 

Rahimi Pirbasti 

Iran University of Science and Technology - Iran University of Science & 

Technology - Iranian Research Institute for Electrical Engineering JDEVS - Iran 

University of Science and Technology 

Abstract 

Using the second-generation High Temperature Superconducting (HTS) 

windings instead of the conventional windings can provide significant 

advantages. Nevertheless, one of the HTS transformers' problems is their 

vulnerability against the long-time short circuit current. In this paper, the stainless 

steel is applied as a stabilizer in the HTS transformer windings. This approach 

has many advantages, such as increasing superconductor tolerance on short 

circuit current conditions, high mechanical strength, less cooling power, and 

superconductor fault current limiting (SFCL). For modeling the superconductor, 

all its states: superconducting, flux flow, and normal states have been considered. 

At first, the transformer has been designed. Then transient and Multiphysics 

analyses are studied. Besides, the results derived from the HTS transformer will 

be compared with the conventional transformer. 
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Paper Code: ICEE 1524 

Robust Wireless Power Transfer by Self-oscillating Controlled Inverter 

and Tripolar Receiving Pad 

Alireza Eikani - Behnam M. Mosammam - Mojtaba Mirsalim 

Amirkabir University of Technology - Amirkabir University of Technology - 

Amirkabir University of Technology 

Abstract  

Stable power transfer with constant and high trans-fer efficiency to moving 

devices is a major challenge in wireless power transfer (WPT). The amount of 

transferred power and efficiency is sensitive to magnetic coupling coefficient 

variations. Many control methods based on continuous analysis of WPT 

systems have been proposed to ensure stable and optimal power transfer between 

transmitter and receiver in variable magnetic coupling conditions. This paper 

presents a robust WPT system to coupling coefficient variations using a self-

oscillating controlled inverter without any communication link between the 

transmitter and receiver and other auxiliary control circuits. In this research, 

the receiving tripolar pad (TPP) is used with this type of inverter for the first time, 

providing an improved robust WPT to charge electric vehicles. At air gaps 

between 10 and 29 cm, and long ranges of lateral misalignments, the output 

power is approximately 1000 watts with a difference of less than 20%, and the 

system efficiency is higher than 92%. In rotational displacements, efficiency 

remains high with output power variations around 1000 

watts with a difference of less than 40%. Thus the proposed system automatically 

provides an almost constant output power with high efficiency in a certain range 

of displacements and misalignments of the receiving pad. 
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  ICEE 1147 کد مقاله:

فشرده و ماژولار برای تولید پالس  Marx-PFN طراحی و پیاده سازی ژنراتور تولید کننده پالس

 کیلوولتی ۲5

 محمدجواد گل علی پور -محمد حسین رنجبر 

 بهشتی تهران دانشگاه شهید -تهران  دانشگاه جامع امام حسین

 چکیده

گذشته تا به امروز همواره یکی از پرکاربردترین و مهمترین منابع مدار تولیدکننده پالس ژنراتور مارکس از 

های اخیر، ژنراتورهای مارکس از ساختار بزرگ های پرتوان پالسی بوده است. در دههمورد استفاده در سامانه

سازی ژنراتور مارکس از نظر اند. اگرچه فشردهحجم متمایل شدهو روباز به سمت ساختارهای فشرده و کم

تری های عمیقسازد که نیازمند تحلیلهایی مواجه میربردی مطلوب است، طراحی سیستم را با چالشکا

های نسبت به انواع بزرگ و پرحجم است. همچنین ژنراتور مارکس ساده این محدودیت را دارد که پالس

شود که ر افت میتولیدی آن سطح تختی ندارد و ماکزیمم ولتاژ تولید با گذشت زمان به صورت نمایی دچا

سازی سازد. در این مقاله، طراحی و پیادههمین امر استفاده مستقیم از آن را در برخی از کاربردها منتفی می

کیلوولتی، ارائه  ۲5به منظور ایجاد پالس مستطیلی  حجمبا ساختاری فشرده و کم PFN-Marx ژنراتور

سازی عملکرد این ژنراتور در نرم افزار ده، سپس شبیهشود. بدین منظور ابتدا مباحث تئوری مرتبط بیان شمی

گردد. سپس ژنراتور به صورت ماژولار پذیرد و چالش های طراحی مشخص میصورت می EMTPسازی شبیه

 .گیردشود و نتایج تست عملی مورد تحلیل قرار میدر پنج طبقه ساخته می
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Paper Code: ICEE 1196 

Conversion of Linear Polarized Light-to-orbital Angular Momentum with 

Variable Topological Charges, Using the Surface Plasmons of Elliptical 

Holes Etched in a Gold Layer 

Amir Mohammad Ghanei - Abolfazl Aghili - Sara Darbari 

Tarbiat Modares University - Tarbiat Modares University - Tarbiat Modares 

University 

Abstract 

Electromagnetic waves with a spiral phase front have orbital angular momentum 

(OAM), which have benefited tremendous applications in various fields, such as 

quantum information processing and optical manipulation. These particular 

beams can be applied in photonic integrated devices by using surface plasmon 

polaritons (SPPs) at metal-dielectric interface. Here, we present different arrays 

of elliptical holes inscribed in a gold layer, which can produce plasmonic vortices 

(PV) with arbitrary higher order of topological charges under linearly polarized 

light. Furthermore, in order to compare the quality of generated vortices, we have 

introduced a figure of merit (FOM), which implies the field uniformity of the 

PVs.  
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  ICEE 3531 کد مقاله:

کنتراست بالا  یتور یبیبا ساختار بازتابگر ترک یعمود-تابنده از سطح کاواک زریل یحرارت لیتحل

 و بازتابشگر براگ کپارچهی

 پهلوان دیسع - یاحمد دیوح - یهوشدار رستم حسن

 مدرس تربیت دانشگاه -مدرس تربیت دانشگاه -مدرس تربیت دانشگاه

 چکیده

عمودی متشکل از بازتابگر -حرارتی در ساختار لیزر تابنده از سطح کاواک-تریکیدر این مقاله تحلیل الک

ترکیبی مبتنی بر ساختار توری یکپارچه با استفاده از روش حل عددی اجزا محدود سه بعدی خودسازگار 

مبتنی عمودی -حالت پایا صورت گرفته و توزیع دمایی در افزاره به دست آمده است. لیزر تابنده از سطح کاواک

مورد  µm ۱6.5و قطر روزنه اکسید  µm 3۱با قطر  nm ۹8۰در طول موج تابشی  GaAs/AlGaAsبر 

محاسبه شده است. اثر قطر  mA ۱5در جریان بایاس  K 3۴5مطالعه قرار گرفته و قله دمایی در ساختار 

 .روزنه اکسید و همچنین جریان تزریقی نیز بر روی قله دمایی بررسی شده است
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Paper Code: ICEE 1380 

A High Responsivity Plasmonic Internal Photoemission Detector for 

Optical Communication 

Faramarz Alihosseini - Aref Rasoulzadeh Zali - Tavakol Pakizeh - Hesam Zandi 

K. N. Toosi University of Technology - Eindhoven University of Technology 

K. N. Toosi University of Technology - K. N. Toosi University of Technology 

Abstract 

In this paper a novel Silicon Schottky photodetector enhanced by localized 

surface plasmon excitation for C-band communication was designed and 

numerically investigated. The photodetection mechanism is based on the internal 

photoemission of the hot electrons in the 2 nm-thick of Schottky metal consisting 

of a two-dimensional square array of holes. The polarization-insensitive 

absorptance in this photodetector with Au Schottky metal dramatically enhances 

to 95.1% at the wavelength of 1.55 µm. Moreover, at a reverse bias voltage of 1 

V, we achieve a high responsivity of 0.32 A/W and the dark current of 665 nA at 

room temperature. 
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Paper Code: ICEE 1390 

The Effect of Cavity Length on Two-state Quantum Dot Laser 

Performance 

Gholamreza Babaabasi - Mohammad Mohsen Sheikhey - Sara Alaei 

Lorestan University, Khorramabad - University of Tabriz - Shahid Rajaee 

Teacher Training University 

Abstract  

We have investigated an accurate rate equation model to examine the laser cavity 

length-dependent characteristics of two-state-lasing 1.55µm-InAs–InP (113) B 

quantum-dot laser (QDL). The rate equations model considered both the ground 

state (GS) lasing, the excited state (ES) lasing, and the inhomogeneous and 

homogeneous broadenings. Results demonstrate that with an increase in cavity 

length, the threshold gain is decreased, the output power spectrum is broadened, 

the turn-on delay is decreased, and the threshold current is increased for both the 

GS and ES emissions. Also, the direct relaxation channel does not lead to a 

saturation of emitted photons of the GS. As the ES starts to lase, the photon 

numbers slope efficiency of the GS emission is reduced, which is more evident 

for shorter cavity lengths. In addition, with a shorter cavity length, the 3-dB 

modulation bandwidth increases for both the ground and excited states emissions, 

accompanied by more output photons. Moreover, as the ES lasing began, the 3-

dB modulation bandwidth slop of the GS with the increase in bias current 

decreases until it remains almost constant. Also, the 3-dB modulation bandwidth 

of the GS is larger than ES at the same bias current, where the trend is opposite 

for larger cavity lengths. The 3-dB modulation responses bandwidth of ~ 26GHz 

and ~17GHz have been achieved for GS and ES emission at a bias current of 

50mA for 300μm cavity length. 
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Paper Code: ICEE 1451 

Ultra-Compact and Fast All-optical Half-subtractor Photonic Crystal 

Logic Gate 

Ehsan Veisi - Mahmood Seifouri - Saeed Olyaee 

Shahid Rajaee Teacher Training University - Shahid Rajaee Teacher Training 

University - Shahid Rajaee Teacher Training University 

Abstract  

Despite developments in all-optical devices, there is a tremendous demand for 

various innovative all-optical structures containing dual capabilities to attain all-

optical processors. This paper proposes an ultra-compact and ultra-fast structure 

for an all-optical half-subtractor logic gate. An all-optical photonic crystal half-

subtractor is applicable in all-optical logic processors. In this study, the plane 

wave expansion method was used to design the structure. Also, the finite-

difference time-domain method was used to analyze the proposed structure 

numerically. The footprint structure was about 42 μm2 and the maximum time 

delay was about 60 fs. The contrast ratio for the proposed all-optical half-

subtractor structure was 18.4 dB for Port D and 6.3 dB for Port B. The findings 

indicated that the proposed ultra-compact structure reduced the time delay at the 

proposed logic gate. It can be concluded that the proposed structure ensures no 

performance decline. 
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Paper Code: ICEE 1477 

Realization of a High-resolution Plasmonic Rfractive Index Sensor Based 

on Double-nanodisk Shaped Resonators 

Leila Hajshahvaladi - Hassan Kaatuzian - Mohammad Danaie - Ghazaleh 

Nourbakhsh 

Amirkabir University of Technology - Amirkabir University of Technology - 

Semnan University of Technology 

Abstract 

In this paper, a high-resolution plasmonic refractive index sensor using double-

nanodisk-shaped resonators is proposed. The structure is numerically simulated 

using the finite-difference time-domain (FDTD) method. This sensor is highly 

suitable for biosensors applications due to the low limit of detection. The 

proposed sensor not only has maximum FoM of 294.8 RIU-1 and maximum 

refractive index sensitivity of 800 nm/RIU but also it has an excellent Q-factor as 

high as 309 and minimum FWHM as small as 2 nm. Many of these values are 

highest in comparison with the other reported works in this literature. Hence, it is 

a good candidate for biosensing applications due to structural simplicity and 

excellent sensing features. 
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Paper Code: ICEE 1491 

The Effect of Metal Rods in a Hybrid Plasmonic-photonic Crystal Cavity 

Design 

Leila Hajshahvaladi - Hassan Kaatuzian - Mohammad Danaie - Amirhossein 

Abdollahi Nohiji 

Amirkabir University of Technology - Amirkabir University of Technology - 

Semnan University of Technology - Semnan University of Technology 

Abstract 

In this paper, a hybrid plasmonic-photonic crystal (P-PhC) structure, in which 

four metal rods are embedded in the resonant cavity of rod-type Si PhC structure 

is designed. The finite-difference time-domain (FDTD) method and finite 

element method (FEM) are used to evaluate the properties of the proposed hybrid 

structure. The obtained results show that by the cooperative coupling between the 

plasmonic mode induced by the metal rods and resonant PhC cavity modes, a 

hybrid P-PhC mode is created. The hybrid mode can be strongly confined within 

the cavity with a 121% reduction in mode volume compared to purely PhC, 

resulting in increasing the sensitivity of the proposed hybrid structure as a 

refractive index sensor with the sensitivity value of 1240 nm/RIU. In the proposed 

structure, the plasmonic field enhancement within the PhC cavity and good 

quality factor of 487 opens new ideas for the control of light-matter interaction in 

wide applications in integrated Opto-plasmonic devices for nanolasers or as 

sensing elements in the near-infrared spectral range. 
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Paper Code: ICEE 1426 

Efficiency Enhancement of Heterojunction IBC Solar Cell: Surface 

Passivation 

Amirmohammad Shahryari - Zohreh Golshan bafghi - Negin Manavizadeh 

K. N.Toosi University of Technology - K. N.Toosi University of Technology - 

K. N.Toosi University of Technology 

Abstract 

In this paper, the performance of heterojunction interdigitated back contact solar 

cell with passivation layer is studied. Moreover, the impact of the passivation 

layer on preventing from recombining photogenerated carriers is investigated as 

well. According to the simulation results, the VOC and ISC of the proposed solar 

cell are 0.619 V and 0.447nA, respectively. This solar cell has 20.8% efficiency 

and 74.62 fill factor as the most important parameters for solar cells. The results 

show the combination of IBC silicon solar cell with III-As compound 

semiconductor cells and a surface passivation layer has a significant enhancement 

in solar cell performance and it is a unique structure for high-efficiency solar cell. 
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Paper Code: ICEE 1089 

Incentive-based Demand Response Economic Model for Peak Shaving 

Considering Load Serving Entity Profit Maximization 

Nasim Eslaminia - Habib Rajabi Mashhadi 

Ferdowsi University of Mashhad  - Ferdowsi University of Mashhad 

Abstract 

In the smart grid electricity market, changes in consumer behaviors and price 

fluctuations can affect the benefits of Load Serving Entities. So, in this paper, the 

economic model of the incentive-based demand response program (IBDRP) is 

proposed based on the price elasticity of demand and consumer utility function. 

In peak hours and market price spikes, IBDRPs encourage active participation in 

managing consumption by paying incentives to customers to influence their 

consumption behaviors. This program benefits consumers and LSEs like retailers 

and aggregators by reducing consumer demands and increasing system reliability 

during peak hours and price spikes. Under the proposed model, the demand 

reduction is calculated. Then the value of optimal incentive price is obtained 

according to LSE's profit maximization problem. The implementation of this 

work is based on the smart grid, and we can implement it by using smart meters. 

So the proposed model is implemented in GAMS software and tested on data 

derived from a real-world power system. 
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Paper Code: ICEE 1090 

Establishment of a Virtual Power Plant in Grid for Maximizing Producers' 

Profits and Minimizing Pollutant Emissions and Investment Costs 

Amir Hossein Gholami - Amir Abolfazl Suratgar - Mohammad Bagher Menhaj 

- Mohammad Reza Hesamzadeh 

Amirkabir University of Technology - Amirkabir University of Technology - 

Amirkabir University of Technology - Amirkabir University of Technology – 

KTH Stockholm, Sweden 

Abstract 

Growing population and increasing air pollution in different countries around the 

world have incentivized the need to expand the renewable power plant capacities. 

Small-scale renewable power plants, especially solar and wind power plants, are 

usually not able to compete in the wholesale electricity markets partly due to their 

small size. This problem has been resolved by the concept of the Virtual Power 

Plants (VPP), where a collection of small-scale power plants form a VPP and 

participates in the wholesale electricity markets. In this paper, the VPP capacity 

investment problem is formulated and solved. A multi-objective function is 

considered for VPP investment problem. To test, the formulated optimization 

problem, three different investment scenarios are considered and optimization 

problems are solved centrally. The results confirm the utility of our developed 

optimization model. 
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Paper Code: ICEE 1104 

Multi-objective Expansion Planning of Renewable Resources in Distribution 

Systems towards Achieving a Pollution Free Structure 

Tooraj Ostadi Azari - Vahid Sohrabi Tabar - Turaj Amraee 

K.N. Toosi University of Technology - K.N. Toosi University of Technology - 

K.N. Toosi University of Technology 

Abstract 

The pollution producers such as thermal power plants should pay heavy penalties 

due to the greenhouse gases emission and the intensification of global warming 

and environmental issues. Utilizing renewable energies can be a great choice to 

realize net zero emission targets, however, they have several technical issues such 

as uncertainty in output power. This paper investigates the expansion planning of 

renewable resources including wind turbines and photovoltaics in distribution 

networks to achieve a zero energy structure. According to the high penetration of 

renewable resources, power to gas system and electrical energy storage are 

utilized and their size and place are optimally planned to overcome the 

uncertainties. The proposed expansion planning is a multi-objective 

mathematical programming model where the total investment and emission costs 

are minimized as the objective functions. The results show that the environmental 

pollution penalty can increase the total cost significantly. However, by 

implementing the proposed expansion planning model, the investment cost is 

reduced and even more revenue is obtained. 
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Paper Code: ICEE 1149 

Strategic Offering of a Virtual Power Plant in Energy Markets under 

Contingency Conditions: A Hybrid Stochastic Robust Optimization 

Approach 

Elahe Ghanaee - Morteza Rahimiyan 

Shahrood University of Technology - Shahrood University of Technology 

Abstract  

In this paper, the energy management problem of a virtual power plant (VPP) in 

energy markets considering contingency conditions is formulated as a stochastic 

robust optimization model. A number of price-responsive demands, renewable 

power plants (RPPs), conventional power plants (CPPs), energy storage systems 

(ESSs) are integrated into a VPP interconnected through an electric network. 

Smart grid technology enables the energy management system (EMS) to 

communicate with day-ahead (DA) and real-time (RT) markets, as well as with 

VPP components. The uncertainties associated with the production of renewable 

resources, the prices in the DA and RT markets, as well as the availability of the 

components of the VPP are considered. The uncertainty in the availability of the 

components in the VPP and the market prices is modeled through scenarios, 

whereas the variability in renewable production is presented through prediction 

intervals.  Furthermore, the conditional value at risk (CVaR) is incorporated into 

the model to analyze the impact of risk-aversion on energy management 

decisions. The results verify the applicability of the decisions under contingency 

conditions. 
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Paper Code: ICEE 1191 

Power Exchanging of a VPP with its Neighboring VPPs and Participating 

in Day-ahead and Spinning Reserve Markets 

Mohammad Fazel Dehghanniri - Masoud Aliakbar Golkar - Farzin Ghasemi 

Olanlari 

K.N. Toosi University of Technology - K.N. Toosi University of Technology - 

K.N. Toosi University of Technology 

Abstract  

The virtual power plant (VPP) is a concept that aggregates various distributed 

energy resources (DERs) and allows them to participate in different wholesale 

markets. This article presents an optimal operation of two VPPs connected by 

transmission lines. The VPPs consist of combined heat and power (CHP), 

renewables units such as wind turbines, photovoltaic (PV) power plants, diesel 

generators, electrical and thermal storages, electric vehicles, controllable and 

uncontrollable loads. In addition to exchanging power with each other, the 

mentioned VPPs can also participate in electricity markets such as day-ahead 

(DA) and spinning reserve markets. Optimization is carried out using a mixed-

integer linear programming (MILP) problem, considering network, generation 

units, electric vehicles, and demand responsive constraints all taken into account. 

The proposed method, also simulated on the IEEE 21-bus and 33-bus test 

network. 
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Paper Code: ICEE 1225 

Paper Selecting the Economical Energy Storage System for Photovoltaic 

Power Plants 

Zahra Moradi-Shahrbabak 

Sirjan University of Technology 

Abstract 

Due to the inherently uncontrollable nature of renewable systems, increasing their 

installed capacity brings new challenges in power systems. Using the electrical 

storage system is a good solution to solve these problems. There are various 

storage technologies; for selecting appropriate storage for a PV system, it is 

necessary to evaluate its economic feasibility. For this purpose, this paper 

introduces a modified criteria that calculates the Levelized cost of energy for a 

hybrid system consisting of storage and PV parts. We studied three factors that 

affect the hybrid system’s performance using this index. These factors are the 

photovoltaic system's rated power, the storage system's penetration level, and the 

daily sunny hours. The results of our study indicate that using li-ion and PbA 

batteries for small-scale PV systems is economically justifiable, and NiCd is the 

best storage technology for large-scale PV systems. 
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Paper Code: ICEE 1279 

Techno-economic Dispatch of Distributed Energy Resources for Optimal 

Grid-connected Operation of a Microgrid 

Selma Cheshme Khavar - Arya Abdolahi 

AmirKabir University of Technology - Deputy of Commissioning and 

Dispatching Tabriz Distribution Electrical Company 

Abstract 

This paper is worried about the electricity dispatch trouble of distributed 

generations (DGs) for optimum operation of a microgrid. The goal is to lessen 

the fuel cost through the grid-linked operation while making sure stable operation 

after islanding. To reach this purpose, a techno-economic dispatch model and 

associated limitations are expressed. Reserve for modification in consumers load, 

flow limits among two adjoining regions, and reserve for the stable islanded 

operation are some of these limitations that are considered in this paper. These 

constraints are used inside the ED model for traditional systems, are changed to 

use Microgrids. Moreover, a comprehensive model is presented for the stable 

islanded operation of the microgrid under fixed and adjustable droop conditions. 

In this paper, a modified direct search approach is considered to solve the 

suggested problem; and the impact of the proposed method on the cost objective 

function is studied. 
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Paper Code: ICEE 1339 

Transmission and Energy Storage Co-planning Expansion Considering 

Short-term Uncertainties under Renewable Penetration 

Mojtaba Moradi-Sepahvand - Turaj Amraee 

K. N.Toosi University of Technology - K. N.Toosi University of Technology 

Abstract 

In this paper, a Mixed Integer Linear Programming (MILP) model for dynamic 

Transmission Expansion Planning (TEP) is presented which is able to consider 

the impacts of Energy Storage (ES) devices under growing penetration of 

Renewable Energy Sources (RESs). The most important advantages of ES 

devices are improving RESs accommodation, mitigation of line overflow, and 

reducing the investment cost of transmission lines. To model the short-term 

uncertainties of wind power and load, a hierarchical clustering method 

considering time dependent parameter chronology is utilized. In the proposed 

model, a linear DC Optimal Power Flow (DC-OPF) with the capability to 

calculate hourly generation costs, is formulated. The IEEE RTS 24-Bus test 

system is studied to validate the effectiveness of the proposed model. The results 

confirm that considering ES devices in TEP problem, especially in the presence 

of RESs considering short-term uncertainties, can be beneficial.   
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 مخابرات نوری -3مخابرات سیستم عنوان نشست: 

 دانشگاه فردوسی مشهد                 یرصالحیم یرمجتبیدکتر م   

 دانشگاه شهید بهشتی                     دکتر محمدسجاد صدوق  نشست: یروسا 
 دانشگاه صنعتی خواجه نصیرالدین طوسی             ی   گیدکتر لطف اله ب                            

 

ICEE-1502 

Fragmentation-aware Coordinated Virtual Optical Network Embedding 

Algorithm over Elastic Optical Networks 

* Niusha Sabri Kadijani - Lotfollah Beygi 

________________________________________________________________  

ICEE-1235 

On the Impact of Probabilistic Shaping on Fiber Nonlinearities 

*Ahmad Tanha - Hami Rabbani - Lotfollah Beygi 

________________________________________________________________ 

ICEE-1531 

Joint Fairness, Fragmentation, and Physical Layer Impairments Aware 

Routing, Spectrum and Modulation Level Allocation in Elastic Optical 

Networks 

*Hassan Khanahmadzadeh - Arash Rezaee - Lotfollah Beygi 

________________________________________________________________ 

ICEE-1342 

 طراحی و ساخت یک سیستم مخابرات نور مرئی مبتنی بر دوربین

 شهاب الدین رحمانیان -فروغ السادات طباطبا  -شادی خسروی *
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Paper Code: ICEE 1502 

Fragmentation-aware Coordinated Virtual Optical Network Embedding 

Algorithm over Elastic Optical Networks 

Niusha Sabri Kadijani - Lotfollah Beygi 

K. N. Toosi University of Technology - K. N. Toosi University of Technology 

Abstract  

Network virtualization has become a key solution for meeting the exploding 

needs of users and applications because of the growing demand for high 

performance-applications and cloud network services. Virtual optical network 

embedding (VONE) over elastic optical networks (EONs) is a fundamental 

technology to realize network virtualization. The VONE over EON is suffering 

from poor spectrum utilization due to the existence of non-aligned and non-

contiguous slots, which is known as spectrum fragmentation. The goal of our 

coordinated algorithm based on the exact fit policy is to minimize the average 

number of used slots and shorten the length of the physical lightpath serves a 

virtual optical links. Results show not only our algorithm achieves the closest 

results to the ILP method, but also it improves the average number of used slots 

in a five-node topology by 21.9%. In addition, in a large topology, it significantly 

reduces the length of the lightpaths that serve virtual optical links, improving 

spectrum utilization and reducing the bandwidth blocking probability. 
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Paper Code: ICEE 1235 

On the Impact of Probabilistic Shaping on Fiber Nonlinearities 

Ahmad Tanha - Hami Rabbani - Lotfollah Beygi 

K. N. Toosi University of Technology - K. N. Toosi University of Technology - 

K. N. Toosi University of Technology 

Abstract 

This paper addresses probabilistic shaping (PS) which has been a latest key 

technique to approach capacity of fiber-optic channels. We investigate the impact 

of PS on nonlinear interference (NLI), including self channel interference (SCI), 

cross channel interference (XCI), and multi channel interference (MCI) for a 

polarization multiplexed 16−ary quadrature am- plitude modulation format in a 

wavelength division multiplexed (WDM) system. To this end, we consider 

performing PS in two scenarios: (i) Solely on the channel of interest and (ii) over 

all C-band WDM channels of a fiber-optic link by analyzing the 

effective signal to noise ratio and symbol error rate. 

It is demonstrated that using the enhanced Gaussian noise model with merely 

10% overhead in the first scenario, the applied PS scheme increases the SCI and 

the total experienced NLI by about 19.23%, and 6.6%, respectively. Interestingly, 

despite enhancing the NLI in this scenario, the simulated PS technique leads to 

about 47.6% increase in the transmission reach. In the second scenario, the 

numerical results show increase of the SCI, XCI, and total NLI around 19.8%, 

23.34%, and 20.2%, respectively, but resulting in an increase of 32.3% in the 

transmission reach. 
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Paper Code: ICEE 1531 

Joint Fairness, Fragmentation, and Physical Layer Impairments Aware 

Routing, Spectrum and Modulation Level Allocation in Elastic Optical 

Networks 

Hassan Khanahmadzadeh - Arash Rezaee - Lotfollah Beygi 

K. N. Toosi University of Technology - K. N. Toosi University of Technology -

K. N. Toosi University of Technology 

Abstract 

In the Routing, Spectrum, and Modulation level assignment (RSMA) problem, 

resources are assigned to the service providers requests according to their 

requirements. This paper solves the RSMA problem jointly. Also, physical layer 

impairments are calculated to satisfy the quality of transmission of the signals 

that propagate through fiber. The considered model estimates signal degradation 

caused by chromatic dispersion, nonlinear signal distortion, and amplifier noise. 

Furthermore, the proposed algorithm satisfies the survivability requirements of 

demands. Our algorithm reduces spectrum fragmentation and satisfies desirable 

fairness in an elastic optical network. Simulation results show that our algorithm 

achieves 28% improvement in terms of bandwidth blocking probability when the 

number of requests is 125. 
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  1342ICEE کد مقاله:

 دوربین بر مبتنی مرئی نور مخابرات سیستم یک ساخت و طراحی

 شهاب الدین رحمانیان -فروغ السادات طباطبا  -شادی خسروی 

 اصفهان صنعتی دانشگاه - اصفهان صنعتی دانشگاه - اصفهان صنعتی دانشگاه

 چکیده

 دوربینبه عنوان فرستنده و  (LED)کننده نور  اطعدیودهای س از معمولاً ،نوری مبتنی بر دوربیندر مخابرات 

 و ستمیس نهیهز ی ودگیچیباعث کاهش پ رنده،یدر گ نی. استفاده از دوربشودیاستفاده م رندهیبه عنوان گ

با  یهاستمیدر س یمنابع نور کیمتفاوت جهت تفک یو استفاده از راهکارها شودی میریپذافانعط شیافزا

 یمبتنبا گیرنده  یمخابرات نور ستمیس کی سازیمقاله طراحی و پیاده نی. در اکندمیرا ممکن  چند فرستنده

. شودچنین سیستمی نیز بیان می یسازادهیپ یهاچالش شود و در کنار بررسی کارایی آنبررسی می نیبر دورب

 . درشودیارسال م مختلف یهاونیبا مدولاس LED توسط لامپ هادادهفرستنده  این سیستم در سمت در

 یهامیبا پردازش فر یلمبرداریاز ف شود و بعدی استفاده میشاتر چرخشاز دو مدل دوربین با  رندهیگ سمت

هوشمند  یگوش نیدورب دوربین نوع اول، .آیدمی خام بدست دادهانجام شده و  گنالیس نیا ییکدگشا ر،یتصو

خاموش و با نرخ -روشن یدزنیکل ونیوش مدولاسرا با ر هاتواند دادهاست که می 60fpsفیلمبرداری  با نرخ

120bps 30فاصله  ازcm 30فیلمبرداری وبکم با نرخ  نیدورب دریافت کند. دوربین نوع دومfps  است که

به طور کامل دریافت  170cmفاصله  را از 15bps منچستر و با نرخ ونیبا روش مدولاس ارسالی هایداده

 کند.می
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 و آشوب یرخطیغ یهاستمیس -3کنترل عنوان نشست: 

 دانشگاه علم و صنعت       دکتر محمدرضا جاهدمطلق   

 دانشگاه صنعتی امیرکبیر  ی   دکتر فرزانه عبدالله    نشست: وسایر

 دانشگاه صنعتی اصفهان  ی   زدیا مانیدکتر ا    

 

ICEE-1040  

A Novel Analytical Tuning Method for Designing of Composite Nonlinear 

Feedback Control Law in Continuoustime Dynamical Systems 

*Ali Vazani - Valiollah Ghaffari 

________________________________________________________________ 

ICEE-1232 

Zero Control Effort Approach to Perturbed Coupled Orbitattitude Periodic 

Solution at Three-Body Problem: Earth-Mars System 

Amirreza Kosari - *Ehsan Abbasali - Majid Bakhtiari 

________________________________________________________________

ICEE-1449 

 لآ کننده مد لغزشی دینامیک برای سیستم تعلیق فعال غیر خطی با عملگر غیرایدهطراحی کنترل

 الهه مرادی -مونا عظیمی *

________________________________________________________________ 

ICEE-1193 

 ۱۹-کننده مقاوم برای مدل غیرخطی بیماری کوویدطراحی کنترل

 الهام امینی بروجنی -آرمان مرزبان *
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Paper Code: ICEE 1040  

A Novel Analytical Tuning Method for Designing of Composite Nonlinear 

Feedback Control Law in Continuoustime Dynamical Systems 

Ali Vazani - Valiollah Ghaffari 

Persian Gulf University, Bushehr - Persian Gulf University, Bushehr 

Abstract  

In real systems, one of the most vital criteria that assess the efficiency of a 

nonlinear controller is the transient response. Therefore, a new tuning technique 

is suggested for the composite nonlinear feedback (CNF) control in this study. In 

other words, the proposed tuning algorithm optimizes the CNF controller in the 

case of settling time and overshoot. A linear part and a nonlinear part constitute 

the CNF control law. On the one hand, the linear portion provides the closed-loop 

feedback with a quick response and significant overshoot while remaining within 

the actuator limits during the regulation. The linear feedback law is achieved 

based on a linear matrix inequality (LMI) minimization problem. On the other 

hand, the nonlinear feedback law raises the damping ratio in order to remove the 

overshoot. A novel tuning strategy is developed to enhance transient 

performance. This online method adjusts parameters automatically rather than 

trial error and non-automatic approaches. To assess the efficacy of the novel 

tuning approach, a continuously stirred tank reactor (CSTR) is simulated via 

MATLAB. The outcomes show that transient performance is enhanced by more 

than 44% employing the suggested tuning approach. 
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Paper Code:  ICEE 1232 

Zero Control Effort Approach to Perturbed Coupled Orbitattitude 

Periodic Solution at Three-Body Problem: Earth-Mars System 

Amirreza Kosari - Ehsan Abbasali - Majid Bakhtiari 

University of Tehran - University of Tehran - School of Advanced Technologies 

Iran University of Science and Technology 

Abstract 

Periodic solutions of the satellite's coupled orbit-attitude can be obtained by 

applying a controller to the problem. Minimizing control efforts is one of the 

critical factors that can make the mission economically justified. Furthermore, 

the economic costs will be minimized if the problem converges to the desired 

solution without a controlling effort. Recognizing the proper initial conditions is 

one way that the problem can converge to periodic responses without any 

controlling effort. Therefore the main purpose of this article is to identify the 

proper initial condition that leads to meet periodic attitude responses of the 

satellite at the periodic Lyapunov orbits at the circular three-body problem. Hence 

the Perturbed Correction (PC) algorithm is proposed to correct the initial guess 

of the coupled model.  As an innovation, the initial guess of the orbital states is 

identified by the Poincaré mapping method. In previous investigations, this initial 

guess was suggested to extract from the third-order approximate solution of the 

circular restricted three-body problem requiring complex mathematical 

calculations. The proposed method will lead to a significant reduction in complex 

mathematical calculations. The initial guess of attitude dynamic parameters is 

also recognized by the Poincaré mapping method, the proposed technique reduces 

the control effort to zero, which optimizes the economic costs of the mission. 
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  ICEE 1449کد مقاله: 

کننده مد لغزشی دینامیک برای سیستم تعلیق فعال غیر خطیطراحی کنترل  

لآبا عملگر غیرایده  

الهه مرادی -مونا عظیمی   

 خمینی امام یادگار واحد میاسلا آزاد دانشگاه - شهرری )ره( خمینی امام یادگار واحد میاسلا آزاد دانشگاه

شهرری( ره)  

 چکیده

آل ارائه شده است. له، رویکرد جدیدی برای کنترل سیستم تعلیق فعال غیرخطی با عملگر غیر ایدهدر این مقا

های کننده مدلغزشی مرتبه بالای دینامیک در حضور قیود و محدویتسیستم تعلیق فعال با استفاده از کنترل

، عدم قطعیت سیستم های این سیستم، ورودی محرک غیرخطی ناحیه مردهگردد. محدودیتعملی بررسی می

کننده مدلغزشی دینامیک، از یک تعلیق و اغتشاشات وارد شده از سطح جاده است. در طراحی کنترل

گیر قبل از سیستم کنترلی استفاده شده است و میزان چترینگ به سرعت کاهش یافته است. در این انتگرال

سازی آن از الگوریتم کننده و بهینهنترلمقاله، برای طراحی روش کنترلی پیشنهادی، تعیین پارامترهای ک

، کارآیی مطلوب MATLABافزار ها در نرمسازیژنتیک استفاده شده است. در انتها با استناد به نتایج شبیه

 شود.ها  نشان داده میکننده پیشنهادی و در حضور محدودیتسیستم با کنترل
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  ICEE 1193کد مقاله: 

 ۱۹-برای مدل غیرخطی بیماری کووید طراحی کنترل کننده مقاوم

 الهام امینی بروجنی -آرمان مرزبان 

 خوارزمی دانشگاه -خوارزمی  دانشگاه

 چکیده

 یموثر برا یابزار در سراسر جهان، مدل های ریاضی به عنوان ( Covid-19) با توجه به شیوع بیماری کرونا 

ندمی مطرح شد. از آن جایی که رویکردهای و نحوه کنترل شیوع این پا Covid-19انتقال  یدرک الگوها

مطرح شده برای کنترل این پاندمی بیشتر برپایه آزمون و خطا بوده است، در مقاله حاضر با بکارگیری مدل 

جهت کنترل شیوع بیماری کرونا پرداخته   ∞Hو  H2 ریاضی این بیماری به طراحی کنترل کننده های مقاوم

ساختارهای کنترل مقاوم، کنترل کننده های مقاوم بهینه توسط روش ریکاتی با در شده است. با استفاده از 

نظر گرفتن محدودیت های سیستم واقعی به نحوی طراحی شده اند که دارای بهترین عملکرد باشند. عملکرد 

ت. کنترل کننده های پیشنهادی  بر روی مدل خطی و غیر خطی بیماری کرونا شبیه سازی و ارزیابی شده اس

در ارزیابی صورت گرفته اثر کنترل بیماری توسط قرنطینه افراد یک جامعه و زمان اعمال این کنترل بخوبی 

 نمایان است.
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 معماری و شبکه -۱امپیوتر کعنوان نشست: 

 بیردانشگاه صنعتی امیرک          سیاوش خرسندیدکتر    
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 دانشگاه علم و صنعت               دکتر زینب موحدی       

 

ICEE-1190 

  CombOpt Zeroفاصله با رویکرد d-حل مسئله مجموعه مستقل

 یانیمهران صفا - نیفلسف نیحس - ینصرآباد کبختیفاطمه ن*

________________________________________________________________

ICEE-1175 

Bit Error Mitigation Using Unequal Resistivity Levels in Memristors 

*Amir Mohammad Hajisadeghi - Peiman Pourmomen - Hamid Reza Zarandi 

________________________________________________________________ 

ICEE-1261 
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ICEE-1495 

روشی برای انتخاب کُدهای بهینه افزایشی چرخشی برای افزایش تحمل پذیری خطا در شبکه های 

 درون ساختمانیِ شهرهای هوشمند با ملاحظه سربارهای زمانی و توان مصرفی

 مهرشاد خسرویانی* - آرش ابراهیم پور زندی
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ICEE-1520 

Slice-aware Resource Calendaring in Cloud-based Radio Access Networks 

*Zeinab Sasan - Siavash Khorsandi 

________________________________________________________________ 

ICEE-1375 
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   1190ICEEکد مقاله: 

  CombOpt Zeroفاصله با رویکرد d-حل مسئله مجموعه مستقل

 یانیمهران صفا - نیفلسف نیحس - ینصرآباد کبختیفاطمه ن

 اصفهان صنعتی دانشگاه - اصفهان صنعتی دانشگاه - اصفهان صنعتی دانشگاه

 چکیده

 یسخت است. کاربردها-NP یتایبیترک یسازنهیبه یمسئله کی نهیشیمجموعه مستقل ب یمسئله

مسئله، مسئله مجموعه مستقل  نیا یهامیاز تعم یکیوجود دارد.  یواقع یایمسائل در دن نیا یبرا یفراوان

d-مسئله  کی نهیشیمجموعه مستقل ب یمانند مسئله زیمسئله ن نیاست. ا نهیشیفاصله بNP- .سخت است

موجود  قیدق یهاکردیاست. رونشده افتیحل مسئله  نیا یبرا یاچندجمله یکردیتاکنون رو لیدل نیبه هم

 یهاکردیهستند.  رو ییحالت نما نیبدتر یزمان یدگیچیپ یدارا نهیشیاصله بف -dمسئله مجموعه مستقل  یبرا

 جیروا یتیتقو یریادگی یهاکردیکه رو ریاخ یهاال. در سگردانندیرا بر م نهیزبهیر یجواب یو اکتشاف قیردقیغ

از مسائل  یحل برخ یبرا CombOpt Zeroبه نام  دوارکنندهیام جیبا نتا تمیالگور کیاست،  کرده دایپ

 یریگمیتصم ندیمسئله در چارچوب فرآ یساز ادهیمقاله ما با پ نیاست. در اارائه شده یاتیبیترک یسازنهیبه

حاصل از  جی. نتامیاکرده استفاده نهیشیفاصله ب-dحل مسئله مجموعه مستقل  یبرا  تمیورالگ نیمارکوف، از ا

از  ق،یدق یهابدست آوردن جواب یبودند. برا دوارکنندهیام جیو نتا میکرد سهیمقا قیرا با حل دق یسازهیشب

 است.استفاده شده  ح،یعدد صح یخط یزیربرنامه کردیرو
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Paper Code: ICEE 1175 

Bit Error Mitigation Using Unequal Resistivity Levels in Memristors 

Amir Mohammad Hajisadeghi - Peiman Pourmomen - Hamid Reza Zarandi 

Amirkabir University of Technology - Amirkabir University of Technology - 

Amirkabir University of Technology 

Abstract 

This paper proposes a memory design to mitigate memristor bit errors. In this 

regard, a multi-resistance same data design has been introduced. It uses diverse 

resistivity levels to save the same data in various memristors, placed in a physical 

word block based on their location. The threshold line is also relocated and is 

considered as the maximum memristance instead of the middle resistivity of the 

memristor. Using this method, the bit errors during read/write operations 

occurring after read/write disturbance are significantly reduced, and overall 

refresh is not needed. Moreover, simulation results show read energy and 

performance are improved around 67% and 58%, respectively, in return for a 

negligible deficiency in energy and write performance. In addition, the lifetime 

of memory is also increased due to the reduction in refresh cycles. 
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  ICEE 1261 کد مقاله:

 VOIP هایرمزنگاری نوین صدا با استفاده از نظریه آشوب و عملگرهای ژنتیک در سامانه

 جعفر شرفخانی -خرمی  علی

 خراسان عالی آموزش موسسه - خراسان عالی موسسه آموزش

 چکیده

دی مبتنی بر کلید متقارن ارائه شده است که برای در پژوهش ارائه شده برای رمزنگاری صدا روش جدی

کند. در الگوریتم پیشنهادی ای استفاده میهای صوت از عملگر تکاملی برش چندنقطهریزی مؤلفهدرهم

های شبه تصادفی تولید شده با استفاده از تابع آشوب لجستیک عنصر اصلی برای انتخاب سطرها و دنباله

شود عمل برش است. برای فرایند پاشیدگی از تابع لجستیک سومی استفاده می های مورداستفاده برایستون

کند. نتایج های صوت اثر گذاشته و صوت را رمز میای با مقادیر شبه تصادفی در مؤلفهکه در آن دنباله

 د.کنهای پیشنهادی در زمینه کیفیت و امنیت رمزنگاری حکایت میسازی از عملکرد مناسب الگوریتمپیاده
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Paper Code: ICEE 1440 

Partial Image Encryption of Faces Based on Chaotic Maps and Elliptic 

Curve Cryptography 

Ali Soleymani - Md Jan Nordin 

Faculty of Computer Engineering Iranians University an e-Institute of Higher 

Education Tehran - Universiti Kebangsaan Malaysia (UKM) 

Abstract 

The rapid evolution of imaging and communication technologies has transformed 

images into a widespread data type. Different types of data, such as medical 

information, official correspondence or governmental and military documents 

saved and transmitted in the form of images over public networks. Cryptography 

is a solution to protect confidential images by encrypting before transmission over 

unsecure channels. This paper will focus on selective image encryption algorithm 

to improve and enhance the security of transmission. Selective encryption is a 

solution to decrease the consumed time for encryption, which reduces the 

encrypted regions as small as possible. Hence, a hybrid cryptosystem is proposed 

based on the combination of ECC and chaotic maps that detects the face(s) in an 

image and encrypt the selected regions. This scheme will encrypt around five 

percent of the whole. The results of security analysis demonstrate the strength of 

the proposed cryptosystem against statistical, brute force and differential attacks. 

The evaluated running time for both encryption and decryption processes 

guarantee that the cryptosystem can work effectively in real-time applications. 
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  ICEE 1495کد مقاله: 

-ی افزایش تحمل پذیری خطا در شبکهروشی برای انتخاب کُدهای بهینه افزایشی چرخشی برا

 های درون ساختمانیِ شهرهای هوشمند با ملاحظه سربارهای زمانی و توان مصرفی

 مهرشاد خسرویانی - آرش ابراهیم پور زندی

 البرز مهر لیعا آموزش مؤسسه - پرند واحد میلااس زادآ دانشگاه

 چکیده

، و خطوط یوییراد یگنالهایس ها،مسیهوشمند اغلب شامل زوج هایی ساختمانهاارتباط داده در شبکه بستر

 حتیتداخل و  ،زی. حضور نوسازندمیسر می شبکه هایگره نیب ی راارتباط یهامیفردادهکه انتقال  است یاترنت

در  نادرست هایدادهسبب جابجایی انتقال را به خطر انداخته و ن ای توانندیم یارتباط یبسترها پایین تیفیک

را  یتواند نقش مهمیم یارتباط یهاامیبه پ (CRC)مقدارهای افزونگی چرخشی کدفزودنِ . ااین بستر شوند

 تیقابل ،یتوجهقابلرزبط این کدمقدارها، از یاریبسوجود، با این .دینما فایات امخاطر نیاز ا یریجلوگ یبرا

 هاییاچندجمله که دهدیجامع نشان م یبررس کی. سازندیکمتر ازحد انتظار فراهم م را خطا صیتشخ

CRC یخوب یهانهیفقط گز اینا کارآمد هستند و  یموارد ایشوند، یاز شبکه ها استفاده م یاریکه در بس 

 این کدمقدارهاانتخاب  را برای الگویی نو و منعطفه ـمقال نیها هستند. اامیپ هایی خاص ازطولی اندازهبرا

های مختلف و هایی متنوع با درجه حساسیتی انتقال عاری از خطای پیامبراتوان دهد که میپیشنهاد می

 یخشبرای اثرب افزار متلبنرم طیدر مح سازیشبیه کی نهایتاً نیز. های متفاوت از آن بهره جستطولاندازه

های زمانی و توان مصرفی آمده از خروجیهای بعملهمچنین در ارزیابیآید. لگوی پیشنهادی به اجرا درمیا

ایِ بدونِ خطا را به تصویر گیری از یک تبادل دادهاغماض این موارد را دربرابر مزیت بهرهاین روش، مقادیر قابل

 .کشدمی
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Paper Code: ICEE 1520 

Slice-aware Resource Calendaring in Cloud-based Radio Access Networks 

Zeinab Sasan - Siavash Khorsandi 

Amirkabir University of Technology - Amirkabir University of Technology 

 

Abstract 

Network slicing has been introduced in 5G/6G networks to address the challenge 

of providing new services with different and sometimes conflicting requirements. 

With SDN and NFV technologies being used in the design of 5G and 6G wireless 

network slicing, as well as the centralization of control over these technologies, 

new services such as resource calendaring can also be used in wireless networks. 

In bandwidth calendaring, traffic with a low latency sensitivity and a high volume 

is shifted to later time slots so that applications with a high latency sensitivity can 

be served instead. We discuss how to calendar radio resources in the C-RAN 

architecture, which also makes use of network slicing. This is referred to as Slice-

Aware Radio Resource Calendaring. A model of the problem is developed as an 

ILP problem and two heuristic algorithms are proposed for solving it due to 

complexity of optimal solution. Observations have shown that when resources 

are shared between tenants, the number of accepted requests increases.  
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Paper Code: ICEE 1375 

Energy-efficient Residue-to-binary Conversion Based on a Modulo-adder-

free Architecture 

Kamalaldin Mozaffari Maid - Amir Sabbagh Molahosseini 

Azad University of Kerman - Queen’s University Belfast 

Abstract 

This paper proposes a novel residue-to-binary converter for residue number 

system (RNS) based on the moduli set {2𝑛+k, 22𝑛+1−1, 2𝑛+1, 2𝑛−1}. By adopting 

the new Chinese Remainder Theorem II (CRT II) and the properties of modulo 

2k-1 arithmetic, the research herein presented shows the possibility of designing 

RNS residue-to-binary converters free of modular adders. By using exclusively 

regular binary adders, one can leverage the design of efficient residue-to-binary 

converters based on the large range of optimizations proposed to those regular 

arithmetic units. Experimental results show over 37% energy-improvement in 

comparison to conventional designs, which make use of modulo adders. 
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 دانشگاه تربیت مدرس     تر زهرا اطلس بافدک    
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ICEE-1100 

Second-order Mode Analysis of Spoof Surface Plasmon Waveguide 

*Mohammad Ali Khosrovani-Moghaddam - Amir Ahmad Shishegar 
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Paper Code: ICEE 1361 

Developing Low Profile Carpet Cloaks using ENZ slabs 

 Amin Monemian Esfahani - Leila Yousefi 

University of Tehran  - University of Tehran 

Abstract 

In this paper, we propose a new method to reduce the height of multi-layered 

carpet cloaks.  In the proposed method, we use Epsilon Near Zero (ENZ) 

materials as one of layers used in design of carpet cloaks. We analytically prove 

and numerically verify that using ENZ slabs, can remarkably reduce the height 

of these cloaks. The proposed carpet cloak is numerically simulated showing a 

good performance for a wide range of incident angles.   
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Paper Code: ICEE 1365 

Enhancing the Incident Angle Band in Carpet Cloaking Using Deep Neural 

Networks 

Amirhossein Fallah - Leila Yousefi - Ahmad Kalhor 

University of Tehran  - University of Tehran  - University of Tehran 

Abstract 

Metasurface-based carpet cloaks although are very thin and have a good 

performance, are very sensitive to the incident angles and work only for a very 

narrow range of incident angles.  In this paper, we have addressed this issue using 

PSO algorithm in combination with a deep neural network. A passive single-layer 

metasurface capable of making objects under it invisible for a wide range of 

incident angles, 0 to 70 degrees, is designed and optimized using PSO algorithm 

in combination with a deep neural network. The cloak has been designed and 

evaluated using full-wave numerical simulations, and the results show a good 

performance in the mentioned incident angle band. 
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  1025ICEE کد مقاله:

 ایصفحه با رزوناتور فلز، -عایق -فلز برهایموج در رزونانس فانو بر مبتنی شکست ضریب حسگر

 جانب از شده تزویج

 عباس علی قنبری -نسرین عبداللهی برازجان  -تورج هاشمی 

 شیراز دانشگاه - شیراز دانشگاه -دانشگاه شیراز 

 چکیده

 -قیعا -فلز برهایموجپلاسمونیکی ضریب شکست مبتنی بر فانو رزونانس، متشکل از  حسگردر این مقاله یک 

های شده است. برای دستیابی به ویژگیای تزویج شده، ارائهحهجانبی با دو رزوناتور صف صورتبهکه  فلز

ی درنتیجه .میاگرفتهروش معادلات تفاضل متناهی در حوزه زمان بهره  از پلاسمونیکی حسگراین  حسگری

-، با طیف باریک که توسط رزوناتورهای صفحهدشدهیتول برهاموجتزویج طیف پهن که توسط شکاف موجود در 

باشد. دهد که معرف فانو رزونانس میطیف عبوری یک مشخصه تیز و نامتقارن را نشان می ،جادشدهیاای 

ضریب شکست عایق در آن نشان  قله فانو رزونانس را با افزایش توجهقابلی، جابجایی سازهیشبنتایج حاصل از 

ی سازنهیبهشده از جانب و  ای تزویجبرها و استفاده از رزوناتور صفحهی شکاف بین موجریکارگبهبا  که دهدیم

و معیار شایستگی   =nm/RIU s 1350مقدار حساسیت   نیشتریببه   میاتوانستهی ساختار پارامترها

 1-RIU 104FOM= ی هاافزارهعلاوه بر این، ساختار پیشنهادی قابلیت مجتمع شدن با دیگر  .میابی دست

رویکردی امیدوارکننده در حسگرهای  عنوانبهتواند یباشد. همچنین مفوتونیکی در ابعاد تراشه را دارا می

 قرار گیرد. استفاده موردزیستی و حسگرهای تشخیص گاز 
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   1231ICEEکد مقاله:  

 سنجیتداخل بر مبتنی سازنوسان نویز کاهنده ساختار در فاز نویز مدلسازی

 بنائی علی - صدرقاینی سیدمحمدعلی 

 شریف نعتیص دانشگاه -دانشگاه صنعتی شریف 

 چکیده

 ، کاربردهایمتری با پایداری زمانی بسیار بالا و نویز فاز بسیار پایینموج میلیمنابع سیگنال مایکروویو و 

توان از یک مشدد با ضریب کیفیت بالا ، می. دارد، صنایع نظامی و فضانوردی ، شیمیدر زمینه فیزیک یمتنوع

ساز استفاده نمود. سیگنال بازتابی از مشدد که اطلاعات آن وسانبرای کاهش نویز فاز و افزایش پایداری ن

یابی به یک منبع سیگنال با نویز فاز سنجی استخراج شود، معیار مناسبی برای دستتوسط یک روش تداخل

ساز فاز نوسانسازی حلقه کاهنده نویزبسیار پایین است. در این مقاله تمرکز بر ارائه یک مدل ریاضی جهت شبیه

سازی آن مبتنی بر تئوری کنترل خطی است. یک نمونه آزمایشگاهی از ساختار مذکور با قطعات تجاری و بهینه

گیری نمونه ساخته شده تطابق مناسبی را با مدل پیشنهادی نشان است. نتایج اندازهسازی شدهپیاده Xدر باند 

 ساز محقق گردید.انکاهش نویزفاز نوس 40dBتا  10KHz دهد و بدین وسیله در آفستمی
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Paper Code: ICEE 1100 

Second-order Mode Analysis of Spoof Surface Plasmon Waveguide 

Mohammad Ali Khosrovani - Moghaddam - Amir Ahmad Shishegar 

Sharif University of Technology  - Sharif University of Technology 

Abstract 

This paper analyzes the second-order mode of the spoof surface plasmon (SSP) 

waveguide, which consists of PEC pillars (dominos) with finite lateral widths on 

a PEC ground. The space is first divided into four regions. The electromagnetic 

fields of each region are then written as TE and TM. The boundary conditions 

and matching integrals are employed to determine the dispersion relations of the 

second-order mode of the SSP waveguide consisting of two relations. Inspired by 

Marcatili’s method, the analytical approach is to develop a recently-used method 

for the first mode of the SSP waveguide. The dispersion relations are then solved; 

therefore, the dispersion curve is plotted. The analytical results compared with 

numerical results of a commercial numerical eigensolver. The mean error is 

defined and plotted for different parameters of dimensions, on which the mean 

error of dispersion depends. According to the results, the mean error was below 

5% in certain conditions. 
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ICEE-1070 

A New Low Noise 4-Gb/s Serial CMOS MPPM Modulator 

*Erfan Alasvand Andekah - Noushin Ghaderi - Mostafa Pour Sayahi 

________________________________________________________________ 

ICEE-1091 

Area-efficient Partially-pipelined Architecture for Fast-SSC Decoding of 

Polar Codes 

Mehdi Saeidi - *Matin Hashemi  

________________________________________________________________ 

ICEE-1222 

CNTFET Technology-based Adjustable Hysteresis Schmitt Trigger Circuit 

for Energy-efficient Applications 

*Mohammad Reza Hosseini Varmazabadi - Ali Parhizgar - Ebrahim Abiri - 

Abdolreza Darabi 

________________________________________________________________ 

ICEE-1274 

Highly Efficient Implementation of Chaotic Systems Utilizing High-level 

Synthesis Tools 

*Mobin Vaziri - Hadi Jahanirad  
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ICEE-1305 

Design of a Full Swing 20-Transistors Full Adder Cell Based on CNTFET 

with High Speed and Low PDP 

*Amir Baghi Rahin - Afshin Kadivarian - Vahid Baghi Rahin 

________________________________________________________________  

ICEE-1334 

 کاربرد در خودرو یبرا یکیگاز الکترون چهیامولاتور در یو مدلساز یطراح

  انیشالچ دیمج - یدرز محمدرضا*

 ________________________________________________________________ 

ICEE-1407 

High Performance and Low Power Spintronic Binarized Neural Network 

Hardware Accelerator 

*Milad Tanavardi Nasab - Arefe Amirany - Mohammad Hossein Moaiyeri - Kian 

Jafari  

 ________________________________________________________________ 

ICEE-1409 

 GAA-NWFET و FinFET یدر تکنولوژ ۴:۲ یکمپرسورها یعملکرد یپارامترها سهیمقا

 یاصل یرکایراهبه ن - انیزک پگاه*
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Paper Code: ICEE 1070 

A New Low Noise 4-Gb/s Serial CMOS MPPM Modulator 

Erfan Alasvand Andekah - Noushin Ghaderi - Mostafa Pour Sayahi 

Shahrekord University - Microsystems Unit Bruno Kessler Institute Trento, 

Italy - Karoon Higher Education Institute, Ahvaz 

Abstract 

This article presents a novel scheme for modulating 4-bits of data by multi-pulse 

position modulation (MPPM) which is an advantageous circuit and method to be 

used in optical transmitters. Gaussian distribution noise was also applied to width 

of CMOSs through simulations for the most coincidence to reality which has 

shown suitable response. By activating limited number of CMOSs for modulating 

each timeslot, the power consumption is particularly low. Meanwhile, the 

differential voltage-mode output reduces power supply noise and dissipation. 

CMOS 0.18-µm technology library and 1.8-v supply were used for this 

modulator. By dividing each symbol in 5 timeslots and modulating 4 bits in each 

symbol the data modulating rate equals to 4Gb/s. The openness of eye diagram is 

highly distinguishable and the jitter was measured 55-ps. The power consumption 

through simulation duration was only 4.9609-m Watt. 
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Paper Code: ICEE 1091 

Area-efficient Partially-pipelined Architecture for Fast-SSC Decoding of 

Polar Codes 

Mehdi Saeidi - Matin Hashemi 

Sharif University of Technology - Sharif University of Technology 

Abstract 

We propose a method to reduce the area of the state-of-the-art fully-unrolled 

partially-pipelined architecture for Fast Simplified Successive-Cancellation 

(Fast-SSC) decoding of polar codes. In state-of-the-art partially-pipelined 

architecture, compute units are idle during many of the clock cycles. The 

proposed solution alleviates some of this inefficiency. As a result, without 

degrading throughput or latency, area is reduced. For instance, compared to non-

pipelined method, the proposed area- efficient partially-pipelined architecture 

reduces the area by a factor of 9.5× at initiation interval I = 20, while the state- 

of-the-art partially-pipelined architecture reduces the area by a factor of 7.4×. 

Hence, area efficiency is increased by a factor of about 1.28× in this case. 
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Paper Code: ICEE 1222 

CNTFET Technology-based Adjustable Hysteresis Schmitt Trigger Circuit 

for Energy-efficient Applications 

Mohammad Reza Hosseini Varmazabadi - Ali Parhizgar - Ebrahim Abiri - 

Abdolreza Darabi 

Shiraz University of Technology - Shiraz University of Technology - Shiraz 

University of Technology 

Abstract 

This paper presents a buffer Schmitt trigger (ST) with six transistors and 

adjustable hysteresis width via controlling Upper Threshold Point (UTP) in 

Carbon Nano-Tube Field Effect Transistor (CNTFET) 32nm technology node.  

The adjusting voltage for proper operation of this circuit is 0.44v to 0.68v which 

is less than the supply voltage. Due to the wide hysteresis width of this circuit, it 

has a good ability to reject large noise and fluctuate at its input signal. The 

proposed circuit is simulated in the H-SPICE platform using the 32nm Stanford 

model. In this ST circuit the delay and power delay product (PDP) reduction are 

75.80% and 76.10% respectively in comparison to the conventional one. Since 

CNTFET technology is used for this design, PDP is almost independent of 

temperature variation. The static power dissipation and average dynamic power 

of this design are 48pW and 1.28µW respectively that are measured in 500MHz 

switching frequency. 
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Paper Code: ICEE 1274 

Highly Efficient Implementation of Chaotic Systems Utilizing High-level 

Synthesis Tools 

Mobin Vaziri - Hadi Jahanirad 

University of Kurdistan - University of Kurdistan 

Abstract 

Nowadays, the application of chaotic systems in digital image encryption 

received considerable attention. Since these systems have non-linear and 

complex structures, imple- menting chaotic systems on FPGA is encountered 

with design considerations. Designing these systems with hardware descrip- 

tion languages such as Verilog and VHDL can lead to high cost and latency 

design. This paper presents a low-cost and high-performance approach for 

implementing chaotic systems on FPGA using high-level synthesis tools. First, 

we discretize the chaotic system with Forward Euler and Runge-Kutta’s fourth- 

order algorithm. Second, C++ codes with hardware aspects are written for these 

discretized models in the HLS compiler. Finally, we accelerate the design with 

exclusive directives in HLS and synthesize the design on target FPGA. In this 

design, we use a 32-bit fixed-point IQ-Math standard number (16I-16Q) for data, 

and the target device is Xilinx Virtex-7 XC7VX330T. Proposed modules are 

implemented and synthesized utilizing Vivado HLS. The proposed 

implementation method reduces the latency, the number of Flip-Flops, and the 

number of Lookup tables with the ratio of 5.7, 13.48, and 8.14 on average, 

respectively in comparison with previous studies. 
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Paper Code: ICEE 1305 

Design of a Full Swing 20-Transistors Full Adder Cell Based on CNTFET 

with High Speed and Low PDP 

Amir Baghi Rahin - Afshin Kadivarian - Vahid Baghi Rahin 

Sardroud Branch, IAUT,Tabriz - Sardroud Branch, IAUT,Tabriz - Sardroud 

Branch, IAUT,Tabriz 

Abstract 

One of the most important elements in digital electronics is the full adder, which 

has made uninterrupted improvements to its structure in terms of speed, operating 

voltage, power consumption and chip area.  In this paper, we present a low-power 

full adder cell utilizing the benefits of CNTFET, the main purpose of which is to 

provide high speed and low power consumption with full voltage swing. This new 

design works successfully at low voltages with the ability to drive properly. A 

comparison between this new circuit and modern full adder cells shows the 

improvement in terms of delay and power-delay product (PDP). The proposed 

design can work well at a supply voltage of 0.5 V with a delay of 33.971 ps, an 

average power consumption of 0.476 μW and a PDP of 16.19 aJ. 
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  ICEE 1334 کد مقاله:

 کاربرد در خودرو یبرا یکیگاز الکترون چهیامولاتور در یو مدلساز یطراح

 انیشالچ دیمج - یدرز محمدرضا

 امیرکبیر صنعتی هدانشگا -امیرکبیر صنعتی دانشگاه

 چکیده

مورد بررسی و مدلسازی قرار گرفته است و یک ، رفتار و عملکرد یک قطعه دریچه گاز الکترونیکی در این مقاله

طراحی شده است و در شرایط کاری  ECUی امولاتور برای آن به منظور بکارگیری در تست روی میز سامانه

ی یک مدل دهای این کار در دو بخش ارائه شده است: ارائهدستاورمختلف مورد ارزیابی قرار گرفته است. 

و  Continentalهای اندازه گیری شده از دریچه گاز الکترونیکی شرکت دینامیکی و کالیبراسیون آن با داده

ی اندازه گیری شده توسط ، زاویهشبیه سازی مدل و پیاده سازی آن در قالب امولاتور. خروجی دریچه گاز

گیرد. در بخش مدلسازی و شود و مورد ارزیابی قرار میخوانده می ECUی به وسیله د کهباشسنسور می

نتایج حاصل از شبیه سازی مدل در محیط سیمولینک و  نتایج پیاده سازی  مدل امولاتور  ،طراحی امولاتور

تار دینامیکی تواند رفمدل طراحی شده می اند.، مورد مقایسه و ارزیابی قرار گرفتهmodelsimدر محیط 

درصد به صورت نقطه به نقطه دنبال نماید. در این مدلسازی  ۰.68دریچه گاز الکترونیکی را با خطای حداکثر 

ی چنین ثابت زمانی رسیدن دریچه گاز به زاویهاند. همتاثیر پارامترهای تصادفی در اندازه گیری حذف شده

کند. پیاده سازی مدل بر روی ل به خوبی آن را دنبال میباشد که مدی چند صد میلی ثانیه میاز مرتبه ،هدف

 کند.همان دقت و سرعت را تایید می FPGAشبیه ساز 
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Paper Code: ICEE 1407 

High Performance and Low Power Spintronic Binarized Neural Network 

Hardware Accelerator 

Milad Tanavardi Nasab - Arefe Amirany - Mohammad Hossein Moaiyeri 

Kian Jafari 

Shahid Beheshti University - University of Kashan - Shahid Beheshti University 

Kashan 

Abstract 

Neural networks have shown a high ability to model and solve complex problems. 

Hardware implementation of the neural network can also increase the efficiency 

of this system and, in particular neural network hardware accelerators. This paper 

proposes a high-performance and low-power spintronic binarized neural network 

hardware accelerator using the nonvolatile feature of the magnetic tunnel junction 

(MTJ) and low leakage current of carbon nanotube field-effect transistors 

(CNTFET). It is also noteworthy that the proposed design in this paper can 

implement the hard-limit activation function. Simulation results indicate the 

neural network implemented using the proposed design in this paper consumes 

11% to 98% lower power, occupies 64% to 69% lower area, and offers 29% to 

99% lower power delay area product (PDAP) than the state-of-the-art 

counterparts. 
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  ICEE 1409 کد مقاله:

 GAA-NWFET و FinFET یدر تکنولوژ ۴:۲ یکمپرسورها یعملکرد یپارامترها سهیمقا

 یاصل یارکیراهبه ن - انیزک پگاه

 گیلان دانشگاه - گیلان دانشگاه

 چکیده

عملگر ضرب است. در ساختار  تال،یجید یو پردازش مدارها کروپرسسورهایم یمهم در طراح یاز عملگرها یکی

 کاهش عمل منظور به کمپرسور و کنندهجمعتمام کننده،جمعمین هایاز بلوک ایضرب کننده، مجموعه کی

 هاییتکنولوژدر  ۴:۲در این مقاله به مقایسه عملکردی  کمپرسورهای . شودیاستفاده م جزئی حاصلضرب

لوژی گیت همه طرفه را نشان پردازیم و میزان کارایی استفاده از تکنوفت و گیت همه طرفه میی فینتیچند گ

می دهیم. تکنولوژی گیت همه طرفه، با کاهش اثرات کانال کوتاه باعث بهبود عملکرد ترانزیستورهای مقیاس 

با توجه به  انجام شده است. HSpiceافزار و نرم BSIM-CMGها در تکنولوژی سازیشود. شبیهکوچک می

ب توان در تاخیر که مصالحه بین سرعت و توان مصرفی یک سازی پارامترهای عملکردی، حاصلضرنتایج شبیه

فت بهبود نسبت به کمپرسورهای فین %55تا  %۲۹دهد در کمپرسورهای گیت همه طرفه از مدار را نشان می

یافته است. همچنین، برای بررسی تغییرات فرایند ساخت که شامل تغییرات ضخامت اکسید گیت، طول کانال 

مرتبه تکرار آنالیز مونت  ۱۰۰۰تغییرات و  %۲۰است با در نظر گرفتن تابع توزیع گوسین با گیت و ولتاژ آستانه 

کارلو انجام شد و نتایج این آنالیز نیز بهبود عملکرد کمپرسورهای گیت همه طرفه نسبت به کمپرسورهای 

 کند.فت را تایید میفین
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Corona Discharge Analysis of a 400kV Overhead Line at Its Tower Windows 

and Line Mid-span under Fog Condition 
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Faramarz Ghelichi 

________________________________________________________________ 

ICEE-1043 

Investigating the Effects of Adding Distributed Generation Resources to the 

Distribution Networks on Their Protection System Performance 

*Morteza Abbasghorbani - Elham Vahed 

________________________________________________________________ 

ICEE-1086 

Using a Novel Connection Triangle as a Classifier to Discriminate between 

Different Faults in the Frequency Response Analysis 

*Mohammad Hamed Samimi 

________________________________________________________________ 

ICEE-1124 

A Comprehensive Analysis Method to Improve the Operation of 

Transmission Networks from the Perspective of Resonance and 

Ferroresonance phenomena 
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*Mohamad Ali Amini - Mehdi Salay Naderi - Ali Asghar Farrokhi Raad - Gevork 
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ICEE-1176 

Technical and Economic Analysis of Voltage Sags Mitigation Methods 

Sina Shakeri - *Javad Khajouei - Saeid Esmaeili 

________________________________________________________________ 

ICEE-1182 

Analysis of the DC Bias Effects on the Transformer Vibration Using a Multi-

field Coupling Model 

Amir Esmaeili Nezhad - *Mohammad Hamed Samimi 

________________________________________________________________ 

ICEE-1205 

A New Physical Philosophy to Model and Interpret Partial Discharge 

Phenomenon 

*Arman Vasigh Zadeh Ansari - Mahdi Vakilian 

________________________________________________________________ 

ICEE-1278 

 سازیشبیه با آلوده پلیمری هایمقره در نشتی جریان و الکتریکی میدان بر پیرشدگی اثر بررسی

 محدود اجزای روش به

 غلامی احمد - شهرتاش محمد سید - گودرزی محمد*
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Paper Code: ICEE 1030 

Corona Discharge Analysis of a 400kV Overhead Line at Its Tower 

Windows and Line Mid-span under Fog Condition 

Seyed Mohamad Ali Tabatabaei - Hamid Javadi - Masoud Abdolhosseinpour - 

Faramarz Ghelichi 

Transmission and distribution lines monenco Iran 

Abstract 

One of the main factors on the high voltage overhead transmission line corona 

performance is due to the electric field generated at the surface of the phase 

conductors. Since, an electric field is established in the air surrounding the live 

conductors, the free ions and electrons in the air will experience a force, then this 

force will accelerate the ions and free electrons and cause the ionization of the air 

molecule and corona discharge will be produced. So, determination or accurate 

estimates of this electric field will be needed especially during step design of the 

extra and ultra-high voltage overhead transmission line. In these transmission 

lines to achieve the electric field amplitude under corona inception does not 

usually give optimum design view point of economic and also in the case of 

designed and operated overhead transmission line, the design parameters may be 

changed and maximum electric field augments. In this paper, corona inception of 

an old overhead 400kV transmission line in Iran power network will be studied, 

since recently in autumn and winter seasons, especially under fog conditions due 

to climate change, the outage of this line is increased and it became as a center 

attention of local operation office. So the electric field distribution precise 

analysis and evaluating the innovative methods is needed to reduce its maximum 

electric field until it reaches under the inception of corona discharge. In this 

regard the finite element method based analysis tool, COMSOL software, has 
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been used to determine the electric field distribution in high voltage transmission 

line by considering the tower structure and all equipment implemented in a 

suspension tower one. Also it is carried out to reduce maximum generated electric 

field of this available transmission line by the best solution and finally this electric 

field reduction can remove unwanted line outage. 
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Paper Code: ICEE 1043 

Investigating the Effects of Adding Distributed Generation Resources to 

the Distribution Networks on Their Protection System Performance 

Morteza Abbasghorbani - Elham Vahed 

Shomal University - Shomal University 

Abstract  

The addition of distributed generation resources to the distribution networks leads 

to changes in the amplitude and direction of the short circuit current, which in 

turn causes malfunction of over current relays in these networks. Given that 

redesigning the protection system of these networks is economically costly and 

technically challenging, the present study proposes a method to prevent potential 

problems for the network’s protection system by limiting the capacity of 

installable DG on the network buses. In this regard and as the main feature of the 

proposed approach, first, this paper tries to fully describe all the problems arisen 

from integrating the distributed generation resources into the distribution 

network’s protection system. Based on this, these problems are categorized into 

five groups including, lack of back up relay operation, time coordination 

disruption between relays, unintentional creation of isolated areas and two kinds 

of unwanted operation of relays. Finally considering the worst-case scenario for 

each of these problems and in order to avoid them, the maximum potential 

capacity of the distributed generation resources which can be installed on each 

bus of a standard sample network has been determined. 
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Paper Code: ICEE 1086 

Using a Novel Connection Triangle as a Classifier to Discriminate between 

Different Faults in the Frequency Response Analysis 

Mohammad Hamed Samimi 

University of Tehran 

Abstract 

The frequency response analysis (FRA) is an effective method to detect certain 

mechanical and electrical faults inside transformers. Despite the standard 

measurement procedure of the frequency response, the interpretation of the 

results still lacks an objective methodology. Therefore, the interpretation of FRA 

results is still a subject of study. The interpretation means to detect the existence 

of a fault, its type, and its extent. As a step forward in this path, this paper suggests 

a new method to discriminate between different fault types in the FRA method, 

i.e., the method can detect the fault type. Here, a connection triangle is proposed 

where the FRA variations corresponding to three different connections are 

mapped onto a ternary plot. The outcome is that different fault types are 

accumulated in various areas of the ternary plot, which leads to the fault type 

classification. In addition to different simulation results, the outcomes of 

experiments are used in this paper to prove the functionality of the idea. 

 

 

 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

152 
 

Paper Code: ICEE 1124 

A Comprehensive Analysis Method to Improve the Operation of 

Transmission Networks from the Perspective of Resonance and 

Ferroresonance Phenomena 

Mohamad Ali Amini - Mehdi Salay Naderi - Ali Asghar Farrokhi Raad 

Gevork B. Gharehpetian 

Iran University of Science & Technology - Amirkabir University of Technology 

- Khuzestan Regional Electric Company Ahwaz - Amirkabir University of 

Technology 

Abstract 

Resonance and ferroresonance in power systems are categorized as two 

destructive phenomena especially in HV networks which initiate in consequence 

of a power system event. In each event, the analysis of network voltages is 

conducted based on identified allowable limits by IEEE 519 standard as 

evaluation critera. In this paper, a novel comprehensive study approach is used 

for resonance and ferroresonance phenomena study in a real power system. The 

utilized approach comprises different steps including substation equipment 

modeling, EMT simulation of the probable switching events, evaluation of 

correspondence results, and finally detecting the probable ferroresonance 

occurrence. In this paper, the detailed evaluation results of a 230 kV substation 

are presented as an example. Using the proposed evaluations identifies the 

probable condition which may lead to the resonance and ferroresonance 

occurrence. The results are highly valuable for network operators in the 

prevention of unintended overvoltages occurrence. 
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Paper Code: ICEE 1176 

Technical and Economic Analysis of Voltage Sags Mitigation Methods 

Sina Shakeri - Javad Khajouei - Saeid Esmaeili 

Shahid Bahonar University of Kerman - Shahid Bahonar University of Kerman 

- Shahid Bahonar University of Kerman 

Abstract 

Nowadays, sensitive equipment to voltage sags such as adjustable speed drives 

(ASD) and load commutated inverter (LCI) drives are being used by many 

industrial customers throughout the world. The voltage sags often lead to 

sensitive equipment failure or malfunctioning of industrial processes which 

causes financial losses to industrial customers. To reduce voltage sags financial 

losses, industrial customers use the network-based or device-based mitigation 

methods by evaluating the financial losses owing to voltage sags. There are 

concerns regarding the use of mitigation methods which are two-fold: (i) the cost 

of these methods and (ii) the efficiency of these methods. In the literature, 

mitigation methods have been proposed to address the previous concern and 

therefore various mitigation techniques have been presented. However, the need 

to assess the efficiency of mitigation techniques to address both concerns has 

been neglected. Therefore, this paper assesses the efficiency of voltage sag 

mitigation methods and their costs by determining the area of vulnerability and 

calculating expected sag frequency with and without mitigation methods. The 

area of vulnerability and expected sag frequency help to estimate the 

annual number of voltage sags frequency and justify the voltage sag mitigation 

solutions technically and economically. The large copper mine electrical network 

in Iran is used to show the efficiency of mitigation methods. 
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Paper Code: ICEE 1182 

Analysis of the DC Bias Effects on the Transformer Vibration Using a 

Multi-field Coupling Model 

Amir Esmaeili Nezhad - Mohammad Hamed Samimi 

University of Tehran - University of Tehran 

Abstract  

Measuring mechanical oscillations or vibrations of the power transformer tank is 

one of the new methods of power transformers monitoring. This method can be 

used to detect mechanical changes in the transformer's internal structure as well 

as the presence of destructive direct currents (DC) in the transformer windings. 

This paper presents a multi-physics coupling model of the circuit, magnetic field, 

and solid mechanics of a power transformer based on the finite element method 

(FEM). The purpose of this model is to analyze the core and windings vibration 

of a power transformer. In addition, under different DC biases, transformer tank 

vibrations are measured and analyzed. The results show that measuring the 

vibrations of the transformer tank is an easy method to detect problematic DC 

currents in the power transformers. This study also helps to understand some of 

the interesting vibrational behaviors in transformers and allows virtual simulation 

of transformers instead of costly factory experiments. 
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Paper Code: ICEE 1205 

A New Physical Philosophy to Model and Interpret Partial Discharge 

Phenomenon 

Arman Vasigh Zadeh Ansari - Mahdi Vakilian 

Sharif University of Technology - Sharif University of Technology 

Abstract  

Partial Discharge (PD) signals can be detected using different detection methods. 

In this work UHF signal detection and measurement method is employed. 

However the proposed novel method of this paper for PD analysis is extendable 

to analysis of data obtained by other methods. It is interesting to design a model 

which explains behavior of the detected signals. Circuit modeling of PD is usually 

preferred and it is developed or applied by most of the researchers, so far. Many 

models have been developed to explain PD signal behaviors and reconstruct PD 

signals by using conventional circuit elements such as: inductors, capacitors and 

one or more switches which are in On/Off position to simulate the main 

characteristic parameters of the test object such as: its electrical field distribution. 

Or in a more sophisticated mathematical development, there would be models 

that work with “conditional functions” like: If/else. However, these approaches 

are valid and favorable from engineering viewpoint when studying PD signals. It 

is clear that PD electromagnetic radiation stems from moving and accelerating 

charged particles; electrons and ions. It seems difficult, and time-consuming or 

even maybe impossible to study the radiation of many particles in a plasma 

medium. This work, is a not sophisticated physical approach to model PD signals 

by studying the accelerated charges radiation and only will employ some rough 

estimations. The different components of statistical mechanics which are of high 

concern in macroscopic systems, are not of any concern here. These results are in 
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a good agreement with the experimental results. This point of view in studying 

PD signals could be developed more by taking into account many other statistical 

features of plasma medium, and explore a better correlation between the real PD 

signals and the reconstructed signals, consequently. 
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   1278ICEEکد مقاله: 

 سازیشبیه با آلوده پلیمری هایمقره در نشتی جریان و الکتریکی میدان بر پیرشدگی اثر بررسی

 محدود اجزای روش به

 غلامی احمد - شهرتاش محمد سید - گودرزی محمد

 ایران صنعت و علم دانشگاه  -ایران صنعت و علم دانشگاه  -ایران صنعت و علم دانشگاه

 چکیده 

 شده ارائه محدود اجزای روش به آلودگی دارای پلیمری هایمقره سازیمدل برای جدیدی روش مقاله این در

 این شدت بر مقره پیرشدگی اثر و آلودگی لایه در خشک باند گیریشکل پدیده پیشنهادی روش در. است

 میدان از تابعی و دینامیکی صورت به آلودگی لایه الکتریکی هدایت منظور بدین. است شده سازیپیاده پدیده،

 منحنی پارامترهای در تغییر صورت به پیرشدگی اثر و است شده گرفته نظر در مقره سطح در الکتریکی

 منحنی مهم پارامتر دو آستانه تریکیالک میدان و اولیه الکتریکی هدایت. است شده منظور میدان-هدایت

 در و محاسبه آزمایش طریق از پیرشدگی متفاوت حالت پنج برای آنها مقادیر که هستند میدان-هدایت

 تخلیه پدیده پیشنهادی روش که دهدمی نشان سازیشبیه نتایج. است گرفته قرار استفاده مورد هاسازیشبیه

 خوبی به را الکتریکی میدان و نشتی جریان بر مقره پیرشدگی اثر و کندمی سازیمدل خوبی به را خشک باند

 .دهدمی نمایش
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ICEE-1506 

Defense against Spectrum Sensing Data Falsification Attack in Cognitive 

Radio Networks using Machine Learning 

Nazanin Parhizgar - Ali Jamshidi - Peyman Setoodeh* 

 ________________________________________________________________

ICEE-1129 

A New Unsupervised Feature Learning Method for Object Recognition 

Using Prior-knowledge Data 

Ashkan Farrokhi - *Hadi Seyedarabi 

 ______________________________ __________________________________

ICEE-1108 

Improved Spectral Efficiency of RIS-aided 6G Communication Using Deep 

Learning 

*Zahra Zahedi - Mehrdad Ardebilipur - Fatemeh Dehrouye 

 ________________________________________________________________

ICEE-1508 

Improved Homptopy Technique for MIMO Signal Detection 

*Elaheh Ghaderi - Masoumeh Azghani 

 

 

 

 ۱3:۰۰الی  ۱۱:۰۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲8چهارشنبه 

 یمخابرات یهاستمیدر س نیماش یریادگی -۴مخابرات سیستم عنوان نشست: 

 دانشگاه صنعتی امیرکبیر  دکتر وحید پوراحمدی    

 اطلاعات یپژوهشگاه ارتباطات و فناور     نیدکتر محمدشهرام مع   :نشست وسایر

 دانشگاه تبریز  ی    دعربیس یرهادیدکتر م   
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ICEE 1059 

A Simulation of Bayesian Surprise 

Alireza Maleki - *Ali Taherinassaj - Hoda Mohammadzade 
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Paper Code: ICEE 1506 

Defense against Spectrum Sensing Data Falsification Attack in Cognitive 

Radio Networks using Machine Learning 

Nazanin Parhizgar - Ali Jamshidi - Peyman Setoodeh 

Shiraz University - Shiraz University - Shiraz University 

Abstract 

Cognitive radio (CR) networks are an emerging and promising technology to 

improve the utilization of vacant bands. In CR networks, security is a very 

noteworthy domain. Two threatening attacks are primary user emulation (PUE) 

and spectrum sensing data falsification (SSDF) attacks. A PUE attacker mimics 

the primary user signals to deceive the legitimate secondary users. The SSDF 

attacker falsifies its observations to misguide the fusion center to make a wrong 

decision about the status of the primary user. In this paper, we propose a scheme 

based on clustering the secondary users to counter SSDF attacks. Our focus is on 

detecting and classifying each cluster into reliable and unreliable. We introduce 

two different methods using an artificial neural network (ANN) for both methods 

and five more classifiers such as support vector machine (SVM), random forest 

(RF), K-nearest neighbors, logistic regression (LR), and decision tree (DR) for 

the second one to accomplish this target. We also consider deterministic and 

white Gaussian noise (WGN) scenarios for attack strategy. The results 

demonstrate that our method outperforms a recently suggested scheme. 
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1129ICEE  :Paper Code  

A New Unsupervised Feature Learning Method for Object Recognition 

Using Prior-knowledge Data 

Ashkan Farrokhi - Hadi Seyedarabi 

University of Tabriz - University of Tabriz 

Abstract 

In this paper we first propose a Self-Organized Incremental Gaussian mixture 

based clustering mechanism (we named it as SOIGmm). The recognition system 

runs this clustering mechanism on some local features, which have been 

extracted, from some prior unlabeled data to create a strong visual codebook. In 

addition, a wavelet transform is applied for extracting color-based features. The 

second objective is considering the spatial importance of the different parts of 

each image into the representation. The saliency map is extracted and used which 

has a high role in the representation of each image. Furthermore, in the classifier, 

we used pyramid matching to find similarity between زimages and used averaging 

to combine the kernels on the classifier. The experimental results show that the 

proposed method could achieve excellent performance on object recognition both 

for one shot and multi-shot training data sets. 
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1108ICEE  :Paper Code  

Improved Spectral Efficiency of RIS-aided 6G Communication Using Deep 

Learning 

Zahra Zahedi - Mehrdad Ardebilipur - Fatemeh Dehrouye 

K.N.Toosi University - K.N.Toosi University - K.N.Toosi University 

Abstract 

 Due to uncontrollable interactions of the transmitted signal with the adjacent 

objects, which diminish the quality of the received signal, wireless signal 

designers have adopted Reconfigurable Intelligent Surface (RIS) to overcome this 

challenge. The possibility of suitably designing phase shifts applied by each 

reflecting element, has made the RIS attractive technology. This capability 

conduces to gainful combination of each reflected signal and thus higher spectral 

efficiency, without any power amplifier. Motivated by the potential of deep 

learning (DL), the present article is aimed to propose a neural network for passive 

beamforming design of RIS-assisted systems in 6G wireless communication. DL-

based beamformer indeed try to maximize the spectral efficiency(SE). Simulation 

results signify the superb SE enhancement in low signal to noise ratio (SNR) with 

the use of DL-based approach. 
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1508ICEE :Paper Code  

Improved Homptopy Technique for MIMO Signal Detection 

Elaheh Ghaderi - Masoumeh Azghani 

Sahand University of Technology - Sahand University of Technology 

Abstract 

In this paper, an improved Homotopy algorithm has been presented for signal 

detection in a MIMO system. The channel matrix is trained as a learnable matrix 

which results in better signal update. Furthermore, a smooth map is adopted to 

increase the signal detection performance. The nonlinear denoiser is used to 

remove the noise more efficiently. Also, the hyperbolic cosine loss function has 

been adopted to smoothen the results. The simulations show that the proposed 

method is superior to its counterparts in the bit error rate performance. 
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1059ICEE  :Paper Code  

A Simulation of Bayesian Surprise 

Alireza Maleki - Ali Taherinassaj - Hoda Mohammadzade 

Sharif University University of Technology - Sharif University University of 

Technology - Sharif University of Technology 

Abstract 

The emotion of surprise is of particular interest among the other basic emotions 

as it can be approached by computational approaches and for which mathematical 

models exist. This paper explains the cognitive purposes that this emotion serves 

and the connections that it has with the fields of machine learning, neuroscience, 

information theory, and psychology. The main contribution of this paper is to 

enter the debate revolving around its computational modeling and argue for the 

generality of Bayesian surprise. This is done by providing a computer simulation 

that applies the formula of Bayesian surprise in a rock-paper-scissors experiment 

and notices that the two fundamental aspects of this emotion, known as 

puzzlement surprise and enlightenment surprise, are both capture by a single 

formula. 
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 ۱3:۰۰الی  ۱۱:۰۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲8رشنبه چها

 یو دو بعد نگولاریس یهاستمیس -۴ کنترلعنوان نشست: 

  دانشگاه صنعتی امیرکبیر               ی   عیدکتر مسعود شف   

 دانشگاه صنعتی شیراز                           نازادهیدکتر طاهره ب   نشست: وسایر

 دانشگاه خوارزمی                                فرد  یامجد ایدکتر رو     

 

ICEE-1180 

 یریادگی تمیالگور و کنترل آن به روش یکیالکتر ستمیس کیگسسته زمان  نگولاریس یمدل ساز

 تکرارشونده

 نازادهیطاهره ب - یبنادکوک یغلام یعل*

 _____________________________________________________ ___________ 

ICEE-1202 

-ستمیس کردیرو خط نورد فلزات با ستمیس یتکرار شونده مقاوم برا ریکنترل آموزش پذ یطراح

 یدو بعد یها

 یعیمسعود شف -پور  یردان یعل*

 ________________________________________________________________ 

ICEE-1253 

Event-triggered SOF Control of Descriptor Switched Systems 

*Hamidreza Ahmadzadeh - Masoud Shafiee - Iman Zamani 

________________________________________________________________ 

ICEE-1411 

 یبزوت، تئوربعدی با استفاده از تساوی -nیچند خروج-یچند ورود یهاستمیس یدارسازیپا

 ستمیس یسیماتر-یکسر شیو نما نیمتبا
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 یعیمسعود شف - یدهنو یصفر دیوح - ییرزایپورم دیسع*

________________________________________________________________ 

ICEE-1514 

The Design of Fractional I-LQR Controller for Constrained Quadrotor 

Using Grasshopper Optimization Algorithm 

*Vahid Safari Dehnavi - Masoud Shafiee 
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  8011ICEE کد مقاله:

 تمیالگور و کنترل آن به روش یکیالکتر ستمیس کیگسسته زمان  نگولاریس یمدل ساز

 تکرارشونده یریادگی

 نازادهیطاهره ب - یبنادکوک یغلام یعل

 شیراز صنعتی دانشگاه - دانشگاه صنعتی شیراز

 چکیده

 است الکتریکی سیستم یک مذکور سیستم. است شده گرفته درنظر سینگولار عملی سیستم یک مقاله دراین

 درکنارمعادلات جبری یمعادله برسیستم، حاکم الکتریکی و فیزیکی قوانین دلیل به آن سازی درمدل که

 و شده سینگولار هایسیستم درساختار سیستم این مدلسازی باعث موضوع این. شودمی ظاهر دیفرانسیلی

 خروجی، ردیابی مساله حل منظور هب همچنین. است گردیده استخراج نیز آن سینگولار زمان گسسته مدل

 قضیه یک ارائه با راستا این در است، شده طراحی شونده، تکرار یادگیری الگوریتم اساس بر کنندهکنترل

 خطای همگرایی و مطلوب خروجی ردیابی راستای در کنندهکنترل این مناسب عملکرد برای لازم شرایط

 صورت هاییسازی شبیه شده، بیان تئوری دستاوردهای تایید برای نتها درا. است شده بیان صفر به ردیابی

 .دهدمی نشان خوبی به را پیشنهادی روش مطلوب عملکرد که پذیرفته

 

 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

168 
 

  1202ICEE کد مقاله:

-ستمیس کردیرو خط نورد فلزات با ستمیس یتکرار شونده مقاوم برا ریکنترل آموزش پذ یطراح

 یدو بعد یها

 یعیشفمسعود  -پور  یردان یعل

 امیرکبیر صنعتی دانشگاه -امیرکبیر صنعتی دانشگاه

 چکیده

 اوون، و راجرز بعدی دو سیستمهای مدل اساس بر فلزات نورد خط سیستم مدل ارایه از پس مقاله این در

 خطی ماتریس نامساوی رویکرد با فلزات نورد خط سیستم برای PI شونده تکرار پذیر آموزش کنترلر نخست

 PI کنترلر طراحی برای ای قضیه دوبعدی، حالت فضای مدل در نامعینی نمودن لحاظ با سپس شود می ارایه

 قضیه، این اساس بر و گرددمی پیشنهاد خطی ماتریس نامساوی رویکرد با مقاوم شونده تکرار پذیر آموزش

 نتایج نهایتا و شودمی ارایه نامعینی گرفتن نظر در با فلزات نورد خط سیستم برای مقاوم کنترلر طراحی

 .گرددمی ارایه شده، پیشنهاد مقاوم کنترلر عملکرد صحت و اعتبارسنجی برای سازیشبیه
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Paper Code: ICEE 1253 

Event-triggered SOF Control of Descriptor Switched Systems 

Hamidreza Ahmadzadeh - Masoud Shafiee - Iman Zamani 

Amirkabir University of Technology - Amirkabir University of Technology - 

Shahed University 

Abstract 

In this paper, the co-design problem of static output-feedback (SOF) controller 

via event-triggered sampling (ETS) scheme for descriptor switched systems 

(DSSs) is investigated for the first time. Using average dwell-time approach and 

multiple Lyapunov function, sufficient conditions are obtained to guarantee the 

closed-loop system is exponentially admissible (regular, impulse-free, and 

exponential stable). On basis of these conditions, the controller gains and event-

triggered conditions are are obtained by solving some strict linear matrix 

inequalites (LMIs). Finally, a numerical example is illustrated to verify the results 

and their efficiency. 
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  1411ICEE کد مقاله:

 یبزوت، تئوربعدی با استفاده از تساوی -nیچند خروج-یچند ورود یهاستمیس یدارسازیپا

 ستمیس یسیماتر-یکسر شیو نما نیمتبا

 یعیمسعود شف - یدهنو یصفر دیوح - ییرزایپورم دیسع

 امیرکبیر صنعتی دانشگاه -امیرکبیر صنعتی دانشگاه -امیرکبیر صنعتی دانشگاه

 چکیده

 بیولوژی، نظیر مختلفی عملی کاربردهای در گسترده صورت به بعدی چند هایمسیست اخیر هایسال در

 هایسیستم در مدلسازی دقت افزایش و باال توانایی ها،سیستم این از استفاده علت. اندشده استفاده... و شیمی

 چند-ورودی چند بعدی سه و بعدی دو های سیستم دارسازی پای برای روشی مقاله، این در. هست صنعتی

 سیستمها این نمایش از مقاله، این در. است شده ارایه اند،یافته ایگسترده کاربرد اخیر هایسال در که خروجی

 ارایه به بزوت تساوری و متباین تئوری از استفاده با سپس و است شده گرفته بهره ماتریسی-کسری شکل به

 دو سپس. است شده پرداخته هاسیستم این سیماتری-کسری فرم از استفاده با سیستم، پایدارسازی راهکار

 نتیجه انتها در و گرفته قرار بررسی مورد هاسیستم این پایدارسازی برای پیشنهادی راهکار و شده ارایه مثال

 وانتمی و باشدمی دارا نیز را بعد سه از بیشتر هایسیستم به تعمیم قابلیت پیشنهادی روش که شده گرفته

 کرد. پایدار روش این با را خروجی چند-ورودی چند یبعد چند هایسیستم
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Paper Code: ICEE 1514 

The Design of Fractional I-LQR Controller for Constrained Quadrotor 

Using Grasshopper Optimization Algorithm 

Vahid Safari Dehnavi - Masoud Shafiee 

Amirkabir University of Technology - Amirkabir University of Technology 

Abstract 

In control theory and its applications, the development of high-performance 

controllers is important; therefore, this paper describes linear quadratic regulator 

(LQR), integral-LQR (I-LQR) and fractional integral-LQR (FI-LQR) with 

grasshopper optimization algorithm for quadrotors in hover mode. At first, the 

dynamic of quadrotor is introduced and the equations of state space are presented 

to simulate the model, then the constraint of quadrotor is presented which by this 

constraint, the structure should be described as singular model. Then the LQR, I-

LQR and FI-LQR are designed to control the height and angles of the quadrotor. 

Then, by changing the dynamic of system and defining the error as new state, 

new quadrotor dynamics based on FI-LQR is achieved and it is designed to 

eliminate the steady-state error. To optimize the parameters of FI-LQR, new 

optimized grasshopper optimization algorithm is used in such a way that the cost 

function has lowest value. The input value of the motors is also calculated to 

indicate the capability of the controller. For a more accurate comparison, the cost 

function is calculated for different values of the Q and R matrices for controllers 

and the results are compared. The results show that the FI-LQR with grasshopper 

optimization algorithm has a higher ability to minimize the cost function rather 

than LQR and I-LQR. 
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Seyed Omid Mohammadi - Hossein Bodaghi - Ahmad Kalhor* 

________________________________________________________________ 

ICEE-1120 

 محافظه کار arningLe-Q تجزیه وابستگی با استفاده از

 پیمان ستوده -علیرضا خیاطیان  -امیر زارعی *

________________________________________________________________ 

ICEE-1543 

 بررسی ارتباط الگوی خریدوفروش کاربران ارز دیجیتال و حرکات قیمت بازار رمزارز

 ا ابوالقاسمیمحمدرض -عبدالحسین وهابی  -علیزاده نیلی  مهسا*

________________________________________________________________ 

ICEE-1206 

User Identification Based on Hand Geometrical Biometrics Using Media-

pipe 

*Sara Ghanbari - Zahra Parvin Ashtyani - Mehdi Tale Masouleh 
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Paper Code: ICEE 1161 

Multinomial Emoji Prediction Using Deep Bidirectional Transformers and 

Topic Modeling 

Zahra Ebrahimian - Ramin Toosi - Mohammad Ali Akhaee 

Tehran University - Tehran University - Tehran University 

Abstract 

As social networks grow more prominent, emojis become highly popular with a 

huge number of users. The primary function of emojis is to fill in emotional cues 

that might otherwise be missing from textual communication. These days, emojis 

are considered to be a large part of popular culture around the world. As a 

consequence, proper use of emojis in text messages will make you more friendly. 

Recently, emoji prediction becomes a challenging task, due to the large number 

of classes and the lack of suitable datasets. In this paper, we propose a multimodal 

emoji prediction model using the contextual information and the visual 

information. We used the EfficientNetB7 network to extract information from the 

images. EfficientNetB7 gives us the 10 most likely classes for each image. Also, 

we used Latent Dirichlet Allocation (LDA) as topic modeling to find hidden 

topics in the text. The topics extracted by LDA are then combined with the BERT 

network to improve the performance of this network. On our collected dataset, 

we achieved 46% accuracy for five emojis and 36% accuracy for 10 emojis. 
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Paper Code: ICEE 1325 

Job Title Prediction from Tweets Using Word Embedding and Deep Neural 

Networks 

Shayan Vassef - Ramin Toosi - Mohammad Ali Akhaee 

Tehran University - Tehran University 

Abstract  

The more social media take its place in our lives, the more important their analysis 

becomes and the more researchers’ attention is drawn to it. Studies contain 

various topics such as sentiment analysis, trend prediction, bot detection, etc. 

Here, for the first time, we propose a novel method to predict the job title of social 

media users. Twitter, a popular social media, is our target social media. We 

introduce a dataset consisting of 1314 samples, including users’ tweets and bios. 

The user's job title is found using Wikipedia crawling. The challenge of multiple 

job titles per user is handled using a semantic word embedding and clustering 

method. Then, a job prediction method based on a deep neural network and TF-

IDF word embedding is introduced. We also take the advantage of hashtags and 

emojis in the tweets for job prediction. Results show that the job title of users in 

Twitter could be well predicted with 54\% accuracy in nine categories. 
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Paper Code: ICEE 1352 

Addressing Death from Heart Failure Using RACER Algorithm 

Mohammad Mirsafaei - Alireza Basiri 

Isfahan University of Technology - Isfahan University of Technology 

Abstract 

Cardiovascular diseases kill about 17 million people all over the world each year. 

Using medical data, predicting the possibility of death from cardiovascular 

diseases and heart failure can be challenging and using machine learning 

techniques are very useful. By analyzing medical records of 299 patients and 

using RACER algorithm as the base of our model, we provide a model to predict 

the death event. The accuracy of the proposed model was far more accurate than 

other previous applied models. The results lead us to believe that RACER can 

provide better performance for cardiovascular diseases and heart failure. 
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Paper Code: ICEE 1429 

Diagnosis of Covid 19 Disease, Flu, Allergies, Colds 

Mahyar Mohammady - Marzieh Kamali 

Isfahan University of Technology - Isfahan University of Technology 

Abstract 

In 2020 and by spreading the Covid 19 all over the world, one of the most 

challenging issues is how to distinguish Covid 19 from similar sicknesses since 

Covid 19 has lots of similar symptoms in comparison between allergies, colds 

and flu. Another way to distinguish Covid 19 is testing but it has some challenges, 

for example in some testing, the accuracy of the test is 50 percent and another test 

which have more accurate result, some days are needed to provide the result in 

some developing countries and this can be dangerous if the person has Covid 19. 

There will be great if we can distinguish the Covid 19 from the patient’s 

symptoms and in this research, an artificial neural network is trained to 

distinguish the Covid 19 just by the patient’s symptoms. For this purpose different 

types of supervised learning algorithms are implemented to find the best result 

for classification. We have focused on the symptoms of each patient and assumed 

them as inputs for our models and the output is the type of sickness. The structure 

which is used for this neural network is a multilayer feed-forward neural network. 
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Paper Code: ICEE 1018 

Single-item Fashion Recommender: Towards Cross-domain 

Recommendations 

Seyed Omid Mohammadi - Hossein Bodaghi - Ahmad Kalhor 

University of Tehran - University of Tehran - University of Tehran 

Abstract 

Nowadays, recommender systems and search engines play an integral role in 

fashion e-commerce. Still, many challenges lie ahead, and this study tries to 

tackle some. This article first suggests a content-based fashion recommender 

system that uses a parallel neural network to take a single fashion item shop image 

as input and make in-shop recommendations by listing similar items available in 

the store. Next, the same structure is enhanced to personalize the results based on 

user preferences. This work then introduces a background augmentation 

technique that makes the system more robust to out-of-domain queries, enabling 

it to make street-to-shop recommendations using only a training set of catalog 

shop images. Moreover, the last contribution of this paper is a new evaluation 

metric for recommendation tasks called objective-guided human score. This 

method is an entirely customizable framework that produces interpretable, 

comparable scores from subjective evaluations of human scorers. 
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ICEE 1120 :کد مقاله 

 حافظه کارم Learning-Q تجزیه وابستگی با استفاده از

 پیمان ستوده - علیرضا خیاطیان -امیر زارعی 

 شیراز دانشگاه -شیراز دانشگاه - شیراز دانشگاه

 چکیده

 جملات از نحوی تحلیلی ارائه آن هدف که است طبیعی زبان پردازش اصلی های شاخه از یکی وابستگی تجزیه

 به بالایی قابلیت از که میباشند محور انتقال های الگوریتم وابستگی تجزیه اصلی های روش از یکی. است

 بهبود امکان ویژگی این. هستند برخوردار نیز مارکوف گیری تصمیم فرآیند یک صورت به شدن مدل منظور

 محیط طراحی های پیچیدگی اما دهدمی افزایش تقویتی یادگیری از استفاده با را وابستگی تجزیه مسئله حل

 مسئله حل در پیش از بیش را خط برون های روش از استفاده ارجحیت تقویتی یادگیری در پاداش سیگنال و

 توابع و نمیباشد محیط طراحی به نیازی تقویتی یادگیری خط برون نمونه در. میکند نمایان وابستگی تجزیه

 فرد به منحصر ویژگی این. دید خواهند آموزش شده تهیه قبل از های داده از استفاده با صرفا یادگیر عامل

 و آمیز مخاطره آنها در محیط با تعامل و خطا و سعی که هایی فعالیت در تقویتی یادگیری از استفاده کانام

 در خط برون تقویتی یادگیری از استفاده که میشود داده نشان مقاله این در. میکند فراهم را هستند بر هزینه

 .داشت خواهد پی در خط بر های روش از بهتر حتی و مشابه نتایجی وابستگی تجزیه
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ICEE 1543 :کد مقاله 

 بررسی ارتباط الگوی خریدوفروش کاربران ارز دیجیتال و حرکات قیمت بازار رمزارز

 محمدرضا ابوالقاسمی -عبدالحسین وهابی  -علیزاده نیلی  مهسا

 تهران دانشگاه  - تهران دانشگاه - تهران دانشگاه

 چکیده

. علمی هایپژوهشی همچنین و مالی هایبازار در گیریچشم حضور. دیجیتال هایارز ظهور. اخیر هایسال در

 هایحرکت و کاربران خریدوفروش رفتار الگوی ارتباط بررسی به پژوهش این در. است داده اختصاص خود به

 ایه اسپایک بینیپیش و تحلیل در که روشی از استفاده با بررسی این در. است شده پرداخته بازار قمیت

 پرداخته افراد معاملات با قیمت هایحرکت ارتباط تحلیل به. گیرد می قرار استفاده مورد مغزی هاینرون

 افراد بندی دسته به. مراتبیسلسله بندیدسته هایروش از استفاده با. بررسی این اساس بر سپس. استشده

. ناظر بدون هایبندیدسته در استفاده دمور خارجیِ و داخلی ارزیابی هایروش اساس بر و است شده پرداخته

 برای شده ارائه روش اثربخشی شامل پژوهش این اصلی نتایج. شد پرداخته هابندیدسته کیفیت بررسی به

. باشدمی خارجی معیارهای اساس بر. بازار هایحرکت با افراد گیریتصمیم ارتباط بررسی و بندیدسته

 تصمیم در(. قیمت سازی اردینال) قیمت تغییر جهت به نسبت. قیمت تغییر مقادیر. که شد دیده همچنین

 زمانی یپنجره در قیمت رفتار یمشاهده با که شد دیده همچنین. است داشته بیشتری تاثیر افراد گیری

 افراد معاملات رفتار از. پایدارتری الگوی استخراج به توانمی. افراد گیریتصمیم لحظات حول. ترگسترده

 .درسی
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Paper Code: ICEE 1206 

User Identification Based on Hand Geometrical Biometrics عsing Media-

pipe 

Sara Ghanbari - Zahra Parvin Ashtyani - Mehdi Tale Masouleh 

University of Tehran  - University of Tehran - University of Tehran 

Abstract 

The main objective of a hand-geometry-based user identification model consists 

in designing methods, which could be implemented with a satisfactory trade-off 

between cost, accuracy, and ease of utilizing. In this paper, an efficient, peg-free 

hand geometry-based approach for user identification is presented, which can be 

easily implemented with low-cost pieces of equipment and results up to a 98.7% 

accuracy in user identification. Three different feature-based methods, namely, 

circular representation, FLP, and FLPKW designed and examined. In order to 

extract required landmarks to the end of generating intended features, the so-

called Media-Pipe is used. The first method is the circular representation, in 

which the radius ratio of the circles formed by the 3 middle finger straps is taken 

as model features. The second method extracts fingers length and phalanges 

length of each finger and uses their ratio as features, which is called Finger 

Phalanges Length (FLP) method. The third method extracts Fingers Length and 

Phalanges Length of each finger and Knuckles Width, abbreviated as (FPLKW), 

and uses their ratios for extracting features. Two datasets are collected, one for 

examining the efficiency of the proposed methods and finding the promising one, 

and the second one for validating the performance of the selected method. The 

first dataset contains images of the back-side of both hands in spread fingers mode 

and picked altogether fingers mode, taken from 21 individuals on a black 

background. The second dataset contains images of 100 individual hands in the 
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front-side of both hands and the back-side of both hands in spread fingers mode. 

Different classifications are used to obtain maximum accuracy including SVM 

SVC, SVM NuSVC, the decision tree classifier, the extra tree classifier, the 

random forest classifier, and one hidden layer MLP. Obtained results reveal that 

the extra tree classifier leads to better performance with respect to others 

mentioned above which leads to 98/7\% accuracy on test data. 
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 یپرت

 انیمحمد نیام - یدهکرد یزهرا بهمن -وثوق  لوفرین*
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ICEE-1112 

 دریبا استفاده از موجک ل AF یبندبه منظور طبقه یزیدهل لاتوریبریامواج ف لیو تحل هیتجز

 دوست هنیم سارا*
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A New Atrial Fibrillation Detection System with Noise Cancellation and 

Signal Annotation 

*Amirali Banaei Kashani - Bardia Baraeinejad - Mohammad Fakharzadeh  
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Non-invasive Blood Pressure Estimation using Poincaré Plot Indices of 
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ICEE-1488 

Event Related Potentials Extraction Using Low-rank Tensor Decomposition 

*Zahra Sohrabi Bonab - Mohammad Bagher Shamsollahi 
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  ICEE 1187 :کد مقاله

-حواس تشخیص بهبود جهت راننده فیزیولوژیکی هایسیگنال عملکردی و موثر ارتباطات تحلیل

 پرتی

 امین محمدیان - زهرا بهمنی - نیلوفر وثوق

 مدرس تربیت دانشگاه -مدرس تربیت دانشگاه -مدرس تربیت دانشگاه

 چکیده

 رانندگان برای رفاهی خدمات یارائه و امنیت تامین هتج راننده پرتیحواس تشخیص مطالعه این اصلی هدف

 ساز شبیه روی رانندگی حین در افراد از مختلفی تصویری و سیگنالی اطلاعات ازمایش انجام طی. باشدمی

 ضربان فیزیولوژیکی متغیرهای میان ارتباط گرنجر علیت روش با ابتدا راستا این در. است شده دریافت

 تحلیل همچنین و است؛ شده محاسبه پوشیدنی، حسگرهای کمک به که (BR)تنفس نرخ و  (HR)قلب

 یشده سازی کمی سیگنال با ،(LO)جاده کنار خط از اتومبیل خروج میزان عملکردی متغیر بین ارتباطات

 ارتباط از دیگری  هایویژگی سپس. است شده انجام چهره حرارتی تصاویر از شده استخراج ،(PP)بینی اطراف

 گزارش آنها روی نتایج و شده مطرح... و همبستگی ضریب همبستگی، مانند موثر ارتباط کنار در دیعملکر

 آماری مفاهیم و موثر ارتباط از ناشی علیت هایویژگی افزودن با که دهدمی نشان هاتحلیل نتایج. است شده

 طبقه دقت و شده استخراج هاسیگنال از زمان حوزه در ویژگی 66 )پایه هایسیگنال به عملکردی ارتباطات

 ( %۹۱.۷3) کرد پیدا دست درصد 3۰ از بیش تشخیص دقت افزایش به توان می( %6۰.6۹ بندی
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  ICEE-1112 :کد مقاله

 دریبا استفاده از موجک ل AF یبندبه منظور طبقه یزیدهل لاتوریبریامواج ف لیو تحل هیتجز

 دوست هنیم سارا

 دانشگاه صنعتی ارومیه

 چکیده

 در نشده کنترل و نامنظم دپلاریزاسیون با که است قلبی آریتمی نوع ترینشایع(AF) دهلیزی فیبریلاسیون

 آنجاییکه از. شودمی دهلیزی فیبریلاتور امواج تولید سبب دهلیزها کار در اختلال این. است همراه دهلیزها

 مشاهده قابل (ECG) کتروکاردیوگرامال هایسیگنال در بسختی دارند کوچکی بسیار یدامنه هاسیگنال این

 تشخیص رو این از ٬ندارند AF طول در ایمشاهده قابل علائم اغلب بیماران بالینی، مطالعات در. باشندمی

 هایسیگنال از استفاده با AF بندیطبقه بنابراین،. باشدمی دشوار اغلب آن نوع و بیماری این

 کاهش را عروقی قلبی عوارض سایر و مغزی سکته خطر موقع به ارهشد با تواندمی (ECG) الکتروکاردیوگرام

 به دهلیزی فیبریلاتور هایسیگنال تحلیلوتجزیه و استخراج بر مبتنی جدید رویکرد یک مقاله، این در. دهد

 پیشنهاد AF نیافتهپایان و یافتهپایان هایقسمت بندیطبقه منظور به لیدر موجک فرکانس-زمان تبدیل کمک

  .استهشد
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1152 ICEE:Paper Code  

A New Atrial Fibrillation Detection System with Noise Cancellation and 

Signal Annotation 

Amirali Banaei Kashani - Bardia Baraeinejad - Mohammad Fakharzadeh 

Sharif University of Technology- Sharif University of Technology 

 Sharif University of Technology 

Abstract 

This paper describes a new Heart arrhythmia detection system, with an emphasis 

on the Atrial Fibrillation (AF) detection algorithms. This system is designed to 

record lead-II ECG signal for several days, which makes it suitable for digital 

health monitoring and AF detection. The algorithm consists of three stages. In the 

first stage, data is preprocessed to reduce the high-frequency noise as well as 

Baseline Wandering (BW) of the signal using a novel method. In the second stage 

R-peaks of the ECG signal are detected. At last, Heart Rate Variability (HRV) 

features are extracted and AF detection is carried out using a low-complexity 

Decision Tree (DT) method. In addition, three Feature Selection (FS) methods 

are performed on HRV features, where the optimal combination of them is 

selected for the classification task. The algorithm is implemented and verified 

using three publicly available databases as well as the practical data taken from 

the designed ECG device. The results are comparable to the state-of-the-art 

algorithms by using only HRV features and DT. This makes the algorithm 

suitable for real time and low power applications, which are the requirements of 

the wearable ECG patch for the digital health. 
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Paper Code: ICEE 1498 

Non-invasive Blood Pressure Estimation using Poincaré Plot Indices of 

Photoplethysmography Signals 

Fatemeh Shoeibi - Esmaeil Najafiaghdam - Afshin Ebrahimi 

Sahand University of Technology,Tabriz - Sahand University of 

Technology,Tabriz - Sahand University of Technology,Tabriz 

Abstract 

Blood pressure as a valid vital biological signal plays an essential role in 

prognosis of cardiovascular diseases. Considering the importance of preventative 

strategies, non-invasive, continuous monitoring of blood pressure has special 

importance in personal health care. In this paper, we explored the possibility of 

dynamical behavior of PPG signal in blood pressure estimation. We use 

Poincaré’s section-based features of Photoplethysmography signal for blood 

pressure estimation that has the advantages of decreasing the need for various 

sensors to be attached to the human body and has the superiority of requiring 

minimal computation and calculation. The proposed method is developed and 

validated using a subset of Multi-parameter Intelligent Monitoring in Intensive 

Care (MIMIC) II database, containing arterial blood pressure and 

Photoplethysmography Signals. In this study, the extracted features from 

Poincaré map of the PPG signal are achieved the mean absolute error of 2.1 

mmHg for systolic pressure and 1.4 mmHg for diastolic pressure prediction. The 

results meet the AAMI and BHS standards, which confirms the proficiency of 

Poincaré’s section-based indices in BP estimation. 
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Paper Code: ICEE 1488 

Event Related Potentials Extraction Using Low-rank Tensor 

Decomposition 

Zahra SohrabiBonab - Mohammad Bagher Shamsollahi 

Sharif University of Technology - Sharif University of Technology 

Abstract 

Event-related potential (ERP) extraction from ongoing electroencephalograph 

(EEG) and its enhancement is one of the long-established problems in EEG signal 

processing. Most of the previous studies have focused mainly on the ERP 

enhancement without considering the multi-dimensional structure of the signal. 

In order to take advantage of this property, we propose a tensor-based solution 

with trial-by-trial concatenated ERP data. Then we develop an algorithm based 

on low-rank Tucker decomposition to detect single trial ERP component with 

maximized signal to noise ratio (SNR). In other words, by using tensor algebra 

we consider both self-similarity in intra-trials and global correlation in spatial 

mode. Applicability of the algorithm is demonstrated in the context of P300 

detection with synthetic data and the real EEG data collected from 8 subjects 

during a visual oddball experiment. Performance of the proposed method is 

evaluated with approximation errors and classification accuracy. 
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ICEE-1048 

Designing of Multilayer Planar Spiral Air-core Inductor for Power 

Electronic Applications 

*Mohammad Khakroei  - Mohsen Mostafaei - Mansour Arefian - Afshin Rezaei-

Zare - Majid Najafi Zarmehri 
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Insulation System Optimization in Dry-type Transformer Using Finite 

Element Method 

*Shohreh Saberi - Mehdi Bigdeli - Davood Azizian 
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A Linear Position Sensor Proposal by Development of a Variable Reluctance 

Linear Resolver 

*Arman Ramezannezhad - Peyman Naderi - Lieven Vandevelde 
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ICEE-1465 

A Novel Low Torque Ripple Hexagon Biased Flux Doubly Salient 

Permanent Magnet Motor 

*Mohammad Amirkhani - Behnam Mohammadian Mosammam - Mojtaba 

Mirsalim 
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ICEE-1564 

Application of Artificial Neural Network on Diagnosing Location and Extent 

of Disk Space Variations in Transformer Windings using Frequency 

Response Analysis 

*Reza Behkam - Hossein Karami - Mahdi Salay Naderi - Gevork Gharehpetian 

________________________________________________________________ 

ICEE-1414 

Planar Transformer with None Overlapping Winding as Current Balancing 

Compensator for Paralleled SiC MOSFETs  

*Hesamodin Allahyari - Mahdi Delzendeh SarfeJo - Hamid Bahrami - Ahmad 

Afifi - Aran Shoaei - Mohammad ali Latifzadeh 

________________________________________________________________ 

ICEE-1443 

Switched-inductor Cuk and SEPIC Power Factor Correction Rectifiers 

*Maryam Pourmahdi-torghabe - Hamed Heydari-doostabad - Reza Ghazi 

________________________________________________________________ 

ICEE-1487 

Simulation and Mathematical Discussion of a Quadratic Boost Converter 

with the Direct Effect of Input Voltage at the Output Voltage 

Maryam Tarighat Monfared - *Hossein Gholizadeh – Saeed Amini - Seyyed 

Mohammad Kalamialhashem - Ebrahim Afjei 
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Paper Code: ICEE 1048 

Designing of Multilayer Planar Spiral Air-core Inductor for Power 

Electronic Applications 

Mohammad Khakroei - Mohsen Mostafaei - Mansour Arefian - 

Afshin Rezaei Zare - Majid Najafi Zarmehri 

Iranian Research Institute for Electrical Engineering JDEVS - Iranian Research 

Institute for Electrical Engineering JDEVS - Iranian Research Institute for 

Electrical Engineering JDEVS - York UniversityToronto, Canada - Iranian 

Research Institute for Electrical Engineering JDEVS 

Abstract 

The air core inductor has diverse types, one of which is the multilayer planar 

spiral air-core inductor (MPSACI). In spite of many potential applications for 

such an inductor in power electronic circuits and systems, a limited number of 

research works can be found in the technical literature dealing with the precise 

design of the MPSACI. Hence, a method for accurate designing of an MPSACI 

has been presented in this paper. In the proposed method, self and mutual 

inductances are precisely calculated, and the total inductance is obtained based 

on these two inductances. First, an analytical calculation of the MPSACI is 

presented, and then the associated results are validated by the 3D finite element 

method (FEM) and experimental inductance measurements on a prototype 

MPSACI. Finally, other design parameters are investigated to present all aspects 

of a comprehensive design of the MPSACI. 
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Paper Code: ICEE 1286 

Insulation System Optimization in Dry-type Transformer Using Finite 

Element Method 

Shohreh Saberi - Mehdi Bigdeli - Davood Azizian 

Zanjan Branch Islamic Azad University - Zanjan Branch Islamic Azad 

University - Zanjan Branch Islamic Azad University 

Abstract  

Dry-type transformers are the most important equipment of distribution systems 

in hospitals, military and residential areas that if used properly with necessary 

cares, they can work safely for more than 20 years. Accordingly, around 30% of 

all transformer failures are related to insulation breakdown. Finite element 

method is a powerful and precise tool for the electrical stress analysis in 

transformer insulating gaps. Therefore in this paper, electrical field distribution 

is investigated in the transformer insulation gaps. By changing the insulation 

distances and comparing the maximum electrical field to dielectric strength, the 

minimum allowable insulation distances are estimated for a typical dry-type 

transformer. Finally, a refinement is proposed in dry-type transformer insulation 

systems to reduce the insulating gap between low and high voltage windings and 

so the net weight of transformer. 
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Paper Code: ICEE 1315 

A Linear Position Sensor Proposal by Development of a Variable 

Reluctance Linear Resolver 

Arman Ramezannezhad - Peyman Naderi - Lieven Vandevelde 

Shahid Rajaee Teacher Training University, Tehran - Shahid Rajaee Teacher 

Training University, Tehran - Ghent University Ghent, Belgium 

Abstract 

This paper describes a double-sided variable reluctance linear (DSVRL) resolver, 

which has been analyzed by the Finite Element Method (FEM). One of the crucial 

challenges in this type of resolver is their inaccuracies under mechanical faults. 

As a solution, a double-sided topology reveals better performance compared to 

the conventional systems. The electromagnetic model’s behavior is also 

investigated and then compared with a fabricated double-sided resolver in both 

healthy and faulty conditions. Another novelty in this study is applying soft 

magnetic core like ferrite in this resolver. The analogy between the theoretical 

and experimental results can confirm the validity of the method. Finally, the 

proposed periodic FEM method proposed in this study can improve the flexibility 

of analysis compared to the traditional FEM technique. 
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Paper Code: ICEE 1465 

A Novel Low Torque Ripple Hexagon Biased Flux Doubly Salient 

Permanent Magnet Motor 

Mohammad Amirkhani - Behnam Mohammadian Mosammam - Mojtaba 

Mirsalim 

Amirkabir University of Technology - Amirkabir University of Technology - 

Amirkabir University of Technology 

Abstract 

This paper proposes a new type of doubly salient permanent magnet (DSPM) 

motor in which the stator is in the shape of a hexagon and the PMs are placed 

between each stator module. This PM placement not only isolates the stator 

modules in a way that the phase-to-phase faults on the stator iron may be 

prevented and increases the fault tolerency of the inverter but also the permeance 

network of each phase is similar and lowers the torque ripple of the structure by 

injecting a pure sinusoidal excitation compared to DSPM structure. Moreover, 

the torque density per copper loss for this structure is improved compared to other 

structures. The efficiency and power factor of this structure is also increasingly 

improved compared to other biased-flux structures. The operation principle and 

design optimization of this structure using genetic algorithm is studied and 

explained. Furthermore, the electromagnetic performance of this structure 

including no-load, full-load, and overload capability is verified by finite element 

method. To better understand the superiority of the proposed structure a 

comparison study has also been conducted and the most important performance 

indexes of other hexagon or square envelope structures are also calculated. 
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Paper Code: ICEE 1564 

Application of Artificial Neural Network on Diagnosing Location and 

Extent of Disk Space Variations in Transformer Windings using Frequency 

Response Analysis 

Reza Behkam - Hossein Karami - Mahdi Salay Naderi - Gevork Gharehpetian 

Amirkabir University of Technology - Voltage Research Group Niroo Research 

Institute, Tehran - Amirkabir University of Technology - Amirkabir University 

of Technology 

Abstract  

Power transformers are vital components in a power system. One of the most 

effective and widely accepted ways in identifying mechanical defects of power 

transformer windings is frequency response analysis (FRA). In this paper, Disk 

space variations (DSVs), common transformer winding faults, are applied to the 

20 kV windings of a 1.6 MVA distribution power transformer in various locations 

and intensities, and their corresponding frequency responses are computed. It is 

demonstrated that the designed artificial neural network (ANN) with the proposed 

novel numerical index called fitting percentage (FP) is capable of diagnosing 

accurate fault locations and fault extents. The performance of the prepared ANN 

has been assessed via various classification metrics. The experimental results 

verify the effectiveness of the proposed method in diagnosing the extent and 

location of the DSV defects. 
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Paper Code: ICEE 1414 

Planar Transformer with None Overlapping Winding as Current 

Balancing Compensator for Paralleled SiC MOSFETs 

Hesamodin Allahyari - Mahdi Delzendeh SarfeJo - Hamid Bahrami 

Ahmad Afifi - Aran Shoaei - Mohammadali Latifzadeh 

K. N. Toosi University of Technology - Shahid Beheshti University- University 

of Tehran - Malek-Ashtar University of Technology - K. N. Toosi University of 

Technology - Malek-Ashtar University of Technology 

Abstract 

Thanks to the high switching frequency and low switching loss, SiC MOSFET 

devices have become more popular for high-frequency power converters. 

However, the active area of SiC MOSFETs is limited by some physical reasons, 

and consequently, their current rating is low. To use Sic MOSFETs in high 

current applications, they must be implemented in parallel with each other. One 

of the main challenges of the parallel connection of these switches is their 

transient current distribution, which in fact causes unbalance current sharing 

between them. This paper introduces a new passive approach, practical, simple, 

and low-costmethodto suppress imbalance current in paralleling SiC MOSFET 

device by using a new type of planar transformer (PT) that called none 

overlapping winding (NOW) structure. Using the proposed planar transformer is 

convenient to compare with the conventional transformer due to its predictable 

and adjustable parasitic parameters. Generally, the parasitic parameters of the 

transformer have a severely detrimental effect on the current sharing of SiC 

MOSFETs. The effect of parasitic parameters theoretically is considered and 

analyzed and the PT NOW structure with minimum parasitic elements is 
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extracted. The effectiveness of the proposed approach first is considered by Finite 

Element Method (FEM) simulations and finally verified by simulation results. 
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Paper Code: ICEE 1443 

Switched-inductor Cuk and SEPIC Power Factor Correction Rectifiers 

Maryam Pourmahdi-torghabe - Hamed Heydaridoostabad - Reza Ghazi 

Ferdowsi University of Mashhad - University College Dublin (UCD), Dublin, 

Ireland - Ferdowsi University of Mashhad 

Abstract 

This paper proposes two new high step-down-up power factor correction active 

rectifiers. The main advantage of the proposed rectifiers compared to previous 

works, is the provision of the positive or negative buck-boost voltage gain ratio 

with the lowest number of semiconductor device count conducting 

simultaneously and the continuous input current. The converter also provides 

high step-down operation, and facilitates positive or negative output voltages with 

a low number of semiconductor devices conducting simultaneously. High power 

factor, acceptable grid side current quality and high efficiency are also achieved. 

Experimental results are presented for a 500 W prototype, operating from 220 

Vrms input to $\pm$48 Vdc output. The experimental results demonstrate the 

capability for high step-down and step-up ac to dc power conversion with a peak 

efficiencies of 97.3\% and 96.7\%. 
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Paper Code: ICEE 1487 

Simulation and Mathematical Discussion of a Quadratic Boost Converter 

with the Direct Effect of Input Voltage at the Output Voltage 

Maryam Tarighat Monfared - Hossein Gholizadeh - Saeed Amini - Seyyed 

Mohammad Kalamialhashem - Ebrahim Afjei 

Shahid Beheshti University - Shahid Beheshti University 

Islamic Azad University Tehran - Shahid Beheshti University 

 Shahid Beheshti University 

Abstract  

In this paper, a quadratic boost converter has been introduced. Besides the high 

voltage gain of the converter in comparison with the conventional converters, a 

low number of magnetic elements have been used in this converter. Moreover, its 

output voltage has been provided by the combination of all capacitors voltage. 

Therefore, the voltage stress of the output capacitor has been decreased. 

Moreover, the input voltage acts a direct role in the output voltage provided. It is 

good to mention, this converter has been discussed in both 

continuous/discontinuous conduction modes. Moreover, the behavior of the 

converter has been discussed in both ideal and non-ideal modes. Finally, the 

simulation results have been extracted by PLECS and compared with the 

theoretical relations and assumptions. 
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ICEE-1322 

 لورن نگیچیدر فرستنده سوئ یبازده شیتوان و افزا یبررس

 یده پهلوان دیجمش - یفیاحمد عف - انیعادل رضائ *
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Paper Code:  ICEE 1264 

A Highly-linear Wideband Differential Low-noise Amplifier Using 

Derivative Superposition Technique 

Abolfazl Rajaiyan - Mehdi Saberi 

Ferdowsi University of Mashhad - Ferdowsi University of Mashhad 

Abstract 

In this paper, a new highly linear and wideband structure is proposed for 

inductorless Low-Noise Amplifiers (LNAs). To increase the linearity behavior of 

the circuit, the proposed structure utilizes two cross-coupled networks with the 

aid of Derivative Superposition (DS) technique. One of the employed cross-

coupling networks is a resistive load with MOSFETs cross-coupling and the other 

one is a Cross-Coupled Common-Gate (CCCG) amplifier. The proposed circuit 

is designed and simulated in a standard 0.18-μm CMOS technology. The 

simulation results show that the proposed LNA presents an average NF of 4.59 

dB within the operation band from 0.24 GHz to 6.38 GHz. Moreover, the voltage 

gain and the maximum IIP3 of the circuit are 12±0.9 dB and 4.81 dBm, 

respectively. Finally, the simulated value of scattering parameter S11, that 

represents the input matching of the circuit, is less than -8 dB. 
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Paper Code: ICEE 1341 

A Design Technique for Linear Desensitized LNAs 

Masoumeh Sabzi - Mahmoud Kamarei - Yann Mahe - Tchanguiz Razban-

Haghighi 

University of Tehran- University of Tehran- University of Nantes- University of 

Nantes 

Abstract 

A new analytical design procedure utilizing adding a parallel amplifier for low 

noise amplifiers (LNA) is presented. In this method, the linearity and noise figure 

(NF) of the LNA is investigated in order to improve the LNA performance. Using 

the noise Correlation matrix (CA), the noise parameters of the parallel network is 

calculated. It is proven that using this method, the input impedance is less 

sensitive to noise matching. To evaluate the proposed approach, two different 

LNAs using single and two parallel paths are designed and the Electromagnetic 

momentum (EM) simulation results are compared. EM simulation result for the 

designed 9-12 GHz LNA with the 0.1-µm pseudomorphic GaAs pHEMT model 

is reported to support proposed theories. The results represent that using the 

parallel method the linearity, input and output impedance matching, NF and gain 

can improve with a 30% increase in power consumption. 
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Paper Code: ICEE 1354 

Improving Quarter-wavelength Resonator Technique for Parasitic 

Cancellation of the ESD Protection Diode for High-frequency Applications 

Emadodin Zia Khodadadian - Mojtaba Joodaki 

Ferdowsi University of Mashhad- Jacobs University of Bremen 

Abstract 

In this research, an approach will be introduced to reduce the loading effect of 

TVS diode for RF and Microwave applications. Here, the quarter-wavelength 

transmission line (QWTL) is used as the parasitic capacitance loading effect 

suppressor. Four test circuits with four short-circuited QWTLs with characteristic 

impedances of 20, 30, 40, and 50  have been fabricated at operating frequency 

of 2.5GHz to study the frequency response of the suggested approach. The 

measured S11 of all four circuits is lower than -15 dB while the measured S21 is 

very near to 0 dB. These results confirm the minimal loading effect of the TVS 

diode on the RF performance in these circuits. Also, based on the frequency 

spectrum of the IEC 61000-4-2 test, the minimum frequency to implement the 

suggested method is determined, which is equal to 2GHz. Furthermore, three 

similar low noise amplifiers (LNAs) with three different protection circuits were 

realized to analyze the capability of the proposed approach and compare the 

results with those of the conventional protection method in which only a TVS 

diode is used and our previous work. For all LNAs, the S-parameter and noise 

figure were measured both before and after zapping IEC 61000-4-2 immunity 

test. All circuits were immune against electrostatic discharge but the protection 

circuit in our previous paper showed a more desirable frequency response, 

indicating an almost ideal performance among all three methods. However, we 

believe the approach presented in this work is superior because not only it shows 
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an excellent electrical performance but it is very easy to implement and it does 

not require an accurate circuit model of the TVS. 
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Paper Code: ICEE 1466 

Low-power and Low-phase Noise Gm-boosted Differential CMOS LC 

Voltage Controlled Oscillator Using Genetic Algorithm 

Mohammad Jafar Hemmati - Sepehr Ebrahimi Mood 

Sirjan University of Technology- Yazd University 

Abstract 

A new configuration of differential CMOS LC Voltage Controlled Oscillator 

(VCO) is presented and analyzed in this work. The proposed circuit is a modified 

configuration of gate-to-source Colpitts VCO. The proposed VCO has the 

advantage of large value of negative conductance which results in a more reliable 

startup oscillation at the lower current. Also, the design approach makes to 

employ only one inductor in the resonator which saves the chip area. Genetic 

Algorithm (GA) is used to determine the value of parameters for the proposed 

VCO in order to improve the circuit performance. The proposed VCO has been 

designed to oscillate at the frequency of 2.75 GHz with 1.1 V supply voltage. 
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  ICEE-1322 :کد مقاله

 لورن نگیچیدر فرستنده سوئ یبازده شیتوان و افزا یبررس

 یده پهلوان دیجمش - یفیاحمد عف - انیعادل رضائ

 مالک اشتر تهران یدانشگاه صنعت -مالک اشتر یدانشگاه صنعت -مالک اشتر تهران یدانشگاه صنعت

 چکیده

در  نگیدر مد دمپ یاستفاده از بانک خازن یتوان بر مبنا یهبازد شیافزا یبرا یدیمقاله روش جد نیدر ا

 یابی تیموقع یکاربردها یلورن به کار گرفته شده است. نحوه عملکرد فرستنده لورن برا نگیچیفرستنده سوئ

 یآل مورد بررس دهیا شخصاتلورن با م گنالیس دی( و تولGPS) یجهان ابی تیسامانه موقع یبه جا یمحل

برابر  یمقاومت نگیتوان در فرستنده با دمپ یبار معادل آنتن و تلفات، بازده یتوان ها یبررسقرار گرفت. با 

 نگ،یمقاومت در مد دمپ یبه جا یو قرار دادن بانک خازن یشنهادیبدست آمد. با استفاده از روش پ %6۷

لورن مورد  نالگیس دیتول یبعد کلیتواند در س یشده و م رهیذخ یاز آنتن در بانک خازن یبرگشت یانرژ

کرده  دایپ شیافزا 88تا % یشنهادیبا روش پ یدهد بازده ینشان م یساز هیشب جی. نتاردیاستفاده قرار بگ

آل  دهیلورن ا گنالیبا مشخصات س سهیشده در مقا دیلورن تول گنالیس یشکل موج خروج نیاست. همچن

 لورن را برآورده سازد. ابی تیعسامانه موق یلازم برا یاست استانداردها هشده که توانست سهیمقا
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Paper Code: ICEE 1430 

Precise Model Extraction for Li-Ion Batteries Using Segmented Columb 

Counting and Kalman Filtering 

Ali Fotokkiani - Ali Ghanbarian - Amirhossein Esteghamat - Ali Fotowat-

Ahmady - Farzad Tahami 

Sharif university of technology- Sharif university of technology- Sharif 

university of technology- Sharif university of technology- Sharif university of 

technology 

Abstract 

With the rapid development of new energy industries, batteries have been widely 

used. Different types of batteries are used in industry. The usage of Li-Ion 

batteries is increased in recent applications due to their more charge density, cost 

efficiency and etc. One of the major problems of the li-ion batteries is to specify 

the battery health (SOH) at the time of purchase because used batteries may be 

sold instead of new one. The SOH can be recognized by battery’s residual 

Capacity or R0. The battery model is so important in the design of the battery 

balancing circuits. An accurate state of charge (SOC) estimation is needed to 

improve the battery modeling. In this paper methods for estimating SOC using 

mixture of Kalman filter and Columb counting method and SOH with measuring 

input resistance of battery are proposed based on the battery’s model which is 

composed using data extracted from a board that we designed for testing batteries. 
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ICEE-1046 

ها بر تلفات  آنریتأث یو بررس یرعادیعملکرد غ طیکم تلفات در شرا یترانسفورماتورها یمدلساز

 قدرتفنی شبکه 

 یخادم یموسو یمرتض - یارع پلکوئغلامرضا ز - یخادم یمحمدرضا موسو*
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ICEE-1171 

-خازن گذاری بهینه در سیستم توزیع در محیط هارمونیکی با درنظرگرفتن مدل بار توسط الگوریتم

 سازی ژنتیک و اجتماع ذراتهای بهینه

 دمهدی بانژا -سید محمد راسخی  *

________________________________________________________________ 

ICEE-1298 

متصل به  نول یقطع هاد یدر پ عیتوز فیسه فاز شبکه فشارضع انیعدم تعادل جر لیتحل

 متقارن یهامولفه با استفاده از ترانسفورماتور

 یدوبخشر یاحمد صالح*
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ICEE-1316 

 یها ستمیس چند هدفه در کیژنت تمیولتاژ به کمک الگور لیتقابل تلفات و پروف لیو تحل یبررس

 ریانتقال قدرت انعطاف پذ یها ستمیقدرت در حضور س

 ۱6:۰۰الی  ۱۴:3۰ساعت  ۱۴۰۱ردیبهشت ماه ا ۲8چهارشنبه 

 یبردارو بهره یزیبرنامه ر -5قدرت سیستم عنوان نشست: 

 تهراندانشگاه          مجید صنایع پسنددکتر    

 شهید بهشتیدانشگاه    مصطفی صدیقی زادهدکتر    نشست: وسایر 

 فردوسی مشهددانشگاه                  حبیب رجبی مشهدیدکتر     
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 یمشهد یرجب بیحب - ایسجاد احمدن*
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ICEE-1068 

کنترل  یخازن یمحل خطا با استفاده از اطلاعات حاصل شده از خطا در حضور جبرانساز سر نییتع

 .نیبه روش آفلا (TCSC) یستوریتر

 یمتیغن دیسع - یدریحامد ح*
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ICEE-1154 
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  ICEE 1046 کد مقاله:

بر ها  آنریتأث یو بررس یرعادیعملکرد غ طیکم تلفات در شرا یترانسفورماتورها یمدلساز

 قدرت تلفات فنی شبکه

 یخادم یموسو یمرتض - یغلامرضا زارع پلکوئ - یخادم یمحمدرضا موسو

 شرکت کاشی ایفا سرام اردکان –شرکت توزیع برق هرمزگان  –شرکت توزیع برق هرمزگان 

 چکیده

 نکـهی. با وجود ااست یکیالکتر یتلفات انرژ زانیگذار بر م ریاز عوامل مهم تاث یکی عیتوز یترانسفورماتورها

 عیتوز یآنها در شبکه ها ادیبا تو جـه بـه تعداد ز ینسبتاً بالا است ول گرید زاتین آنها نسبت به تجهدمـارانـ

مصــرف  یانــرژ ـزین یبار یدر حالت ب یو حت هستندساعات سال فعال  یدر تمام نکـهیبـه ا ـتیو با عنا

بـازده،  یجزئـ شیابل ملاحظـه بـوده و افـزاق زاتیتجه ریبــا ســا ســهیکننــد، تلفــات آنهــا در مقا یمــ

 یبسته به طراح عیتوز یهمراه داشته باشد . ترانسفورماتورها یادیز یاقتصاد یایتوانند مزا یم زاتیتجه ـنیا

هستند، و امروزه  یتلفات متفاوت یدارا یمـورد اسـتفاده و نـوع بهـره بـردار هیمواد اول تیفیسـاخت ، ک ه، نحو

درصـد تلفـات آنها را کاهش داد  ۷۰از  شیتوان بیمناسب م هیمواد اول نیساخت و تام یتکنولوژ شرفتیبا پ

احـداث و توسـعه  یبجا عیتوز یها بکهکم تلفات در ش یاز ترانسفورماتورها نهیو استفاده به یری.بکار گ

 یهـاا و توسعه شـبکهه روگاهیجهـت احـداث ن ـهیاول یگـذارهیدر سرما یقابل توجه ییشـبکه، صـرفه جو

و مطالعه نقش  یمقاله به بررس نیرو در ا نیگردد. از ایم جادیا یو سـوخت مصرف ـعیانتقـال و توز

 شود.یپرداخته م عیکاهش تلفات شبکه توز یکم تلفات در راستا یترانسفورماتورها

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

213 
 

 ICEE-1171 کد مقاله: 

یکی با درنظرگرفتن مدل بار توسط خازن گذاری بهینه در سیستم توزیع در محیط هارمون

 سازی ژنتیک و اجتماع ذراتهای بهینهالگوریتم

 مهدی بانژاد -سید محمد راسخی 

 دانشگاه صنعتی شاهرود -دانشگاه صنعتی شاهرود 

 چکیده

منظور کاهش تلفات توان، بهبود پروفیل ولتاژ، افزایش ظرفیت خطوط و های موازی معمولًا بهخازن

شوند. عناصر الکترونیک قدرت و ها و بهبود ضریب توان در سیستم توزیع نصب میترانسفورماتور

شوند. اگر ای به سیستم قدرت میملاحظههای هارمونیکی قابلالکترومغناطیسی باعث تولید و تزریق جریان

توانند باعث تشدید این طور مناسب انتخاب و نصب نشوند، میهای موازی در سیستم قدرت بهخازن

یابی و مقدار یابی هدف از این مقاله مکان .های هارمونیکی موازی شوندها شده و منجر به رزونانسارمونیکه

های هارمونیکی است. در این مقاله، های توزیع شعاعی در حضور جریانهای خازنی ثابت در شبکهبهینه بانک

های خازنی با در نظر گرفتن نکتابع هدف شامل هزینه تلفات توان، هزینه تلفات انرژی و هزینه با

های کیفیت توان شامل مجموع اعوجاجات ها و محدودیتهای ولتاژ، تعداد، اندازه و مکان نصب خازنمحدودیت

سازی بار در جایابی خازن که تاکنون در باشد. بعلاوه اثر مدلها میهارمونیکی و توان راکتیو تزریقی خازن

های گرفته نشده بود، در این مقاله موردمطالعه قرارگرفته است. الگوریتم هیچ یک از مطالعات گذشته در نظر

های خازن گذاری و بندیشده است. کلیه فرمولسازیشبیه  IEEEباسه  6۹شده برروی سیستم تست بیان

 .شده استافزار متلب انجامهای توزیع با نرمسازی در شبکهنتایج شبیه
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    1298ICEE کد مقاله: 

متصل به  نول یقطع هاد یدر پ عیتوز فیسه فاز شبکه فشارضع انیعدم تعادل جر لیتحل

 متقارن یهامولفه با استفاده از ترانسفورماتور

 یدوبخشر یاحمد صالح

 دانشگاه گیلان

 چکیده

ول ن میسه فاز در حالت قطع اتصال س انیجر سهیو مقا لیمتقارن به تحل یهامقاله، با استفاده از مولفه نیدر ا

ترانسفورماتور  ینول به نقطه خنثا میکه س جیآن با حالت را سهیو مقا عیترانسفورماتور توز یخنث یبه نقطه

شده  لیتحل یفیموضوع به صورت توص نیا نیشیدر مطالعات پ نکهی. با وجود اشودیمتصل است پرداخته م

صفر، مثبت و  یهامولفه یهاانیجر لیمقاله، تحل نی. در اشودینم دهیحالت د نیا یبرا یمدار یلیاست، تحل

 افزاردر نرم فیفشار ضع عیشبکه توز کی یسازهیشب جیکه همراه با نتا شودیانجام م یبا روابط مدار یمنف

DIgSILENT عدم تعادل بار سه فاز است لفحالات مخت یبرا. 
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ICEE 1316 :کد مقاله 

 یها ستمیس چند هدفه در کیژنت تمیکمک الگور ولتاژ به لیتقابل تلفات و پروف لیو تحل یبررس

ریانتقال قدرت انعطاف پذ یها ستمیقدرت در حضور س  

 یمشهد یرجب بیحب - ایسجاد احمدن

 مشهد فردوسی دانشگاه - مشهد فردوسی دانشگاه

  چکیده

 PWM(Pulse Width تکفاز نورتریدر ا دیمدار باز کل یخطا صیروش برخط جهت تشخ کیمقاله  نیدر ا

Modulation) یتمیاست. الگور نورتریا یخروج انیروش استفاده از مشتق جر نیا یارائه شده است. مبنا 

ارائه شده است. با استفاده از  نورتریا یخروج انیخطا از مشتق جر صیتشخ یگناهایجهت استخراج س زین

در بارها  یساز هیشب جیبصورت بر خط وجود دارد. نتا وبیمع دیو محل کل بیع صیامکان تشخ گنالهایس نیا

برخط محل خطا  نییو تع صیتشخ تیقابل یشنهادیدهد که روش پ یمختلف نشان م یدزنیکل یو فرکانسها

 دییبا مراجع معتبر عملکرد آنرا تا یشنهادیروش پ سهیدارد. مقا یدزنیمختلف بار و فرکانس کل طیرا در شرا

 .کند یم
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   ICEE 1068 :کد مقاله

 یخازن یخطا با استفاده از اطلاعات حاصل شده از خطا در حضور جبرانساز سرمحل  نییتع

 نیبه روش آفلا(TCSC) یستوریکنترل تر

 یمتیغن دیسع – یدریحامد ح

 ابهر می،اسلا آزاد دانشگاه - ابهر می،اسلا آزاد دانشگاه

  چکیده

رله  ماتیتوان تنظ ی، م انیجرولتاژ و  یمنف یها یتوال یعنیبا توجه به اطلاعات به دست آمده از خطا 

خطوط انتقال در  یمحل خطا ییجهت شناسا نیمقاله با استفاده از روش آفلا نی. ادیرا بهبود بخش ستانسید

مربوط  یلهایموجود در فا یبه کمک اطلاعات خطا (TCSC) یستوریکنترل تر یخازن یحضور جبرانساز سر

 نیباشد. ا یداده ها نم یبه هماهنگ ساز یازین یشنهادیکند. در روش پ یرا فراهم م ستانسید یبه رله ها

انواع خطاها،  یروش برا نیا تیکند. در نها یخطوط استفاده م یثبت شده در ابتدا و انتها یروش از خطاها

مولفه مقاومت خطا  نیاستفاده شده است . هم چن نتقالدر خط ا (Ph-E) نیتکفاز به زم یخطا ژهیبه و

(R_f )صیتشخ یمحدوده خطا نیها و هم چن یساز هیمحل خطا ندارد. شب صیبر تشخ یریتأث چیه زین 

 شده است. نییتع لومتریک 6۰۰به طول  لوولتیک ۴۰۰خط  یمحل خطا برا
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  1154ICEE کد مقاله :

 یمصنوع یشبکه برق هوشمند با استفاده از شبکه عصب یرعادیو غ یحالت عاد صیتشخ

 یمحمد غلام - یدهکرد انیسجاد فتاح -فرد  یطهرانعباسپور یعل - یمحمد گنج خان

 شریف صنعتی دانشگاه  - آلتو دانشگاه - شریف صنعتی دانشگاه - شریف صنعتی دانشگاه

 چکیده

 یابزار هوشمند و شبکه ها شیافزا لیبه دل ،یمیبرق قد یبرق هوشمند بر خلاف شبکه ها یهادر شبکه

 یلحظه ا شیبه کنترل و پا دیشد ازین گر،ینقطه به نقطه د کیق از انتقال اطلاعات شبکه بر یبرا یارتباطات

شبکه برق و اطلاعات  تیشبکه برق، امن یکیزیدر کنار بخش ف یبریشبکه برق و به وجود آمدن بخش سا

 یشدن شبکه در برابر ناهنجار رتریپذ بیقرار گرفته و منجر به آس ریتواند تحت تاث یموجود در آن همواره م

داده کاذب  قیها به نام تزر یناهنجار نیاز ا یکی یساز ادهیو پ یمقاله، هدف بررس نیشود. در ا یربیسا یها

مقاله  نیباشد. در ا یم یمصنوع یبا استفاده از شبکه عصب یبریسا یناهنجار نیا صیدر شبکه برق و تشخ

ها از خود  یناهنجار نیا را در برابر یتواند عملکرد مناسب یم یمصنوع ینشان داده شده است که شبکه عصب

 .دهد صیآن تشخ یرعادیشبکه برق را از حالت غ ینشان دهد و حالت عاد
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Error Probability Analysis of Non-orthogonal Multiple Access 
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 بیشینه سازی ظرفیت در رله های تمام دوطرفه تک مسیره با در نظر گرفتن اختلالات سخت افزاری 

 زهرا کشاورز گندمانی* -حسین حصاربنی 
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Performance Analysis of an UAV-Assisted Cognitive D2D Communication-

Based Disaster Response Network 
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Alternative Detectors for Spectrum Sensing by Exploiting Excess Bandwidth 

*Sirvan Gharib - Abolfazl Falahati - Vahid Ahmadi 
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ICEE-1481 

مبتنی بر محاسبات لبه با رویکرد تعادل میان تاخیر و  LTE ها در شبکهبهبود تخصیص منابع لبه

 بلیت اطمینانقا

 علی اکبر تدین تفت -ایمان عظیمی احمدآبادی *

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

220 
 

Paper Code: ICEE 1214 

Error Probability Analysis of Non-orthogonal Multiple Access 

Rozita Shafie - AliAkbar Tadaion - Zolfa Zeinalpour-Yazdi 

Abstract  

In this paper, we analyze the error probability in a downlink non-orthogonal 

multiple access (NOMA) system for different modulation schemes. The power 

domain NOMA is a promising technology for the next generation wireless 

networks. Through successive interference cancellation (SIC) at the receiver and 

superposition coding (SC) at the transmitter, downlink NOMA allocates a 

channel(time, frequency, code, or space) to multiple users, simultaneously and 

brings better performance in terms of energy efficiency, spectral efficiency and 

fairness. Since the error propagation of SIC is one of the challenges of the NOMA 

systems, the purpose of this paper is to obtain the error probability for NOMA 

users with different modulation schemes. In this paper, we obtain the symbol 

error probability expressions for a NOMA system with three users in different 

modulation schemes BPSK, QPSK. We also evaluate and validate all derivations 

through some numerical results, in addition Monte Carlo simulation confirm the 

analytical expressions derived. 
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   1238ICEEکد مقاله: 

-بیشینه سازی ظرفیت در رله های تمام دوطرفه تک مسیره با در نظر گرفتن اختلالات سخت

 افزاری

 زهرا کشاورز گندمانی -حسین حصاربنی 

 سمنان دانشگاه - سمنان دانشگاه  -سمنان دانشگاه

 چکیده

 جدید نسل مخابراتی هایسیستم در طیفی، بهره در بهبود علت به FD اختصار به یا دوطرفه تمام هایرله

 گیرنده و فرستنده افزارسخت هستند، ایهزینهکم تجهیزات هارله ازآنجاکه اما اند؛قرارگرفته موردتوجه شدتبه

 هایسیستم در همچنین. هستند دیدگیآسیب مستعد روازاین و است برخوردار تریپایین کیفیت از هاآن

 هایآسیب از تواننمی متوسط، باکیفیت افزاریسخت اجزای در یژهوبه ساخت نقض دلیل به عملی

 و فرستنده هاینقص تأثیر تحلیلی صورتبه مقاله این در کرد، اجتناب گیرنده و فرستنده افزاریسخت

 ارزیابی ارسال و تقویت پروتکل گرفتن نظر در با مسیره تک یدوطرفه تمام یرله پیکربندی در را رله یگیرنده

 در. پردازیممی ظرفیت و قطع احتمال بررسی به شبکه عملکرد ارزیابی مختلف معیارهای میان از و کنیم؛می

 هایرله ظرفیت سازیبیشینه جهت مطلوب توان تخصیص طرح یک ما سیستم عملکرد بهبود منظوربه ادامه

 در پیشنهادشده یبهینه مسئله که دهیممی نشان ادامه در و کنیممی پیشنهاد مسیره تک دوطرفه تمام

 مختلف سناریوهای برای نیز عددی نتایج. دارد گیریچشم بهبود توان تخصیص بدون مسئله با مقایسه

 .است شدهارائه کارلومونت سازیشبیه از استفاده با و شدهارزیابی
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Paper Code: ICEE 1299 

Coverage Probability Analysis of User Association in NOMABased Full-

Duplex Systems 

Shaghayegh Asadollahi dehkordi - Mohammadali Mohammadi - Zahra Mobini 

- Sepideh Haghgoy 

Shahrekord University - Shahrekord University - Shahrekord University - 

Shahrekord University 

Abstract  

In this paper, we study user association in a full-duplex (FD) cellular network 

where the base station (BS) serves a set of near and far users via non-orthogonal 

multiple access (NOMA) technique. In order to reduce received interference at 

the NOMA downlink (DL) user caused by the NOMA uplink (UL) user we 

propose guard zone based user association scheme. In particular, we propose DL 

user associate based on the nearest near and nearest far scheme. In order to 

schedule the UL users, we assume a guard around the selected DL user with a 

specific radius. Finally, UL near and far users are randomly selected from those 

UL users located outside the guard zone, to upload their data packet to the BS. 

We derive closed-form expressions for the DL and UL coverage probability of 

the proposed scheme. Numerical results show that the DL coverage probability 

of the proposed scheme achieves up to 43% gain over the conventional NNNF 

scheme. 
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Paper Code: ICEE 1367 

Performance Analysis of an UAV-assisted Cognitive D2D Communication-

based Disaster Response Network 

Hossein Mohammadi Firozjae - Javad Zeraatkar Moghaddam - Mehrdad 

Ardebilipour 

K. N. Toosi University of Technology - University of Birjand - K. N. Toosi 

University of Technology 

Abstract  

In this paper, we study an Unmanned Aerial Vehicle-assisted (UAV) cognitive 

Device-to-Device (D2D) communication-based Disaster Response Network 

(DRN) where cellular and D2D users act as primary user (PU) and secondary user 

(SU), respectively. In the proposed model, transmission between the PUs and 

UAV can be stablished in two phases. At the first phase, PU can directly 

communicate with the UAV, and at the second phase an idle device cooperates 

in transmission and relay the received signal from the PU to the UAV. The 

mobility of the UAV is also considered and two scenarios named mobile UAV 

and static UAV are studied. Finally, successful transmission probabilities (STP) 

of the primary and secondary users are calculated and sum-rate of the proposed 

strategy is evaluated for both scenarios. Simulation results show that the mobile 

scenario improves the performance of the investigated model. 
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Paper Code: ICEE 1061 

Alternative Detectors for Spectrum Sensing by Exploiting Excess 

Bandwidth 

Sirvan Gharib - Abolfazl Falahati - Vahid Ahmadi 

Abstract  

The problems regarding spectrum sensing are studied by exploiting a priori and 

a posteriori in information of the received noise variance. First, the traditional 

Average Likelihood Ratio (ALR) detector is investigated under a Gamma 

distributed function as a channel noise, for the first time, under the availability of 

a priori statistical distribution about the noise variance. Then, two robust detectors 

are proposed using the exiting excess bandwidth to deliver a posteriori probability 

on the received noise variance uncertainty. The first proposed detector that is 

based on traditional ALR employs marginal distribution of the observation under 

available a priori and a posteriori of the received signal, while the second 

proposed detector employs the Maximum a posteriori (MAP) estimation of the 

inverse of the noise power. In addition, analytical expressions for the performance 

of the proposed detectors are obtained in terms of the false-alarm and detection 

probabilities. The simulation results exhibit the superiority of the proposed 

detectors over the traditional counterparts. 
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   1481ICEEکد مقاله: 

مبتنی بر محاسبات لبه با رویکرد تعادل میان تاخیر و  LTE ها در شبکهبهبود تخصیص منابع لبه

 قابلیت اطمینان

 علی اکبر تدین تفت -ایمان عظیمی احمدآبادی 

 یزد دانشگاه -یزد  دانشگاه

 چکیده

 ارائه با لبه محاسبات بر مبتنی LTE شبکه در اطمینان قابلیت بهبود و تاخیر کاهش هدف با لهمقا این در ما

 اهمیت علت. کنیممی تقسیم(لبه در واقع)سرور چندین بین را کاربر محاسباتی عملیات اجرای الگوریتمی

 افزوده، واقعیت ،اشیاء اینترنت نظیر کاربردی و جدید فناوری ظهور اطمینان قابلیت و تاخیر هایشاخص

 کمخیلی تاخیر با ایشبکه وجود مستلزم امر این تحقق. باشدمی...  و هوشمند نقل و دور،حمل راه از جراحی

 کدگذاری، تغییر و داده طول کاهش جمله از بسیاری هایتلاش اخیر سال چند در.است بالا اطمینان قابلیت با

 با نیز لبه محاسبات فناوری. است پذیرفته انجام تاخیر هشکا جهت فیزیکی لایه منابع اختصاص نحوه تغییر

 معرفی نو نسل های شبکه اطمینان قابلیت و تاخیر بهبود جهت کاربر، نزدیکی در محاسبات انجام قابلیت ارائه

 کنترل مانند به نو نسل شبکه در لبه محاسبات فناوری حضور مختلف های جنبه مقالات اخیرا. استشده

 تئوری صورت به اطمینان قابلیت و تاخیر کنترل و نو نسل شبکه به لبه محاسبات افزودن نحوه انرژی، مصرف

 الگوریتمی و بخشیده بهبود اطمینان قابلیت محاسبه روند مقاله این در ما. اند نموده بررسی را بالا پیچیدگی با و

 گردد.می سیستم کلی کارایی افزایش باعث که دهیم، می ارائه پایین پیچیدگی با
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with Genetic Algorithm 
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Paper Code: ICEE 1022 

Model Reference Adaptive Control for Nonlinear Systems in the Presence 

of Unknown External Disturbances 

Ehsan Nazemorroaya - Mohsen Shafieirad - Majid Hajatipour 

University of Kashan - University of Kashan - University of Kashan 

Abstract 

The present study aims to investigate the model reference adaptive control for the 

continuous-time nonlinear systems in the presence of external disturbances. The 

reference model is regarded as a linear system. In addition, the external 

disturbances are assumed to be unknown and bounded. To design the controller, 

the nonlinear system is considered to be a linear system with uncertainties, which 

are approximated by using radial basis function neural networks. These 

uncertainties involve unknown external disturbances and system linearization 

error. As a result, the adaptive controller can compensate system linearization 

error as well as unknown external disturbances. Lyapunov theory is used for the 

stability analysis of the proposed controller. Consequently, the proposed 

controller guarantees that the nonlinear system tracks the reference model in the 

presence of unknown external disturbances. Finally, the simulation results of a 

numerical example and a practical example, which is the simulation of Chua's 

chaotic system, are given to evaluate the performance of the proposed controller. 
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ICEE 1226Paper Code:  

Adaptive Control of Switched Nonlinear Systems with Unknown Control 

Directions 

Elham Ovaysi - Marzieh Kamali 

Isfahan University of Technology - Isfahan University of Technology 

Abstract 

This paper investigates the adaptive output feedback control problem of a class 

of switched non-strict feedback nonlinear systems with unmeasurable states, and 

unknown control gain functions with unknown signs. Without employing the 

Nussbaum function approach, an adaptive control method is proposed using a 

different error surface in dynamic surface control. The proposed control scheme 

ensures that all the closed-loop signals remain bounded under arbitrary switching. 

The simulation results clarify the effectiveness of the proposed technique. 
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1338 ICEEPaper Code:  

Backstepping-based Adaptive Constrained Control of Passive Torque 

Simulator Using Function Approximation Technique 

Seyyed Amirhossein Saadat - Mohammad Mehdi Fateh - Javad Keighobadi 

Shahrood University of Technology - Shahrood University of Technology 

Shahrood University of Technology 

Abstract 

This paper attempts to propose a backstepping-based adaptive constrained control 

law for an uncertain passive torque simulator (PTS) system subject to the output 

constraint. To approximate unknown terms, including system dynamics and 

external disturbance, a function approximation technique is employed. 

Furthermore, a barrier Lyapunov function is used to obtain the control signal for 

the system. The stability of the closed-loop system is recursively confirmed while 

the tracking error is confined within the predefined bounds during operation. The 

robust behavior, fast learning speed, satisfactory estimation and the prespecified 

performance are the main properties of the proposed controller for PTS. Different 

cases are studied to evaluate the effectiveness of the proposed controller in terms 

of simulation. Moreover, a comparison with a related work is also added to 

highlight the superiority of the proposed idea. 
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   1535ICEE : کد مقاله

 یریادگی کردیو رو FMM یبر اساس مدل دو بعد یحرارت یها ستمیس ندیکنترل فرآ

 یقیتکرارشونده تطب

 نازادهیطاهره ب - یعابد لایسه

 شیراز صنعتی دانشگاه   -شیراز صنعتی دانشگاه

 چکیده

است(، در  یدو بعد یقات جزئبا مشت لیفرانسیمعادله د ی)که دارا یمبدل حرارت ستمیس کیمقاله  نیدر ا

 Model ای) FMMآن در ساختار معادلات  ینظر گرفته شده است و معادلات گسسته زمان دو بعد

Fornasini-Marchesini) بر  ساست. سپ دهیاستخراج گرد تیدو محور مستقل زمان و موقع فیبا تعر

 تمیالگور کی ،یمبدل حرارت ستمیس یموجود در پارامترها ینیقیمدل استخراج شده و با توجه به نا یمبنا

 Iterative) ای ILC یقیتکرار شونده تطب یریادگی کردیبا رو یاز روش کنترل یریگ دهیبا ا یکنترل

Learning Control) مرجع  یر با زمان دو بعدیمتغ گنالیس یابیمساله، رد نیارائه شده است. هدف از ا

 نیبه صفر همگرا شود و در کنار آن قوان تمیتکرار الگورمرتبه  شیبا افزا یابیرد یکه خطا یاست به نحو

راستا  نی. در ادیبدست آ ستمینامعلوم س یپارامترها نیو تخم یاستفاده در قانون کنترل یبرا زین یقیتطب

 است. دهیگرد دییها تا یساز هیمقاله در شب یورتئ یارائه و عملکرد مطلوب دستاوردها یا هیقض
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Paper Code: ICEE 1544 

Intelligent Filter of Adaptive Controller Using ANFIS System Optimized 

with Genetic Algorithm 

Hossein Ahmadian - HeidarAli Talebi - Iman Sharifi 

Amirkabir University of Technology - Amirkabir University of Technology 

Amirkabir University of Technology 

Abstract 

ℒ1Adaptive controller is known for ensuring fast adaptation with the optimal 

transient performance for input and output signals using a low-pass filter with 

adjustable gain in the feedback loop. During choosing a filter gain, the main 

criteria are the tradeoff between the performance, robustness and fast adaptation. 

There are several methods with different complexities for determining bounds or 

initial values of filter gain, such values may require the use of many iterations of 

trial and error implemented in the controller. In these methods, the specified gain 

is kept constant, which leads to non-optimal performance in adaptation speed and 

robustness. In this paper, a new approach based on an adaptive-neural-fuzzy 

inference system (ANFIS) optimized with a genetic algorithm is presented to 

continuously determine this gain and optimal performance according to the error 

rate. The objective function optimized by the genetic algorithm is also determined 

in terms of position tracking error, speed tracking error, and control signal. To 

evaluate the performance, the proposed method is implemented on a nonlinear 

feedback system in the presence of unmatched uncertainties. The simulation 

results show that the controller performance improves more than the constant 

filter efficiency in this method. 
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ICEE-1009 

Combination of Classifiers to Detecting Grade of Gliblastoma Using MRS 

*Roqaie Moqadam - Nazila Loghmani - Meysam Siyahmansoori - Armin 
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Paper Code: ICEE 1241 

Medial Residual Encoder Layers for Classification of Brain Tumors in 

Magnetic Resonance Images 

Zahra Sobhaninia - Nader Karimi - Pejman Khadivi - Shadrokh Samavi 

Isfahan University of Technology - Seattle University, Seattle, 98122 USA 

McMaster University, L8S 4L8, Canada 

Abstract 

Correct and timely diagnosis of the brain tumor will make treatment more 

effective. To date, several image classification approaches have been proposed to 

aid diagnosis and treatment. In this work a deep learning approach has developed 

to increase tumor type classification accuracy in MRI images by considering 

medical image dataset limitation. In this regard, we offer a system based on deep 

learning, containing encoder blocks. In proposed approach in addition to more 

organized and simplicity architecture, residual approach used. Encoder blocks are 

fed with post-max-pooling features as residual learning. Experimental 

evaluations of our approach shows promising results by improving the tumor 

classification accuracy in magnetic resonance imaging (MRI) images using a 

limited medical image dataset. Experimental evaluations of this model on a 

dataset consisting of 3064 MR images show 95.98% accuracy, which is better 

than previous studies on this database.  
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Paper Code: ICEE 1327 

DRAU-Net: Double Residual Attention Mechanism for Automatic MRI 

Brain Tumor Segmentation 

Mohammad Soltani gol - Morteza Fattahi - Hamid Soltanian zadeh - Samd 

Sheikhaei 

University of Tehran - University of Tehran - University of Tehran - University 

of Tehran 

Abstract 

Accurate tumor segmentation is necessity for reliable diagnosis and treatment of 

brain cancer. Glioma is a very common and life-threatening type of brain tumor. 

Various Magnetic Resonance Imaging (MRI) modalities contribute to 

segmentation accuracy since they provide complementary information. Deep 

Convolutional Neural Networks (DCNNs) have provided remarkably good 

performance in the field of image segmentation. However, because of difficulties 

in detecting gliomas due to their intensity and shape variations, development of 

an efficient network with an appropriate loss function is needed. DCNNs 

developed for segmentation include 2 main parts. The first part performs as an 

encoder and extracts spatial information, while the second part generates a full 

resolution probability map. Our proposed network is based on the U-net structure. 

We use double residual blocks to generate a unique mapping to activations earlier 

in the network and neutralize the decay problem. Besides, we utilize an attention 

mechanism after the low and high-level features for adaptively weighing the 

channels. Instead of feeding the 3D data to the network, we use 2D plains in the 

axial view. We tested the network successfully using the Brain Tumor 

Segmentation (BraTS) 2018 dataset. We used the Dice score for network 
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evaluation and obtained scores of 0.891, 0.849, and 0.834 for WT, TC, and ET, 

respectively. 
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Paper Code: ICEE 1442 

Brain Tumor Segmentation Using U-net and U-net++ Networks 

Seyyed Ali Mortazavi-Zadeh - Alireza Amini - Hamid Soltanian-Zadeh 

University of Tehran - Sharif University of Technology - University of Tehran 

Abstract 

Segmentation of brain tumors helps with the diagnosis and treatment tasks. Due 

to the large number of patients and the high cost of manual segmentation, 

researchers proposed automatic segmentation methods. The most popular of these 

are methods based on deep learning and neural networks. In this paper, we 

implemented an automatic segmentation using U-net++, which is based on deep 

convolutional neural networks, on two publicly available data sets. Using the U-

Net++ architecture, the whole tumor (WT), is segmented with an accuracy of 

90.37% based on the Dice similarity coefficient (DSC) for the Brats2018 dataset 

and 89.13% for the Brats2015 dataset. For comparison with the prior works, we 

implemented an alternative approach using U-Net architecture, which segmented 

WT with an accuracy of 89.21% for the Brats2018 dataset and 89.12% for the 

Brats2015 dataset. As the results suggest, leveraging U-Net++ for tumor 

segmentation provides improvement in WT segmentation at a cost of modest 

increase in runtime. 
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Paper Code: ICEE 1139 

Brain Tumor Segmentation Using Multimodal MRI and Convolutional 

Neural Network 

Nazila Loghmani - Roqaie Moqadam - Armin Allahverdy 

University, Boston, MA, USA - Tehran University of Medical Sciences 

Mazandaran University of Medical Sciences - Tehran University of Medical 

Sciences 

Abstract 

Glioblastoma is the most common brain tumor with a high mortality rate. So, 

detecting the tumorous lesion and segmenting it into its subsets can be helpful to 

evaluate the grade of the tumor in tracking the therapeutic interventions. 

Moreover, image segmentation is commonly used for evaluating and visualizing 

the anatomy of brain tissue in MRI. On the other hand, the convolutional neural 

network is a network with a deep learning approach and directly learns from data 

without any feature extraction. In this study, we used a multimodal MRI database 

containing FLAR, T1 enhanced, and T2 modalities, and a convolutional neural 

network to segment tumors into whole tumor, core tumor, and necrotic tumor. 

The results showed accuracy with 85.41% for whole tumor, 90.11% for core 

tumor, and 79.75% for necrotic tumor. These results showed that using a 

convolutional neural network is reliable for brain tumor segmentation. 

Considering this approach used multimodal MRI, this segmentation could be 

separately done for each tissue. 
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Paper Code: ICEE 1009 

Combination of Classifiers to Detecting Grade of Gliblastoma Using MRS 

Roqaie Moqadam - Nazila Loghmani - Meysam Siyahmansoori - Armin 

Allahverdy 

Tehran University of Medical Sciences - University, Boston, MA, USA - 

Kermanshah University of Medical Sciences - Tehran University of Medical 

Sciences - Mazandaran University of Medical Sciences 

Abstract 

Glioma is classified into Low Grade Glioma and High Grade Glioma. Because of 

difference in patients’ survival, it is important to classify patients into each grade. 

In this study, 214 glioma patients were classified into these two grades using 

Choline and N-acetylaspartate as extracted metabolites from Magnetic 

Resonance Spectroscopy and combination of Support Vector Machine (SVM), 

Multi-Layer Perceptron (MLP), and Artificial Neuro-Fuzzy Inference System 

(ANFIS) as classifiers. Results showed that using ANFIS had the best accuracy 

between classifiers and combination of MLP and ANFIS had the best accuracy 

between different combinations of classifiers. Moreover, results showed that, 

concentration of Choline and N-acetylaspartate are suitable features to 

discriminating low and high grade glioma. 
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Paper Code: ICEE 1343 

A Low-cost Linearized Analog Resolver-to-DC Converter 

Seyed Ali Samareh-TaheriNasab - Mohammad Sadegh KhajueeZadeh - Zahra 

Nasiri-Gheeidari - Samad Sheikhaei 

University of Tehran - Sharif University of Technology - Sharif University of 

Technology - University of Tehran 

Abstract 

 High-efficiency Permanent Magnet Synchronous Motors (PMSMs) are widely 

used in industry. Subsequently, resolvers’ employment is increasing in the drive 

of PMSMs. Measuring the rotor angle using a resolver needs a costly Resolver to 

Digital Converter (RDC). Therefore, a low-cost analog RDC is designed against 

the conventional Angle Tracking Observers (ATOs) in the following study. The 

designed RDC has satisfactory accuracy, simplicity, and enduring against 

excitation frequency. Firstly, an overview of the resolver is shown, and 

subsequently, the circuit of the designed RC is described thoroughly. Ultimately, 

the simulations’ outcomes are displayed, and comparing our design with others 

regarding the cost is done. 
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Paper Code: ICEE 1448 

True Class-E Design for Inductive Coupling Wireless Power Transfer 

Applications 

Ali Asghar Razavi Haeri - Aminghasem Safarian - Ali Fotowat-Ahmady 

Sharif University of Technology - Sharif University of Technology - Sharif 

University of Technology 

Abstract 

Class-E power amplifier has been widely studied and formulated in literature. 

Although the majority of reported inductive coupling wireless power transfer 

(WPT) systems use a class-E power amplifier for driving the primary coil, still 

there is a lacks of a comprehensive study on class-E circuit dedicated to WPT and 

providing a set of closed form design equations for proper class-E operation. This 

paper presents the required design equations needed to design a "true" class-E 

circuit for WPT applications. Equations for series-tuned secondary coil WPT 

system are presented, as well as two different design procedures for the parallel-

tuned secondary coil. The derived equations have been validated by simulation 

results. 
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Paper Code: ICEE 1446 

A Low-power High-precsion Low-dropout Regulator for Biomedical 

Implants 

Vahid Baghbani khezerlu - Mohammad Yavari - Mortaza Mojarad 

Amirkabir University of Technology- Amirkabir University of Technology- 

Urmia University 

Abstract 

This article presents a new low-power, high-gain and high-precision output 

capacitor-less low-dropout (LDO) regulator for biomedical implants. The 

proposed LDO regulator consists of an adaptive biased super class-AB recycling 

folded-cascode error amplifier which provides a high and constant gain for the 

system over the output current range. Due to the specific structure of the proposed 

regulator, a new compensation method has been designed and utilized to 

guarantee the system's stability over various conditions of load and process. The 

proposed LDO regulator has been simulated in TSMC-0.18μm CMOS 

technology with a quiescent current of 1.99 μA at no load. The regulator's output 

voltage is 1.8V with 200mv dropout voltage, and the maximum current of the 

LDO is 10 mA. Furthermore, simulation results shows improved line and load 

regulations, which equals 3 mV/V and 20 μV/mA, respectively. 
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Paper Code: ICEE 1468 

A Third-order Noise-shaping SAR ADC with Optimized NTF Zeros for 

IOT Applications 

Mansoure Yousefirad - Mohammad Yavari 

Amirkabir University of Technology- Amirkabir University of Technology 

Abstract 

This article presents a fully dynamic, simple and area efficient third order noise 

shaping successive approximation register analog to digital converter (NS-SAR 

ADC) that is suitable for internet of thing (IOT) applications. This work utilizes 

a passive integrator in feed forward (FF) path of a second order error-feedback 

(EF) NS-SAR ADC to enhance its in-band quantization noise suppression effect. 

This integrator is very simple and area efficient because built just with a switch 

and a capacitor. Integrator attenuation arising from charge-sharing is 

compensated with embedded comparator relative gain of 4. The noise transfer 

function (NTF) zeros are optimized. In this work sampling frequency, bandwidth 

and over-sampling ratio (OSR) are 3.2 MS/S, 200 kHz and 8 respectively. The 

proposed structure is investigated systematically by MATLAB software. Using 

proposed technique, a 3rd order NS-SAR ADC is obtained and the signal to noise 

and distortion ratio (SNDR) of the ADC is enhanced from 94.7dB to 104.3dB. 
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ICEE-1067 

 قدرت انتقال یدر شبکه  نانیاطم تیبر قابل یمبتن یو نگهدار راتیتعم یاستراتژ نیتدو

 یلیقراخ یمسعود اصغر -اطاقسرا  یطاهر نایس دیس*

________________________________________________________________  

ICEE-1150 

Reliability Evaluation of Distribution System Considering a Modified 

Electric Bus as a Mobile Energy Storage (Tehran E-Bus as a Case study) 

*Ali Kamali - Amir Soleimani - Seyed Vahid Nourbakhsh -Hassan Nehzati - 

Vahid Esfahanian - Mahmoud Oukati Sadegh 

________________________________________________________________ 

ICEE-1329 

کننده مصرف برق و بار متیق دیشد یهاتیدر مواجه با عدم قطع یهاب انرژ یزیربرنامه تیریمد

 یشکاف اطلاعات یبر مبنا یریگمیتصم یبا استفاده از روش تئور

 یدیبهروز وح - یبیرضا غر*

________________________________________________________________ 

 ICEE-1379 

 نییو تع عیتوز فوق یها ستگاهیعملکرد ا یابیارز یپوش داده برا زیبر آنال یمبتنروش  یطراح

 یکیالکتر یانرژ عیتوز ستمیس نانیاطم تیقابل سطح مطلوب

 ۱8:۰۰الی  ۱6:3۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲8چهارشنبه 

 تیو امن نانیاطم تیقابل -6قدرت سیستم عنوان نشست: 

 دانشگاه تربیت مدرس     فام یدکتر محمودرضا حق    

 دانشگاه صنعتی خواجه نصیرالدین طوسی             دکتر علیرضا فریدونیان            نشست: وسایر

 شیرازدانشگاه              محمد رستگاردکتر      
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ICEE-1494 

 یتیامن ودیقدرت با ق یهاستمیس یابی: نرم افزار بازیابیپنل باز

 رضا فرتاش -زاده  لیرسول اسماع -روادانق  یسجاد نجف*

________________________________________________________________ 

ICEE-1555 

Electricity Tariff Volatility Mitigation Using Uncertainty Diminution and 

Hedge Contracts along with Risk Management Policies  

*Majid Moazzami - Hossein Shahinzadeh - Majid Najafi - Zohreh Azani - 

Shohreh Azani - Gevork B. Gharehpetian 
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   1067ICEEکد مقاله: 

 قدرت انتقال ی در شبکه نانیاطم تیبر قابل یمبتن یو نگهدار راتیتعم یاستراتژ نیتدو

 یلیقراخ یمسعود اصغر -اطاقسرا  یطاهر نایس دیس

 رقائمشه واحد میاسلا آزاد دانشگاه -ر قائمشه واحد میاسلا آزاد دانشگاه

 چکیده

توان فراهم آوردن تسهیلاتی دانست که بتواند انرژی در مورد یک سیستم قدرت مهمترین وظیفه را می

کنندگان قرار با سطح مطلوبی از قابلیت اطمینان در دسترس تمامی مصرف الکتریکی را با ارزان ترین قیمت و

، شرایط رقابتی در بازار دهد. در سال های اخیر با توجه به افزایش اهمیت بهره وری در سیستم تامین انرژی

گرفته  برق و تامین انرژی با کیفیت به مشترکین ، قابلیت اطمینان سیستم های توزیع مورد توجه بیشتر قرار

است. در این مقاله به بررسی و تحقیق در مورد مبحث تعمیرات و نگهداری مبتنی بر قابلیت اطمینان و تحلیل 

استراتژی های تعمیرات و نگهداری در راستای کاهش میانگین احتمالاتی انرژی تامین نشده و همچنین 

و همچنین هزینه کل سیستم و افزایش  بازخورد آن در کاهش هزینه تعمیرات و نگهداری، هزینه بهره برداری

پرداخته شده و نتایج آن نیز ارائه  IEEE هباس ۲۴قابلیت اطمینان در برق رسانی با مطالعه بر روی شبکه 

 .شودمی
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Paper Code: ICEE 1150 

Reliability Evaluation of Distribution System Considering a Modified 

Electric Bus as a Mobile Energy Storage (Tehran E-Bus as a Case Study) 

Ali Kamali - Amir Soleimani - Seyed Vahid Nourbakhsh -Hassan Nehzati - 

Vahid Esfahanian - Mahmoud Oukati Sadegh 

University of Tehran - University of Tehran - University of Tehran 

 University of Tehran - University of Tehran - University of Tehran 

Abstract 

The development of technologies related to the design and production of electric 

vehicles has facilitated the use of Mobile Battery Energy Storage Systems 

(MBESS) in electrical Distribution Systems (DS), and can greatly increase the 

reliability at the Microgrids (MG) level. This paper studies the use of an Electric 

Bus as an MG-MBESS in two levels: the first level determines the E-Bus to 

MBESS conversion capacity, considering the vehicle's design principles and 

practical constraints, and the second level studies the effect of using this MBESS 

on the system’s ENS index by considering the DS average lines failure rates in 

unplanned outage scenarios. For this purpose, Tehran E-Bus is selected as a base 

vehicle that can help the Service Restoration problem by transferring to the 

downstream fault area and connecting to the grid through the V2G Charging 

Stations (CS). Since there are CSs with different capacities in the network, 

selecting the optimal CS in the downstream fault area is considered to provide 

maximum energy from MBESS to the grid. This issue has been studied per 

100,000 outages and different initial conditions, under different scenarios for the 

number of vehicles, speed, CS capacity, and different placement of CS in the 

RBTS 2BUS distribution system. The simulation results show an 18 to 23% 

improvement in the average ENS DS index using MBESS Tehran with a capacity 
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equivalent to 5% of the total system demand, which is a significant and effective 

improvement in the MG scale. 
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  1329ICEEکد مقاله: 

کننده مصرف برق و بار متیق دیشد یهاتیدر مواجه با عدم قطع یهاب انرژ یزیربرنامه تیریمد

 یشکاف اطلاعات یبر مبنا یریگمیتصم یبا استفاده از روش تئور

 یدیبهروز وح - یبیرضا غر

 امیرکبیر صنعتی دانشگاه - امیرکبیر صنعتی دانشگاه

 چکیده

کننده های انرژی مختلف برای تأمین نیاز مصرفریزی یکجای حاملی است که برای برنامهاب انرژی مفهوم

ریزی هاب انرژی، در بیشتر مواقع دارای عدم قطعیت های مختلف در مسئله برنامهشده است. ورودیتعریف

رد. به همین علت ریز متفاوت است و تغییراتی داشده توسط برنامهبینیاست و میزان اصلی آن با میزان پیش

سعی در اعمال عدم  (IGDT) گیری بر مبنای شکاف اطلاعاتیدر این مقاله با استفاده از روش تئوری تصمیم

شود. هاب ریزی هاب انرژی میدر برنامه (RT) ای برقکننده و قیمت لحظههای تقاضای بار مصرفقطعیت

، دیزل ژنراتور و کوره گازی (CHP) و حرارتی زمان الکتریکیانرژی موردمطالعه شامل واحدهای تولید هم

های کارکرد واقعی های نزدیک به واقعیت و با ناحیهسعی در استفاده از مدل CHP است، همچنین برای واحد

شده و مشاهده نتایج نشان سازی بر روی سیستم موردمطالعه انجاماین واحدها شده است. در انتها نتایج شبیه

 ها دارد.شده جهت در نظر گرفتن عدم قطعیتارائهاز سودمند بودن روش 
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  1379ICEEکد مقاله:  

 نییو تع عیتوز فوق یها ستگاهیعملکرد ا یابیارز یپوش داده برا زیبر آنال یروش مبتن یطراح

 یکیالکتر یانرژ عیتوز ستمیس نانیاطم تیقابل سطح مطلوب

 یمحمد جوشک - پناهزدانیزهرا  -محمد رستگار 

 شیراز دانشگاه - شیراز دانشگاه - شیراز شگاهدان

 چکیده

 ریز یاز حد جوامع در تمام شیب یوابستگ لیامروزه به دل یکیالکتر یانرژ عیتوز ستمیس نانیاطم تیقابل

مسائل مورد  نیاز مهم تر یکیمتفاوت،  لیاز دلا یمتعدد ناش یها یو خاموش یکیالکتر یبخش ها به انرژ

بهتر در سال  نانیاطم تیبلسطح قا یبرا عیتوز یرو، همواره شرکت ها نیاست. از ا ینظارت یتوجه نهادها

عملکرد  ن،ی. همچنردیگ یصورت م ییها یگذار هیاساس سرما نیکنند و بر ا یم یهدف گذار یآت یها

هدف  نیا تی. هرچند، با وجود اهمردیگ یقرار م یابیراستا مورد ارز نیها مانند امور و ادارات در ا ربخشیز

 قیردقیو غ یبه صورت تجرب عیتوز یدر شرکت ها یرهدف گذا ندیعملکرد، معمولا فرا یابیو ارز یگذار

 یو بهره بردار یذات یها یژگیبا و عیفوق توز یها ستگاهیو گاها عملکرد امور و ادارات و ا ردیگیصورت م

 یهامقاله با استفاده از داده نیدر ا شود.یم یابیو ارز سهیمقا نانیاطم تیمتفاوت، تنها بر اساس شاخص قابل

پوش داده  زیبر آنال یروش مبتن کی یکیالکتر یانرژ عیتوز یدر شرکت ها نانیاطم تیقابل یشده  رهیذخ

 یاتیو عمل یذات یها و تفاوت ها یژگیبر اساس و عیفوق توز یها ستگاهیعملکرد ا یابیشود تا ارز یم شنهادیپ

داشتند، سطح مطلوب  یمطلوب ییکه کارا ییها ستگاهیا نییبا تع ن،ی. همچندریصورت گ یبه صورت عادلانه تر

 یعدد جیگردد. نتا یم نییتع زین یآت یها یجهت هدف گذار عیقابل حصول شرکت توز نانیاطم تیقابل

به صورت عادلانه تر  ینرخ خاموش نیمقاله منجر به تخم نیا یشنهادیروش پ یساز ادهیدهد که پ ینشان م

 انیخواهد شد. از روش ب یاز لحاظ عملکرد در شاخص نرخ خاموش عیفوق توز یها ستگاهیبهتر ا یبندو رتبه 
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با توجه به دقت و  نانیاطم تیقابل یشاخص ها یسطح مطلوب همه  نییتع یتوان برا یمقاله م نیشده در ا

 .استفاده کرد ع،یتوز یهاموجود در شرکت نانیاطم تیقابل یجامع بودن داده ها
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  1494ICEEکد مقاله: 

 یتیامن ودیقدرت با ق یهاستمیس یابی: نرم افزار بازیابیپنل باز

 رضا فرتاش -زاده  لیرسول اسماع -روادانق  یسجاد نجف

 شرکت برق منطقه ای آذربایجان -شرکت برق منطقه ای آذربایجان  -آذربایجان  مدنی شهید ذربایجانآ

 چکیده

برداری از آن است. ایجاد وقفه ای قدرت یکی از وظایف مهم مراکز دیسپاچینگ در فرایند بهرههبازیابی سیستم

در این فرایند می تواند هزینه ها و تبعات جبران ناپذیری به مجموعه صنعت برق و جامعه وارد نماید. در این 

باشد، می "زیابی شبکه آذربایجانتحقیق و تعیین استراتژیهای با"مقاله که خلاصه ای از نتایج پروژه تحقیقاتی 

ارایه شده است. این پروژه در دو محور عمده یعنی تعیین مسیرهای بهینه بازیابی شبکه و راستی آزمایی نرم 

افزاری مسیرهای تعیین شده انجام گرفته است. از دستاوردهای مهم این پروژه بررسی و تحلیل مسیرهای مهم 

ناریوهای مختلف از قبیل، خاموشی سراسری، جزئی، چند جزیره ای و غیره بازیابی شبکه برق آذربایجان در س

و ارائه نقاط ضعف و قوت و معایب و مزایای هر کدام از مسیرها بوده است. مهمترین خروجی این طرح که در 

است  (Restoration Panel) این پروژه محقق گردیده است، تهیه نرم افزار آزمون و کنترل فرایند بازیابی

که می تواند در مسیریابی بهینه، کنترل و راستی آزمایی این مسیرها در مطالعات بازیابی شبکه مورد استفاده 

قرار گیرد. نرم افزار پس از تعیین مسیرهای بهینه با توجه به قیود متعدد بازیابی و با در اختیار گرفتن نرم 

بازیابی را اعمال کرده و به صورت ترتیبی ، قیود فنی  DIgSILENTافزار محاسباتی و تحلیل شبکه مانند

 دهد.مسیر بازیابی را ارزیابی و با مهندس بهره بردار مکالمات لازم را انجام می
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Paper Code: ICEE 1555 

Electricity Tariff Volatility Mitigation Using Uncertainty Diminution and 

Hedge Contracts along with Risk Management Policies 

Majid Moazzami - Hossein Shahinzadeh - Majid Najafi - Zohreh Azani - 

Shohreh Azani - Gevork B. Gharehpetian 

Islamic Azad University,Najafabad - Amirkabir University of Technology - 

Islamic Azad University,Najafabad - Amirkabir University of Technology - 

Amirkabir University of Technology - Amirkabir University of Technology 

 

Abstract 

After the advent of restructured power systems and the transition from traditional 

grid management into deregulated management, which procures higher levels of 

intelligence, observability, agility, controllability, the importance of quantitative 

risk assessment and risk mitigation has been grown. In recent years, many market 

players have experienced long-term planning problems, which incur staggering 

costs to the grids. Investing in the electricity industry is a long-term investment 

and the investor will suffer heavy losses in the case of inappropriate forecasting 

and lack of elaborated management. Hence, the investors should be so 

encouraged through incentives and tariff determination policies that a convincing 

level of reliability is achieved. Furthermore, the investment costs and 

maintenance costs should be recovered by the revenue earned from well-thought-

out tariffs. Tariffs also send economic signals to price-elastic loads that help to 

shape the consumption pattern of end-users and change the demand curve, 

particularly for peak clipping and valley filling. In a restructured environment, 

the electricity tariffs have hourly or intra-hour volatilities. These variations are 

triggered by various uncertainties. The uncertainty in tariffs is not desired by the 
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customers. The improvement in the predictability of tariffs mitigates the risk for 

market players as well as end-users for profitability and portfolio management. 

Such improvements and risk mitigations can be maintained by some financial 

means, known as hedging means, such as call/put option contracts, contract for 

difference agreements, long-term future or forward contracts, diversification and 

liquidity improvement in markets, insurance and arbitrage diminution rules, etc. 

In this paper, a new tariffs volatility reduction technique using risk management 

approaches and long-term contracts for restructured power systems is proposed. 

Bilateral long-term contracts will arguably alleviate risk fluctuations in 

investment and subsequently market prices in the long term. In order to solve this 

problem and its economic facets, long-term bilateral hedge contracts for the 

control of long-term uncertainty are integrated into the model. In the proposed 

method by designing long-term contracts deploying economic financing 

paradigms and optimal decision-making schemes, the role of long-term hedge 

contracts in reducing general tariff costs and instability by incorporating GAMS 

software on the Iran National Grid (ING) has been investigated. 
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 ۱8:۰۰الی  ۱6:3۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲8چهارشنبه 

 موضوعات ترکیبی قدرت -۷عنوان نشست: قدرت سیستم 

 بهشتی شهیددانشگاه                  محمدتقی عاملیدکتر    

  امیرکبیردانشگاه صنعتی        ی   نادر یصلاهدی دکتر م   نشست: وسایر 

 شاهددانشگاه                          عارف درودی  دکتر                           

 

ICEE-1220 

Constructing a Security Network for Improving the Information 

Vulnerability of Transmission Systems Observability 

*Vahid Sohrabi Tabar - Saeid Ghassemzadeh - Sajjad Tohidi - Pierluigi Siano 
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ICEE-1408 
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ICEE-1510 

Reactive Power Compensation in Distribution Grids: An Application of 

Trinary Cascaded H-bridge Multilevel Inverter 

*Yousef Neyshabouri - Mohammad Farhadi-Kangarlu 
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Paper Code: ICEE 1220 

Constructing a Security Network for Improving the Information 

Vlnerability of Transmission Systems Observability 

Vahid Sohrabi Tabar - Saeid Ghassemzadeh - Sajjad Tohidi - Pierluigi Siano 

University of Tabriz - University of Tabriz - University of Tabriz - 

University of Tabriz 

Vahid Sohrabi Tabar - Saeid Ghassemzadeh - Sajjad Tohidi - Pierluigi Siano 

Abstract 

Security of smart power systems data points has become a critical issue in recent 

years. The phasor measurement units transfer the measured data to the central 

unit for various purposes such as state estimation. Since the connection lines can 

be vulnerable to cyber-physical attacks, the information security of such sensors 

should enhance. This paper utilizes firewall hardware to specify a bypass channel 

and create a secure path for data transferring. Hence, a bi-level modelling is 

proposed where the optimal place of phasor measurement units is determined in 

the higher level and the location of firewalls is specified in the lower level. 

Moreover, impacts of component failure and loss of connection lines are 

investigated. The simulation results are implemented on the IEEE 8-bus and 14-

bus standard transmission systems. 
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Paper Code: ICEE 1245 

Design an Intelligent Fault Detection System for Spring-drive Operating 

Mechanism of SF6 High Voltage Circuit Breaker Using ADAMS 

Milad Tahvilzadeh - Mehdi Aliyari Shooredeli - Ali asghar Razi Kazemi 

K. N. Toosi University of Technology - K. N. Toosi University of Technology - 

K. N. Toosi University of Technology 

Abstract 

High-voltage circuit breakers (HVCBs) are one of the main components of a 

power system that have a protective function. That is why monitoring and faults 

diagnosing HVCBs are essential to prevent damage to other parts of system. This 

paper presents a design of an intelligent fault detection system, using machine 

learning algorithms for a typical EDF, 72.5 kV, SF6 HVCB with a spring drive 

mechanism. The faults of the drive mechanism appear in the travel curve of the 

contacts, which is used in the design of the fault detection model. As collecting 

experimental data is costly, ADAMS software has been employed to provide 

various scenarios. Subsequently, the database required to train the fault detection 

model is generated based on the extracting the appropriate feature from the 

curves. Afterwards, it is possible to compare the performance of machine learning 

models and provide a suitable model for fault detection. Finally, using the 

optimum model enables us to detect the state of the HVCBs. In the case of faulty 

state, the origin of the abnormality can be determined according to the faults 

considered in the database. 
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   1260ICEE کد مقاله:

استفاده از  با یحرارت -یکیالکتر یانرژ یبیترک یهاستمیس یعمل یهاتیمحدود یمدلساز

 یاضیر یزیر برنامه شرفتهیپ لاتیتبد

 زاده فیشر نیحس - یحسن آباد حانهیر

 سبزواری حکیم دانشگاه - سبزواری حکیم دانشگاه

 چکیده

حرارتی بدلیل بازدهی بالا و همراستایی با مفهوم توسعه پایدار در -های ترکیبی انرژی الکتریکیسیستم

ریزی بهینه آنها به علت های برنامهاند. با این حال، چالشگسترش یافته های پیشرفته تامین انرژیسیستم

سازی رفتارها و برداری نامحدب و توابع هزینه پیچیده هنگام مدلپیدایش عبارات دوسویه، ناحیه بهره

ین های آنها شده است. در ابردای مناسب و بهینه از قابلیتهای عملیِ سیستم مذکور، مانعِ بهرهمحدودیت

گردد تا فضای ای از تبدیلات پیشرفته ریاضی پیشنهاد میهای مذکور، مجموعهمقاله برای غلبه بر چالش

سازی مربوط تر و کارآمدتر مساله بهینهپیچیده سیستم به یک مدل خطی تبدیل شده و امکان حل بهینه

پیشرفته با قدرت همگرایی بالا  های ریاضیگردد. از آنجاکه حل مدل پیشنهادی با استفاده الگوریتمفراهم 

شود. گیرد، استفاده از آن برای اهداف عملی و صنعتی نیز با قابلیت اطمینان بالایی امکانپذیر میصورت می

های مختلف ارزیابی شده و نتایج روش پیشنهادی در چند سیستم مطالعاتی با اندازه و درجه پیچیدگی

است. نتایجِ ارزیابی، حاکی از قابلیت بالای روش پیشنهادی در حل آمده با تحقیقات اخیر مقایسه شده بدست

 .ها استهای سیستم ترکیبی و برتری قابل ملاحظه در مقایسه با دیگر روشو مدیریت پیچیدگی
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  1408ICEEکد مقاله:  

 قیعم یریادگیقدرت به کمک روش  یدر کابل ها دیشد یجزئ هیمنبع تخل کیتفک

 محمد شهرتاش دیس -فر  نیشاه انیک -پور  یمحسن عل دیس 

 ایران صنعت و علم دانشگاه - ایران صنعت و علم دانشگاه - ایران صنعت و علم دانشگاه

 چکیده

 قیبزرگ واقع در عا یدر حفره ها دیشد یجزئ یها هیتخل کیتفک یبرا قیعم یریادگیمقاله از روش  نیدر ا

کابل قدرت  کینمونه متشکل از  ستمیس کی یساز هیبا شبراستا  نیقدرت استفاده شده است. در ا یکابل ها

 ییهازمان که مربوط به حفره هدر حوز یجزئ هیتخل یهاگنالیس ،یجزئ هیمنبع تخل یکرو یسه فاز و حفره ها

 کی ق،یعم یریادگیشوند. سپس با استفاده از روش  یبا مشخصات مختلف هستند، در هر سه فاز استخراج م

 قیعم یشود. شبکه عصب یآموزش داده م یساز هیحاصل از شب یهاداده لیمنظور تحل به قیعم یشبکه عصب

استفاده  یها به عنوان ورودمتناظر با آن یهاو برچسب یه جزئیتخل یهاگنالیمقاله از س نیمورد استفاده در ا

قرار گرفته  سهیمورد مقا قیعم یآموزش شبکه عصب یبرا شرفتهیساز پ نهیعملکرد چهار به نی. همچنکندیم

 تمیمورد استفاده با هرکدام از چهار الگور قیعم یدهد که شبکه عصب یمقاله نشان م نیحاصل از ا جیاست. نتا

تست،  ندیدرصد در فرآ ۹3 یآموزش و دقت بالا ندیدرصد در فرآ ۹۷ یتوانسته است با دقت بالا یساز نهیبه

 .دینما کیحفره ها تفک ریبزرگ را از سا یحفره ها
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Paper Code: ICEE 1510 

Reactive Power Compensation in Distribution Grids: An Application of 

Trinary Cascaded H-bridge Multilevel Inverter 

Yousef Neyshabouri - Mohammad Farhadi-Kangarlu 

Urmia University - Urmia University 

Abstract 

Recently, application of multilevel inverters (MLIs) in reactive power 

compensators has achieved remarkable attention. This paper presents a model 

predictive control (MPC) method for distribution grid static synchronous 

compensator (DSTATCOM) based on trinary cascaded H-bridge (T-CHB) MLI. 

The T-CHB consists of the cascaded connection of H-bridge cells with trinary dc 

voltages. T-CHB produces the higher number of output voltage levels with a 

lower number of power switches compared to the several alternative MLIs. The 

main challenge in application of T-CHB as DSTATCOM is controlling the 

voltages of capacitors in unequal voltage levels. This paper proposes a modified 

finite-set MPC method to achieve this goal. Through a multi-objective 

optimization, the compensated reactive current and voltages of capacitor are kept 

under control. Also, the switching frequency of the high-voltage cell is added to 

the optimization process to mitigate the switching losses in that cell. Simulation 

results in MATLAB/SIMULINK are presented to validate the performance of T-

CHB DSTATCOM. 
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ICEE-1207 

Design of Observer-based Nonlinear Controller for Tracking Maximum 

Power Point in the Solar Cell 

*Kobra Siahi - Mohammad Reza Arvan - Vahid Behnamgol - Mahdi Mosayebi 

________________________________________________________________ 

ICEE-1269 

A Framework for Plant Topology Extraction using Process Mining and 

Alarm Data 

 *Amir Neshastegaran - Ali Norouzifar - Iman Izadi 

________________________________________________________________ 

ICEE-1288 

Distributed Energy Management of Large-scale Microgrids using Predictive 

Control 

*Hamid Reza Babaei Ghazvini - Mahsa Ghavami – Mohammad Haeri 

________________________________________________________________ 

ICEE-1356 

Control Tracker of Two Degrees of Solar Cell Freedom using Sliding Mode 

Controller 

*Kobra Siahi - Mohammad Reza Arvan - Vahid Behnamgol - Mahdi Mosayebi 

 

 

 ۱8:۰۰الی  ۱6:3۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲8چهارشنبه 

 اتوماسیون و کنترل صنعتی -6کنترل عنوان نشست: 

 دانشگاه تربیت مدرس   ی   مومن درضایدکتر حم   

 دانشگاه شهید بهشتی      انیاکبر افضل یدکتر عل  نشست: یروسا 
   ازدانشگاه شیر             ی   اکبر صفو یعل دیدکتر س   



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

265 
 

ICEE-1026 

Deception Attack Detection and Resilient Control in Platoon of Smart 

Vehicles 

*Hassan Mokari - Elnaz Firouzmand - Iman Sharifi - Ali Doustmohammadi 

________________________________________________________________ 

ICEE-1050 

Modeling, Estimation, and Model Predictive Control for Covid-19 Pandemic 

with Finite Security Duration Vaccine 

*Abolfazl Delavar - Reza Rahimi Baghbadorani 

________________________________________________________________ 

ICEE-1057 

 مداوم گریریخته ماشین در قالب مذاب سطح تشخیص هوشمند سیستم طراحی

 ذبحی سعیده - المدرسی تقی محمد سید - رشیدی رضا محمد*
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Paper Code: ICEE 1207 

Design of Observer-based Nonlinear Controller for Tracking Maximum 

Power Point in the Solar Cell 

Kobra Siahi - Mohammad Reza Arvan - Vahid Behnamgol - Mahdi Mosayebi 

Malek Ashtar University - Malek-Ashtar University - Malek-Ashtar University -

Malek-Ashtar University 

Abstract 

To transfer maximum power from the solar cell to the load, a control method is 

used to adjust the switching signal of the boost converter. Due to the nonlinearity 

of the voltage-power characteristic of the solar cell as well as the uncertainty of 

the electrical elements of the converters, in this paper the sliding mode control 

method is used. Nonlinear controllers need to know about nonlinear functions in 

feedback, but this paper uses an extended state observer to estimate these 

functions, which are assumed to be non-measurable information. The stability of 

the control system has been analytically proven and the performance of the 

proposed observer in estimating nonlinear functions and the efficiency of the 

controller in tracking the reference output, which is calculated by the maximum 

power calculation algorithm, has been evaluated by computer simulation. 

 

 

 

 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

267 
 

Paper Code: ICEE 1269 

A Framework for Plant Topology Extraction using Process Mining and 

Alarm Data 

Amir Neshastegaran - Ali Norouzifar – Iman Izadi 

Isfahan University of Technology - Isfahan University of Technology 

 Isfahan University of Technology 

Abstract 

Industrial plants are prone to faults. To notify the operator of a fault occurrence, 

alarms are utilized as a basic part of modern computer-controlled plants. 

However, due to the interconnections of different parts of a plant, a single fault 

often propagates through the plant and triggers a (sometimes large) number of 

alarms. A graphical plant topology can help operators, process engineers, and 

maintenance experts find the root cause of a plant upset or discover the 

propagation path of a fault. In this paper, a method is developed to extract plant 

topology from alarm data. The method is based on process mining, a collection 

of concepts and algorithms that model a process (not necessarily an engineering 

one) based on the recorded events. The event based nature of alarm data as well 

as the chronological order of recorded alarms make them suitable for process 

mining. The methodology developed in this paper is based on preparing alarm 

data for process mining and then using suitable process mining algorithms to 

extract plant topology. The extracted topology is represented by the familiar Petri 

net which can be used for root cause analysis and discovering fault propagation 

paths. The methods to evaluate the extracted topology are also discussed. A case 

study on the well-known Tennessee Eastman process demonstrates the utility of 

the proposed method. 
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Paper Code: ICEE 1288 

Distributed Energy Management of Large-scale Microgrids using 

Predictive Control 

Hamid Reza Babaei Ghazvini - Mahsa Ghavami - Mohammad Haeri 

Sharif University of Technology - Sharif University of Technology - 

Sharif University of Technology 

Abstract 

This paper studies the real-time energy management of large-scale residential 

households and stand-alone electric vehicles charging stations using a non-

cooperative game based on consensus protocol. We consider a set of aggregators, 

each equipped with a processor, to minimize its own cost function by having 

access to the local estimation terms of neighboring aggregators. Since the cost 

function of each aggregator is affected by strategy of other aggregators through 

total generation cost, such interaction among competitive agents is modeled as a 

non-cooperative game. An idea based on model predictive control is utilized to 

deal with highly random behavior of users. In this paper, a time-of-use pricing 

tariff with less value for loyal users is proposed such that the convergence time 

remains unchanged. Finally, the effectiveness of the proposed iterative algorithm 

is assessed by a set of simulations. 
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Paper Code: ICEE 1356 

Control Tracker of Two Degrees of Solar Cell Freedom using Sliding Mode 

Controller 

Kobra Siahi - Mohammad Reza Arvan - Vahid Behnamgol - Mahdi Mosayebi 

Malek Ashtar University - Malek Ashtar University - Malek Ashtar University - 

Shahed University 

Abstract 

One of the main components of a solar power station is panels. The photovoltaic 

panel has the highest energy absorption when the sun's rays are perpendicular to 

it. To track the sun for absorbing maximum radiation, The panel is placed on a 

platform with two degrees of freedom. Depending on the latitude and longitude 

and the position of the year, the path of the sun is determined by a predetermined 

path and the tracker must follow that path. Due to the existence of uncertainties 

in the tracking system, in this article, a sliding mode controller is used. Therefore, 

to design the control system and evaluate the performance of the control system, 

the model of the tracking platform and solar radiation has been extracted. The 

designed control system has been evaluated by performing computer simulations 

as well as by performing a processor in the loop. The simulation results show 

better performance of the sliding mode controller than the classical PID controller 

in the presence of uncertainty. Also, the results of a processor in the loop indicate 

its ability to be implemented in real-time. 
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Paper Code: ICEE 1026 

Deception Attack Detection and Resilient Control in Platoon of Smart 

Vehicles 

Hassan Mokari - Elnaz Firouzmand - Iman Sharifi - Ali Doustmohammadi 

Amirkabir University of Technology - Amirkabir University of Technology 

Amirkabir University of Technology - Amirkabir University of Technology 

Abstract 

Platooning of smart vehicles would be an important application of multi-agent 

systems. Each member of a multi-agent system is vulnerable to malicious attacks. 

Cyber attacks including deception attack can inject false data to the information 

sent through the local feedback links of vehicles in the platoon. The attacked 

agents might deviate from the specified route in the group. Furthermore, due to 

the cooperation between agents, the effect of attack can snowball into other agents 

and destabilize the whole system. In this paper, a resilient vehicular control 

strategy is proposed against deception attack to retrieve the attacked agent to 

rejoin the platoon. Moreover, the detection of a vehicle under deception attack 

will be done by incorporating a high-gain observer. At the end, case study 

demonstrates the capability of the proposed procedure. 
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Paper Code: ICEE 1050 

Modeling, Estimation, and Model Predictive Control for Covid-19 

Pandemic with Finite Security Duration Vaccine 

Abolfazl Delavar - Reza Rahimi Baghbadorani 

Sharif University of Technology - Sharif University of Technology 

 

Abstract 

Spreading Covid19 has significantly impacted humans’ affairs worldwide, either 

economically or in a sanitary manner. Besides social distance and hospitalization, 

making and introducing different vaccines help us ameliorate infection and 

mortality rates. In this research, we use a nonlinear dynamic model for Covid19, 

with eight states named susceptible, exposed, infected, quarantined, hospitalized, 

recovered, deceased, and insusceptible populations. Also, we use social 

distancing, hospitalization, and vaccination rate as three control inputs. This 

research aims to stop the Covid-19 from spreading worldwide and minimize 

exposed, infected and deceased populations using model predictive control. 

Meanwhile, the measurements data defined in terms of the hospitalized and 

deceased populations are used to estimate other unmeasurable states by an 

unscented Kalman filter. In other words, the insusceptible, exposed, infected, 

quarantined, recovered, and susceptible individuals cannot be identified precisely 

because of the asymptomatic infection of the Covid-19 in some cases, its 

incubation period, and the lack of an adequate community screening. Finally, 

experimental results show that the proposed algorithm is feasible and efficient to 

decrease infection and mortality rates compared to the uncontrolled scenario. 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

272 
 

  1057ICEE کد مقاله:

 مداوم گریریخته ماشین در قالب مذاب سطح تشخیص هوشمند سیستم طراحی

 ذبحی سعیده - المدرسی تقی محمد سید - رشیدی رضا محمد

 یزد دانشگاه - یزد دانشگاه - یزد دانشگاه

 چکیده

فولاد  تیفیک نیتضم یپارامترها برا نیتراز مهم یکیمداوم، کنترل سطح ذوب درون قالب  یگرختهیدر ر

 ۀلیوسبه ند،یفرآ نیا یرخطیغ یهامشخصه لیشده در داخل قالب به دلسطح فولاد ذوب قیاست. کنترل دق

ارتفاع  صیتشخ گرذوب، خراب شدن حس یگرختهیر ستمیدر س یمعمول دشوار است. چالش اصل یهاروش

دچار اختلال شده و  یگرختهیر ستمیس شود،یکه حسگر سطح مذاب خراب م یسطح مذاب است. هنگام

وجود دارند  یادیز یذوب پارامترها یگرختهیر ستمی. در سشودیمذاب از کنترل خارج م یگرختهیر ندیفرآ

 یریگاندازه ییپارامترها توسط حسگرها نیارتباط دارند. ا میرمستقیغ ایو  میطور مستقکه با سطح ذوب به

 یاز پارامترها یمشخص یبه الگو دنیبه منظور رس یساختار کنترل نییمقاله، ابتدا به تع نی. در اشوندیم

کننده پرداخته شده است. موتور متوقف یشده رونصب ومتریو مقدار پتانس یگرختهیازجمله سرعت ر یورود

 یبرا یشنهادیکه در طرح پ یشده، به طور شنهادیحل چالش فوق پ یبرا یعصب ۀسپس استفاده از شبک

استفاده شده  یعصب ۀشبک یعنوان ورودپارامترها به گریمذکور به همراه د یاز پارامترهاسطح ذوب  ینیبشیپ

 ن،یبرا بود. علاوه یشنهادیعملکرد مطلوب طرح پ دیمتلب مؤ طیانجام شده در مح یها یسازهیاست. شب

تواند یدرصد م ۹5نشان داد که با دقت  جیقرار گرفت و نتا یابیمورد ارز زین یطور عملبه  یشنهادیطرح پ

 .کندینیبشیذوب را پ یسطح واقع
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ICEE-1345 

 بهبودی بر مساله تشخیص اشیا برجسته درتصاویر مبتنی بر یادگیری عمیق

 کامران کاظمی -محمد صادق هل فروش  -طاهری  مهران*

________________________________________________________________ 

ICEE-1383 

Image Inpainting Using AutoEncoder and Guided Selection of Predicted 

Pixels 

*Mohammad Hossein Givkashi - Mahshid Hadipour - Arezoo PariZanganeh - 

Zahra Nabizadeh Shahre-Babak - Nader  Karimi - Shadrokh Samavi 

________________________________________________________________ 

ICEE-1422 

A Hybrid Approach for Multimodal Biometric Recognition Based on 

Feature Level Fusion in Reproducing Kernel Hilbert Space 

*Mohammad Hassan Safavipour - Mohammad Ali Doostari - Hamed Sadjedi 

________________________________________________________________ 

ICEE-1501 

 GAN بازسازی تصویر با معکوس کردن شبکه

  احمد شعبانی -سعید باقری شورکی  -علی مجلسی کوپائی *

 

 ۱8:۰۰الی  ۱6:3۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲8چهارشنبه 

 پردازش تصویر -3کامپیوتر عنوان نشست: 

 دانشگاه صنعتی نوشیروانی بابل  علی آقاگل زاده   دکتر    

  دانشگاه علم وصنعت   دکتر محسن سریانی   نشست: یروسا 
 دانشگاه تبریز  رهادی سید عربی   دکتر می   
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ICEE-1421 

 یادگیری متری عمیق جهت شناسایی افراد

 عبدالرضا میرزائی -مائده احمدی  -مهران صفایانی  -امیرعلی نسیمی *
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  1345ICEE کد مقاله: 

 بهبودی بر مساله تشخیص اشیا برجسته درتصاویر مبتنی بر یادگیری عمیق

 کامران کاظمی -محمد صادق هل فروش  -طاهری  مهران

 شیراز صنعتی دانشگاه - شیراز صنعتی دانشگاه -دانشگاه صنعتی شیراز 

 چکیده

توجهی در تشخیص ، پیشرفت های قابل (FCN) در سال های اخیر با توسعه شبکه های کاملا کانولوشنی

، به دلیل داشتن قابلیت ترکیب FCNاشیا برجسته بوجود آمده است. روش های تشخیص برجستگی مبتنی بر 

ویژگی های چند سطحی و چند مقیاسی، می توانند نقشه های برجستگی با وضوح و کیفیت بالاتری تولید 

به کمک معرفی اتصالات  (DSS) کنند. یکی از این روش ها، روش تشخیص برجستگی عمیقا نظارت شده

کوتاه است. اگر چه این روش توانایی خوبی در موقعیت یابی دقیق اشیا برجسته را پیداه کرده است، اما در 

بازیابی اطلاعات مرزی اشیا ریز و درشت در برخی صحنه های پیچیده ناموفق است. در این مقاله برای بازیابی 

برجسته، به کمک معرفی یک مادول جدید به نام پولینگ هرم مکانی وزن اطلاعات بیشتری از بدنه و مرز اشیا 

و انجام اصلاحاتی در اندازه مکانی لایه های عمیق تر، یک روش قوی  (WR-ASPP) دهی پس ماند ویژگی

پایگاه داده محبوب تشخیص  6تر از نظر دقت عملکرد پیشنهاد شده است. روش پیشنهادی ما در ارزیابی روی 

 موفق به بدست آوردن نتایج دقیق تری شده است. برجستگی،
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Paper Code: ICEE 1383 

Image Inpainting Using AutoEncoder and Guided Selection of Predicted 

Pixels 

Mohammad Hossein Givkashi - Mahshid Hadipour - Arezoo PariZanganeh - 

Zahra Nabizadeh Shahre-Babak - Nader  Karimi - Shadrokh Samavi 

Isfahan University of Technology  - Isfahan University of Technology 

 Isfahan University of Technology - Isfahan University of Technology 

Isfahan University of Technology - McMaster University Canada 

Abstract 

Image inpainting is one of the most important ways to enhance corrupted digital 

images or pictures with missing pixels. For this purpose, different methods have 

been proposed. Some methods use the information of neighboring pixels to 

reconstruct the image. However, recent advances in deep learning have shown 

that receiving reasonable structural and semantic details from images can solve 

this problem. In this paper, we propose a network for image inpainting. This 

network, similar to U-Net, extracts various features from images, leading to better 

results. We improve the final results by replacing the damaged pixels with the 

recovered pixels of the output images. Our experimental results show that this 

method produces high-quality results compare to the traditional methods. 
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Paper Code: ICEE 1422 

A Hybrid Approach for Multimodal Biometric Recognition Based on 

Feature Level Fusion in Reproducing Kernel Hilbert Space 

Mohammad Hassan Safavipour - Mohammad Ali Doostari - Hamed Sadjedi 

Shahed University - Shahed University - Shahed University 

Abstract 

The feature vectors contain richer information than the scores, decisions and even 

raw data, thereby making feature-level fusion more effective than other levels. In 

the proposed method, kernel is used for fusion in feature space. First, the face 

features are extracted using kernel-based methods, the features of both right and 

left irises are extracted using Hough Transform and Daugman algorithm methods, 

and the features of both thumb prints are extracted using the Gabor filter bank. 

Second, after normalization operations, we use kernel methods to map the feature 

vectors to a reproducing kernel Hilbert space (RKHS) where non-linear relations 

are shown as linear for the purpose of compatibility of feature spaces. Then, 

dimensionality reduction algorithms are used to the fusion of the feature vectors 

extracted from fingerprints, irises and the face. Since the proposed system uses 

face, both right and left irises and right and left thumbprints, it is hybrid multi-

biometric system. Our results show that the hybrid multimodal template, while 

being secure against spoof attacks and making the system robust, can use the 

dimensionality of only 15 features to increase the accuracy of a hybrid 

multimodal biometric system to 100%, which shows a significant improvement 

compared with uni-biometric and other multimodal systems. 
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   1501ICEE کد مقاله:

 GAN بازسازی تصویر با معکوس کردن شبکه

 احمد شعبانی -سعید باقری شورکی  -علی مجلسی کوپائی 

 شریف صنعتی دانشگاه -شریف  صنعتی دانشگاه -شریف  صنعتی دانشگاه

 چکیده

های های عمیق موردتوجه قرارگرفته است. با استفاده از شبکههای اخیر، بازسازی تصاویر با شبکهلدر سا

GAN شده بهبود یافته است. در این مقاله از روش تفسیر  های مولد متخاصم(، کیفیت تصاویر ترمیم)شبکه

همچنین قصد داریم با پیدا  ایم به ترمیم تصاویر بپردازیم.سعی کرده GANهای عصبی با استفاده از شبکه

کردن ورودی مناسب برای یک شبکه مولد، تصاویر را ترمیم کنیم. در ضمن به بررسی تئوری این روش نیز 

پیکسل، تقریباً یک ساعت است  6۴×6۴پردازیم. زمان آموزش شبکه با این روش برای تصاویر چهره با ابعاد می

است. چون در این مقاله به بازسازی تصاویر چهره با رزولوشن  تریهای موجود، زمان کوتاهکه نسبت به روش

توانیم چهره مخدوش فردی که با یک دوربین مداربسته از فاصله دور ایم در نتیجه میتر پرداختهپایین

 شده است را بازسازی کنیم.گرفته
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  1421ICEEکد مقاله: 

 یادگیری متری عمیق جهت شناسایی افراد

 عبدالرضا میرزائی -مائده احمدی  -مهران صفایانی  -می امیرعلی نسی

 اصفهان صنعتی دانشگاه - اصفهان صنعتی دانشگاه - اصفهان صنعتی دانشگاه - اصفهان صنعتی دانشگاه

 چکیده

از پیچیدگی های مسئله ی شناسایی افراد، تطبیق تصاویر عابران بدست آمده از دوربین هایی با زوایای مختلف 

دقیق تر، متفاوت بودن موقعیت مکانی فرد در هر تصویر و تعدد حالات ایستایی بدن سبب چالش  است. بطور

برانگیز شدن این حوزه می شود. در این مسئله، با توجه به عملکرد خاص یادگیری متری )کاهش بعُد هدفمند 

می یابد. با توجه به و استفاده به جای دسته بند( نسبت به تعریف معیار شباهت، عملکرد شناسایی بهبود 

غیرخطی بودن روابط میان ویژگی های استخراج شده از تصاویر روشی مبتنی بر تلفیق یادگیری متری با 

شبکه های عصبی عمیق پیشنهاد شده است. از آنجاییکه تعریف معیار شباهت کلی برای مجموعه های داده 

رت محلی )با کمک خوشه بندی عمیق( ای چندحالته کافی نمی باشد، تعریف یادگیری متری عمیق بصو

سر مابین یادگیری -به-جهت تعریف معیار شباهت تخصصی تر، سبب طراحی ساختار جدیدی )چهارچوب سر

متری و خوشه بندی( در این پژوهش شده است. جهت ارزیابی روش پیشنهادی، از مجموعه های داده ای 

Viper و تلفیق بین دو مجموعه یViper  وQMUL گردیده است. نمونه های موجود در هر دو  استفاده

مجموعه ی داده ای بصورت تصاویر تمام قد با تعداد کم و کیفیت پایین بوده که شرایطی چالش برانگیز را 

ایجاد کرده اند. با توجه به نتایج بدست آمده از این مقاله در مقایسه با پژوهش های پیشین، معیار شباهت 

 نماید.غیرخطی نمونه ها را توصیف می نهایی بطور تخصصی تر روابط
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ICEE-1569 

Type-2 Fuzzy Expert System for Management of Smart Home with 

Combining Renewable Resources 

*Ali Beheshtikhoo - Mahdi Pourgholi - Iman Khazaee 

________________________________________________________________  

ICEE-1540 

ترانسفورماتور  یمتصل به شبکه بر بارگذار یدیخورش یانرژ یهاستمیس یکینامید ریتاث یبررس

 برق یروین عیتوز فیو بهبود عملکرد شبکه فشار ضع

 یمعصوم یعل - یرضا خداد - یمحمد یمهد*

 _______________________________________ _________________________ 

ICEE-1505  

TID-based PSS2B to Overcome LFO Issue in Multi-machine Power Systems 

*Javad Morsali 

________________________________________________________________ 

ICEE-1347 

A Brief Review of Methods for Improving the Performance of Virtual 

Synchronous Generators under Unbalnced Conditions 

*Mohammad Hossein Mousavi - Hassan Moradi CheshmehBeigi 
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 دینامیک و کنترل -8قدرت سیستم عنوان نشست: 

 الدین طوسیصنعتی خواجه نصیردانشگاه                محمدتقی بطحائیدکتر    

 نعتی شریفدانشگاه ص         ی   انیپرن یمصطفدکتر    نشست: یروسا
 کبیردانشگاه صنعتی امیر                         دکتر حسن رستگار    
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ICEE-1344 

 اصلاح شده یچیپمیبا استفاده از تابع س یخط یدو درجه آزاد زالوریر یمدل ساز

 انیتوتونچ دیفر - ادرسیرضا فر*

 ________________________________________________________________ 

ICEE-1312 

A Technical-managerial Framework for Determining Periodic Performance 

Indices and Operating Ranges of Power Grid Frequency 

Hamed Delkhosh - Hossein Seifi - *Sajjad Gholamnejad -Morteza Yousefian 

________________________________________________________________ 

ICEE-1304 

Online Estimation of Power System Inertia Using Electromechanical 

Oscillation Parameters with High Penetration of Renewables 

*Shwan Sheikhahmadi - Ali Hesami Naghshbandy - Ayda Faraji 

________________________________________________________________ 

ICEE-1069 

Impacts of Various Wind Turbine Generators on Transient Recovery 

Voltage in a Medium Voltage Power Network 

*Mostafa Heydari - Ali Asghar Razi-Kazemi 
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Paper Code: ICEE 1569 

Type-2 Fuzzy Expert System for Management of Smart Home with 

Combining Renewable Resources 

Ali Beheshtikhoo - Mahdi Pourgholi - Iman Khazaee 

Shahid Beheshti Universit - Shahid Beheshti Universit 

Shahid Beheshti Universit 

Abstract 

This paper presents a type-2 fuzzy expert system (T2-FES) for load-side 

management, Alternative energy sources management, and electrical energy 

storage for a smart home. The presented T2-FES makes decisions automatically 

in a smart home energy management system (EMS), which includes renewable 

energy sources (RES), batteries, controllable loads (CL), uncontrollable loads 

(UL), fuel cells, and electric vehicle (EV). The T2-FES reduces energy 

consumption during peak hours and uses RES to minimize consumption energy 

from the grid. In the proposed EMS, two type-2 fuzzy logic controllers (T2-FLC) 

are used, inputting data to the EMS, including the generation of RES, electricity 

costs, state of charge (SOC) of an EV, fuel cell power, CL, and UL power. The 

input data in this study has been measured over a year and used in the correct 

configuration of the control system. This study illustrates outputs to opt for 

energy generation, CL and used energy in a smart home. Finally, the T2-FES has 

been tested on one smart home and evaluated with one-day real data in Tehran, 

Iran. 
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   1540ICEE کد مقاله:

ترانسفورماتور  یمتصل به شبکه بر بارگذار یدیخورش یانرژ یهاستمیس یکینامید ریتاث یبررس

 برق یروین عیتوز فیو بهبود عملکرد شبکه فشار ضع

 یمعصوم یعل - یرضا خداد - یمحمد یمهد

 مازندران غرب برق نیروی توزیع شرکت - مازندران غرب برق نیروی توزیع شرکت

 چکیده

های انرژی خورشیدی متصل به شبکه به عنوان منابع تولید پراکنده مقیاس کوچک در استفاده از سیستم

های دولت، بطور پیوسته در حال های توزیع نیروی برق به دلیل تاثیرات مثبت زیست محیطی و مشوقشبکه

در  ArcMap ستفاده از نرم افزارافزایش است. در این مقاله، بخشی از شبکه توزیع نیروی برق چالوس با ا

های سازی شده است. با استفاده از پخش بار دینامیکی، تاثیر سیستمشبیه DIgSILENT افزارمحیط نرم

انرژی خورشیدی متصل به شبکه بر میزان بارگذاری ترانسفورماتور توزیع و بهبود عملکرد شبکه توزیع نیروی 

های انرژی خورشیدی در تابستان بررسی شده است. اتصال سیستم برق با توجه به تعریف مشخصه روزانه بار

باعث کاهش بارگذاری ترانسفورماتور توزیع در اوج بار روزانه در تابستان و در نتیجه کاهش تلفات در شبکه 

های انرژی خورشیدی متصل به شبکه، مشخصه تغییرات شود. همچنین، برای سیستمتوزیع نیروی برق می

 .گرفته شده استدر نظر روزانه تولید

 

 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

284 
 

Paper Code: ICEE 1505  

TID-based PSS2B to Overcome LFO Issue in Multi-machine Power 

Systems 

Javad Morsali 

Urmia University of Technology 

Abstract 

Low frequency oscillations (LFOs) in interconnected multi-machine power 

systems is a major concern in viewpoint of power system dynamic stability. 

Proposing high performance power system stabilizers (PSSs) to mitigate 

efficiently the LFOs is an attractive subject which has found remarkable 

consideration in latter literature. Owing to high potential of fractional order 

controllers (FOCs), a tilt- integral-derivative (TID) assisted stabilizer is proposed 

here. In doing so, IEEE type PSS2B is modified to establish a TID-based PSS2B 

stabilizer. The dynamic performance of the suggested TID-PSS2B is investigated 

in comparison with an ingeter order proportional integral derivative (PID) based 

PSS2B counterpart and a former TID-PSS. The objective of this paper is to 

improve the small-signal stability of an interconnected power system via 

preparing further damping torque to suppress the LFOs. The design procedure of 

the TID-PSS2B is mathematically formulated as a minimization problem with the 

aim of decreasing the machines speed deviations. An improved particle swarm 

optimization (IPSO) algorithm is used to find optimal parameters of the presented 

stabilizer. The time domain simulation results reveal that by employing the 

suggested TID-PSS2B, the speed oscillations are suppressed effectively. 

Furthermore, to evaluate the robustness behavior of the presented controller, 

sensitivity analysis is carried out. 
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Paper Code: ICEE 1347 

A Brief Review of Methods for Improving the Performance of Virtual 

Synchronous Generators under Unbalnced Conditions 

Mohammad Hossein Mousavi - Hassan Moradi CheshmehBeigi 

Razi University - Razi University 

Abstract 

In recent decades, due to the increasing use of distributed generation resources 

via power electronic devices which lack sufficient inertia, the entire network 

inertia decreases and this results in worsening the stability condition. Hence, the 

concept of virtual synchronous generators has been widely welcomed as a 

solution to mimic the performance of real synchronous generators providing 

inertia. Inertial injection can reduce sudden frequency changes and increase 

network stability. However, conventional virtual synchronous generators perform 

poorly under unbalanced conditions. In other words, they hold no effective 

algorithm for imbalance compensation. This paper reviews the strategies for 

improving the performance of virtual synchronous generators under unbalanced 

conditions. 
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  1344ICEE کد مقاله:

 اصلاح شده یچیپمیبا استفاده از تابع س یخط یدو درجه آزاد زالوریر یمدل ساز

 انیتوتونچ دیفر - ادرسیرضا فر

 ایران صنعت علم و دانشگاه – ایران صنعت و علمدانشگاه 

 چکیده

چرخشی همراه با ریزالور خطی نوعی حسگر موقعیت است. ریزالورهای مرسوم برای تعیین موقعیت خطی یا 

ماشین های الکتریکی مورد استفاده قرار می گیرند. به دلیل کاربرد فزاینده ماشین های دو درجه آزادی در 

سرومکانیزم های پیشرفته و نیاز مبرم این ماشین ها به حسگرهای موقعیت، پژوهش در خصوص حسگرهای 

ه یک ریزالور دو درجه آزادی صفحه ای با قابلیت دو درجه آزادی اهمیت ویژه ای یافته است. لذا، در این مقال

شود. سپس عملکرد حسگر پیشنهادی با استفاده از تابع معرفی می y و x تعیین موقعیت خطی در راستای

گیرد. نتایج مدل پیشنهادی با استفاده از شبیه سازی اجزای پیچی اصلاح شده مورد بررسی قرار میسیم

گیرد و پس از تایید صحت مدل، از آن برای تعیین پهنای بهینه شیارهای بخش محدود مورد ارزیابی قرار می 

 شود.ساکن و متحرک، استفاده می
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Paper Code: ICEE 1312 

A Technical-managerial Framework for Determining Periodic 

Performance Indices and Operating Ranges of Power Grid Frequency 

Hamed Delkhosh - Hossein Seifi - Sajjad Gholamnejad -Morteza Yousefian 

Tarbiat Modares University  - Tarbiat Modares University 

 Tarbiat Modares University - Tarbiat Modares University  

Abstract 

Frequency is one of the most important health indicators of the power system, 

demonstrating the global active power balance throughout the grid. Accordingly, 

operators try to restrict the frequency deviations against all types of active power 

imbalances as much as possible. Moreover, periodic performance indices are 

utilized to evaluate the quality of this real-time process. Since each particular grid 

has its own characteristics and circumstances, a wide variety of operating ranges 

and periodic performance indices is used for various power grids throughout the 

world. Policymakers have to specify the proper types and set the value of these 

ranges and indices for the grid. However, there is no procedure for this process 

in the literature. This paper introduces the operating ranges and periodic 

performance indices used in the most advanced power grids and generalizes the 

concepts in order to present a classified set of ranges and indices applicable for 

various power grids. Then, a technical-managerial framework is presented to 

determine the acceptable and desired values of these ranges and indices. The 

proposed framework is based on simulation studies and statistical analysis and 

considers different managerial policies to determine the values. The proposed 

method is implemented on a real large-scale grid in order to demonstrate its 

applicability, correctness, and efficiency. 
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Paper Code: ICEE 1304 

Online Estimation of Power System Inertia Using Electromechanical 

Oscillation Parameters with High Penetration of Renewables 

Shwan Sheikhahmadi - Ali Hesami Naghshbandy - Ayda Faraji 

University of Kurdistan  - University of Kurdistan 

 University of Kurdistan  

Abstract 

With the increasing penetration of Renewable Energy Sources, power system 

dynamic behavior depends on the weather and climate changes, which causes 

uncertainty and stochasticity and reduces the power system's total inertia, 

consequently deteriorating the stability. Thus, a fast and accurate technique for 

real-time estimation of inertia is required. It allows the operator to monitor the 

system immediately and make an appropriate decision. This paper proposes an 

online inertia estimation method based on the swing equation for a multi-area 

interconnected power system using the Phasor Measurement Units. This method 

for extracting electromechanical oscillation parameters utilizes a novel signal 

processing approach called short-time Fourier-based synchro squeezing. The 

proposed approach's efficiency is validated through time-domain simulations on 

two test case systems, including the New-England IEEE 39-Bus system and the 

two-area four-generator test power system. The numerical results demonstrate the 

potential and precision of the proposed approach in estimating inertia and 

confirming the modeling assumptions. 
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Paper Code: ICEE 1069 

Impacts of Various Wind Turbine Generators on Transient Recovery 

Voltage in a Medium Voltage Power Network 

Mostafa Heydari - Ali Asghar Razi-Kazemi 

K.N. Toosi University of Technology  - K.N. Toosi University of Technology 

Abstract 

Integrating Distributed Generation (DG) source into medium voltage level power 

systems leads to fundamental changes in the conventional network 

configurations. It changes short circuit current (SCC) level rating, and in some 

cases, much more severe switching transients may be produced. Transient 

Recovery Voltage (TRV) can exceed its standard limits in some fault conditions, 

which results in Circuit Breaker (CB) failure. Therefore, it is essential, to 

investigate these parameters of CB in every change of the power networks. In this 

paper, we first consider different characteristics of wind turbine generators 

structure i.e., dynamics and its controls. Then, by the modeling was performed in 

PSCAD/EMTDC, the effect of integration of a wind DG source with different 

generator structures on three CB transient parameters, including SCC level, 

maximum of TRV and Rate of Rise of Recovery Voltage (RRRV) is investigated. 

The results have been compared to the standard values.No transgress from 

standard values was observed, and older CB are still usable. With the integration 

of the wind source as a DG unit, the fault current increased, and TRV and RRRV 

decreased. No aggression was seen on either network. 
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ICEE-1032 
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Paper Code: ICEE 1515 

Impact of Particle Shape on Optical and Electrical Properties of Ultrathin 

Silicon Solar Cells 

Sayyed Reza Mirnaziry - Mohammad Ali Shameli - Leila Yousefi 

University of Tehran - University of Tehran - University of Tehran 

Abstract 

We study the effect of particle shape on the optical and electrical response of 

ultrathin silicon solar cells. In a particle-based cell, wherein nanoparticles form 

the cell absorber, the electrical operation of the cell is subjected to geometrical 

limitations. Assuming that doped silicon nanoparticles with predefined shapes are 

distributed on a silicon layer to form the cell junction, it is shown that existing a 

sufficiently large contact area between the nanoparticle and its adjacent layer has 

a significant effect on transport of the photo-generated carriers. We show that 

despite having interesting absorption, a cell comprising pure spherical silicon 

particles has a relatively weak power conversion efficiency. We see that 

imperfect nanospheres as well as particles with other shapes but larger contact 

areas in the junction can propose higher cell efficiencies. 

 

 

 

 

 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

293 
 

  1445EE ICکد مقاله: 

 برق تأمین سیستم اقتصادی سنجی ظرفیت بر انرژی وریبهره سازوکارهای اجرای تأثیر بررسی

 موبایل مخابرات پایه هایایستگاه برای تجدیدپذیر

 زارچی ابوترابی حسین - محتشمی وحید - امینی عظیمی بهروز

 مشهد فردوسی دانشگاه -مشهد  فردوسی دانشگاه -دانشگاه فردوسی مشهد 

 چکیده

 پایه های ایستگاه تعداد افزایش به منجر کاربران پیوسته دهیِ  پوشش ضرورت و موبایل مخابرات توسعه

 برای انرژی پایدار تأمین در هایی چالش نتیجه، در. است شده هاآن انرژی مصرف رشد و موبایل مخابرات

 بین و روستایی مناطق در ششپو کاهش بر علاوه که شده ایجاد برق شبکه از منفصل پایه های ایستگاه

 های سوخت مصرف نیز محیطی زیست دیدگاه از. دارد موبایل اپراتور برای زیادی جاری های هزینه شهری،

 از استفاده. شود می ای گلخانه گازهای انتشار افزایش به منجر ها ایستگاه این ژنراتورهای دیزل در فسیلی

 که است الذکر فوق های چالش رفع در مؤثر راهکاری پایه اهایستگ برق تأمین برای تجدیدپذیر های انرژی

 در. دارد احتیاج پایه ایستگاه در انرژی مصرف ملاحظات درنظرگرفتن با اقتصادی-فنی سازی بهینه به البته

 عدم شرایط در موبایل مخابرات پایه هایایستگاه برق تأمین اقتصادی-فنی سنجی ظرفیت به مقاله این

 ظرفیت سپس و شده مدل پایه ایستگاه انرژی مصرف پروفایل ابتدا. شود می پرداخته برق شبکه به دسترسی

 همچنین،. آیدمی دست به پروژه عمر طول در هزینه سازی حداقل با ها باتری و خورشیدی صفحات بهینه

 یستمس و فرسوده قطعات روزرسانی به مخابراتی، سلول خواب) انرژی وریبهره راهکارهای اجرای تأثیر

 HOMER افزار نرم با سازی بهینه نتایج. شود می بررسی هاباتری و خورشیدی صفحات ظرفیت بر( سرمایشی

 را برق تأمین سیستم اجرای هزینه درصد 5۰ تا تواندمی انرژی وری بهره راهکارهای اجرای که دهدمی نشان

 .دهد کاهش
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Paper Code: ICEE 1475 

Design of a High-efficiency RF Energy Harvesting System 

Saeed Abbasi FallahPour - Shokrollah Karimian - Esfandiar Mehrshahi 

Shahid Beheshti Univeristy - Shahid Beheshti Univeristy - Shahid Beheshti 

Univeristy 

Abstract 

In this paper, a multi-tone RF energy harvesting system (RFEHS) is designed to 

operate at ISM bands of 915MHz and 2.45GHz. Thanks to its duplexed input 

design configuration, the RFEHS offers 40.53% efficiency at minimal output 

impedance value of 5.7kΩ. To mimic real applications of the proposed design, 

wideband input RF is applied at –20dBm power level to the multi-tone RFEHS, 

which results into 2.33V output voltage at a load impedance of 3.98kΩ. This is 

more than four times better than a similar single-tone system with the same load 

impedance. Therefore, the approach can be extended to multiband systems to 

offer yet more output voltage and higher efficiencies at multiple frequencies as 

well. 
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Paper Code: ICEE 1521 

A Subsurface Microwave Imaging System Based on the Combination of 

Sub-band-subspace Images 

Mohammad Ramezaninia - Mohammad Zoofaghari - Abolfazl Gheibollahi - 

Abbas Ali Heidari 

Yazd University - Yazd University - Yazd University - Yazd University 

Abstract 

Imaging of buried utilities using non-destructive methods has received much 

attention in recent decades. Among these techniques, microwave imaging 

methods have a special place due to their high accuracy, suitable penetration 

depth and ability to detect metallic and non-metallic targets. In recent years, 

various algorithms have been introduced for the clutter reduction in back-

scattered fields. Also, multi-frequency and multi-polarization data are considered 

to improve imaging results for the deeper targets. In this paper, at first, the 

antenna required for the imaging system is manufactured based on bow tie 

antenna technology. Also, an appropriate amplifier is exploited for data 

acquirement. In the next step, for a laboratory measurement using a network 

analyzer, a testbed of moving soil box with five metal and non-metal targets is 

designed and fabricated. Proposed imaging system is implemented for 40mW 

transmission power, providing penetration depth up to 0.5m and range resolution 

less than 3cm. A clutter reduction algorithm is introduced based on the 

combination of different frequency bands for target subspace of the B-scan 

matrix. The obtained images show that the proposed sub-band-subspace method 

significantly improves the background clutter reduction at the IDFT-based range 

detection algorithm. 
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Paper Code: ICEE 1032 

Breast Cancer Detection by Time-reversal Imaging Using Ultra-wideband 

Modified Circular Patch Antenna Array 

Mohammad Haghpanah - Zahra Ghattan Kashani - Atefeh Khalili Param 

K. N. Toosi University of Technology - K. N. Toosi University of Technology - 

Amirkabir University of Technology 

Abstract 

In this paper, microwave time-reversal imaging based on a modified design of a 

circular patch antenna has been introduced. The proposed antenna operates over 

the ultra-wideband frequency range of 3.7-13.7 GHz with the high fidelity factor. 

The improvement of the impedance bandwidth is achieved by applying the 

circular slots on the edge of the antenna structure. The pattern and the return loss 

measurements of the constructed antenna validate the accuracy of the simulation 

results. The imaging operation has been conducted with a 12-elements antenna 

array around a malignant breast tissue. In order to detect the location of the tumor, 

the DORT (decomposition of time reversal operator) and the TR-MUSIC (time-

reversal multiple signal classification) algorithms are applied. The effectiveness 

of the two algorithms for the imaging system consisting of the proposed antenna 

array is compared. Moreover, the microwave images of two similar tumors 

embedded inside the tissue are simulated and the achieved results based on the 

two mentioned algorithms are presented. 
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Paper Code: ICEE 1169 

On the Correction of the Boundary Deformation Errors in Microwave 

Imaging With Spatial Priors 

Seyyed Mohammad Hosseini – Amir Ahmad Shishegar 

Sharif University of Technology - Sharif University of Technology 

Abstract 

In this paper, we propose a method for correcting potential errors in prior 

boundary information used in the microwave imaging process. Assuming that the 

boundary distortion follows a predefined distribution described by a limited 

number of parameters, the displacement of different points on the boundary can 

be related to each other. Using the analysis of the scattered fields sensitivity with 

respect to the changes in location of the boundary nodes in finite element method, 

the shape reconstruction problem is solved. The proposed method was 

investigated by a 2D simulation, and the results show that the boundary error can 

be corrected effectively. 
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   1010ICEEکد مقاله: 

 فرکانسی تشدید مبنای بر مایکروویو کتکنی از استفاده با قندخون تشخیص غیرتهاجمی حسگر

 قراخیلی گران فاطمه - هاشمی محمد سید - افشاری نازنین

 رجایی شهید دبیر تربیت دانشگاه -رجایی شهید دبیر تربیت دانشگاه -رجایی شهید دبیر تربیت دانشگاه

 چکیده

. است همراه میر و مرگ و بالا اقتصادی های هزینه با که است قطعی درمان بدون و مزمن بیماری یک دیابت

 درمان برای. کندمی گزارش انسان خون گلوکز غلظت گیریاندازه در را مایکروویو حسگر یک کاربرد مقاله این

. باشند داشته نظر زیر روز طول در مداوم طور به را خود خون گلوکز سطح باید دیابت به مبتلا افراد بهینه،

 گلوکز حسگرهای. هستند تحقیق تحت مایکروویو، پایه بر هاجمیغیرت گلوکز حسگرهای منظور، این برای

. دهند انجام ثابت و بالا دقت با را پیوسته هایگیریاندازه خودکار طور به باید مایکروویو، پایه بر غیرتهاجمی

 با خون نمونه. است شده ساخته و طراحی ریزنواری حلقه اسپلیت تشدیدکننده براساس پیشنهادی حسگر

 است شده داده قرار حسگر سنجش ناحیه در لیتر دسی بر گرممیلی 3۲5 تا ۲5 از مختلف گلوکز ایه غلظت

 قندخون سپس. است شده داده تشخیص سنجش پارامتر عنوان به تشدید فرکانس ردیابی با گلوکز غلظت و

 حسگر کمک با غیرتهاجمی صورت به و خانگی قندخون گیری اندازه دستگاه با تهاجمی صورت به داوطلب پنج

 حسگر از حاصل نتایج که دهدمی نشان پژوهش این های یافته. است گرفته قرار آزمایش مورد پیشنهادی

 گیری اندازه خطای بیشترین و است خوب خانگی قندخون گیری اندازه دستگاه نتایج با مقایسه در پیشنهادی

 .است آمده دست به درصد 5۴/۱
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ICEE-1137 
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Paper Code: ICEE 1137 

A Transformerless Single-switch DC-DC Boost Converter Suitable for 

Renewable Energy Applications 

Saed Mahmoud Alilou - Sasan Ahmadi - Mohammad Maalandish - Seyed 

Hossein Hosseini 

University of Tabriz  - University of Tabriz  - University of Tabriz 

University of Tabriz 

Abstract 

This paper proposes a transformerless high step-up DC-DC converter. The 

presented converter can obtain higher voltage gains that conventional structures 

utilizing one switch. This feature makes it appropriate to be used in renewable 

energy systems. Low voltage stress across semiconductors in this topology leads 

to enhancement of efficiency. Steady state analysis of converter is explicated. 

Moreover, dynamic performance is assessed. The validity of presented structure 

is confirmed by simulating it using PSCAD/EMTDC. 
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 سلفی فعال سوئیچ با بالا ولتاژ بهره هیبریدی ایزوله غیر DC-DC مبدل ارائه

 دهنوی دهقان سیدمحمد - حیدری مجتبی - زارعین حسن 

 قم صنعتی دانشگاه - قم صنعتی دانشگاه - قم نعتیص دانشگاه

 چکیده

شود. مبدل  یبوست با بهره ولتاژ فوق العاده بالا ارائه م-چوک زولهیغیر ا DC-DCمبدل  کیمقاله  نیدر ا

قدرت  یچیکند و شامل دو سو یاستفاده م یفعال سلف چیسوئ یاز دو مبدل چوک و بوست با ورود یپیشنهاد

گیرد. در  یاستفاده قرار م وردپسیو م ید. همچنین سه سلف و سه خازن به عنوان المان هاباش یم ودیو دو د

و تقسیم  یدر ورود یفعال سلف چیسلف ها به دلیل استفاده از سوئ ینیپا پلیعلاوه بر ر یمبدل پیشنهاد

 یها یچیسو یبالا یربه بهره ولتاژ فوق العاده بالا در دوره کا یبین آن ها، امکان دستیاب یمنبع ورود انیجر

و  تیسلف ها و در نتیجه کاهش تلفات هدا انیجر پلیبیشتر ر هشگردد که خود باعث کا یقدرت فراهم م

نسبت به مبدل بوست و چوک مرسوم، مبدل  یشود. بهره ولتاژ مبدل پیشنهاد یسیستم م یبازده کل شیافزا

 یمقاله تحلیل حالت ماندگار مبدل پیشنهاد نیاباشد. در  یبسیار بالاتر م یفعال سلف چیبوست و چوک با سوئ

 کند. یم یدیرا تا یتئور یو تحلیل ها یصحت عملکرد مبدل پیشنهاد یشبیه ساز جی. نتاشود یارائه م
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   1372ICEE کد مقاله:

 امپدانسی منبع DC-DC  نو انرژی های کاربرد در استفاده برای مناسب افزاینده مبدل یک ارائه

 فوق مغناطیسی هسته تک سوئیچه تک

 رستمی سجاد - پرستش معصومه

 دانشگاه صنعتی کرمانشاه -شرکت توزیع نیروی برق استان کرمانشاه 

 چکیده

افزاینده  DC-DC در کاربرد های انرژی تجدید پذیر، جهت رسیدن به سطح ولتاژ استاندارد از مبدل های

ای افزاینده متداول، این نیاز برآورده نمی شود، لذا در استفاده می شود، بدلیل پایین بودن بهره ولتاژ مبدل ه

، خازن و سلف سوئیچ  Z-source این مقاله یک مبدل افزاینده با بهره ولتاژ بالا بر پایه مبدل شبکه امپدانسی

شونده و سلف کوپل جهت کاربرد در انرژی های تجدید پذیر ارائه شده است که بصورت زمین مشترک بوده 

متصل به شبکه فاقد  PV مچون کاهش تداخلات الکترومغناطیسی و بهبود عملکرد سیستم هایو مزایایی ه

ترانسفورمر را بهمراه دارد. این مبدل تک سوئیچه دارای سلف کوپل سه سیم پیچه با یک هسته مشترک بوده 

دنبال دارد. در که علاوه بر کم حجم و کم قیمت بودن آن، کاهش تلفات هسته و افزایش چگالی توان را نیز ب

مقایسه با مبدل های مشابه نه تنها دارای بهره ولتاژ و بازدهی بالایی است، بلکه تنش ولتاژ کمتری در دو سر 

مدهای کاری مختلف، محاسبات بهره، تنش ولتاژ اعمال شده  .Vo)۰.۲5کمتر از  (سوئیچ آن اعمال می شود

صحت عملکرد صحیح مبدل طراحی شده، نتایج شبیه به المان ها، و... محاسبه شده است، همچنین بمنظور 

 Simulink در محیط V ۴۰۰و خروجی  V 3۰از مبدل پیشنهادی با ورودی  W ۴۰۰سازی یک نمونه 

 .شبیه سازی شده است MATLAB افزارنرم
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Paper Code: ICEE 1403 

A Robust Hysteresis-feedforward Control Approach with High Flexibility 

for a Single-inductor Multi-port DC-DC Converter 

Aran Shoaei - Karim Abbaszadeh - Hesamodin Allahyari 

K.N.Toosi University of Technology  - K.N.Toosi University of Technology 

 K.N.Toosi University of Technology 

Abstract 

Renewable energy systems undergo substantial variations because of their 

environmental conditions. Therefore, design of a thorough scheme is inevitable 

to overcome uncertainties during the performance of renewable sources. In this 

study, a flexible and robust control approach for a single-inductor multi-input 

multi-output (SI-MIML) high step-up DC-DC converter has been presented. 

Based on the concepts of non-linear control methods such as hysteresis and 

feedforward, and also implementation of a simple proportional-integral (PI) 

controller, a combined approach has been proposed to dampen the input 

disturbances and compensate for the load uncertainties. The validity of the 

proposed hysteresis-feedforward (HF) control has been verified by simulation 

results by MATLAB/Simulink software. In this simulation, various kinds of 

disturbances such as abrupt failure or variations of input voltages or sudden 

change of the output load have been investigated. Also, the robustness of the 

proposed controller against high ripple of input voltages are illustrated in this 

paper which makes the proposed method an appropriate controller for renewable 

energy applications. 
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 ترانسفورماتور بر مبتنی امپدانسی منبع  DC-DCهاسوئیچ تعداد کاهش مبدل با سازیهینهب

 گالوانیکی ایزوله

 قاضی رضا - سلیمانی علی

 مشهد فردوسی دانشگاه - مشهد فردوسی گاهدانش

 چکیده

-Z مبتنی بر ترانسفورماتور ایزوله گالوانیکی بر پایه مبدل Z-source در این مقاله نوع جدیدی از مبدل

source   غیرایزوله کلاسیک پیشنهاد شده که برای کاربردهای تجدیدپذیر مناسب است. مزیت توپولوژی

های سنتی با ترانسفورماتور ایزوله، ساختار ساده آن و کاهش تعداد دستگاه پیشنهادی در مقایسه با مبدل

های سوئیچینگ، مبدل کارایی و قابلیت اطمینان باشد. با توجه به کاهش تعداد دستگاهسوئیچ قدرت می

بر  بالاتری دارد. در این ساختار تنها از یک سوئیچ استفاده شده است که با کاهش استرس ولتاژ در هر دوره

های توپولوژی شود. از دیگر ویژگیباعث حفظ استرس پایین ولتاژ در سراسر سوئیچ می Z-source شبکه

یابد. همچنین مبدل ارائه پیشنهادی این است که علاوه بر کاهش وزن و حجم، هزینه مبدل نیز کاهش می

کند. در این مقاله ک فراهم میشده در ورودی ولتاژ پایین، مقدار ولتاژ دلخواه خروجی را با چرخه کار کوچ

عملکرد عملیاتی مبدل پیشنهادی، تجزیه و تحلیل تئوری و مقایسه بین مبدل پیشنهادی و سایر آثار منتشر 

  PSIM افزارسازی توسط نرمارائه شده است. نتایج شبیه (ایزوله سنتی Z-source به عنوان مثال مبدل) شده

 کند.سیستم پیشنهادی را تأیید می
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Paper Code: ICEE 1526 

Design and Control of a Novel Multi-port Bidirectional Buck-Boost 

Converter Suitable for Hybrid Electric Vehicle Charging Stations 

Amir Safaeinasab - Homayon Soltani Gohari - Karim Abbaszadeh 

K.N.Toosi University of Technology  - K.N.Toosi University of Technology 

 K.N.Toosi University of Technology 

Abstract 

In this paper a novel multi-port bidirectional converter is presented which is 

applicable in wind and solar power EV charging station. In order to have an 

appropriate operation with wide range of PV panel, wind turbine, and energy 

storage unit (ESU) voltages, it is designed in a way to be able to increase and 

decrease voltage in both directions. Storing PV panel energy in ESU, charging 

connected EV with ESU, charging EV with ESU and energy wind turbine, 

simultaneously, and storing surplus stored energy of EV in ESU are the operating 

modes of proposed converter. Bilinear model of this proposed converter is 

extracted and a cascade linear controller is designed with using the linearized 

model of it for output voltage stabilization. Operation principle of the proposed 

converter is analyzed in all operating modes and it is simulated in MATLAB 

software with it's closed loop controller and results are analyzed in order to 

validate system analysis. 
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Paper Code: ICEE 1376 

Family of Multifunctional Controllable Converters for Grid, Battery, and 

PV-powered EV Charging Station Applications 

Homayon Soltani Gohari - Amir Safaeinasab - Karim Abbaszadeh 

K.N.Toosi University of Technology - K.N.Toosi University of Technology 

 K.N.Toosi University of Technology  

Abstract 

A family of multi-port multifunctional converters suitable for grid and PV-

powered electric vehicle charging stations with energy storage integration are 

introduced, designed, and simulated in this paper. These two-stage converters 

enable the EV charging station to charge connected EVs by three power sources 

(the utility grid, PV array, and Energy storage system) with flexible power 

management strategies. Six main and five extra operating modes are considered 

for the proposed converters to improve station reliability and reach low cost EV 

charging. The presented converters are capable of controlling active and reactive 

power during operating modes in which the grid works as a power source, the 

feature that enables the grid operator to control connected converters during peak 

hours. A dual-loop PI controller is explained which controls active and reactive 

power in addition to the input current waveform along with the total harmonic 

distortion (THD) of the input current is reduced (less than 5%). The paper 

presents the operation principle, steady-state analysis, and design considerations 

of proposed converters in addition to a solar-oriented power management 

strategy. In order to confirm system analysis the main converter is simulated in 

MATLAB/SIMULINK environment and its behavior is investigated in all 

operating conditions. 
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Physiotherapy Algorithms on FUM-physio Robot 
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Paper Code: ICEE 1064 

H_∞ Robust Constrained Control of Fuzzy-based Continuous-time 

Nonlinear Systems 

Mohsen Farbood - Mokhtar Shasadeghi - Taher Niknam - Behrouz 

Safarinejadian 

Shiraz University of Technology - Shiraz University of Technology 

Shiraz University of Technology - Shiraz University of Technology 

Abstract 

This article presents an H_∞-based fuzzy constrained control of continuous-time 

nonlinear systems affected by uncertainties and disturbances. To achieve 

constrained performance, the fuzzy model of the nonlinear actuator saturation is 

used. That is, without the online computation or the limitation on the initial 

condition of the system states, the physical limitations of the control amplitude 

are considered in the design process. Moreover, the uniformly ultimate bounded 

(UUB) stability of the fuzzy-based nonlinear system is ensured due to the 

Lyapunov theory. More precisely, a new one-step offline LMI problem is 

provided to guarantee the closed-loop stability and to reach robust and 

constrained performance. A mass-spring-damper is employed to show the 

superiority of the proposed robust controller. 
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Paper Code: ICEE 1237 

A New Approach to Design Fuzzy Interval Observer for Parameter-

Varying Systems 

Mostafa Faramin - Behrooz Rezaie - Zahra Rahmani 

Babol Noshirvani Uuniversity of Technology 

Babol Noshirvani Uuniversity of Technology 

Babol Noshirvani Uuniversity of Technology 

Abstract 

Interval observers are attractive tools, particularly for parameter-varying and 

uncertain systems. This paper presents a new fuzzy interval observer design for 

estimating the lower and upper bounds of the state variables for the parameter-

varying systems. The interval observer design requires to satisfy monotone 

property for the lower and upper bounds of the error. In this regard, some new 

conditions are defined for the membership functions as well as the Metzler 

property of the state matrix to ensure that the state variables are surrounded by 

their bounds. The numerical simulations indicate that the proposed method 

provides satisfactory performance. 
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Paper Code: ICEE 1240 

Improving the Performance of Unified Power Quality Conditioner Using 

Interval Type 2 Fuzzy Control 

Farzad Rastegar - Zohreh Paydar 

Sari Branch, Islamic Azad University - Iran University of Science and 

Technology 

Abstract 

One of the most prevalent problems in today's world in power distribution is the 

development of power systems and improvement of power quality. The unified 

power quality conditioner (UPQC) is a merge of series and shunt active power 

filters (APF) joined via a dc bus which is responsible of compensating voltage 

imbalance and current harmonics. The UPQC shunt active filter serves as a 

special current source, injecting compensating current through a shunt 

transformer, while the series active filter serves as a voltage source, providing 

compensatory voltage through a series transformer. In this Article, two different 

control strategies are developed and implemented for improving imbalance 

voltage and power quality. The first control strategy was implemented using the 

fuzzy logic control and the second control strategy using proportional integral 

control. Finally, we compare the performance of simulation results in MATLAB 

software of the proposed fuzzy logic controller with the conventional 

proportional integral controller. 
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   1453ICEE کد مقاله:

 شهری آلودگی کاهش در اشیا اینترنت همراه به عمودی گیاهی پوشش نقش

 هادی اشعریون -سبا کرمی میرعزیزی  -فرانک صید جانی  

 بهشتی شهید دانشگاه - بهشتی شهید دانشگاه -دانشگاه شهید بهشتی 

 چکیده

ترین مشکلات زیست محیطی کلان شهرها و شهرهای صنعتی است که شناخت عوامل آلودگی هوا از عمده

کند. چنین ارائه راهکارهایی برای کاهش آن کمک شایانی به رفع این مشکل اساسی میو هم تشدید کننده

های موجود در آن، دو روش در این مقاله با استفاده از اینترنت اشیا و در راستای تصفیه هوا و کاهش آلاینده

دو روش، از کشاورزی عمودی با استفاده از خاک و همچنین کشت هیدروپونیک پیشنهاد شده است. در هر 

اند، استفاده شده است. ها توصیه شدهی هوا بر روی دیوار ساختمانگیاهانی که توسط سازمان ناسا برای تصفیه

و فتوسل استفاده   yl67،DHT11 ماننداستفاده از خاک از حسگرهای متنوعی  در روش کشاورزی عمودی با

ند و در روش کشت عمودی هیدروپونیک از حسگرهای گیری کنشده است تا دما، رطوبت، نور و ...گیاه اندازه

گیری میزان تشنگی گیاه و همچنین میزان آب و مواد مغذی موجود برای اندازه Xh_m203 تشنگی گیاه و

ی دوم، در مخزن استفاده شده است بطوریکه هرگاه میزان آن از حدی کمتر شد ما را مطلع سازد. در مرحله

شوند و چون از این طریق طریق شبکه اینترنت به صفحه وب فرستاده میاطلاعات دریافتی حسگرها از 

شود. در این پذیر است، از راه دور نیز دستورات کنترلی مورد نظر ارسال میدسترسی کامل به اطلاعات امکان

برای  شویم و از طریق وب دستورات لازم رامقاله ما با استفاده از حسگرهای مختلف، تشنگی گیاه را متوجه می

شود تا آب و رطوبت کافی را به گیاه برساند. در نهایت دو کشت سنتی )با خاک( و شیر کنترلی ارسال می

ایم. همچنین در ادامه کار، اطلاعات و نتایج هرکدام را بیان نموده مدرن هیدروپونیک را با یکدیگر مقایسه کرده
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ایم که ش بهتر انتقال داده شده است و به این نتیجه رسیدهرا از لایه اینترنت اشیا به لایه مه و ابر برای پرداز

 .های قابل توجهی استکاشت هیدروپونیک در بستر اینترنت اشیا در شرایط مشابه دارای برتری
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Paper Code: ICEE 1523 

Physiotherapy Algorithms on FUM-physio Robot 

 Keyvan Tayaranian Marvian - Amir Hossein Nazari - Seyed Mohammad 

Tahamipour Zarandi - Mohammad Reza Akbarzadeh totonchi - Zahra Soltani - 

Alireza Akbarzadeh totonchi 

Ferdowsi University of Mashhad  - Ferdowsi University of Mashhad 

Ferdowsi University of Mashhad  - Ferdowsi University of Mashhad 

Islamic Azad University, Mashhad  - Ferdowsi University of Mashhad 

Ferdowsi University of Mashhad  - Ferdowsi University of Mashhad 

Ferdowsi University of Mashhad  - Ferdowsi University of Mashhad 

Islamic Azad University, Mashhad  - Ferdowsi University of Mashhad 

Abstract 

The advancememnt of robotics technolofy has brought new possibilities for the 

world of physical therapy and rehabilitation. This paper presents physiotherapy 

algorithms for passive motion, isotonic, isometric, isokinetic and spring-

movement exercises. All the mentioned algorithms are experimentally 

implemented on the FUM-حhysio robot, which is manufactured at the center of 

advanced rehabilitation and robotics research at the Ferdowsi University of 

Mashhad, FUM CARE. A fuzzy gain scheduling PID controller is proposed for 

the particulars of the spring-movement exercise. Next, the fuzzy gain scheduling 

PID controller is experimentally compared with a conventional PID controller to 

validate the control performance. Results show that the physiotherapy algorithms 

on the FUM-Physio is correctly implemented and that the proposed fuzzy gain 

scheduling PID controller outperforms the PID controller. 
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 ۲پردازش تصاویر پزشکی  -۴مهندسی پزشکی عنوان نشست: 

 دانشگاه صنعتی خواجه نصیرالدین طوسی   دکتر حمید ابریشمی مقدم     

 دانشگاه صنعتی اصفهان   دکتر رسول امیرفتاحی     نشست: یروسا 
 دانشگاه صنعتی شیراز  دکتر کامران کاظمی   

 

ICEE-1366 

FMRI Functional Connectivity Analysis for Localizing Epileptic Focus 

*Seyyed Mostafa Sadjadi - Elias Ebrahimzadeh - Hamid Soltanian-Zadeh 

________________________________________________________________

 ICEE-1243 

Network-based Functional Connectivity in MDD with Suicide Ideation 

before and after TMS: An FMRI Case Study  

*Moslem Khafi - Morteza Fattahi - Hamid Soltanian-Zadeh - Reza Rostami 

________________________________________________________________ 

ICEE-1458 

An Investigation on Transfer Learning for Classification of COVID-19 

Chest X-ray Images with Pre-trained Convolutional-based Architecture 

*Mobina Abdoli Nemati - Amirreza Baba Ahmadi  

________________________________________________________________ 

ICEE-1259 

 ونِتیبا شبکه سِگ یستون فقرات کمر یسیمغناط دیتشد ریخودکار تصاو یبندبخش

 یزاده ظروف ییرضا آقا -فرد  یانصار محمد*
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ICEE-1290 

بر  یمبتن یوفق یروش آستانه گذار کیچشم با استفاده از  هیشبک ریعروق در تصاو یجداساز

 یو سرتاسر یاطلاعات محل

  وندا یفولاد دایآ -محمد آراسته  -آتشگاه  ینوران زهرا*
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Paper Code: ICEE 1366 

FMRI Functional Connectivity Analysis for Localizing Epileptic Focus 

Seyyed Mostafa Sadjadi - Elias Ebrahimzadeh - Hamid Soltanian-Zadeh 

University of Tehran 

Abstract 

Localization of epileptic foci in patients with focal epilepsy is one of the main 

steps in presurgical evaluation. Knowing the precise location of the epileptic 

focus, the surgical procedure will be most efficient. Among all non-invasive 

interictal neuroimaging modalities, the combination of electroencephalography 

(EEG) and functional magnetic resonance imaging (fMRI) has been attractive for 

localizing the epileptic focus. However, the fMRI data alone is more available 

than simultaneous EEG-fMRI and can be used in many cases to achieve the 

correct location of the epileptic foci. In this study, we developed a new method 

using fMRI data alone for the localization of epileptic foci based on spatial 

independent component analysis (sICA) and functional connectivity (FC) 

analysis. The method is sufficiently accurate to be used in many cases. We 

applied it to a dataset of eighteen patients with focal epilepsy and measured the 

concordance based on the anatomical distance between the foci found by the 

presented method and the actual location of the epileptic focus. The results 

showed 56% fully concordant localized foci with an average distance of 16.31 

mm from the actual epileptic focus. The presented method does not use the 

simultaneously recorded EEG signal, and thus, is independent of epileptic foci 

depth and occurrence of spikes during data recording sessions. It also provides 

simplicity in terms of data acquisition and artifact removal. 
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Paper Code: ICEE 1243 

Network-based Functional Connectivity in MDD with Suicide Ideation 

before and after TMS: An FMRI Case Study 

Moslem Khafi - Morteza Fattahi - Hamid Soltanian-Zadeh - Reza Rostami 

University of Tehran 

Abstract 

Brain Major depressive disorder (MDD) is a major psychological disorder 

worldwide. Suicide ideation is one of the most serious side effects of MDD. 

Suicide attempt in normal people is about 15 individuals in 100,000 but in people 

with MDD, this reaches 15 persons in 100. In this study, we investigated the 

effects of the transcranial magnetic stimulation (TMS) on network-based whole-

brain connectivity in an MDD patient with suicide ideation. We implemented a 

combination of weight-adjusted second order blind identification (WASOBI) and 

efficient fast independent component analysis (EFICA) algorithms, called 

COMBI, as a promising method for identifying independent components in the 

resting-state fMRI data (rsfMRI) of a female subject. We performed group 

information guided independent component analysis (GIG-ICA) as a back-

reconstruction step and then extracted the functional connectivity (FC). The 

results showed significant changes in specific brain networks. Functional 

connectivity increased between the following networks: sensorimotor and 

language; left executive control network (ECN) and language; dorsal DMN and 

auditory; dorsal default mode network (DMN); and basal ganglia showed 

increased connectivity after TMS. Besides, ventral DMN and language network 

illustrated decreased connectivity. 
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Paper Code: ICEE 1458 

An Investigation on Transfer Learning for Classification of COVID-19 

Chest X-ray Images with Pre-trained Convolutional-based Architecture 

Mobina Abdoli Nemati - Amirreza Baba Ahmadi 

Iran University of Science and Technology - University of Tehran 

Abstract 

Medical image analysis techniques has been found useful for rapid identification 

of COVID-19. Since it's difficult to find important visual features for a large 

number of patients, machine learning methods have been found promising to 

diagnose whether one is infected or not. Since, there are many approaches of 

using convolutional-based architectures for medical image analysis tasks, we 

have used the most famous and potent deep neural networks to provide a concise 

and reliable source of information on transfer learning-based methods to open the 

road for more advanced studies. This article presents an investigation on 27 pre-

trained convolutional neural networks to recognize the existence of COVID-19 

in medical chest X-ray images. In this study, we have used a binarized version of 

the few public datasets from COVID-19 patients and non-COVID subjects. The 

evaluated results from 5-fold cross validation show that architectures such as: 

EfficientNet networks, MobileNet, Inception-ResNetV2, NasNet-Large give a 

superior performance on the aforementioned binary pattern recognition task. 
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    1259ICEEکد مقاله: 

 ونِتیبا شبکه سِگ یستون فقرات کمر یسیمغناط دیتشد ریخودکار تصاو یبندبخش

 یزاده ظروف ییرضا آقا -فرد  یانصار محمد

 تهران دانشگاه - تهران دانشگاه

 چکیده

یکی از علل کمردرد، تنگی کانال نخاعی در ناحیه ستون فقرات است. تحلیل آن نیازمند تفکیک نواحی در 

تر هایی با انعطافِ پایینخودکار و پردازشهای نیمهآر محوری است. مطالعات پیشین شامل روشتصویر امِ

شکل در  Uهای پیچشی عمیق بودند. در این تحقیق با الهام از عملکرد موفق شبکه ادگیرینسبت به ی

تر ساختن شبکه درکنار تر و عریضکارگیری ایدهِ افزایش ظرفیت یعنی عمیقبندی تصاویر پزشکی، با بهبخش

های خام و نیز شامل ویژگیهای بالاتر شامل ها به لایههای اتصالات اسکیپ و انتقال ویژگیاستفاده از تکنیک

بندی شده نهایی های مکس پولینگ، قدرت شبکه در تشخیص لبه و بازیابی رزولوشن در تصویر بخشاندیس

بسیار بهبود یافت. این مدل توسعه یافته سِگیونت نام دارد که متناسب با سایز ورودی تصاویر، معماری تثبیت 

آموزش یافت و با  T2 و T1های تصویر در وزن 3۰۰۰ر با تعداد داده تصاویر محوری ام آشده و بر روی دسته

درصد رسیدیم که نسبت  8۷.۹اشتراک برابر با بررویهای تست به اجتماع ارزیابی خروجی شبکه بر روی داده

 ۲ها بهبود کیفیت صورت پذیرفته بود در همه کلاس VGG16به کارقبلی که برپایه معماری آموزش دیده 

 را در پارامترهای ارزیابی شاهد هستیم. درصد ۱۰الی 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

322 
 

   1290ICEEکد مقاله: 

بر  یمبتن یوفق یروش آستانه گذار کیچشم با استفاده از  هیشبک ریعروق در تصاو یجداساز

 یو سرتاسر یاطلاعات محل

 وندا یفولاد دایآ -محمد آراسته  -آتشگاه  ینوران زهرا

 فرهنگ و علم دانشگاه - رهنگف و علم دانشگاه - فرهنگ و علم دانشگاه

 چکیده

در این مقاله روش مناسبی برای استخراج عروق تصاویر شبکیه چشم ارائه شده است. روش پیشنهادی از سه 

مرحلۀ اساسی تشکیل شده است. در مرحله اول پیش پردازش به کمک کانال سبز و نگاتیو کردن تصویر و 

بود می دهیم. به کمک این مرحله سطح نویز تصویر کاهش متعادل سازی هیستوگرام، کیفیت تصویر را به

گردند. در مرحلۀ دوم اقدام به -یافته، سطح روشنایی تصویر تصحیح شده و عروق از پیش زمینه متمایز می

استخراج رگ ها می نماییم. برای این منظور از یک روش آستانه تطبیقی دو مرحله ای ترکیبی از آستانه 

انه گذاری محلی استفاده شده است. از آستانه گذاری سرتاسری برای بدست آوردن گذاری سرتاسری و آست

یک نمایش اولیه از موقعیت رگ های خونی استفاده می شود. آستانه گذاری محلی برای بهبود تقسیم بندی 

و اولیه برای بدست آوردن تقسیم بندی دقیق تر استفاده می شود. در الگوریتم پیشنهادی با ترکیب هر د

هیستوگرام و الگوریتم های آستانه بر اساس پنجره، دقت جداسازی را به طور موثر بهبود می بخشد. در آخرین 

مرحله از الگوریتم پیشنهادی، رگ های استخراج شده پس پردازش می شوند. برای پس پردازش، بسته شدن 

تابع  ۴برای  DRIVEایگاه داده پ Testمورفولوژیکی اجرا شد. میانگین نتایج بدست آمده بر روی مجموعه 

 6۱/۰، ۹5/۰، 6۰/۰، ۹۲/۰به ترتیب برابر با  Accuracy ،Precision ،Specificity ،Sensitivityارزیابی

 است.
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 یادگیری ماشین -۴عنوان نشست: کامپیوتر 

 م و صنعت دانشگاه عل      دکتر بهروز مینایی      

 دانشگاه خوارزمی      دکتر میرمحسن پدرام      نشست: یروسا
 دانشگاه صنعتی خواجه نصیرالدین طوسی                دکتر سعید فرضی                                        

 

ICEE-1170 

A Boosting Based Approach to Handle Imbalanced Data 

*Sahar Hassanzadeh Mostafaei - Jafar Tanha - Negin Samadi - Soodabeh 

Imanzadeh - Nazila Razzaghi-Asl 

________________________________________________________________ 

ICEE-1333 

Compare of Machine Learning and Deep Learning Approaches for Human 

Activity Recognition 

Babak Moradi - Mohammad Aghapour - Afshin Shirbandi 

________________________________________________________________ 

ICEE-1340 

مدت طولانی و ماشین های حافظه کوتاههای بادی با روشبینی توان تولیدی توربینپیش

 ی گرادیان سبککنندهتقویت

 ر ریخته گرغیاثیامی -مهدی منصوری  -سید متین ملکوتی *

________________________________________________________________ 

ICEE-1384 

Clustering of Fuzzy Data Based on Particle Swarm Optimization 

*Najme Ghanbari - Seyed-hamid Zahiri - Hadi Shahraki 
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ICEE-1431 

Forecasting Crude Oil Prices Using Improved Deep Belief Network (IDBN) 

and Long-term Short-term Memory Network (LSTM) 

Mohammad Mahdi Lotfi Heravi - *Mahsa Khorrampanah - Monireh Houshmand 

________________________________________________________________ 

ICEE-1464 

RDOD: A Robust Distance-based Technique for Outlier Detection 

Reza Heydari gharaei - Hossein Nezamabadi-pour 

________________________________________________________________ 

ICEE-1499 

 های زیستی و با استفاده از داده EM بندی های پروتئینی با رویکرد خوشه شناسایی کمپلکس

 سعید جلیلی-نیمریم مولوی وردیخا*
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Paper Code: ICEE 1170 

A Boosting Based Approach to Handle Imbalanced Data 

Sahar Hassanzadeh Mostafaei - Jafar Tanha - Negin Samadi - Soodabeh 

Imanzadeh - Nazila Razzaghi Asl 

University of Tabriz - University of Tabriz - University of Tabriz 

University of Tabriz - University of Tabriz 

Abstract 

Most real-world datasets usually contain imbalanced data. Learning from datasets 

where the number of instances in one class (minority) is much smaller than in 

another class (majority) creates biased classifiers to the majority class. The 

overall prediction accuracy in imbalanced datasets is higher than 90%, while this 

accuracy is relatively lower for minority classes. In this paper, we first propose a 

new technique for under-sampling based on the Peak clustering method from 

majority class on imbalanced datasets. We then, propose a novel boosting-based 

algorithm for learning from imbalanced datasets, based on a combination of the 

proposed Peak under-sampling algorithm and over-sampling technique 

(SMOTE) in the boosting procedure. In the proposed algorithm misclassified 

examples are not given equal weights. The proposed algorithm selects useful 

samples from the majority class and creates synthetic samples from the minority 

class to indirectly change the update weights. We designed experiments using 10 

datasets from various domains and different evaluation metrics that show 

improvement in prediction efficiency, on the minority class. 
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Paper Code: ICEE 1333 

Compare of Machine Learning and Deep Learning Approaches for Human 

Activity Recognition 

Babak Moradi - Mohammad Aghapour - Afshin Shirbandi 

Kermanshah Branch, Islamic Azad University 

Amirkabir University of Technology - Amirkabir University of Technology 

Abstract 

Human-centered computing is an emerging research field that aims to understand 

human behavior and integrate users and their social context with computer 

systems. This research aimed to find the best algorithm for human activity 

recognition. We used Logistic Regression, SVM with RBF kernel; CNN, LSTM, 

Bi-Directional LSTM, and CNN-LSTM algorithms for analyzing the data. The 

data analysis measured and compared the accuracy and training time. The most 

accuracy belonged to the CNN-LSTM and Bi-Directional LSTM, and the least 

training time belonged to the SVM with RBF kernel. 
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   1340ICEEکد مقاله: 

مدت طولانی و ماشین های حافظه کوتاههای بادی با روشبینی توان تولیدی توربینپیش

 ی گرادیان سبککنندهتقویت

 امیر ریخته گرغیاثی -مهدی منصوری  -سید متین ملکوتی 

 تبریز نشگاهدا - تبریز دانشگاه -دانشگاه تبریز 

 چکیده

موردتوجه فراوانی قرار گرفتند زیرا در میان انواع مختلف  (RES) های اخیر، منابع انرژی تجدید پذیردر سال

منابع انرژی تجدید پذیر، انرژی باد به دلیل پایداری، غیر آلاینده بودن و ماهیت رایگان آن، اهمیت فراوانی 

بینی توان بدون خطا برای انرژی باد کار بسیار ختلف باد، قدرت پیشنظر از مزایای م[. صرف۲. ۱یافته است]

تنها از عوامل مؤثر در تولید باد هستند بلکه ماهیت دشواری است. شرایط اقلیمی و اثرات مختلف فصلی نه

با توجه [. 3کند]ها پیچیده میبینی توان تولیدی توربینای برای پیشطور فزایندهمتناوب خود باد نیز آن را به

[. علاوه بر این، بدون 5. ۴ای برخوردار است]بینی دقیق و مطمئن توان باد از اهمیت ویژهبه این موضوع، پیش

باره های لازم دراینهای بادی و فراهم نیاوردن زیرساختبینی میزان تولید توان برق نیروگاهریزی پیشبرنامه

شور به همراه دارد. درنتیجه، ادغام صحیح انرژی باد با رسانی سراسری کهای بزرگی برای سیستم برقچالش

های رو توسعه روشبینی صحیح انرژی باد متکی است. ازاینشبکه سراسری انرژی در سطح کشور بر پیش

وهوا و سرعت باد های آبهای بادی لازم است که با در دست داشتن دادهبینی توان تولیدی توربیندقیق پیش

وتحلیل شده را تجزیهبینیهای پیشرعه بادی یا یک توربین بادی خاص بتواند خروجیو فشار هوا یک مز

بینی شده برای برآوردن نیازهای روزانه شهر کافی نباشد، [. توجه داشته باشیدکه اگر قدرت پیش8-6کند]

توان است، میشده بیش از تقاضا بینیکه توان پیشباید تصمیمات دیگری برای تولید اتخاذ نمود. درصورتی

مثال، پاتاک و عنوان[. محققان زیادی، به۹ها را خاموش نمود و یا به کشورهای همسایه ان را فروخت]توربین
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های [؛ در حال انجام تحقیقات برای توسعه مدل۱۲[ وزمر و همکاران]۱۱[، چوداری و همکاران]۱۰همکاران]

ها نتایج قابل هستند. بسیاری از این الگوریتمRES  بینی از طریقافزاری بهینه برای تولید قدرت پیشنرم

های مدت طولانی و مدلبینی حافظه کوتاههای پیشاند. امروزه، تکنیکقبولی برای بادهای مختلف تولید نکرده

ها در تولید و مصرف برق، [ و کاربرد این تکنیک۱۴. ۱3ماشین تقویت گرادیان سبک بسیار برجسته هستند]

های فتوولتائیک، مدیریت شبکه و انرژی بینی تابش خورشیدی برای سیستمالکتریکی، پیش بینی بارپیش

[ یک الگوریتم رگرسیون مبتنی بر ماشین بردار ۱5برای انرژی باد توصیه شده است. نومان و همکاران]

ز از یک [ نی۱6بینی نیروی باد در استونی معرفی کردند. یانگ و همکاران]را برای پیش (SVM) پشتیبان

بینی استفاده نموده اند و نشان داده شده است برای پیش C-means (FCM) فازیبندی الگوریتم خوشه

های عصبی بینی انرژی باد بر اساس شبکهبرای پیش (STCM) زمانی جدید-که مدل همبستگی فضایی

مکانی و زمانی برتر دارای توانایی استخراج مشخصه  (CNN-LSTM) مدت طولانیکانولوشن و حافظه کوتاه

های ماشین تقویت گرادیان بین روشنتایج پیش های سنتی هستند. در این مقاله سعی بران استنسبت به مدل

های بینی نیروی باد بر اساس دادهبرای پیش (CNN-LSTM) مدت طولانیو روش پیشنهادی حافظه کوتاه

ها مربوط به یک نیروگاه بادی در شهر تگزاس ن دادهشود. ای[ مورد بررسی قرار داده۱۷اوری شده در ]-جمع 

بار، سرعت باد و جهت باد را به مدت یک سال در ارتفاعات مختلف، دما، ها هر یک ساعت یکاست که در آن

پیشنهادی الگوریتم  ها نشان خواهد داد که روشسازیگیری شده است. شبیهفشار هوا، توان تولیدی اندازه

 (CNN-LSTM)مدت طولانیبه حافظه کوتاه دیان سبک دارای سرعت بالاتری نسبتماشین  تقویت گرا

دقت بالاتری نسبت به ماشین تقویت گرادیان   (CNN-LSTM)مدت طولانیدارد ولی  روش حافظه کوتاه

 .سبک دارد
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Paper Code: ICEE 1384 

Clustering of Fuzzy Data Based on Particle Swarm Optimization 

Najme Ghanbari - Seyed-hamid Zahiri - Hadi Shahraki 

University of Birjand  - University of Birjand 

University of Sistan and Baluchestan 

Abstract 

In this paper, a particle swarm clustering method is suggested for clustering 

triangular fuzzy data. This clustering method can find fuzzy cluster centers in the 

proposed method, where fuzzy cluster centers contain more points from the 

corresponding cluster, the higher clustering accuracy. To compare triangular 

fuzzy numbers, a similarity criterion based on the intersection area of the fuzzy 

numbers is used. The performance of the suggested clustering method has been 

experimented on both fuzzy benchmark and artificial datasets. The experiential 

results represent that the suggested clustering method can cluster triangular fuzzy 

datasets well. Experimental results demonstrate that, in almost all datasets, the 

proposed clustering method provides better results in accuracy when compared 

to Uncertain K-Means and Uncertain K-medoids algorithms. 
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Paper Code: ICEE 1431 

Forecasting Crude Oil Prices Using Improved Deep Belief Network (IDBN) 

and Long-term Short-term Memory Network (LSTM) 

Mohammad Mahdi Lotfi Heravi - Mahsa Khorrampanah - Monireh Houshmand 

Amirkabir University of Technology - Imam Reza International University 

 Imam Reza International University  

Abstract 

Historically, energy resources are of strategic importance for the economic 

growth and social welfare of any country. Therefore, predicting crude oil price 

fluctuations is an important issue. Because crude oil price changes are affected 

by a wide range of risk factors in crude oil markets, crude oil prices show more 

complex nonlinear behavior and create a higher level of risk for investors than in 

the past. With the popularity of the deep learning model in engineering, it has 

attracted significant research trends in economics and finance. In this dissertation, 

we propose a new method of predicting the combined price of deep-based crude 

oil to model nonlinear dynamics in changing the price of crude oil and predict its 

future change at a higher level of accuracy. The results of the experiments show 

that the superior performance of the model based on the proposed method against 

statistical article [3] is statistically significant. In general, we found that the 

combination of the IDBN or LSTM model lowered the MSE value to 4.65, which 

was 0.81% lower than the base article, indicating an improvement in prediction 

accuracy. Interestingly, the prediction accuracy of the basic article method is 

lower than the proposed combined method. 
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Paper Code: ICEE 1464 

RDOD: A Robust Distance-based Technique for Outlier Detection 

Reza Heydari gharaei - Hossein Nezamabadi-pour 

Shahid Bahonar University of Kerman - Shahid Bahonar University of Kerman 

Abstract 

Outlier detection is an important topic in data mining and has been employed in 

various sciences. Numerous outlier detection methods have been proposed so far; 

one of the most prominent categories of these methods is based on k-nearest 

neighbor (kNN). In the present study, an efficient and robust distance-based 

outlier detection method is presented. One of the main challenges of methods 

based on k-nearest neighbor is their high dependency on parameter k. The 

proposed method, however, reduces the sensitivity to k while maintaining the 

high preciseness of the algorithm. The proposed method was evaluated in two-

dimensional synthetic and multidimensional real datasets and compared with 

some state-of-theart algorithms in the field. The results of the experiments proved 

the effectiveness of the proposed method. 
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   1499ICEEکد مقاله: 

 های زیستی و با استفاده از داده EM بندی های پروتئینی با رویکرد خوشه شناسایی کمپلکس

 سعید جلیلی -مریم مولوی وردیخانی 

 مدرس تربیت دانشگاه - مدرس تربیت دانشگاه

 چکیده

های برهمکنش پروتئینی یکی از وظایف بنیادی در روی شبکه های پروتئینی از شناسایی کمپلکس

های پروتئینی فراهم  های با ارزشی برای استنتاج کمپلکسهای آزمایشگاهی داده بیوانفورماتیک است. روش 

ها، در دهه گذشته  های ذاتی دارند. با توجه به این محدودیت ها محدودیتاند. با این وجود، این روش  کرده

های  اند. در بسیاری از روش های پروتئینی، ارائه شدههای محاسباتی بسیاری برای شناسایی کمپلکس وشر

شود. در این طرح، روشی با های پروتئینی نادیده گرفته می  پوشانی کمپلکسارائه شده ماهیت پویا و هم 

و الگوریتم  TAPشناسی ژن، داده  های بیان ژن، گراف هستاناستفاده از شبکه برهمکنش پروتئین، داده 

دهد  ها نشان میهای پروتئینی ارائه شده است. نتایج آزمایش برای شناسایی کمپلکس  EMبندی خوشه 

 های پروتئینی عملکرد بهتری دارد.های به روز شناسایی کمپلکساین روش نسبت به سایر روش 
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 ۱3:۰۰الی  ۱۱:۰۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲۹شنبه پنج

 تخمین و هوش مصنوعی -۹قدرت سیستم عنوان نشست: 

  صنعتی امیرکبیردانشگاه       سید حسین حسینیاندکتر    

 چمران اهواز شهید دانشگاه     جورابیان مودمحدکتر    نشست: یروسا
 دانشگاه علم وصنعت     محسن کلانتردکتر     
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ICEE-1493 

A Real Time MPC-based Strategy for PV Plant with Battery Energy Storage 

*Mohammad Amini - Sajad Esmaeili - Mohammad Sayadlou - Amir Khorsandi 

- Seyed Hossein Hosseinian 

________________________________________________________________ 

ICEE-1349 

 تکنیک از با استفاده بزرگ ابعاد با قدرت های سیستم در سریع حالت تخیمن برای موازی روش یک

 گراف جداسازی

 دوبخشری صالحی احمد - سرمدی کریم بهنام*
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Paper Code: ICEE 1558 

A Comprehensive Deep Learning Method for Short-term Load Forecasting 

Mohammad Sayadlou - Mahdi Salay naderi - Mehrdad Abedi - Sajad Esmaeili - 

Mohammad Amini 

Amirkabir University of Technology - Amirkabir University of Technology 

Amirkabir University of Technology - Amirkabir University of Technology  

Amirkabir University of Technology 

Abstract 

 Load forecasting is an essential issue in future smart grids where inaccurate 

forecasting causes energy waste, power shortages, or cross-blackouts. Therefore, 

increasing forecasting accuracy is crucial due to the expansion of the type of loads 

and the amount of consumption and parameters that affect the load changes. 

Machine learning is a powerful tool for achieving artificial intelligence, and it is 

used for load forecasting as one of its applications. In this paper, short-term load 

forecasting is performed using an ensemble supervised learning based on random 

forest method named Deep Forest Regression. This method is also derived from 

deep learning and deep neural network theory. This forecast has been done using 

the data of residential consumption of an Iranian city for five months, including 

from half of May to half of September. The data is gathered every 30 minutes and 

stored in the system. By comparing the proposed method with some common 

methods, it can be seen that the proposed method has higher accuracy than those. 
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Paper Code: ICEE 1373 

Evaluating the Impact of Operation Scheduling Methods on Microgrid 

Reliability using Monte Carlo Simulation 

Mahsa Omri - Mohammad Jooshaki - Ali Abbaspour - Mahmud Fotuhi-

Firuzabad 

Sharif University of Technology - Geologian Tutkimuskeskus 

Sharif University of Technology - Sharif University of Technology 

Abstract 

This paper provides a general methodology for evaluating the reliability of 

microgrids embedding conventional and renewable energy sources (RESs), as 

well as energy storage systems (ESSs). The developed reliability assessment 

model is then leveraged to investigate the impact of different resource scheduling 

methods on the reliability. The technique applied in this article to assess 

microgrid reliability is based on the sequential Monte Carlo simulation. In this 

approach, the coincidence of faults is considered, aside from the annual 

generation pattern of RESs, i.e., wind and photovoltaic, and the network load 

profiles. For the sake of considering priority of the microgrid loads, two 

categories, namely critical and normal demand, are modeled. Open-source 

MATPOWER Optimal Scheduling Tool (MOST) is employed for optimal 

management of available energy resources during network contingencies. The 

developed reliability assessment framework is implemented on two test 

microgrids. The simulation results prove that the scheduling method of the ESSs 

can have a significant impact on the reliability of the microgrids and continuous 

supply of the critical loads. 
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Paper Code: ICEE 1346 

Virtual Power Plant Participation in Day-ahead and Futures Markets with 

a Deep Learning Approach 

Farzin Ghasemi Olanlari - Mohammad Fazel Dehghanniri - Turaj Amraee 

K.N. Toosi University of Technology - K.N. Toosi University of Technology 

K.N. Toosi University of Technology 

Abstract 

This paper models a virtual power plant (VPP) with high-penetration of 

distributed energy resources (DERs) to participate in the day ahead (DA) and 

future markets and bilateral contracts with the aim of maximizing its profit. A 

two-stage stochastic optimization problem is developed that in the first stage, the 

VPP operator participates in the futures market and signs bilateral contracts. The 

VPP will participate in the DA market and supply its electrical loads in the second 

stage. The uncertainty parameters of the problem, including the DA market price, 

wind speed, and solar radiation, are first forecasted using the Long Short Term 

Memory (LSTM) neural network. Then the scenario generation and reduction 

method is used to cover the uncertainties in the predicted data. The problem has 

been simulated in three different cases, which indicate a significant increase in 

the profit of the VPP. 
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Paper Code: ICEE 1185 

Power Transformer Vibration Study and its Application in Winding 

Deformation Detection 

Amir Esmaeili Nezhad - Mohammad Hamed Samimi 

University of Tehran - University of Tehran 

Abstract 

The reliable operation of power transformers is an essential factor for the high 

availability of electric energy. The technology utilized to determine the condition 

of the transformer winding has a direct impact on the transformer operation and 

maintenance. The vibration analysis of the winding is one of the monitoring 

methods that has been proposed for the power transformers recently. 

Accordingly, this paper presents an analysis of vibration characteristics and 

comprehensive modeling of a power transformer, which is primarily based on the 

finite element method (FEM). This model is built with a multi-physics coupling 

simulation of the circuit, magnetic field, and solid mechanics of the transformer. 

The basic principle of this model is based on the correlation analysis of winding 

vibrations. The results of the paper show that using continuous monitoring of 

transformer vibration signals, a comparative method can be provided to assess 

the mechanical condition of transformer windings. 
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Paper Code: ICEE 1493 

A Real Time MPC-based Strategy for PV Plant with Battery Energy 

Storage 

Mohammad Amini - Sajad Esmaeili - Mohammad Sayadlou - Amir Khorsandi - 

Seyed Hossein Hosseinian 

Amirkabir University of Technology - Amirkabir University of Technology  

Amirkabir University of Technology - Amirkabir University of Technology  

Amirkabir University of Technology 

Abstract 

Photovoltaic (PV) generation share in global energy has been increasing in recent 

years. This growth has raised concern for the power grid operators because of the 

intermittency in the PV power generation and prediction. Battery energy storage 

(BES) is introduced as a possible solution to this challenge. BES needs to be 

operated optimally since their investment cost is not low enough. In this paper, 

an innovative control strategy based on model predictive control (MPC) is 

proposed to manage an integrated PV plant and BES in order to get maximum 

revenue. Using the hourly prediction of PV output power and electricity market 

price in the optimization problem, the PV plant can adjust its generation so as to 

handle the power fluctuation with regard to the committed power and reduce 

economic penalties. Moreover, the BES degradation cost is modeled to precisely 

evaluate the PV plant income and obtain more realistic answers. Numerical 

results can prove and validate the effectiveness of the proposed approach. 
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  1349ICEEکد مقاله: 

 از با استفاده بزرگ ابعاد با قدرت های سیستم در سریع حالت تخیمن برای موازی روش یک

 گراف جداسازی تکنیک

 دوبخشری صالحی احمد - سرمدی کریم بهنام

 گیلان دانشگاه - گیلان دانشگاه

 چکیده

شبکه با ابعاد بزرگ با استفاده از  کیکردن  میبا تقس یحالت به صورت مواز نیبه مساله تخممقاله  نیدر ا

شبکه، افراز  نیلاپلاس سیماتر یژهیو ریمقاد لی. با استفاده از تحلشودیگراف پرداخته م یبندخوشه هینظر

انجام  ینواح ریبا سا یزبه صورت موا تحال نیتخم هیو سپس در هر ناح شودیانجام م هیناح نیشبکه به چند

 هاهیناح یبه کار رفته است، پردازش مواز هیحالت هر ناح نیتخم یبرا یروش خط کیشود. از آنجا که  یم

 یشنهادیکند. روش پ دایپ یقابل توجه شیافزا یسنت نسبت به روش یشنهادیتا سرعت روش پ شودیسبب م

 یو شبکه فشار قو هباس ۱۱8شبکه  یآن رو جینتاو سپس  شودیم ییآزمایشبکه کوچک راست کی یابتدا رو

 نینسبت به تخم شتریو سرعت ب یشنهادیاز دقت روش پ یحاک جیشود. نتا یم ادهیباس پ ۹۲۴۱اروپا با 

 .هستند یحالت سنت
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Low VHF Wire Antenna with Low-cost and Wideband Properties 
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Design Investigation of a Broadband Polarization Rotator Using SIW 

Technology with T-shaped Slots 

*Amin Azimi - Mohammad.H Neshati 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

343 
 

Paper Code: ICEE 1513 

Phase-only Array Antenna Beamforming with Minimum Peak Sidelobe 

Level and Minimum Power Loss Criteria 

Mahdi Hatam 

University of Razi 

Abstarct 

In phase-only beamforming methods, it is possible to reduce the peak sidelobe 

level by applying the appropriate phases, despite applying the same amplitude to 

all array elements. Also, the power loss and beam widening effect resulting from 

amplitude windowing can be prevented in phase-only methods. Of course, we 

often have a radiating power loss at the center of the antenna beam compared to 

the case of uniform amplitude conventional beamforming, which must be taken 

into account. In this paper, a new two-stage optimization method for phase-only 

beamforming has been proposed. In the proposed method, the peak sidelobe level 

and the power loss are minimized using a multi-objective optimization approach. 

The performance of the proposed method in terms of beamwidth and power loss 

is superior to amplitude windowing methods with the same peak sidelobe level. 

It can also be seen that the proposed optimization method performs better than 

the single-stage optimization methods for phase-only beamforming. Finally, 

simulation results are presented that confirm the above statements. 
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Paper Code: ICEE 1272 

Compact Multiband HMSIW Antenna Loaded with Complementary Split 

Ring Resonators 

Rasol Zayer - Mohamamd Naghi Azarmanesh - Javad Nourinia - Changiz 

Ghobadi - Farzad Alizadeh - Bahman Mohammadi 

Sharif University of Technology - Sharif University of Technology 

Abstract  

A miniaturized multiband antenna using half mode substrate integrated 

waveguide (HMSIW) loaded with complementary split ring resonators (CSRRs) 

is presented. Antenna dimension reduced by using of HMSIW technology. The 

CSRRs applied to HMSIW to produce two more resonance frequency below the 

characteristic waveguide cut-off frequency therefore antenna resonate on three 

frequencies. Finally, upper CSRR added on the patch to motivate fourth 

resonance. Proposed antenna designed to operate in 2.5 GHz, 3.5 GHz, 4.4 GHz 

and 5.2 GHz for use in ISM, WPAN, WiMAX, WLAN, and WBAN applications. 
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Paper Code: ICEE 1110 

Noniterative Solution of Inverse Scattering Problems Using a Priori 

Information 

Leila Ahmadi - Amir Ahmad Shishegar 

Isfahan University of Technology - Isfahan University of Technology -Isfahan 

University of Technology 

Abstract   

Noniterative algorithms for solving inverse scattering problems are of great 

interest for their computational efficiency. Although their application is limited, 

they can enable fast and robust reconstructions possible. However, the resulting 

image has low accuracy. It is usually fed to an iterative algorithm as an initial 

guess to get the exact result. Increasing the accuracy of the noniterative algorithm 

output can improve this initial guess for faster convergence. It can even obviate 

the need for iteration in some cases. In this work, we incorporate spatial a priori 

information in the noniterative solution of inverse scattering problems. It is 

incorporated in modifying the regularization term. The results show that it can 

remarkably improve the accuracy of the reconstructed permittivity. 
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Paper Code: ICEE 1071 

Ultra-wideband RCS Reduction Using Checkerboard Configuration of Bed 

of Nails 

Sadegh Sarjoughian - Mohsen Maddahali - Ahmad Bakhtafrouz 

Isfahan University of Technology - Isfahan University of Technology -Isfahan 

University of Technology 

Abstract 

Artificial magnetic conductors (AMC) have the characteristics of reflection phase 

variation with the frequency. This feature can be used to reduce the radar cross-

section (RCS) of ground planes when the checkerboard arrangement of different 

AMCs is applied. Scattered fields of checkerboard surface re-directed in four 

directions and cause a wide frequency range of 10-dB RCS reduction. In this 

paper, a novel ultra-wideband structure is proposed to reduce RCS using a bed of 

nails as AMC. AMCs of the prposed structure have the same shape but different 

dimensions. Initially, the cylindrical form of a bed of nails is designed and the 

results show the RCS reduction is less than −10 dB over the frequency range of 

6:78 − 18:24 GHz which is 91:6 %. With a good approximation, this range is the 

same as the predicted one using array theory. Then the rectangular and conical 

form of a bed of nails is applied. For rectangular form, the RCS reduced more 

than 10 dB in the frequency range of 6:9 − 18:1 GHz which is equivalent to 89:6 

% and is less than cylindrical form. The simulated results of the conical form 

show 93:3 % (6:6 − 18:15 GHz) bandwidth which is wider than cylindrical form. 
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Paper Code: ICEE 1192 

Low VHF Wire Antenna with Low-cost and Wideband Properties 

Mahdieh Bozorgi - Mahmood Rafaei-Booket - Sina Hasibi-Taheri 

University of Zanjan - University of Zanjan - AmirKabir University of 

Technology 

Abstract   

We propose a portable, low-cost, and wideband antenna includes two sections of 

its radiator and a matching network, all connected in series in that order. The 

optimized radiator height is 162cm which is connected to a matching network by 

means of implemented 80cm high impedance coaxial transmission line lied along 

the axis of the radiator. With the help of the first simulation results of such a 

structure without any matching network, it is found that an omnidirectional 

radiation pattern can be obtained within a given frequencies of low VHF. For 

broadening its operating bandwidth and practically implementation of such an 

antenna, a wide-band balun and matching network are designed and then located 

in the base section of the structure. To validate the simulated results, the designed 

structure for low VHF (30~108MHz) is fabricated and successfully measured. 

The measurements on such an antenna show a 115% bandwidth with 

VSWR&lt;2.6 and maximum gain 1.7dBi at 90MHz. It is shown that the 

fabricated antenna has a simple design and short radiator height in comparison 

with the commercial antennas used for low VHF applications. In addition to, such 

a low-weight antenna is suitable for installation in vehicles. 
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Paper Code: ICEE 1143 

Design Investigation of a Broadband Polarization Rotator Using SIW 

Technology with T-shaped Slots 

Amin Azimi - Mohammad.H Neshati 

Ferdowsi University of Mashhad - Ferdowsi University of Mashhad 

Abstract   

A broadband polarization rotator frequency selective surface (FSS) based on 

substrate integrated waveguide (SIW) technology is introduced at X band. 

Bandwidth enhancement is provided by two kinds of perturbation in a square SIW 

cavity. This is achieved by placing a metallic via at the center of the cavity and 

slanted via edge at two corners of the cavity. The proposed structure is 

numerically investigated by CST software. The obtained results show the 

structure exhibits a relative impedance bandwidth of 12% (8.52 - 9.61 GHz) with 

a maximum insertion loss of 0.65 dB. Co-polarized reflection coefficient is less 

than -10 dB over the operating bandwidth. 

 

 

 

 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

349 
 

 ۱3:۰۰الی  ۱۱:۰۰ساعت  ۱۴۰۱اردیبهشت ماه  ۲۹پنجشنبه 

 قدرت کیالکترون ینورترهایا -۴ های الکتریکی ماشین و قدرتک الکترونیعنوان نشست: 

 دانشگاه تبریز               ی   بابائ میدکتر ابراه   

 دانشگاه زنجان                  انیدکتر رضا نوروز  نشست: یروسا 
 دانشگاه ارومیه                      کنگرلو یدکتر محمد فرهاد    

 

ICEE-1336 

 PWM و تفکیک برخط خطای مدار باز کلید در اینورترهای تک فاز تشخیص

 علی اکبر سلیمی -مهدی اره پناهی *
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A Novel HVDC Transmission System Based on Z-source Converter 
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  1336ICEE کد مقاله:

 PWM تشخیص و تفکیک برخط خطای مدار باز کلید در اینورترهای تک فاز

 علی اکبر سلیمی -مهدی اره پناهی 

 تفرش دانشگاه - تفرش دانشگاه

 چکیده

 PWM(Pulse Widthتکفاز  نورتریدر ا دیمدار باز کل یخطا صیروش برخط جهت تشخ کیمقاله  نیدر ا

Modulation) یتمیاست. الگور نورتریا یخروج انیروش استفاده از مشتق جر نیا یارائه شده است. مبنا 

ارائه شده است. با استفاده از  نورتریا یخروج انیخطا از مشتق جر صیتشخ یهالگنایتخراج سجهت اس زین

در  یساز هیشب جیبصورت بر خط وجود دارد. نتا وبیمع دیو محل کل بیع صیامکان تشخ هاگنالیس نیا

رخط محل ب نییو تع صیتشخ تیقابل یشنهادیدهد که روش پ یمختلف نشان م یدزنیکل یهابارها و فرکانس

با مراجع معتبر عملکرد آنرا  یشنهادیروش پ سهیدارد. مقا یدزنیمختلف بار و فرکانس کل طیخطا را در شرا

 کند. یم دییتا
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Paper Code: ICEE 1396 

A 5kW Bidirectional Isolated On-board EV Battery Charger Using Hybrid 

PFC/Inverter 

Amir Hossein Dabbagh - Hamed Arvani - Ebrahim Afjei 

Shahid Beheshti University - Shahid Beheshti University 

Shahid Beheshti University 

Abstract  

This paper presents a bidirectional on-board charger used in Electrical Vehicles. 

This charger includes a front-end hybrid PFC/inverter using SEPIC/Zeta 

converter followed by an isolated symmetric full-bridge CLLC converter. SEPIC 

PFC maintains DC link voltage in charging mode using feedback from battery 

pack voltage. Consequently, by switching the CLLC converter near the resonant 

frequency, an appropriate voltage will charge the battery. The Zeta converter 

supplies the inverter at the specified voltage value regardless of DC link voltage 

in discharging mode. Moreover, zero voltage turn on switching at the primary 

side and zero current turn off switching at the secondary side are considered in 

the design of the CLLC to improve the power conversion efficiency. 

MATLAB/Simulink is used to validate the performance of the proposed charger. 

Simulations are carried out from 20% of the rated power to full load. Simulations 

results indicate that the power factor and the THD of the input current in charging 

mode and the THD of the output voltage in discharging mode agree with 

standards. 
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Paper Code: ICEE 1471 

Reduction of Common-mode Voltage in Cascaded H-bridge Inverter under 

Faulty Conditions 

Ashkan Raki - Yousef Neyshabouri - Hossein Iman-Eini - Mahdi Aslanian 

University of Tehran - Urmia University - University of Tehran - University of 

Tehran 

Abstract   

This paper proposes a new fault-tolerant method for cascaded H-bridge multilevel 

inverters (CHB-MLIs) to reduce the common-mode voltage (CMV) and improve 

its performance under faulty conditions. As injected CMV can affect the proper 

operation of the inverter, especially in AC motor drives, it should be decreased 

as much as possible. So, after balancing the line-to-line voltages in post-fault 

conditions, one of the significant challenges is reducing CMV. In the presented 

method, it has been proven that the average of the down-boundary of CMV is 

negative, while the average of its up-boundary is positive. Using this fact, the 

CMV reference is generated to take the minimum fundamental component 

compared to the existing fault-tolerant methods. The effectiveness of the 

proposed method is verified in MATLAB/SIMULINK on 11-level CHB-MLIs, 

and a comparative analysis is provided with the existing methods. 
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Paper Code: ICEE 1444 

Control of Vienna Rectifier with Discontinuous Space Vector Modulation 

Based on Circuit Level Decoupling 

Ali Roshandel - Mohammad Roshandel - Ebrahim Afjei 

Shahid Beheshti University- Shahed University - Shahid Beheshti University 

Abstract 

 VIENNA rectifier as a three phase, three level ac-dc converter, compared with 

some other three-phase rectifier has many advantages. This advantages make 

Vienna rectifier an excellent choice for application such as electric vehicle 

charging system, Wind Power Generation Systems (WPGS) and 

telecommunication that need high power and less THD. This paper proposes a 

new Discontinuous Space Vector Modulation (DSVM) method for Vienna 

rectifier based on circuit level decoupling. In this modulation scheme, sectors are 

re-divided into four sub-sectors instead of sex sub-sectors during each 60 of line 

cycle. The main advantage of the proposed method is that, it has self-balance of 

the voltage between the two output capacitors. So the balance of neutral point 

(NP) voltage can be achieved without any extra control loop. The inherent zero 

crossing problem is also eliminated in the proposed method. The proposed 

modulation technique and vector control system are verified by simulation model 

for the 10 kW Vienna rectifier in MATLAB. 
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Paper Code: ICEE 1337 

Cascaded Multilevel Inverter with Reduced Switch Count 

Mohammadamin Aalami - Ebrahim Babaei - Saeid Ghassem Zadeh 

University of Tabriz - University of Tabriz - University of Tabriz 

Abstract   

This paper proposes a new cascaded multilevel inverter consisting of a developed 

H-bridge and two input sides. First, to generate all voltage levels, five different 

algorithms are presented to determine the magnitudes of dc voltage sources. 

Then, the proposed structure is compared to the other conventional topologies to 

investigate the advantages and disadvantages of the proposed topology and find 

out the best algorithm to select the magnitudes of dc voltage sources. The results 

of this comparison show that the proposed topology can generate many voltage 

levels with fewer power switches. In the end, the experimental results for a basic 

unit of the proposed topology are demonstrated, and results are discussed to verify 

the correct performance of this topology. 
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Paper Code: ICEE 1308 

A Novel HVDC Transmission System Based on Z-source Converter 

Mehdi Zareian Jahromi - Mohammadreza Mousavikhademi - Ebrahim Kazemi 

Amirkabir University of Technology - Hormozgan Distribution Electric 

Company - Islamic Azad University 

Abstract 

In this paper, for improving performance of High Voltage Direct Current 

(HVDC) system, a new HVDC transmission line based on Z-Source Converter is 

proposed (HVDC-ZSC). Proper controllers in order to follow active and reactive 

power demands accurately, and also regulate the terminal voltage, are designed. 

Traditional HVDC systems used current source converters and voltage source 

converters, have some limitations and failures. In the proposed system, unlike 

conventional HVDC system, ZSC as the building block instead of a voltage 

source converter (VSC) and current source converter (CSC) have been used. The 

advantages and excellence of this converter have overcome some disadvantages 

and limitations of HVDC converters including commutation failure, lack of buck 

and boost of voltage. The simulation results, held by MATLAB/Simulink, 

indicate that the application of ZSC has improved some of HVDC characteristics 

such as short-circuit current level, voltage sag due to fault, output voltage control 

and lower harmonics generation. 
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Paper Code: ICEE 1024 

Application of Max Flow-min Cut Theory to Find the Best Placement of 

Electronic-based DC-PFCs for Enhancing Static Security in MT-HVDC 

Meshed Grids 

Mir Hamed Pour Mir Asghariyan - Jafar Milimonfared - Seyed Saeid Heidari 

Yazdi - Ali Haji Ali Biglo - Kumars Rouzbehi 

AmirKabir University of Technology - AmirKabir University of Technology 

Nazarbayev University - University of Tehran - University of Tehran  - Loyola 

University Andalusia 

Abstract 

This paper proposes an approach to selecting an optimal placement and control 

variable set by finding the worst contingencies for the recently proposed Interline 

Direct Current Power Flow Controller (IDC-PFC) in Multi-Terminal High-

Voltage DC (MT-HVDC) Grids based on Max Flow- Min Cut Theory. It is for 

Optimal PFCs placement purposes to optimize the maximum capacities of the 

transmission grid. Optimal settings for finding the most critical lines in a meshed 

grid and deciding where to place the PFC afterward. The controllable voltage 

source converters are computed by applying a sequential quadratic programming 

solver in MatLab to the developed security-based DC optimal power flow 

problem, including several corrective constraints. 
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Autonomous Guidance and Control of Satellite Formation Flying Based on 

Q-Learning with Collision Avoidance Capability 

*Hamid Mohsennezhad - Mohammadrasoul Kankashvar - Hossein Bolandi 
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ICEE-1567 

 ممانعت اضطراری مانورهای در خودرو حرکت مسیر طراحی جهت مقاوم کنترل تکنیک بکارگیری

  برخورد از

 کاظمی رضا - قماشی امین محمد*
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Paper Code: ICEE 1153 

Perfect Tracking of a Non-minimum Phase MIMO System 

 Saeedreza Tofighi - Farshad Merrikh-Bayat 

University of Zanjan -University of Zanjan 

Abstract 

In this paper, the problem of designing an optimal feedforward control to reach 

perfect tracking for a Non-Minimum Phase (NMP) Multi-Input Multi-Output 

(MIMO) system is considered. For this purpose, a feedforward compensator with 

a control structure along with an H∞ controller is proposed. The method is 

employed on a benchmark circuit designed to test different control methods for 

NMP systems. 
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Paper Code: ICEE 1203 

Unscented Kalman Filter Adaptive Noise Covariance Selection for Satellite 

Formation Flying with Q_learning 

Mohammad Hossein Nemati - MohammadRasoul Kankashvar- Hossein Bolandi 

Iran  University of Science and Technology - Iran  University of Science and 

Technology - Iran  University of Science and Technology 

Abstract   

There are many algebraic and dynamic approaches to satellite positioning. 

Kalman filtering methods are very common in spacecraft position determination. 

During recent decades, many algorithms and methods based on these filters have 

been introduced for satellite position estimation. Moreover, due to the coupling 

between orbital and Attitude dynamics, and also the dependency of some attitude 

determination algorithms to the precise position of the satellites in formation 

flying, it is critical to precisely determine the orbit and position of the satellite. 

This paper adopts the reinforcement learning (RL) method to improve the 

position estimation The method implemented in this paper for positioning of 

formation flying satellite is to exploit and merge the Unscented Kalman Filter 

(UKF) with Reinforcement Learning (RL) to find the optimal value of the process 

and measurement noise covariance matrices and improve the state estimation of 

position and velocity of the satellites. The proposed filter is simulated and the 

results are compared with conventional Kalman filters to demonstrate the 

effectiveness of this method. 
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Paper Code: ICEE 1239 

Autonomous Guidance and Control of Satellite Formation Flying Based on 

Q-Learning with Collision Avoidance Capability 

Hamid Mohsennezhad - Mohammadrasoul Kankashvar - Hossein Bolandi 

Iran University of Science and Technology - Iran University of Science and 

Technology - Iran University of Science and Technology 

Abstract 

This paper deals with the problem of guidance and control of formation flying 

satellites. A new controller based on Q-learning algorithm with obstacle 

avoidance capability is introduced. The designed adaptive controller is model-

independent and has the capability of avoiding moving obstacles and other 

satellites present in the formation, and provides fuel saving criteria. The 

efficiency of the mentioned algorithm is investigated by numerical simulation, in 

which guidance and control of formation flying together with the capability of 

moving obstacles avoidance are suitably provided by the algorithm. 
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  1567ICEE کد مقاله:

 ممانعت اضطراری مانورهای در خودرو حرکت مسیر طراحی جهت مقاوم کنترل تکنیک بکارگیری

 برخورد از

 کاظمی رضا - قماشی امین محمد

 طوسی یرالدیننص خواجه دانشگاه - طوسی نصیرالدین خواجه دانشگاه

 هچکید

خودرو خودران بر اساس فرمان جلو  کی یممانعت از برخورد برا ستمیس تمیالگور کیپژوهش، ارائه  نیهدف ا

حرکت با استفاده از چند  ریمس ی.طراحباشدیمقاوم م یابیحرکت و کنترل رد ریمس یفعال که شامل طراح

 تیاجتناب از برخورد و ظرف یمبنابر  یپارامتر یهایا. استفاده از چند جملهباشدیم یپارامتر یهایاجمله

خودرو  کینامی. با لحاظ ددینمایم جادیحرکت مناسب جهت ممانعت از برخورد را ا ریخودرو، مس یکینامید

حرکت  ریمس نی. بنابراگرددیحرکت مناسب انتخاب م ریشده، مس جادیا یرهایمس انیاز م ریتا کینامیو د

 یهایمقاوم، ورود یابیکنترلر رد کیبود. سپس با استفاده از  واهدخ شیمایورد و قابل پاز برخ یعار یانتخاب

که  دهدیانجام شده نشان م یهایسازهیشب جی. نتاگرددیارسال م ستمیس یمحاسبه و به عملگرها یکنترل

هم در حوزه و  ریموثر مس یابیحرکت و رد ریمس یهم در حوزه طراح ،یشنهادیممانعت از برخورد پ ستمیس

 عمل نموده است. یو کنترل خودرو به خوب یداریبهبود پا
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 دانشگاه صنعتی امیرکبیر         فرزاد توحیدخواه   دکتر    

 دانشگاه علم و صنعت           دکتر حمید بهنام     نشست: یروسا 
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ICEE-1252 

Numerical Study of Different Pillar Shapes Using Deterministic Lateral 

Displacement Method for Particle Separatio  

*Mohammad Mahdi Eskandari Sani - Mahdi Aliverdinia - Mahdi Moghimi Zand 

________________________________________________________________ 

ICEE-1037 

Fast Adapted Delay and Sum Reconstruction Algorithm in Circular 

Photoacoustic Tomography 

Soheil Hakakzadeh - Seyed masood Mostafavi - *Zahra Kavehvash 

________________________________________________________________ 

ICEE-1416 

Displacement Estimation for Ultrasound Elastography Based on a Robust 

Uniform Stretching Method 

*Zahra Hosseini - Ali Khadem - Mohammadreza Hassannejad Bibalan 

________________________________________________________________ 

ICEE-1042 

 سمعک ها Dبررسی و مدلسازی اثرات نویز فاز پالس ساعت بر عملکرد تقویت کننده صوتی کلاس 

  محدثه امیریان چایجان* -محمد مهدی احمدی 
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ICEE-1166 

Design and Performance Analysis of a Novel Optical Biosensor for 

Measuring Glucose Concentration in Urine 

Sania Eskandari - Siavash Zargari - Saeed Meshgini - Ali Farzamnia  

________________________________________________________________ 

ICEE-1195 

MoMed: An Affordable Mechanical Ventilator  

Mahdi Robati - Ali Sadighi - Mohammad Ali Nazari - Hamid Naseri  
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Paper Code: ICEE 1252 

Numerical Study of Different Pillar Shapes Using Deterministic Lateral 

Displacement Method for Particle Separatio 

Mohammad Mahdi Eskandari Sani - Mahdi Aliverdinia - Mahdi Moghimi Zand 

University of Tehran - University of Tehran - University of Tehran 

Abstract  

Deterministic lateral displacement is a discretization method for particles 

functioning according to the size and particle hydrodynamic formability 

variations. It was first introduced by Huang. DLD tools are composed of distinct 

arrays being able to direct particles with different dimensions in a variety of paths. 

In this paper, we investigated and compared the results of experimental work with 

simulation. This study aims numerically separate platelets from RBCs (Red 

Blood Cells) and WBCs (White Blood Cells). Then we designed a new geometry 

in our simulation for separating microbeads with a variety of diameters and we 

also investigated other pillar shapes' effects on separation. The results showed a 

good correlation between numerical and experimental cases. Using external 

forces and fields may give even a better separation result in future works. 
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Paper Code: ICEE 1037 

Fast Adapted Delay and Sum Reconstruction Algorithm in Circular 

Photoacoustic Tomography 

Soheil Hakakzadeh - Seyed masood Mostafavi - Zahra Kavehvash 

Sharif University of Technology - Sharif University of Technology 

Sharif University of Technology 

Abstract  

Circular photoacoustic tomography (C-PAT) arrangements are widely used in 

PAT systems. Many algorithms are proposed for PAT to reconstruct images such 

as delay and sum (DAS), universal back-projection (UBP), etc., all suffering from 

their own disadvantages. In this paper, to overcome these limitations, we 

proposed a fast uniform adapted delay and sum (ADAS) and filtered adapted 

delay and sum (F-ADAS) for detectors with finite and infinite bandwidth, 

respectively. Moreover, the edge uniformity index (EUI) metric was proposed for 

quantitative evaluation. Two cases 1) infinite bandwidth and 25 dB SNR level 

and 2) 2.25 MHz, 80% bandwidth with the same SNR level were considered for 

numerical study. The simulation results indicate that by using ADAS and F-

ADAS, EUI improves 17.3-39% for infinite bandwidth scenario and EUI value 

can reach the value of 1 in finite bandwidth scenario. Therefore, highly uniform 

reconstructed images can be thus obtained with our proposed algorithm. 
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Paper Code: ICEE 1416 

Displacement Estimation for Ultrasound Elastography Based on a Robust 

Uniform Stretching Method 

Zahra Hosseini - Ali Khadem - Mohammadreza Hassannejad Bibalan 

K. N. Toosi University of Technology - K. N. Toosi University of Technology 

Imam Khomeini International University 

Abstract  

This paper proposes a novel approach to estimate the displacement fields, which 

is a common and challenging step in ultrasound elastography. Maximization of 

normalized cross-correlation (NCC) is one of the literature’s widely used 

displacement estimation methods. This algorithm is simple to implement and 

computationally efficient; however, its main drawback is signal decorrelation 

which is the main source of distortions in elastogram images. In this work, a novel 

approach to increase the robustness of NCC to signal decorrelation and false peak 

error is proposed. This technique is according to the stretching-based methods 

that improve the correlation between pre- and post-compression data. In other 

words, in this method, the optimum stretching factor producing the highest NCC 

will be obtained from a two-step algorithm. The first step provides a rough 

estimation of the stretching factor, and in the second step, the exact value of the 

stretching parameter will be obtained. Then, the final displacement field is 

computed by providing a relationship between the stretching factor and the time 

delay. Finally, the strain image is estimated using the Kalman least square 

method, ensuring axial and lateral continuity. We call the proposed approach 

Robust Uniform Stretching (RUS), and its performance is investigated using the 

simulated and In-vivo data in terms of contrast-to-noise ratio (CNR), signal-to-

noise ratio (SNR), and root mean square error (RMSE) criteria. The proposed 
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method had superior performance compared with some conventional window-

based algorithms by reaching the highest CNR values of 13.91 and 3.99 and SNR 

values of 14.50 and 3.61 for the simulation and In-vivo experiments, respectively. 
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  1042ICEEکد مقاله: 

 سمعکها Dلاس ک یکننده صوت تیفاز پالس ساعت بر عملکرد تقو زیاثرات نو یو مدلساز یبررس

 جانیچا انیریمحدثه ام - یاحمد یمهد محمد

 امیرکبیر صنعتی دانشگاه  - امیرکبیر صنعتی دانشگاه

 چکیده

سمعک ها  Dدر این مقاله اثر مخرب نویز فاز و لرزش پالس ساعت را بر عملکرد تقویت کننده صوتی کلاس 

ت عرض پالس های خروجی تقویت کننده بررسی می کنیم. در ابتدا برای کاهش زمان شبیه سازی، تغییرا

را که ناشی از نویز فاز یا لرزش سیگنال پالس ساعت تقویت کننده است، به دامنه پالس ها منتقل  Dکلاس 

کرده و نشان می دهیم نویز فاز پالس ساعت باعث می شود نویز کوانتیزاسیونی که به دلیل استفاده از مدولاتور 

 لا منتقل شده بود به داخل باند صوتی منتقل شود. سپس نشان می دهیم که سیگما به فرکانس های با-دلتا

محدوده فرکانس پایین منحنی نویز فاز تأثیر چندانی بر نویز خروجی تقویت کننده صوتی ندارد و در حقیقت 

پس محدوده فرکانس بالای نویز فاز است که باعث بازگشت نویز کوانتیزاسیون به داخل باند صوتی می شود. س

با استفاده از تحلیل ریاضی، اثر لرزش پالس ساعت بر میزان نویزی که به داخل باند صوتی منتقل می شود را 

بررسی کرده و نویز داخل باند را محاسبه می کنیم و نشان می دهیم که نتایج مدلسازی ریاضی ارائه شده با 

 نتایج شبیه سازی مطابقت خوبی دارد.
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Paper Code: ICEE 1166 

Design and Performance Analysis of a Novel Optical Biosensor for 

Measuring Glucose Concentration in Urine 

Sania Eskandari - Siavash Zargari - Saeed Meshgini - Ali Farzamnia 

University of Tabriz - University of Tabriz - University of Tabriz - University 

Malaysia Sabah 

Abstract 

This paper presents a diamond-shaped biosensor using a two-dimensional 

photonic crystal to measure the glucose concentration in urine. The proposed 

sensor is designed to operate linearly in the range of 0 - 5 gm/dl. The size of the 

designed biosensor is 11.4 μm × 11.4 μm and consists of a ring resonator and two 

waveguides. The ring resonator is mounted in the center of the structure with two 

end waveguides on both sides. The detection process is based on the resonant 

wavelength shift due to the change in the analyte refractive index. The proposed 

sensor is analyzed by COMSOL Multiphysics software, and MATLAB is used to 

plot the simulation results. The results demonstrate that the resonant wavelength 

shift is linearly related to the changes in the refractive index. The maximum 

quality factor and the sensitivity of the biosensor are respectively obtained around 

1874.83 and 364.54 nm/RIU. Such an attribute combination turns the designed 

structure into a promising element for medical and biological applications. 
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Paper Code: ICEE 1195 

MoMed: An Affordable Mechanical Ventilator 

Mahdi Robati - Ali Sadighi - Mohammad Ali Nazari - Hamid Naseri 

University of Tehran - University of Tehran - University of Tehran - University 

of Tehran 

Abstract   

Development of a working prototype of an affordable mechanical ventilator is 

discussed in this paper. The device uses a bag valve mask and two pushing 

handles to compress it and force-feed the air into the patient’s lungs. A stepper 

motor along with a reduction mechanism made up of belt drives and spur gears 

are used to drive the pushing handles. A flow sensor is used to measure the airflow 

enabling closed- loop control of the air volume supplied to patients based on their 

lung parameters, i.e., compliance, resistance. Two absolute barometric pressure 

sensors are used to measure and report the gauge pressure and trigger the alarm 

buzzer in the case of high respiratory pressures. The prototype is tested using a 

test lung and the test lung’s parameters are estimated using the flow and pressure 

data logged by the onboard microcontroller. Estimated compliance is very close 

to the test lung’s reported compliance but the resistance is higher and the reason 

seemed to be the tube used to connect the prototype to the test lung. 
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ICEE-1083 

An Enhanced Chaotic System Based Color Image Encryption Using DNA 

Encoding 

*Mobin Vaziri - Mohammad Mehdi Rahimifar - Hadi Jahanirad 

________________________________________________________________ 

ICEE-1280 

Goodbye Bitcoin: A General Framework for Migrating to Quantum-secure 

Cryptocurrencies 

*Saeed Banaeian Far - Azadeh Imani Rad - Maryam Rajabzadeh Asaar 
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Paper Code: ICEE 1313 

An Improved Authentication & Amp; Key Exchange Protocol Based on 

ECDH for WSNs 

Sina Baghbanijam - Hanie Sanaei - Mahdi Farajzadeh 

Iran University of Science and Technology - Tarbiat Modares University - 

Tehran University 

Abstract 

Wide-spread use of wireless sensor networks (WSNs) that are consisted of 

resource-constrained sensor nodes in communication with gateways in sensitive 

and mission-critical industries have highlighted the need for a secure yet fast 

communication protocol between users, gateways and sensor nodes. Due to the 

properties of the network, elliptic-curve cryptography seems to be the most viable 

choice as it requires less resources than most other options. In this paper we 

analyze the protocol suggested by Moghadam et al. which is based on ECDH 

(elliptic-curve Diffie-Hellman) and mention some of the flaws in their proposed 

authentication and key exchange protocol. Some attacks are also mentioned to 

further explain the shortcomings of their schema. Then a modified version of the 

protocol is proposed, analyzed and checked against the same attacks as an 

informal security proof. 
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Paper Code: ICEE 1550 

Stable Target Tracking in Wireless Sensor Networks under Malicious 

Cyber Attacks 

Jafar Akhondali - Mohammad Taheri 

Shiraz University - Shiraz University 

Abstract  

Due to the advance of hardware in recent years, Wireless Sensor Networks has 

attracted many research interests. Target tracking is an important application in 

Wireless Sensor Networks that like any other application, suffers from security 

issues. Previous studies relied on mathematical methods like Kalman Filter to 

detect attacks. In this paper, it has been tried to detect and adjust attacked target 

locations by a novel methodology. At first targets are tracked over time and then 

the similar trajectories are clustered into the same groups. Then for each group, a 

separate LSTM model is trained for prediction that tries to predict the next target 

location by learning previous target locations. Then for new targets, the attack is 

detected when the prediction location by the LSTM model has an abnormal 

distance from the new location of the target. In order to find a corresponding 

LSTM model for a new target in real-time, several methods have been proposed. 

As the known available datasets were not complex enough for our experiments, 

a tool has been developed to generate customized complex trajectory groups. The 

results are evaluated on twenty different trajectory clusters that prove the 

effectiveness of the proposed methods compared to similar research by four 

different types of attacks that are applicable in target tracking applications.  
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Paper Code: ICEE 1381 

Entanglement-assisted Classical-quantum Multiple Access Wiretap 

Channel: One-shot Achievable Rate Region 

Hadi Aghaee - Bahareh Akhbari 

K. N. Toosi University of Technology - K. N. Toosi University of Technology 

Abstract  

In this paper, the problem of secure communication over an entanglement-

assisted classical-quantum multiple access channel is studied under one-shot 

setting. The main employed approach to this end, is combination of simultaneous 

decoding and position-based decoding techniques while a recently introduced 

approach is used to calculate leaked information. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 برق المللی مهندسیبینکنفرانس  امینسی

۱۴۰۱اردیبهشت ماه  ۲۹الی  ۲۷  
30th International Conference on Electrical 

Engineering 

, IranTehran-2202, 19-May 17 

 

 

 

377 
 

Paper Code: ICEE 1085 

Secrecy Sum Rate Analysis and Power Allocation with OSTBC and 

Artificial Noise for MIMO Systems 

Abdolrasoul Sakhaei Gharagezlou - Mahdi Nangir - Nima Imani – 

Amir Poorfaraj Liqvan 

University of Tabriz - University of Tabriz - University of Tabriz - University of 

Tabriz 

Abstract 

This paper examines and analyzes the secrecy sum rate and optimal power 

allocation for a multiple input multiple output (MIMO) system. The orthogonal 

space time block coding (OSTBC) is used to bring the power of each user closer 

to the optimal value. In addition to the OSTBC method, an artificial noise (AN) 

technique is used to increase system security. This type of noise is injected into 

the signal which is sent to users by the base station (BS). In this paper, an 

optimization problem is considered with a maximum power constraint for users 

and a minimum rate constraint of each user. The secrecy sum rate is equal to the 

difference of each user’s rate and the eavesdropper’s rate, which must be a 

positive value, otherwise it is considered to be zero. The constrained optimization 

problem becomes an unconstrained problem using the Lagrangian dual function 

to find the optimal power of each user. Simulation and numerical results are given 

to evaluate the system performance. These results show that the proposed scheme 

has a better performance than the equal power allocation scheme in various 

scenarios. 
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Paper Code: ICEE 1083 

An Enhanced Chaotic System Based Color Image Encryption Using DNA 

Encoding 

Mobin Vaziri - Mohammad Mehdi Rahimifar - Hadi Jahanirad 

University of Kurdistan, Sanandaj - University of Sherbrooke Sherbrooke, 

Quebec, Canada - University of Kurdistan, Sanandaj 

Abstract 

Transferring data, particularly digital images, over unsecured communication 

channels has overgrown in the past years. Digital images such as medical images 

have certain information. Thus, these data should remain protected and 

inaccessible. According to discussed issues and numerous attack methods, 

implementing a high secure encryption algorithm is confronted with crucial 

issues and challenges. This paper proposes a new efficient color image encryption 

based on a chaotic system and DNA encoding following one round process. 

Initially, a hash function generates a secret key to be used in the confusion and 

diffusion stages simultaneously. Subsequently, the pixels' values are changed in 

the confusion phase through DNA encoding and XORing. Ultimately, the 

adjacent pixels' positions are shifted by permutation boxes generated from the 

chaotic system, and the cipher image is achieved. The experimental results and 

security analysis proves that our scheme has significantly higher security than 

other methods and can resist statistical attacks, differential attacks, and occlusion 

attacks. 
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Paper Code: ICEE 1280 

Goodbye Bitcoin: A General Framework for Migrating to Quantum-secure 

Cryptocurrencies 

Saeed Banaeian Far - Azadeh Imani Rad - Maryam Rajabzadeh Asaar 

Islamic Azad University, Tehran - Islamic Azad University, Tehran 

Islamic Azad University, Tehran 

Abstract  

Quantum computing is the primary concern against security and privacy issues; 

and it is known that no digital assets have provable ownership in the post-

quantum age. As a type of digital assets or investing methods, cryptocurrencies 

are not far from this fact. This study presents a practical and comprehensive 

framework to make currently-using cryptocurrencies secure against quantum 

computers by presenting a hard fork. The currently-using cryptocurrencies can 

apply the mentioned hard fork for providing security in the post-quantum age. To 

keep the currencies' previous values in their post-quantum forks, the mentioned 

hard fork is designed based on a 1-to-1 proof of burn (PoB) consensus in which 

a hash function and hash-based signature, as two quantum-secure tools, are 

applied to prepare the migration to the quantum-secure fork. For example, and to 

show that the hard fork works, the quantum-secure fork of Bitcoin (QBTC) will 

be presented and analyzed in the heuristic form. 
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  1044ICEEکد مقاله: 

ی بهبودیافته برا CUKو  SEPICهای مبتنی بر مبدل AC/DCپیشنهاد یک ساختار جدید 

 های الکتریکیکاربرد شارژر موتورسیکلت

 محمد خدایاری -میثم صادقی  -رحیم عجبی فرشباف  -سجاد قابلی ثانی 

 معاونت ز،یبرق تبر یروین عیتوزت شرک -نگیسپاچیو د یبرداربهره معاونت ز،یبرق تبر یروین عیتوز شرکت

برق  یروین عیشرکت توز -یت مهندسمعاون ز،یبرق تبر یروین عیشرکت توز - نگیسپاچیو د یبرداربهره

 نگیسپاچیو د یبردارمعاونت بهره ز،یتبر

 چکیده

پیشنهاد شده است.  CUKو  SEPICهای مبتنی بر مبدل AC/DCدر این مقاله یک ساختار مبدل 

شود، باشند که موجب کاهش بازدهی و ضریب توان مبدل میشارژرهای متداول دارای پل دیود در ورودی می

ار پیشنهادی پل دیود ورودی حذف شده و دیود اضافی در سمت ورودی مدار وجود ندارد. همچنین، در ساخت

بوده و تزریق توان راکتیو بسیار ناچیز و قابل صرف  %۹۹.8مدار پیشنهادی دارای ضریب توان بالا در حدود 

به مبدل دیگری نخواهد  ای بوده و برای اصلاح ضریب توان نیازنظر دارد. این مبدل، یک ساختار تک مرحله

ولت متناوب در نظر گرفته شده و طراحی مبدل برای یک  ۲6۰تا  ۱6۰داشت. ولتاژ ورودی مبدل در بازه 

 MATLABافزار سازی ارائه شده که توسط نرموات محاسبه شده است. در نهایت نتایج شبیه ۲۰۰شارژر 

 دهد.ی را نشان میانجام شده است، کارایی و عملکرد قابل قبول مبدل پیشنهاد
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   1095ICEEکد مقاله: 

بمنظور  عیدر شبکه توز (DG)پراکنده  داتیتول نهیبه یابیجهت جا نینو یساز نهیروش به ارائه

 ولتاژ یکردن اثر فروافتادگ نهیکم

 یرضاپوریعبدالرضا عل - انیهاشم پژمان

 ستان کرمانشاهبرق ا یروین عیشرکت توز  -برق استان کرمانشاه یروین عیشرکت توز

 چکیده

 توجه مورد و سو یک از قدرت شبکه در ولتاژ فروافتادگی پدیده نامطلوب اثرات پی در آمده بوجود های نگرانی

-سوخت سازیذخیره هایبحران زیستی، محیط هایمحدودیت توجه با (DG) پراکنده تولید منابع گرفتن قرار

 کاهش در پراکنده تولیدات گذاریاثر همچنین و قدیمی و مرسوم های نیروگاه پایین بازدهی و فسیلی های

 بمنظور پراکنده تولیدات بهینه یابیمکان اخیر، هایسال در تا گردیده موجب دیگر سوی از ولتاژ فروافتادگی اثر

 بمنظور جدید روش یک مقاله این در. گیرد قرار توجه مورد بسیار ولتاژ فروافتادگی اثر حداکثری کاهش

 جدید هدف تابع یک نتیجه در. گرددمی پیشنهاد برق شبکه در ولتاژ فروافتادگی اثر از ناشی ینههز تخمین

 توان تلفات ولتاژ، فروافتادگی اثر از ناشی یهزینه کردن کمینه قبیل از فنی معیارهای آن در که شودمی ارائه

 در با. است شده گرفته نظر در اکندهپر تولیدات تعمیر و نصب های هزینه قبیل از اقتصادی معیارهای و اکتیو

-بهینه مسئله یک بصورت هاDG بهینه یابیمکان مقاله این در سیستم، عملکردی های محدودیت نظرگیری

 مکان و اندازه تعداد، یافتن نتیجه در و آن حل برای ژنتیک الگوریتم از که شودمی گرفته نظر در مقید سازی

 IEEE باسه 33 استاندارد حلقوی شبکه از مطالعه مورد شبکه بعنوان. شود می استفاده پراکنده تولیدات بهینه

 .شود می استفاده
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  1105ICEE کد مقاله:

برق و حرارت و منابع  یبیترک یواحدها یساختمان هوشمند حاو کیتوان در  نهیبه تیریمد

 یساز انرژرهیدر حضور ذخ پراکنده دیتول

 زحمت کشان لیاسماع

 رانیبرق فارس، فسا، ا یروین عیشرکت توز

 چکیده

 توان تولید منابع از بهینه برداری بهره و مدیریت هوشمند، های ساختمان در مباحث ترینمهم از یکی امروزه

 در توان تولید بهینه مدیریت بررسی مقاله این در شده انجام نوآوری روازاین. باشد می ها ساختمان این در

 پیل از هیبریدی سیستم این در که باشد می برق و حرارت تولید بر مبتنی مسکونی هیبریدی سیستم یک

 انرژی سازذخیره منبع عنوانبه باتری از همچنین است شده استفاده گرما و برق تولید منظوربه سوختی

 نظر صرفه هیبریدی سیستم کنار در انرژی ساز ذخیره سیستم از پیشین هایپژوهش در که شود می استفاده

 از هیبریدی سیستم این انرژی تولید مدیریت در مقاله این دیگر های نوآوری جمله از همچنین .است شده

 به توجه با زمانی هرگام در الگوریتم این در که است شدهاستفاده روزانه بار بینیپیش بندیزمان الگوریتم یک

 مسکونی منزل توان تأمین ینههزی کهنحویبه هیبریدی سیستم این یبهینه تولید مقدار مصرفی بار میزان

 تابع این که شد خواهد تشکیل هدف تابع یک ابتدا مقاله این در دیگرعبارتبه. شود می استفاده گردد حداقل

 هدف تابع ، آن از بعد. است شده تشکیل.... و باتری سوختی، پیل هایهزینه نظیر مختلفی هایبخش از هدف

 نحوی به( MATLAB) متلب افزار نرم محیط در و گرانشی وجویجست سازیبهینه الگوریتم از استفاده با

 .گردد مینیمم باتری و سوختی پیل هیبرید سیستم تولیدی هاهزینه که گرددمی بهینه
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   1132ICEE کد مقاله:

 افتهیمیتعم یمصنوع یدر بازار روز بعد با استفاده از شبکه عصب یکیالکتر یانرژ متیق ینیبشیپ

 یسوخت رسان تینظر گرفتن محدودو با در 

 یآباد ییحی یمصطف -رضا پورآقابابا  - یمحسن دیسع -صابر  نیحس

 شرکت تولید نیروی برق اصفهان - شرکت تولید نیروی برق اصفهان-  دانشگاه صنعتی شریف

 شرکت تولید نیروی برق اصفهان

 چکیده

بینی بار شبکه را برای دو روز آینده ت مربوط به پیشدر ساختار بازار برق ایران، مدیر بازار در هر روز اطلاعا

دهد و قیمت تسویه ساعتی برای روز بعد بر اساس پیشنهادهای ارسال شده در اختیار بازیگران بازار قرار می

بینی دقیق قیمت بازار روز بعد به منظور محاسبه شود. بنابراین پیشتولیدکنندگان انرژی به بازار محاسبه می

های تولیدی بسیار اهمیت دارد. در این مقاله قصد داریم تا با استفاده قیمت به مدیر بازار برای شرکت پیشنهاد

بینی سه لایه )لایه ورودی، لایه پنهان و لایه خروجی( مدلی برای پیش Perceptronاز شبکه عصبی مصنوعی 

پارامترهایی همچون درجه حرارت، بار  قیمت برق در بازار روز بعد ارائه دهیم. در مدل پیشنهادشده، در کنار

شبکه، روز هفته )تعطیل و یا غیر تعطیل( و قیمت تسویه بازار روزهای قبل که در مطالعات پیشین بسیار مورد 

رسانی به عنوان یکی دیگر از پارامترهایی تاثیرگذار بر روی قیمت در اند، محدودیت سوختمطالعه قرار گرفته

شود. همچنین به منظور افزایش سرعت همگرایی و دقت مدل، روش سنتی گرفته می بازار برق ایران در نظر

Back Propagation) BP ) با روشLevenberg-Marquardt BP) LMBP ) .جایگزین شده است

مورد ارزیابی  ۱3۹۹های یک ساله نیروگاه اصفهان در سال در پایان، دقت مدل ارائه شده با استفاده از داده

 رد.گیقرار می
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  1224ICEEکد مقاله: 

 تمیبا الگور ییاز حادثه به کمک بازآرا شیدر مرحله پ یسنت عیتوز یهاشبکه یآورتاب بهبود

 یستیهمز سمیارگان

 محمد احمدوند - ردرهیرضا ش - ستهیبا نیحس

ق بر یروین عیشرکت توز - برق استان همدان یروین عیشرکت توز - برق استان همدان یروین عیشرکت توز

 استان همدان

 چکیده

 تقسیم حادثه از پس و حین پیش، زمان سه در را حوادث الکتریکی، توزیع هایشبکه آوریتاب ارزیابی برای

 مانور قدرت و است محلی صورت به اغلب سنتی توزیع هایشبکه در بازآرایی و مانور قابلیت. کنندمی تحلیل و

 شبکه مناسب آرایش و ساختار بنابراین است؛ یکسان حادثه از عدب و حادثه از پیش آرایش و ندارد را لحظه در

 افزایش دیگر سوی از. دارد سزایی به اهمیت شبکه معیارهای بهبود در هاخرابکاری یا و حوادث بروز زمان در

 هایکهشب برداریبهره معیار مهمترین. بگذارد برداریبهره پارامترهای بر چندانی تاثیر نباید آوریتاب معیارهای

 هدف تابع یک سازیبهینه مسئله حل جهت آوریتاب تعریف با مقاله این در. است الکتریکی تلفات توزیع

 کنار در سادگی به توانمی را دیگر هایمعیار و بوده حل قابل سازیبهینه هایروش تمامی با که شده نرمال

 الکتریکی شبکه آوریتاب تلفات، بهینه حالت درنظرگیری با مقاله این در روش همین به. کرد بررسی آوریتاب

 که همزیستی ارگانیسم سازی بهینه کمک به شده ارائه مسئله موردی مطالعه عنوان به. ایمداده بهبود را

 .است شده استفاده استاندارد شین 33 شبکه در داده، نشان خود از بازآرایی مسائل حل در را خوبی عملکردی
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   1247ICEEکد مقاله: 

ولتاژ  یداریپا شیبمنظور افزا ویتوان راکت دیکوچک و منابع تول سیمقا یهاروگاهین نهیبه یابیجا

 خوزستان عیشبکه انتقال و فوق توز

 یسرور دیام - ییمحدثه مولا - یزمان ومرثیک - رپوریبش مسعود

 رانیق اشبکه بر تیریت مدشرک - خوزستان یا ت برق منطقهشرک - خوزستان یا برق منطقه کتشر

 خوزستان یا برق منطقه

 چکیده

 قدرت سیستم در پایداری افزایش راکتیو، و اکتیو توان تأمین و بار نزدیکی در قرارگیری با پراکنده تولید منابع

 موثر بسیار ولتاژ پایدار بر شبکه راکتیو توان حاشیه افزایش با نیز راکتیو توان تولید منابع. کنندمی تضمین را

 ۱۴۰5انتقال و فوق توزیع خوزستان مطابق وضعیت پیشرفت پروژه ها در سال  شبکه مقاله این در. هستند

مورد بررسی قرار گرفته است. بدلیل وجود مشکلات مختلف از جمله کمبود نقدینگی، توسعه بموقع و ظرفیت 

ال افق مطالعه گردد و در سسازی در بخش تولید و شبکه انتقال متناسب با افزایش تقاضای بار محقق نمی

های مقایس شبکه با افت ولتاژ همراه است. برای حل این موضوع یک روش موثر جهت جایابی بهینه نیروگاه

کوچک و منابع تولید توان راکتیو در راستای افزایش پایداری و بهبود پروفیل ولتاژ در شبکه انتقال و فوق 

ر این جایابی شامل کاهش بارگیری خطوط و سازی دهای بهینهتوزیع خوزستان ارائه شده است. شاخص

ترانسفورماتورهای انتقال و فوق توزیع، کاهش تلفات و افزایش پایداری و بهبود پروفیل ولتاژ شبکه می باشند. 

در حل این مسئله اثر تپ ترانسفورماتورهای انتقال در دو حالت نرمال و بهینه بطور همزمان با جایابی بهینه 

کوچک و منابع تولید توان راکتیو مورد بررسی قرار گرفته است. با توجه به اینکه این  های مقایسنیروگاه

سازی از دو الگوریتم چرخه آب باشد، در بخش بهینهسازی دارای قیود و متغیرهای مختلفی میمسئله بهینه
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(WCA) و ازدحام ذرات (PSO) در نرم افزار متلب (MATLAB)  انجام مدل شده است. همچنین بمنظور

 .سازی گردیدشبیه (DIgSILENT)مطالعات پخش بار، شبکه انتقال مورد نظر در نرم افزار دیگسایلنت 
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Optimal Placement of Maintenance Teams in Distribution Networks to 

Minimize Energy Not Supplied 
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University of Birjand - University of Birjand - University of Birjand - University 

of Birjand 

Abstract  

Service restoration is one of the most important operations in modern electricity 

distribution networks. This principle should be done in such a way that after a 

network fault occurs, the out-of-service areas are restored as soon as possible. 

One of the factors that can affect the quality of service restoration, especially 

customer satisfaction and economic costs incurred by electricity utilities, is the 

location of the maintenance Establishment. In this paper, after presenting a 

heuristic algorithm for service restoration, the effect of different locations of the 

maintenance team on the amount of ENS and the switching actions time will be 

investigated. Then, by examining the different candidate points, the optimal 

location for the establishment of these teams will be suggested brought to 

minimizing the ENS and switching time values. 

 

 

 

 


